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Public  Health  and  Sanitation  Code  of  Ordinances 

of 

The  Eastern  Band  of  Cherokee  Indians 


AN  ORDINANCE  ESTABLISHING  PROCEDURES  AND  STANDARDS  FOR  PUBLIC  HEALTH  AND 
SANITATION;  PROVIDING  FOR  THE  METHOD  OF  ADMINISTRATION  AND  AMENDf^ENT;  DE- 
FINING CERTAIN  TERMS  USED  HEREIN;  PROVIDING  PENALTIES  FOR  VIOLATION;  RE- 
PEALING CONFLICTING  ORDINANCES  AND  FOR  OTHER  PURPOSES. 

Chapter  PH-1  ADMINISTRATION 

PH-1.1  Short  Title 

This  Ordinance  shall  be  known  and  may  be  cited  as  the  Public  Health  and 
Sanitation  Code  of  Ordinances  of  the  Eastern  Band  of  Cherokee  Indians. 

PH-1.2  Authority  and  Enactment  Clause 

The  Tribal  Council  of  the  Eastern  Band  of  Cherokee  Indians  does  hereby 
ordain  and  enact  into  law  the  following  articles  and  sections. 

PH-1.3  Jurisdiction 

These  regulations  shall  govern  all  private  and  governmental  establishments 
and  actions  within  the  physical  boundaries  of  the  Eastern  Band  of  Cherokee 
Indians . 

These  regulations  set  forth  the  Public  Health  and  Sanitation  Ordinances 
of  the  Eastern  Band  of  Cherokee  Indians  as  adopted  on  September  23,  19  76  , 

and  as  amended,  including  the  article  headings,  catchlines  and  numbering  sys- 
tem. The  nature  of  the  material  contained  herein,  and  the  requisite  pro- 
cedures for  appeals,  objections,  etc.,  the  complexity  and  import;mce  of 
this  subject  area  necessarily  preclude  incorporation  of  such  an  ordinance  as 
an  integral  part  of  the  "Code  of  Ordinances"  of  the  Eastern  Band  of  Cherokee 
Indians;  hence  it  is  to  be  included  as  a supplement  thereto. 
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Pll-1.4  Conflict  of  Ordinances 


I-cdcra  1 provisions  shall  apply  to  all  Federal  facilities  and  installations 
and  in  areas  where  the  Tribe  has  not  adopted  their  own  provisions. 

PH- 1.5  Purpose 

llie  pury>osc  of  these  regulations  is  to  establish  procedures,  minimal  stan- 
dards ajul  their  enforcement  for  the  health,  safety  and  welfare  of  the  Hastern 
Ibuui  of  Cherokee  Indians  and  their  lands;  and  to  aid  in  conserving  and  protecting 
the  physical  and  economic  resources  as  well  as  the  general  well-being  of  the 
Qicrokee  Tribal  communities  and  their  environs. 

Pti-1.6  Administrative  Hearing  Procedures  and  Authority 
of  Tribal  Health  Officer 

PH-1.6.1  In  General,  Responsibility  of  Tribal  Health  Officer 

The  Tribal  Health  Officer  shall  be  responsible  for  the  enforce- 
ment of  each  and  every  provision  of  the  Public  Health  Ordinance  of 
the  Eastern  Band  of  Cherokee  Indians  and  shall  personally  or  through 
his  assistants  make  all  investigations  required  herein  and  issue  or 
approve  all  permits  required. 

PH-1.6.2  Right  of  Entry  to  Inspect,  Investigate  Conditions 

The  Tribal  Health  Officer  or  any  of  his  assistants  shall  have 
the  right  to  enter  at  any  reasonable  time  any  premises  for  the 
purpose  of  making  the  inspections  or  investigations  as  required  by 
this  Ordinance, 

PH-1.6.5  General  Authority  of  Tribal  Health  Officer 

The  Tribal  Health  Officer  is  hereby  authorized  to  enter  upon 
and  inspect  all  premises  within  the  jurisdiction  of  the  Tribe  to 
see  that  the  same  are  kept  in  sanitary  condition,  and  a safe  condi- 
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tion  from  health,  safety,  or  fire  hazards,  and  to  notify  the 
owners  of  property  to  require  them  to  remedy  any  unlawful  conditions 
which  he  may  observe  or  see  on  or  about  the  premises.  Such  officer 
shall  have  authority  and  power  granted  by  the  Tribal  Council,  in  a 
lawful  manner  to  cause  the  owner  or  occupant  of  said  premises  to 
remedy  such  conditions  to  the  satisfaction  of  the  Tribal  Health  Officer. 

PH-1.6.4  Hindering,  Obstructing  Health  Officer,  Assistants 

It  shall  be  unlawful  for  any  person  to  hinder,  obstruct  or 
delay  the  Tribal  Health  Officer  or  any  of  his  assistants  in  the  law- 
ful discharge  of  their  duties,  including  elected  Tribal  officials, 
government  employees  or  any  other  individual  that  may  attempt  to  use 
their  influence  to  overturn  the  findings  of  the  Tribal  Health  Officer. 
All  decisions  of  the  Tribal  Health  Officer  or  any  of  his  assistants 
shall  be  final. 

PH-1.6.5  Right  of  Administrative  Appeal 

Should  any  person  responsible  for  conditions  resulting  in  a vio- 
lation of  this  Ordinance  fail  or  refuse  to  take  necessary  measures  to 
prevent  same,  they  shall  have  the  right  to  appeal  the  decision,  of  the 
Tribal  Health  Officer  to  be  heard  by  the  Tribal  Health  Board,  Advisory 
Committee,  further  and  final  appeal  shall  be  to  the  Tribal  Council.  How- 
ever, the  decision  of  the  Tribal  Health  Officer  shall  govern  until  this 
Ordinance  is  complied  with  or  the  decision  is  reversed  on  appeal. 
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Chapter  PH-2  AIR  POLLUTION 


Definitions 

1.  Ambient  Air  means  that  portion  of  the  atmosphere  outside  of 
buildings  and  other  enclosures,  stacks,  or  ducts,  and  which 
surrounds  human,  animal  or  plant  life  or  property. 

2.  Combustible  Material  means  any  substance  which,  when  ignited, 
will  bum  in  the  air. 

3.  Dust fa  11  means  particulate  matter  which  settles  out  of  the  air 
and  is  expressed  in  units  of  grams  per  square  meter  per  30-day 
period. 

4.  Fuel-Burning  Equipment  means  equipment  whose  primary  purpose  is 
the  production  of  thermal  energy  or  power  from  the  combustion 
of  any  fuel.  Such  equipment  is  generally  that  used  for,  but 
not  limited  to,  heating  water,  generating  or  circulating  steam, 
heating  air  as  in  warm  air  furnaces,  furnishing  process  heat 
entirely  through  transfer  by  fluids  or  transmissions  through 
process  vessel  walls. 

5.  Garbage  means  any  animal  and  vegetable  waste  resulting  from  the 
handling,  preparation,  cooking  and  serving  of  food. 

6.  Incinerator  means  a device  designed  and  engineered  to  burn  solid, 
liquid,  or  gaseous  waste  material. 

7.  Opacity  means  that  property  of  a substance  tending  to  obscure  vision 
and  is  measured  in  terms  of  percent  obscuration. 

8.  Open  Burning  means  any  fire  wherein  the  products  of  combustion  are 
emitted  directly  into  the  outdoor  atmosphere  and  are  not  directed 
thereto  through  a stack  or  chimney,  approved  incinerator,  or  other 
similar  device. 
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9.  Part i ou 1 a tc  Matter  means  any  material,  except  uncombined  water,  that 
exists  in  a finely  divided  form  as  a liquid  or  a solid  at  standard 
cond i t i ons . 

!('.  Refuse  means  any  garbage,  rubliish  and  trade  waste. 

11.  Rubbish  me;ins  solid  or  liquid  wastes  from  residences  and  dwellings, 
commercial  establishments,  and  institutions. 

12.  Rural  Area  means  an  area  which  is  primarily  devoted  to,  but  not 

necessarily  limited  to,  the  following  uses:  agriculture,  recrea- 

tion, wildlife  management,  state  park,  or  any  area  of  natural  cover. 

]?>.  Salvage  Operation  means  any  business,  trade  or  industry  engaged 
in  whole  or  in  part  in  salvaging  or  reclaiming  any  product  or 
material,  including,  but  not  limited  to,  metals,  chemicals,  motor 
vehicles,  shipping  containers,  or  drums. 

14.  Smoke  means  small  gas-bome  particles  resulting  from  incomplete 
combustion,  consisting  predominantly  of  carbon,  ash  and  other 
burned  or  unbumed  residue  of  combustible  materials  that  form  a 
visible  plume. 

15 . Smoke  Density  Measuring  Device 

(a)  Ringelmann  Chart  means  the  Chart  published  and  described 
in  the  U.  S.  Bureau  of  Mines,  Information  Circular  8333, 
and  on  which  are  illustrated  graduated  shades  of  grey  to 
black  for  use  in  estimating  the  light  obscuring  capacity 
of  smoke; 

(b)  The  pocket  size  Ringelmann  Chart  and  other  adaptations 
commonly  used  by  trained  smoke  inspectors;  and 

(c)  Other  equivalent  standards  as  may  be  approved  by  the 
Board. 
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16.  Sulfur  Oxides  include  sulfur  dioxide,  sulfur  trioxide,  their 


acids  and  the  salts  of  their  acids.  For  purposes  of  these 
ambient  air  quality  standards,  measurements  of  sulfur  dioxide, 
by  the  method  specified  herein,  shall  be  taken  to  indicate  the 
concentration  of  sulfur  oxides. 

17.  Suspended  Particulate  means  any  material,  except  water  in  un- 
combined form,  that  is  or  has  been  airborne,  and  is  quantita- 
tively expressed  in  concentrations  per  unit  of  time;  i.e., 
micrograms  per  cubic  meter  per  unit  of  time. 

18.  The  Term  Act  means  "The  Eastern  Band  of  Cherokee  Indians  Water 
and  Air  Resources  Act." 

19.  Trade  Wastes  means  all  solid,  liquid  or  gaseous  waste  materials 
or  rubbish  resulting  from  combustion,  salvage  operations,  build- 
ing operations,  or  the  prosecution  of  any  business,  trade  or  in- 
dustry including,  but  not  limited  to,  plastic  products,  paner, 
wood,  glass,  metal,  paint,  grease,  oil  and  other  petroleum  pro- 
ducts, chemicals,  and  ashes. 

PH-2.1  Regulations 

Regulation  No.  1 - Control  and  Prohibition  of  Open  Burning 

(a)  Purpose 

This  regulation  is  for  the  purpose  of  preventing,  abating 
and  controlling  air  pollution  resulting  from  air  contaminants 
released  in  the  open  burning  of  refuse  or  other  combustible 
materials . 

(b)  Scope 

This  regulation  shall  apply  to  all  operations  involving 
open  burning  except  those  specifically  exempted  by  Section  PH-2.2 
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No  person  r.hall  cause,  suffer,  allow  or  permit  open 
Inirning  of  refuse  or  other  combustible  material  except  as  may 
!ie  allowed  in  compliance  with  Section  PIl-2.2  or  except  those 
covered  bv  a permit  issued  liy  the  Tribal  Health  Officer  by  a 
duly  certified  local  air  pollution  control  program  having  juris- 
diction and  the  BIA. 

PH-2.2  Permissable  Open  Burning 

While  recognizing  that  open  burning  contributes  to  air  pollution,  the 
Fribe  is  aware  that  certain  types  of  open  burning  may  reasonably  be  allowed 
in  the  public  interest;  therefore,  the  following  types  of  open  burning  are 
pci'missable  as  specified  if  burning  is  not  prohibited  by  ordinances  and  regu- 
lations of  governmental  entities  having  jurisdiction.  The  authority  to  con- 
duct open  burning  under  the  provisions  of  this  section  does  not  exempt  or  ex- 
cuse any  person  from  the  consequences,  damages,  or  injuries  which  may  result 
from  such  conduct  nor  does  it  excuse  or  exempt  any  person  from  coitplying  with 
all  applicable  laws,  ordinances,  regulations,  and  orders  of  the  governmental 
entities  having  jurisdiction  even  though  the  open  burning  is  conducted  in 
compliance  with  this  Section; 

(a)  Fires  purposely  set  for  the  instruction  and  training  of  public 
and  industrial  fire  fighting  personnel. 

(b)  Fires  purposely  set  to  agricultural  lands  for  disease  and  pest 
control  and  other  accepted  agricultural  or  wildlife  management 
practices  acceptable  to  the  Tribe  and  the  Bureau  of  Indian  Affairs. 

(c)  Fires  purposely  set  to  forest  lands  for  forest  management  practices 
acceptable  to  the  Division  of  Forestry  and  the  BIA. 

(d)  Fires  purposely  set  in  rural  areas  for  rights-of-way  maintenance 
only  in  instances  where  there  are  no  other  practicable  or  feasible 
methods  of  disposal  and  under  conditions  acceptable  to  the  Tribe 
and < the  BIA. 
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(c)  Camp  fires  and  fires  used  solely  for  outdoor  cooking  and 
other  recreational  purposes  or  for  ceremonial  occasions  or 
for  human  warmth  and  comfort. 

( f ) Open  burning  of  leaves,  tree  branches  or  yard  trimmings  origi- 
nating on  the  premises  of  private  residences  and  burned  on 
those  premises  in  areas  where  no  public  pickup  facilities  are 
available  and  such  burning  is  done  between  8:00  a.m.  and  6:00  p.m. 
and  does  not  create  a nuisance. 

( gl  Open  burning  in  other  than  predominantly  residential  areas  for 
the  purpose  of  land  clearing  or  right-of-way  maintenance.  This 
will  be  exempt  only  if  the  following  conditions  are  met: 

1.  Prevailing  winds  at  the  time  of  burning  must  be  away  from 
any  residential  or  built-up  area,  the  ambient  air  of  which 
may  be  significantly  affected  by  smoke,  fly-ash,  or  other 
air  contaminants  from  the  burning; 

2.  The  location  of  the  burning  must  be  at  least  1,000  feet 
from  any  dwelling  located  in  a predominantly  residential 
area  other  than  a dwelling  or  structure  located  on  the 
property  on  which  the  burning  is  conducted; 

3.  The  amount  of  dirt  or  the  material  being  burned  must  be 
minimized; 

4.  fleavy  oils,  asphaltic  materials,  items  containing  natural 

or  synthetic  rubber  or  any  materials  other  than  plant  growth 
may  not  be  burned; 

5.  Initial  burning  may  generally  be  commenced  only  between 
hours  of  0:00  a.m.,  and  3:00  p.m.,  and  no  combustible 
material  may  be  added  to  the  fire  between  3:00  p.m.,  of 
one  day  and  9:00  a.m.,  of  the  following  dav,  except  that 


-13- 


uiulor  favorable  meteorological  conditions  deviations  from 
the  above  stated  hours  of  burning  may  be  granted  by  the 
air  iiollution  control  agency  having  jurisdiction.  Tt 
shall  be  the  responsibility  of  the  owner  or  operator  to 
obtain  written  approval  for  burning  during  periods  other 
than  those  specified  above. 

(h)  Fires  for  the  disposal  of  dangerous  materials  where  there  is  no 
alternative  method  of  disposal  and  burning  is  conducted  in  accor- 
dance with  procedures  acceptable  to  the  Tribal  Health  Board. 

(i)  Permission  granted  by  the  Board  under  this  section  shall  be  sub- 
ject to  continued  review  and  may  be  withdrawn  at  any  time. 
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PUBLIC  HEALTH  - CHAPTER  3. 
AMBULANCE  SERVICE 


This  Section  is  reserved  for  an  Acceptable  Resolution  to  be  drawn 
up  by  the  Cherokee  Rescue  Squad  for  adoption  by  the  Tribal  Council  as 
Official  Regulations  for  Ambulance  Service. 
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CHiapter  PH-4  ANIMAL  CONTROL 


PH-4.1 

All  dogs  over  six  months  of  age  owned  by  individuals  residing  on  the 
(’herokee  Indian  lands  must  be  vaccinated  for  rabies,  such  vaccine  being 
available  through  the  Indian  Health  Service. 

PH-4.2 

All  dogs  over  six  months  of  age  owned  by  individuals  residing  on 
Cherokee  Indian  lands  must  wear  a collar  with  an  owner  identification  num- 
ber on  an  attached  tag.  Such  tags  shall  be  available  without  charge  through 
the  dog  warden  who  will  be  responsible  for  keeping  a registry  of  all  dogs 
issued  tags. 


PH-4.5 

Tags  will  be  issued  at  the  time  the  dogs  receive  their  vaccination. 

PH-4.4 

Any  stray  dogs  shall  be  apprehended  by  the  dog  warden  who  shall  notify 
the  owner  immediately  if  the  dog  is  tagged.  If  not  tagged,  dogs  shall  be 
placed  in  the  animal  shelter  for  not  less  than  10  days.  If  claimed,  the 
owner  shall  pay  $1.00  per  day  for  their  care.  After  10  days,  unclaimed  dogs 
may  be  destroyed  in  a humane  manner  by  the  dog  warden  after  making  a reasonable 
effort  to  locate  the  owner  including  the  use  of  regular  notices  in  the  One 
Feather . 


PH-4.5 

Any  dog  which  bites  an  individual  must  be  immediately  confined  by  the 
owner  until  release  is  authorized  by  Public  Health  Officials.  Those  dogs  not 
confined  by  the  owner  shall  be  placed  in  the  animal  shelter  by  the  dog  warden. 
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witti  the  owner  to  be  assessed  $1.00  per  day  for  their  care. 


PH- 4. 6 

I'emales  in  heat  must  be  confined  by  the  owner.  Those  not  confined 
shall  be  subject  to  placement  in  the  animal  shelter  and  shall  be  subject 
to  payment  of  $1.00  per  day  for  care. 

PH-4.7 

All  fines  and  fees  collected  by  the  dog  warden  shall  be  placed  on 
dejiosit  as  receipts  for  the  Community  Services  fund. 


PH-4.8 

This  Ordinance  shall  become  effective  after  the  animal  shelter  is  com- 
pleted and  a dog  warden  employed  upon  proclamation  of  the  Community  Services 
Committee . 
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PUBLIC  HEALTH  - CHAPTER  5. 
COMMUNICABLE  DISEASE  CONTROL 


. 


i 

! 


i 


f 


adapter  PH-5  COMMUNICABLE  DISEASE  CONTROL 


The  local  Cherokee  Health  Authority  will  determine  what  diseases  are 
to  be  reported  as  a routine  and  regular  procedure,  who  is  responsible  for 
reporting,  the  nature  of  the  report  required,  and  the  manner  in  which  reports 
are  forwarded  to  the  next  agency. 

Physicians  are  required  to  report  all  notifiable  illnesses  which  come 
to  their  attention,  in  addition  hospitals,  householders  or  other  persons  having 
knowledge  of  a communicable  disease  should  report  it  to  the  health  authority. 

PH-5.1 

Case  report  of  a communicable  disease  provides  minimal  identifying  data 
of  name,  address,  diagnosis,  age,  sex,  and  date  of  report  for  each  patient 
and  dates  of  onset  and  of  diagnosis  (See  privacy  act  in  connection  with  this) . 

PH-5.2 

Collective  report--The  assembled  number  of  cases,  by  diagnosis,  occurring 
within  a prescribed  time,  without  individual  identifying  data. 

Any  householder  in  whose  family  or  home  there  is  a person  sick  with  any 
disease  determined  to  be  transmissable  by  water  shall  comply  with  instructions 
given  by  the  local  health  director. 
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PUBLIC  HEALTH  - CHAPTER  6. 
DAM  SAFETY 


Chapter  PH-6  DAM  SAFETY  LAW 


Purpose . To  provide  for  the  certification  and  inspection  of  certain 
dams  in  the  interest  of  public  health,  safety,  and  welfare,  in  order 
to  reduce  the  risk  of  failure  of  such  dams;  to  prevent  injuries  to 
persons,  damage  to  property  and  loss  of  reservoir  storage;  and  to 
ensure  maintenance  of  stream  flows  below  such  dams  of  adequate  quantity 
and  quality. 

Definitions : 

1)  Dam--means  the  dam  and  appurtenant  works  for  the  impoundment  or 

diversion  of  water.  It  does  not  include: 

a)  Dams  constructed  by  Federal  agencies; 

b)  Dams  under  single  private  ownership,  providing  protection 
only  to  land  or  other  property  under  such  ownership,  and 
posing  no  threat  to  life  or  property  below  the  property 
under  such  single  ownership. 

c)  Any  dam  less  than  15  feet  in  height  (measured  from  original 
stream  bottom  to  crest  of  dam)  or  whose  impoundment  capacity 
is  less  than  ten  acre-feet,  or  any  dam  costing  less  than  five 
thousand  dollars  ($5,000)  . 

PH-6.1  Construction 

No  person  shall  begin  the  construction  of  any  dam  as  defined  in  this  law 
until  at  least  ten  days  after  filing  with  the  Cherokee  Tribal  Health  Department 
concerning  relevant  information  about  the  planned  dam.  Additional  information 
such  as  data  on  streamflow,  rainfall  data,  etc.,  may  be  required  for  complete 
evaluation  of  the  plans  and  approval  of  construction  granted. 
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pli-6 . 2 Repair,  Alteration,  Removal  of  Dam: 

a)  Before  commencing  repairs,  alterations,  removal  etc.,  a written 
application  shall  be  submitted  describing  proposed  work.  The 
Cherokee  Tribal  Health  Department  will  consider,  evaluate,  and 
authorize  such  changes  as  are  warranted. 

b)  When  repairs  are  necessary  to  safeguard  life  and  property,  they  may 
be  started  immediately,  but  the  Cherokee  Health  Department  will  be 

notified  promptly. 

PH-6.3  Maintenance: 

The  Cherokee  Tribal  Health  Department  shall  have  jurisdiction  and  super- 
vision over  the  maintenance  and  operation  of  dams  to  safeguard  life  and  pro- 
perty and  to  satisfy  minimum  stream  flow  requirements. 

PH-6.4  Inspection  of  Dams: 

The  Cherokee  Tribal  Health  Department  is  authorized  to  inspect  any  dam 

when : 

a)  Requested  to  do  so  by  an  effected  person  or  agency; 

b)  When  at  any  time  the  condition  of  the  dam  becomes  dangerous  to  the 
safety  of  life  and  property;  and 

c)  When  the  minimum  stream  flow  requirements  are  not  met. 

PH-6.5  Investigations: 

The  Cherokee  Tribal  Health  Department  shall  make  such  investigations 
and  assemble  such  data  as  it  deems  necessary  for  a proper  review  and  study 
of  the  design  and  construction  of  dams,  reservoirs,  and  appurtenances,  and 
for  such  purposes  may  enter  upon  private  property.  The  Department  may  employ 
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or  agree  upon  geologists,  engineers,  or  other  experts  to  carry  out  these  pro- 


visions. 


PH-6.6  Rights  of  Inspection: 

The  Cherokee  Tribal  Health  Department  shall  have  the  right  to  direct 
the  conduct  of  such  investigations  as  it  may  reasonably  deem  necessary  to 
carry  out  its  duties  prescribed  in  this  part.  No  person  shall  refuse  entry 
or  access  to  any  authorized  representative  of  the  Department  upon  request 
for  purposes  of  inspection  and  who  presents  appropriate  credentials. 
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PUBLIC  HEALTH 


CHAPTER  7 


DAY  CARE  LICENSING 


Chapter  PH-7  DAY  CARE  LICENSING  ACT 


Purpose:  This  Act  authorizes  the  licensing  of  day  care  for  children. 

Licenses  are  authorized  if  the  Act  and  applicable  rules  and  regulations  are 
met.  Penalties  are  established  if  day  care  is  provided  without  the  required 
license.  The  purpose  of  licensing  is  to  regulate  the  provision  of  day  care 
for  children  so  as  to  assure  care,  protection,  supervision  and  the  promotion 
of  sound  growth  and  development  necessary  to  their  health,  safety,  and  welfare. 

PH-7.1 

This  Act  shall  be  entitled  the  Child  Day  Care  Licensing  Act. 

PH-7.2  Definitions 

a)  Day  Care.  The  care,  supervision,  and  guidance  of  a child  or 
children,  unaccompanied  by  parent,  guardian,  or  custodian,  on  a 
regular  basis,  for  periods  of  less  than  24  hours  per  day,  in  a 
place  other  than  the  child's  or  the  children's  own  home  or  homes, 
bl  Day  Care  Facility.  Means  a "family  day  care  home,"  or  a "day  care 
center,"  "child  play  school,"  "child  development  center,"  "early 
childhood  center,"  and  the  like:  provided,  however  that  "day  care 

center"  does  not  include  a public  or  private  educational  facility  in 
providing  legally  authorized  educational  and  related  functions, 
c)  Family  Day  Care  Home.  An  occupied  residence  in  which  day  care  is 

regularly  provided  for  no  more  than  12  children  from  more  than  one  ' 

unrelated  family.  The  maximum  of  12  children  includes  children 
living  in  the  home,  and  children  received  for  day  care  who  are 
related  to  the  resident  caregiver.  Provided,  however,  that  an 
occupied  residence  in  which  day  care  is  regularly  provided  only  for 
a child  or  children  of  one  unrelated  family,  or  only  for  a combination 

of  such  children  is  not  a family  day  care  home. 


J)  Day  care  centei . (1)  Any  facility  other  than  an  occupied  residence 

which  regularly  receives  one  or  more  children  for  day  care.  (2)  Any 
facility  including  an  occupied  residence  which  regularly  provides  day 
care  for  13  or  more  children  including  children  living  in  the  home 
and  children  received  for  day  care  who  are  related  or  unrelated  to 
the  resident  caregiver. 

e)  Day  care  system.  An  organization  of  individual  day  care  facilities 
in  which  each  facility  is  related  to  a licensed  or  approved  central 
operator  by  an  exclusive  contractual  arrangment  whereby  the  facility 
receives  children  for  day  care  only  from  the  central  operator,  which 
also,  under  the  contractual  arrangement,  undertakes  to  provide  the 
facility  with  central  administrative  services  including,  but  not  lim- 
ited to,  consultation,  technical  assistance,  training,  supervision, 
evaluation,  and  provisions  of  or  referral  to  health  and  social  services. 

f)  Central  Operator.  The  person,  corporation,  partnership,  voluntary 
association,  or  other  private  or  public  organization  which,  in  addition 
to  other  activities,  if  any,  operates  a day  care  system  in  the  course 
of  which  it  provides  central  administrative  services  for  the  individual 
facilites  related  to  it,  and  establishes  and  enforces  standards  of 
maintenance  and  operation  of  such  facilities  which  meet  or  exceed  the 
requirements  for  licensing  under  this  act. 

g)  Day  care  operator.  The  person,  corporation,  partnership,  voluntary 
association,  or  other  private  or  public  organization  which  is  ul- 
timately responsible  for  the  overall  operation  of  a day  care  center. 

hj  Caregiver.  Any  person  whose  duties  include  direct  care,  supervision 
and  guidance  of  children  in  a day  care  facility. 

i)  Chi Id . A person  who  has  not  reached  the  eighteenth  birthday. 
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.i)  Pepartment . The  Cherokee  Tribal  Health  Department  is  the  agency  desig- 
nated to  administer  day  care  licensing  under  this  Act. 

k)  Board.  The  Health  Board  under  this  Act  to  advise  the  Cherokee  Tribal 
Health  Department. 

l)  Director.  The  administrative  head  of  the  department. 

Regularly,  or  on  a regular  basis.  This  term  refers  to  the  frequency 
with  which  day  care  services  are  available  and  provided  at  a facility 
in  any  one  week.  These  terms  mean  the  availability  and  provision  of 
periods  of  day  care  on  more  than  one  day  in  such  week. 

n)  plated.  Any  of  the  following  relationships  by  marriage,  blood,  or 

adoption:  parent,  grandparent,  brother,  sister,  step-parent,  step- 

sister, step-brother,  uncle,  aunt. 

o)  License.  A complete  and  unconditioned  license  issued  to  an  operator 

of  a day  care  facility,  or  to  the  central  operator  of  a day  care  system, 
authorizing  the  license  to  operate  in  accordance  with  the  provisions 
of  this  act,  and  the  rules  and  regulations  of  the  Department. 

Pjovisional  License.  A license  issued  to  an  operator  of  a new  day  care 
facility,  or  to  the  central  operator  of  a day  care  system,  authorizing 
the  license  to  operate  in  accordance  with  the  provisions  of  the  license, 
this  Act,  and  the  regulations  of  the  Department. 

q)  ^proval . A written  notice  issued  to  a department,  agency,  or  institution 
of  the  Tribe,  approving  the  operation  of  a day  care  facility  or  a day  care 
system  in  accordance  with  the  provision  of  the  notice,  this  Act,  and  the 
rules  and  regulations  of  the  Department. 

r)  Provisional  Approval.  A written  notice  issued  to  a department,  agency,  or 
institution  of  the  Tribe  approving  the  commencement  of  operations  of  a dav 
care  facility  or  a day  care  system  although  the  operator  is  temporarily 
unable  to  comply  with  all  of  the  regulations  for  approval. 
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Ph-7.3 


a)  No  person,  corporation,  partnership,  voluntary  association,  or 

other  organization  may  operate  a day  care  facility  or  a day  care  system 
unless  licensed  to  do  so  by  the  Department:  Provided,  however,  that  oper- 

ators of  day  care  facilities  which  are  parts  of  a day  care  system  need  not 
be  individually  licensed  if  the  Department  finds,  on  the  basis  of  investi- 
gations and  inspections,  that  the  central  operator  has  established  and  is 
enforcing  standards  of  maintenance  and  operation  of  the  facilities  which 
meet  or  exceed  the  requirements  for  licensing  under  this  Act;  Provided, 
further,  operation  of  a home  specifically  excluded  from  the  definition  of 
family  day  care  home  shall  not  preclude  the  issuance  of  a license  if 
application  is  made  for  one. 

b)  Day  care  facilities  and  day  care  systems  operated  by  the  Tribe,  or 
other  political  subdivision,  must  meet  or  exceed  requirements  for  maintenance 
and  operation  which  must  be  met  by  licensed  operators  of  day  care  facilities 
and  day  care  systems.  The  department,  agency,  or  institution  of  the  Tribe, 
or  other  political  subdivision  which  operates  a day  care  facility  or  facil- 
ities or  a day  care  system  or  systems  shall  obtain  approval  from  the  depart- 
ment rather  than  licensure  in  order  to  operate  such  facility  or  facilities 

or  such  system  or  systems.  The  department  shall  provide  visitation,  con- 
sultation, and  information  services  to  such  departments,  agencies,  or 
institutions  of  the  Tribe,  or  other  political  subdivisions. 

c)  Application  for  license  or  approval  shall  be  made  on  forms  supplied 
by  the  Department  and  in  the  manner  it  prescribes. 

d)  Before  issuing  a license  or  approval  the  Department  shall  conduct 
an  investigation  of  the  applicant  and  the  proposed  plan  of  care  for  child- 
ren and  for  operating  a day  care  facility  or  day  care  system.  If  the  re- 
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suits  of  the  investigation  satisfy  the  department  that  the  provisions 
of  this  Act  and  the  applicable  rules  and  regulations  promulgated  by  the 
department  are  satisfied,  a license  or  approval  shall  be  issued.  If  the 
results  of  the  investigation  satisfy  the  Department  that  all  of  the  appli- 
cable rules  and  regulations  cannot  be  met  immediately  but  can  and  will  be 
met  within  six  months  or  less,  and  the  deviations  do  not  threaten  the 
health  or  safety  of  the  children,  then  a provisional  license  or  provisional 
approval  shall  be  issued  for  a period  not  to  exceed  six  months  from  the  date 
of  such  issuance. 

PH-7.4 

a)  An  applicant  who  has  been  denied  a license  by  the  Department  shall 
be  given  prompt  written  notice  thereof  by  certified  or  registered  mail  to 
the  address  shown  in  the  application.  The  notice  shall  contain  a state- 
ment of  the  reasons  for  the  denial  and  shall  inform  the  applicant  that  there 
is  a right  to  appeal  the  decision  to  the  Director  in  writing  within  30  days 
after  the  mailing  of  notice  of  denial.  Upon  receiving  a timely  written 
appeal  the  Director  shall  give  the  applicant  reasonable  notice  and  an  op- 
portuiityfor  a prompt  hearing  before  the  Tribal  Health  Board  with 

respect  to  the  denial  of  the  application.  On  the  basis  of  the  evidence 
adduced  at  the  hearing,  the  Health  Board  shall  make  the  final  decision 
of  the  Department  as  to  whether  the  application  shall  be  granted  either  for 
a license  or  a provisional  license  or  denied. 

b)  An  applicant  who  has  been  denied  approval  by  the  Department  shall 
be  given  prompt  written  notice  thereof,  which  shall  include  a statement 

of  the  reasons  for  the  denial.  The  notice  also  shall  inform  the  applicant 
that  it  may,  within  30  days  after  the  mailing  of  the  notice  of  denial  appeal 
the  denial  by  making  a written  request  to  the  director  for  an  opportunity 
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to  show  cause  why  its  application  should  by  denied.  Upon  receiving  a timely 
written  request  the  director  shall  give  the  applicant  reasonable  notice 
and  an  opportunity  for  a prompt,  informal  meeting  with  the  director  or  his 
designee  with  respect  to  the  denial  of  the  application  and  an  opportunity 
to  submit  written  material  with  respect  thereto.  On  the  basis  of  the  avail- 
able evidence,  including  information  obtained  at  the  informal  meeting  and 
from  the  written  material,  the  Director  shall  decide  whether  the  application 
shall  be  granted  for  approval,  provisional  approval  or  denied.  The  decision 
of  the  Director  shall  be  in  writing,  shall  contain  findings  of  fact  and 
rulings  of  law,  and  shall  be  mailed  to  the  parties  to  the  proceedings  by 
certified  or  registered  mail  to  their  last  known  addresses  as  may  be  shown 
in  the  application,  or  otherwise. 

Failure  of  the  Department  to  approve  or  deny  an  application  within  90  days 
shall  be  deemed  to  be  a denial  of  license  or  approval  and  entitles  the  ap- 
plicant to  appeal. 

PH-7.5 

a)  The  Department  shall  have  power  to  suspend,  revoke,  or  make  prob- 
ationary a license  or  approval  if  a licensee  or  operator  is  found  not  to 
comply  with  the  rules  and  regulations  of  the  Department  respecting  day  care 
facilities  or  day  care  systems.  In  the  case  of  a day  care  system,  the 
license  or  approval  may  be  suspended,  revoked,  or  made  probationary  in 
whole,  or  in  part  with  respect  to  those  day  care  facilities  affiliated  with 
the  system  which  are  found  not  to  comply  with  the  applicable  rules  and 
regulations . 

b)  A licensed  or  approved  operator  whose  license  or  approval  is  about 
to  be  suspended,  revoked  or  made  probationary  shall  be  given  written  notice 

by  certified  or  registered  mail  addressed  to  the  location  shown  on  the  license 
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or  approval , The  notice  shall  contain  a statement  of  and  the  reasons  for 
the  proposed  action  and  shall  inform  the  licensee  or  approved  operator  that 
there  is  a right  to  appeal  the  decision  to  the  director  in  writing  within 
10  days  after  the  mailing  of  the  notice  of  the  proposed  action.  In  the 
case  of  a license,  upon  receiving  a timely  written  appeal  the  director 
shall  give  the  licensee  reasonable  notice  and  an  opportunity  for  a prompt 
hearing.  In  the  case  of  an  approval,  upon  receiving  a timely  written  ap- 
peal, the  director  shall  give  the  approved  operator  reasonable  notice  and 
an  opportunity  for  a prompt,  informal  meeting  with  the  Director  or  his 
designee  with  respect  to  the  proposed  action,  and  an  opportunity  to  submit 
written  material  with  respect  thereto.  On  the  basis  of  the  available  evi- 
dence including  information  obtained  at  the  informal  meeting  and  from  the 
written  material,  the  Director  shall  decide  whether  the  approval  shall  be 
suspended,  revoked,  or  made  probationary.  The  decision  of  the  Director  shall 
be  in  writing,  shall  contain  findings  of  fact  and  rulings  of  law,  and  shall 
be  mailed  to  the  parties  to  the  proceedings  by  certified  or  registered  mail 
to  their  last  known  addresses  as  may  be  shown  in  the  application,  or  other- 
wise. If  no  timely  written  appeal  is  made,  the  license  shall  be  suspended, 
revoked  or  made  probationary  as  of  the  termination  of  the  10  day  period. 
Provided,  however,  that  if  the  Director  finds  that  the  health  or  safety  of 
the  children  so  requires,  he  shall  order  the  immediate  suspension  of  the 
license  or  approval.  The  licensee  or  approved  operator  shall  be  given 
written  notice  of  the  order  by  personal  service  or  by  certified  or  registered 
mail  addressed  to  the  location  shown  on  the  license  or  approval.  Tlie  notice 
shall  contain  a statement  of  the  reasons  for  the  suspension  and  shall 
inform  the  licensee  or  approved  operator  that  there  is  a right  to 
petition  the  Director  to  reconsider  the  order.  The  petition  shall  be  in 
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writing  and  shall  be  made  within  10  days  after  the  personal  service  or  the 
Mailing  of  the  order.  In  the  case  of  a license,  upon  receiving  a timely 
written  petition,  the  Director  shall  give  the  licensee  or  approved  operator 
reasonable  notice  and  an  opportunity  for  a prompt  hearing  with  respect  to 
tlie  order  of  suspension  of  the  license  of  approval.  On  the  basis  of  the 
evidence  adduced  at  the  hearing,  there  shall  be  made  a final  decision  of 
the  Department  as  to  whether  the  order  of  suspension  shall  be  affirmed  or 
reversed. 

In  the  case  of  an  approval,  upon  receiving  a timely  written  petition,  the 
Director  shall  give  the  approved  operator  reasonable  notice  and  an  oppor- 
tunity for  a prompt,  informal  meeting  with  the  Director  or  his  designee 
with  respect  to  the  proposed  action,  and  an  opportunity  to  submit  written 
material  with  respect  thereto.  On  the  basis  of  the  available  evidence,  in- 
cluding information  obtained  at  the  informal  meeting  and  from  the  written 
material,  the  Director  shall  decide  whether  the  order  of  suspension  shall 
be  affirmed  or  reversed.  The  decision  of  the  Director  shall  be  in  writing, 
shall  contain  findings  of  fact  and  rulings  of  law,  and  shall  be  mailed  to 
the  parties  to  the  proceedings  by  certified  or  registered  mail  to  their 
last  known  addresses  as  may  be  shown  in  the  application,  or  otherwise. 

PH-7.6 

a)  The  Department  shall  develop  and  promulgate  rules  and  regulations 
for  the  operation  and  maintenance  of  day  care  facilities  and  day  care  systems 
and  for  the  granting,  suspending  revoking  and  making  probationary  of  both 
licenses  and  approvals  and  provisional  licenses  and  provisional  approvals. 

In  developing  such  rules  and  regulations  the  Department  shall  consult  with: 

1)  Other  appropriate  agencies; 

2)  Parents,  guardians  or  custodians  of  those  children  who  use  the 
service . 
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3)  Child  advocacy  groups; 

4)  Representatives  of  those  who  operate  day  care  facilities; 

5)  Experts  in  the  various  professional  fields  which  are  relevant 
to  child  care  and  development; 

b)  The  rules  and  regulations  for  operating  and  maintaining  day  care 
facilities  and  day  care  systems  shall  be  designed  to  promote  the  health, 
safety  and  welfare  of  the  children  who  are  to  be  served  by  assuring  safe 
and  adequate  physical  surroundings  and  healthful  food;  by  assuring  super- 
vision and  care  of  the  children  by  capable,  qualified  personnel  of  suf- 
ficient number;  by  assuring  an  adequate  program  of  activities  and  services 
to  enhance  the  development  of  each  child;  and  by  encouraging  parental  par- 
ticipation . 

The  rules  and  regulations  with  respect  to  granting,  suspending,  revoking 
;i.d  making  probationary  licenses  and  approvals  and  licensing  and  approval 
administration  shall  be  designed  to  promote  the  proper  and  efficient  pro- 
cessing of  matters  within  the  cognizance  of  the  Department  and  to  assure 
applicants,  licensees  and  approved  operators  fair  and  expediti cus  treatment 
under  the  law. 

c)  The  Department  shall  conduct  a comprehensive  review  of  its  li- 
censing and  approval  rules  and  regulations,  at  least  once  each 
three  years . 

d)  The  rules  and  regulations  shall  be  published  in  such  a way  as  to 
make  them  readily  available  to  the  public. 

PH-7.7 

Regular  licenses  and  approvals  expire  at  the  end  of  one  year  from  the 
date  of  issuance  except  that  when  a license  or  approval  is  issued  immediately 
following  the  expiration  of  the  license  or  approval  shall  be  one  > ear  from 
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the  date  of  the  expiration  of  the  original  license  or  approval.  Licenses 
and  approvals  may  be  renewed  upon  application  and  approval. 

Each  license  certificate  and  written  approval  shall  clearly  state  the  kind 
of  program  the  licensee  or  approved  operator  is  permitted  to  undertake,  the 
address  of  the  licensees  or  approved  operator,  and  the  number  of  children 
who  may  be  served. 

PH-7.8 

In  exercising  the  powers  of  licensing,  approving,  renewing,  suspending, 
revoking,  or  making  probationary  licenses  and  approvals  the  Department  shall 
investigate  and  inspect  licensees  and  approved  operators  and  applicants  for 
a license  or  an  approval.  The  authorized  representative  of  the  Department 
may  visit  a day  care  facility  or  day  care  system  at  any  time  during  the  hours 
of  operation  for  purposes  of  investigations  and  inspections.  In  conducting 
investigations  and  inspections,  the  Department  may  call  on  political  sub- 
divisions and  governmental  agencies  for  appropriate  assistance  within  their 
authorized  fields  and  it  is  authorized  to  contract  for  and  effect  payment 
of  such  assistance. 

The  licensee,  approved  operator  or  applicant  shall  cooperate  with  the  inves- 
tigation and  inspection  by  providing  access  to  its  facilities,  records  and 
staff.  Failure  to  comply  with  the  reasonable  requests  of  the  Department  in 
connection  with  the  investigation  and  inspection  is  a ground  for  revocation 
of  license  or  approval  or  for  a denial  of  application.  The  investigation 
and  inspection  may  involve  consfderation  of  any  facts,  conditions  or  circum- 
stances relevant  to  the  operation  of  the  day  care  facility  or  day  care  system, 
including  references  and  other  information  about  the  character  and  quality 
of  the  personnel  of  the  facility  of  the  system. 
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PH-7.9 


The  Department  shall  offer  consultation  through  employed  staff  or  other  quali- 
fied persons  to  assist  a potential  applicant,  applicants,  licensees  and  ap- 
proved operators  in  meeting  and  maintaining  requirements  for  licensing  and 
approval  and  to  help  them  otherwise  to  achieve  programs  of  excellence  related 
to  the  care  of  children  served. 

PH-7. 10 

For  information  regarding  program  and  staffing  requirements,  health  and  san- 
itation requirements,  fire  and  safety  requirements,  etc.,  see  "Guides  for  Day 
Care  Licensing  - DHEW". 
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I. 


PUBLIC  HEALTH- 


CHAPTER  8 


DRINKING  WATER  STANDARDS 


Chapter  PH-8  NATIONAL  INTERIM  PRIMARY  WATER  REGULATIONS 


Note;  "PHS”  shall  mean  the  United  States  Public  Health  Service. 

On  March  14,  1975,  the  Environmental  Protection  Agency  (EPA)  proposed 
interim  drinking  water  regulations  pursuant  to  sections  of  the  Public  Health 
Service  Act  as  amended. 

The  regulations  deal  only  with  the  basic  legal  requirements. 

PH-8.1  Water  Systems  Covered 

Each  "public  water  system"  which  is  defined  as  "a  system  for  the  pro- 
vision to  the  public  of  piped  water  for  human  consumption,  if  such  system  has 
at  least  twenty- five  individuals."  Privately  owned  as  well  as  publicly  owned 
systems  are  covered.  Service  to  the  public  is  interpreted  by  EPA  to  include 
factories  and  private  housing  developments.  The  interpretation  also  defines 
a system  as  one  that  serves  the  average  of  twenty- five  individuals  at  least 
60  days  out  of  the  year.  Thus  can^^grounds , lodges,  etc.,  are  covered. 

PH-8.2  Small  Community  Water  Systems 

Since  some  water  treatment  techniques  are  quite  expensive  and  the  cost 
of  compliance  with  the  requirements  of  this  Act  may  pose  a serious  problem 
for  small  communities,  the  regulations  seek  to  recognize  this  and  require 
more  realistic  monitoring  for  systems  serving  fewer  than  1,000  people.  Vari- 
ances and  exceptions  may  also  help  in  dealing  with  this  economic  problem. 

PH-8.5  Non-Community  Systems 

Basically  systems  serving  transients,  i.e.,  hotels,  campgrounds,  schools, 
factories,  etc.  IVhile  the  number  is  large,  these  facilities  are  not  the 
principal  source  of  water  for  the  people  they  serve.  Therefore,  the  final 
regulations  provide  that  maximum  contaminant  levels  for  organic  chemicals 
and  inorganic  chemicals  other  than  nitrates,  are  not  applicable  to  a non- 
community system. 
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PH- 8. 4 Contaminant  Levels 


^ 141.41.1  Coliform  Bacteria:  Basically  the  same  as  the  1962  PHS  Drinking 

Standards,  which  state  "In  general  terms  the  presence  of  fecal  coliform 
organisms  indicate  recent  and  possible  dangerous  pollution  when  found  in 
untreated  waters."  The  presence  of  any  type  of  coliform  organism  in 
treated  drinking  water  suggests  either  inadequate  treatment  or  access  of 
undesirable  materials  to  the  water  after  treatment.  This  calls  for  de- 
finitive action  for  that  elimination. 

The  maximum  contaminant  levels  for  coliform  bacteria,  applicable  to 
community  water  systems  and  non- community  water  systems,  are  as  follows: 

a.  IVhen  the  membrane  filter  technique  pursuant  to  § 141.21  (a)  is 
used,  the  number  of  coliform  bacteria  shall  not  exceed  any  of  the  fol- 
lowing: 

(1)  One  per  100  milliliters  as  the  arithmetic  mean  of  all 
samples  examined  per  month  pursuant  to  § 141.21  (b)  or  (c) ; 

(2)  Four  per  100  milliliters  in  more  than  one  sample  when 
less  than  20  are  examined  per  month;  or 

(3)  Four  per  100  milliliters  in  more  than  five  percent  of 
the  samples  when  20  or  more  are  examined  per  month. 

b.  (1)  When  the  fermentation  tube  method  and  10  milliliter 
standard  portions  pursuant  to  § 141.21  (a)  are  used,  coliform  bacteria 
shall  not  be  present  in  any  of  the  following: 

(i)  More  than  10  percent  of  the  portions  in  any  month 
pursuant  to  I 141.21  (b)  or  (c)  ; 

(ii)  Three  or  more  portions  in  more  than  one  sample 
when  less  than  20  samples  are  examined  per  month;  or 
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(iii)  Three  or  more  portions  in  more  than  five  percent  of 
the  samples  when  20  or  more  samples  are  examined  per  month. 

(2)  IVhen  the  fermentation  tube  method  and  100  milliliter 
standard  portions  pursuant  to  § 141,21  (a)  are  used,  coliform 
bacteria  shall  not  be  present  in  any  of  the  following: 

(i)  More  than  60  percent  of  the  portions  in  any  month 
pursuant  to  § 141.21  (b)  or  (c)  ; 

(ii)  Five  portions  in  more  than  one  sample  when  less  than 
five  samples  are  examined  per  month;  or 

(iii)  Five  portions  in  more  than  20  percent  of  the  samples 
when  five  or  more  samples  are  examined  per  month, 
c.  For  community  or  non- community  systems  that  are  required  to  sample 
at  a rate  of  less  than  4 per  month,  compliance  with  paragraphs  (a),  (b)(1),  or 
(b)(2)  of  this  section  shall  be  based  upon  sampling  during  a 3 month  period, 
except  that,  at  the  discretion  of  the  PHS,  comnliance  may  be  based  upon 
sampling  during  a one  month  period. 

Monitoring  and  Analytical  Requirements  on  Microbiological  Contaminant 
Sampling  and  Analytical  Requirements. 

I 141.21  a.  Suppliers  of  water  for  community  water  systems  and  non-community 
water  systems  shall  analyze  for  coliform  bacteria  for  the  purpose  of  de- 
termining compliance  with  § 141.14.  Analyses  shall  be  conducted  in 
accordance  with  the  analytical  recommendations  set  forth  in  "Standard 
Methods  for  the  Examination  of  Water  and  Wastewater,"  American  Public 
Health  Association,  13th  Edition,  pp . 662-688,  except  that  a standard 
sample  size  shall  be  employed.  The  standard  sample  used  in  the  mem- 
brane filter  procedure  shall  be  100  milliliters.  The  standard  sample 
used  in  the  5 tube  most  probably  number  (MPN)  procedure  (fermentation 
tube  method)  shall  be  5 times  the  standard  portion.  The  standard 
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portion  is  cither  10  milliliters  or  100  milliliters  as  described  in 
^ 14  1.14  (b)  iind  (c)  . The  samples  shall  be  taken  at  points  which  are 
representative  of  the  conditions  within  the  distribution  system. 

b.  Tlie  supplier  of  water  for  a community  water  system  shall  take 
col i form  density  samples  at  regular  time  intervals,  and  in  numbers  pro- 
portionate to  the  population  served  by  the  system.  In  no  event  shall 
the  frequency  be  less  than  as  set  forth  below: 

Minimum  Number  of 

Population  Served  Samples  Per  Month 


25  to 

1,< 

100 

1 

1,001 

to 

2,500 

2 

2,501 

to 

3,300 

3 

5 , 50 1 

to 

4,100 

4 

4,101 

to 

4,900 

5 

4,901 

to 

5 , 800 

6 

5,801 

to 

6,700 

7 

6,701 

to 

7,600 

8 

7,601 

to 

8,500 

9 

8,501 

to 

9,400 

10 

9,401 

to 

10,300 

11 

10, 301 

to 

11,100 

12 

11,101 

to 

12,000 

13 

12,001 

to 

12,900 

14 

12,901 

to 

13, 700 

15 

13,701 

to 

14,600 

16 

14,601 

to 

15,500 

17 

15,501 

to 

16,300 

18 

16,301 

to 

17,200 

19 

17,201 

to 

18,100 

20 

18,101 

to 

18,900 

21 

18,901 

to 

19,800 

22 

19,801 

to 

20,700 

23 

20,701 

to 

21,500 

24 

21,501 

to 

22,300 

25 

22,301 

to 

23,200 

26 

23,201 

to 

24,000 

27 

24,001 

to 

24,900 

28 

24,901 

to 

25,000 

29 

25,001 

to 

28,000 

30 
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c.  'fhe  supplier  of  water  for  a non- community  water  system  shall 
sample  for  coliform  bacteria  in  each  calendar  quarter  during  which  the 
system  provides  water  to  the  public.  Such  sampling  shall  begin  within  two 
years  after  the  effective  date  of  this  part.  If  authorities,  on  the  basis 
of  a sanitary  survey,  determine  that  some  other  frequency  is  more  appro- 
priate, that  frequency  shall  be  the  frequency  required  under  these  regula- 
tions. Such  frequency  shall  be  confirmed  or  changed  on  the  basis  of  sub- 
sequent surveys. 

d.  (1)  When  the  coliform  bacteria  in  a single  sample  exceed  four 
per  100  milliliters  § 141.14(a),  at  least  two  consecutive  daily  check 
samples  shall  be  collected  and  examined  from  the  same  sampling  point.  Ad- 
ditional check  samples  shall  be  collected  daily,  or  at  a frequency  estab- 
lished by  the  PHS,  until  the  results  obtained  from  at  least  two  consecutive 
samples  show  less  than  one  coliform  bacterium  per  100  milliliters. 

(2)  When  coliform  bacteria  occur  in  three  or  more  10  ml  portions 
of  a single  sample  (§  141.14(b)  (1)),  at  least  two  consecutive  daily 
check  samples  shall  be  collected  and  examined  from  the  same  sampling 
point.  Additional  check  samples  shall  be  collected  daily,  or  at  a 
frequency  established  by  the  PHS,  until  the  results  obtained  from  at 
least  two  consecutive  check  samples  show  no  positive  tubes. 

(3)  When  coliform  bacteria  occur  in  all  five  of  the  100  ml 
portions  of  a single  sample  (§  141.14(b)  (3)),  at  least  two  daily 
check  samples  shall  be  collected  and  examined  from  the  same  sampling 
point.  Additional  check  samples  shall  be  collected  daily,  or  at  a 
frequency  to  be  established  by  the  PHS,  until  the  results  obtained 
from  at  least  two  consecutive  check  samples  show  no  positive  tubes. 
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(41  llie  location  at  which  the  check  samples  were  taken  pursuant 
to  paragraphs  (d)  (11,  (21,  or  (3)  of  this  section  shall  not  be  eli- 
minated from  future  sampling  without  approval  of  the  PHS.  The  results 
from  all  coliform  bacterial  analyses  performed  pursuant  to  this  sub- 
part, except  those  obtained  from  check  samples  and  special  purpose 
samples,  shall  be  used  to  determine  compliance  with  the  maximum  con- 
taminant level  for  coliform  bacteria  as  established  in  § 141.21(b)  or 
(cl  . 

e.  When  the  presence  of  coliform  bacteria  in  water  taken  from  a par- 
ticular sampling  point  has  been  confirmed  by  any  check  samples  examined  as 
directed  in  paragraphs  (d)  (1),  (2),  or  (3)  of  this  section,  the  supplier 
of  water  shall  report  to  the  PHS  within  48  hours. 

f.  When  a maximum  contaminant  level  set  forth  in  paragraphs  (a),  (b) , 
or  (c)  of  § 141.14  is  exceeded,  the  supplier  of  water  shall  report  to  the 
PHS  and  notify  the  public  as  prescribed  in  § 141.31  and  § 141.32. 

g.  Special  purpose  samples,  such  as  those  taken  to  determine  whether 
disinfection  practices  following  pipe  placement,  replacement,  or  repair  have 
been  sufficient,  shall  not  be  used  to  determine  compliance  with  § 141.14  or 
§ 141.21  (b)  or  (c). 

h.  A supplier  of  water  of  a community  water  system  or  a non-community 
water  system  may,  with  the  approval  of  the  PHS  and  based  upon  a sanitary  sur- 
vey, substitute  the  use  of  chlorine  residential  monitoring  for  not  more  than 

75  percent  of  the  samples  required  to  be  taken  by  paragraph  (b)  of  this  section. 
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PROVIDED,  that  the  supplier  of  water  takes  chlorine  residual  samples  at  points 
wliich  are  representative  of  the  conditions  within  the  distribution  systems  at 
the  frequency  of  at  least  four  for  each  substituted  microbiological  sample. 
There  shall  be  at  least  daily  determinations  of  chlorine  residual.  IVhen  the 
supplier  of  water  exercises  the  option  provided  in  this  parapraph  (h)  of  this 
section,  he  shall  maintain  no  less  than  0.2  mg/1  free  chlorine  throughout  the 
public  distribution  system.  When  a particular  sampling  point  has  been  shown 
to  have  a free  chlorine  residual  less  than  0.2  mg/1,  the  water  at  that  loca- 
tion shall  be  retested  as  soon  as  practicable  and  in  any  event' within  one  hour. 
If  the  original  analysis  is  confirmed,  this  fact  shall  be  reported  to  the  PHS 
within  48  hours.  Also,  if  the  analysis  is  confirmed,  a sample  for  coliform 
bacterial  analysis  must  be  collected  from  that  sampling  point  as  soon  as  prac- 
ticable and  preferably  within  one  hour,  and  the  results  of  such  analysis  re- 
ported to  the  PHS  within  48  hours  after  the  results  are  known  to  the  supplier 
of  water.  Analysis  for  residual  chlorine  shall  be  made  in  accordance  with 
"Standard  Methods  for  the  Examination  of  Water  and  Wastewater,"  13th  Ed.,  pp. 
129-132.  Compliance  with  the  maximum  contaminant  levels  for  coliform  bacteria 
shall  be  determined  on  the  monthly  mean  or  quarterly  mean  basis  specified  in 
§ 141.14,  including  those  samples  taken  as  a result  of  failure  to  maintain  the 
required  chlorine  residual  level.  The  PHS  may  withdraw  its  approval  of  the 
use  of  chlorine  residual  substitution  at  any  time. 

^ 141.15  2.  Inorganic  Chemicals: 

a.  The  maximum  contaminant  level  for  nitrate  is  applicable  to 
both  community  and  non-community  systems. 

b.  The  following  are  the  maximum  contaminant  levels  for  inorganic 
chemicals  other  than  fluoride: 
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(ami  tarn  in  ant ; 

Arseni  c 
Ba  ri urn 
('atli  urn 
C'h  romui  m 
Lead 
^1ercury 

Nitrate  (as  N1 
Selenium 
Si Iver 

c.  When  the  annual  average  of  the 


Level  mg/liter 

0. ns 

1. n 
o.nio 

0.05 
0.05 
0.002 
10.0 
0 .01 
0 .05 

maximum  daily  air  temperatures  for 


the  location  in  which  the  community  water  system  is  situated  is  the  following; 


the  maximum  contaminant  levels  for  flouride  are; 


Temp.  Degrees  F. 

53.7  S below 

53.8  to  58.3 
58.4  to  63.8 

63.9  to  70.6 
70.7  to  79.2 
79.3  to  90.5 

§ 141.16  3.  Organic  (Zhemicals:  The 


Level  mg/liter 

2.4 
2.2 
2.0 
1.8 
1.6 

1.4 

lowing  are  the  maximum  contaminant 


levels  for  organic  chemicals.  They  apply  only  to  community  water  systems. 


a.  Chlorinated  Hydrocarbons  Level  mg/liter 


(1) 

Endrin 

0.0002 

(2) 

Lindane 

0.004 

(3) 

Methoxychlor 

0.1 

(4) 

Toxaphene 

0.005 

b.  Chlorophenoxys 

(1) 

2,  4,  Dichlorophenoxyace 

0.1 

C2) 

2,  4,  5 TP  Silvex 

0.01 

4.  Turbidity;  The  maximum  contaminant  levels  for 

turbidity  are 

app  1 i 

cable  to  both 

community  and  non- community  water  systems 

using  surface 

water 

sources  in  whole  or  in  part.  TLie  maximum  turbidity  in  drinking  water,  mea- 
sured at  a representative  entry  point (s)  to  the  distribution  system,  are; 

a.  One  turbidity  unit  (TU)  as  determined  by  a monthly  average  pur- 
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suant  to  sampling  procedures,  except  that  five  or  fewer  turbidity  units 
may  be  allowed  if  the  supplier  of  water  can  demonstrate  to  the  Tribe  that 
the  higher  turbidity  does  not  do  any  of  the  following: 

(1)  Interfere  with  disinfection; 

(2)  Prevent  maintenance  of  an  effective  disinfectant  agent 
throughout  the  distribution  system;  or 

(3)  Interfere  with  microbiological  determinations. 

b.  Five  turbidity  units  based  on  an  average  for  two  consecutive  days. 

c.  Turbidity  sampling  and  analytical  requirements: 

(1)  Samples  shall  be  taken  by  suppliers  of  water  for  both  com- 
munity water  systems  and  non-community  water  systems  at  a represen- 
tative entry  point (s)  to  the  water  distribution  system  at  least  once 
per  day,  for  the  purpose  of  making  turbidity  measurements  to  deter- 
mine compliance  with  the  measurement  shall  be  made  by  the  Nephelo- 
metric Method  in  accordance  with  the  recommendations  set  forth  in 
"Standard  Methods  for  the  Examination  of  Water  and  Wastewater," 
American  Public  Health  Association,  13th  Edition,  pp. 350-353,  or 
Methods  for  Chemical  Anaylsis  of  Water  and  Wastes,"  pp. 295-298, 
Enviromental  Protection  Agency,  Office  of  Technology  Transfer,  Wash- 
ington, D.C.  20460,  1974. 

(2)  If  the  result  of  a turbidity  analysis  indicates  that  the 
maximum  allowable  limit  has  been  exceeded,  the  sampling  and  measur- 
ment  shall  be  confirmed  by  resampling  as  soon  as  practicable  and  pre- 
ferably within  one  hour.  If  the  repeat  sample  confirms  that  the 
maximum  allowable  limit  has  been  exceeded,  the  supplier  of  water 
shall  report  to  the  PHS  within  48  hours.  The  repeat  sample  shall  be 
the  sample  used  for  the  purpose  of  calculating  the  monthly  average. 
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If  the  monthly  average  of  the  daily  samples  exceed  the  maximum  allow- 
able limit,  or  if  the  average  of  two  samples  taken  on  consecutive 
days  exceed  5 TU,  the  supplier  of  water  shall  report  to  the  PHS  and 
notify  the  public  as  directed. 

(3)  Sampling  for  non-community  water  systems  shall  begin  within 
two  years  after  the  effective  date  of  this  part. 

(4)  The  requirements  of  this  section  shall  apply  only  to  public 
water  systems  which  use  water  obtained  in  whole  or  in  part 
from  surface  sources. 

d.  Inorganic  chemicals  sampling  and  analytical  requirements: 

(1)  Analyses  for  the  purpose  of  determining  compliance,  are 
required  as  follows: 

(i)  Analyses  for  all  community  water  systems  utilizing  surface 
water  sources  shall  be  completed  within  one  year  following  the  effec- 
tive date  of  this  part.  These  analyses  shall  be  repeated  at  yearly 
intervals . 

(ii)  Analyses  for  all  community  water  systems  utilizing  only 
ground  water  sources  shall  be  completed  within  two  years  following 
the  effective  date  of  this  part.  These  analyses  shall  be  repeated 
at  three  year  intervals. 

(iii)  For  non-community  water  systems,  whether  supplied  by 
surface  or  ground  water  sources,  analyses  for  nitrate  shall  be  com- 
pleted within  two  years  following  the  effective  date  of  this  part. 
These  analyses  shall  be  repeated  at  intervals  determined  by  the  PHS. 
(2)  If  the  result  of  an  analysis  made  pursuant  to  paragraph  (i) 

indicates  that  the  level  on  any  contaminant  exceeds  the  maximum  contami- 
nant level,  the  supplier  of  water  shall  report  to  the  PHS  within  7 days 
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and  initiate  three  additional  analyses  at  the  same  sampling  point  within 
one  month. 

(3)  When  the  average  of  four  analyses  made  pursuant  to  paragraph  (2) 
of  this  section,  rounded  to  the  same  number  of  significant  figures  as  the 
maximum  contaminant  level  for  the  substance  in  question,  exceeds  the  max- 
imum contaminant  level,  the  supplier  of  water  shall  notify  the  PHS  and 
give  notice  to  the  public  pursuant  to  monitoring  after  public  notification 
shall  be  at  a frequency  designated  by  the  PHS  and  shall  continue  until 

the  maximum  contaminant  level  has  not  been  exceeded  in  two  successive 
samples  or  until  a monitoring  schedule  as  a condition  to  a variance,  ex- 
emption, or  enforcement  action  shall  become  effective. 

(4)  The  provision  of  this  section  notwithstanding,  compliance  with 
the  maximum  contaminant  level  for  nitrate  shall  be  determined  on  the  basis 
of  the  mean  of  two  analyses.  When  a level  exceeding  the  maximum  contami- 
nant level  for  nitrate  is  found,  a second  analysis  shall  be  initiated 
within  24  hours,  and  if  the  mean  of  the  two  analyses  exceeds  the  maximum 
contaminant  level,  the  supplier  of  water  shall  report  his  findings  to 
the  PHS  and  shall  notify  the  public  pursuant  to  I 141.31  and  § 141.32. 

(5)  Analyses  conducted  to  determine  compliance  shall  be  made  in 
accordance  with  the  following  methods: 

(i)  Arsenic  - Atomic  Absorption  Method,  "Methods  for  Chemical 
Analysis  of  Water  and  Wastes,"  pp. 95-96,  Environmental  Protection 
Agency,  Office  of  Technology  Transfer,  Washington,  D.C.  20460,  1974. 

(ii)  Barium  -Atomic  Absorption  Method,  "Standard  Methods  for 
the  Examination  of  Water  and  Wastewater,"  13th  Edition,  pp. 210-215, 
or  "Methods  for  Chemical  Analysis  of  Water  and  Wastes,"  pp. 97-98, 
Environmental  Protection  Agency,  Office  of  Technology  Transfer, 
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Washington,  P.C.  20460,  1974. 

(iiil  Cadmium  - Atomic  Absorption  Method,  "Standard  Methods 
tor  t!ie  examination  of  Water  and  Wastewater,"  13th  Edition,  pp . 210- 
215.  or  "Mt'thods  for  Chemical  Analysis  of  Water  and  Wastes,"  pp . 101- 
103,  Environmental  Protection  Agency,  Office  of  Technology  Transfer, 
Washington,  D.C.  20460,  1974. 

(iv)  Chromium  - Atomic  Absorption  Method,  "Standard  Methods 

for  the  Examination  of  Water  and  Wastewater,"  13th  Edition,  pp.  210- 
215,  or  "Methods  for  Chemical  Analysis  of  Water  and  Wastes,"  pp.  105- 
106,  Environmental  Protection  Agency,  Office  of  Technology  Transfer, 
Washington,  D.C.  20460,  1974. 

(v)  Lead  - Atomic  Absorption  Method,  "Standard  Methods  for  the 
Examination  of  Water  and  Wastewater,"  13th  Edition,  pp.  210-215,  or 
"Methods  for  Chemical  Analysis  of  Water  and  Wastes,"  pp.  112-113,  En- 
vironmental Protection  Agency,  Office  of  Technology  Transfer,  Washingto; 
D.C.  20460,  1974. 

(vi)  Mercury  - Flameless  Atomic  Absorption  Method,  "Methods  for 
Chemical  Analysis  of  Water  and  Wastes,"  pp.  118-126,  Environmental 
Protection  Agency,  Office  of  Technology  Transfer,  Washington,  D.C. 

20460,  1974. 

(vii)  Nitrate  - Brucine  Colorimetric  Method,  "Standard  Methods 
for  the  Examination  of  Water  and  Wastewater,"  13th  Edition,  pp . 461- 
464,  or  Cadmium  Reduction  Method,  "Methods  for  Chemical  Analysis  of 
Water  and  Wastes,"  pp.  201-206,  Environmental  Protection  Agency,  Office 

t 

of  Technology  Transfer,  Washington,  D.C.  20460,  1974.  * 

t 

(viii)  Se lenium  - Atomic  Absorption  Method,  "Methods  for  Chemi-  ! 
cal  Analysis  of  Water  and  Wastes,"  p.  145,  Environmental  Protection 

j! 
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\gency.  Office  of  Technology  Transfer,  Washington,  D.C.  20460,  1974. 

(ix)  Silver  - Atomic  Absorption  Method,  "Standard  Methods  for 
the  F.xamination  of  Water  and  Wastewater,"  13th  Edition,  pp . 210-215, 

or  "Methods  for  Chemical  Analysis  of  Water  and  Wastes,"  n . 146,  En- 

vironmental Protection  Agency,  Office  of  Technology  Transfer, 
Washington,  D.C.  20460,  1974. 

(xl  Fluoride  - Electrode  Method,  "Standard  Methods  for  the 
Examination  of  Water  and  Wastewater,"  13th  Edition,  pp . 172-174, 

or  "Methods  for  Chemical  Analysis  of  Water  and  Wastes,"  pp.  65-67, 

Environmental  Protection  Agency  Office  of  Technology  Transfer, 
Washington,  D.C.  20460,  1974,  or  Colorimetric  Method  with  Preliminary 
Distillation,  "Standard  for  the  Examination  of  Water  and  Wastewater," 
13th  Edition,  pp.  171-172  and  174-176,  or  "Methods  for  Chemical  Ana- 
lysis of  Water  and  Wastes,"  pp.  59-60,  Environmental  Protection  Agen- 
cy, Office  of  Technology  Transfer,  Washington,  D.C.  20460,  1974. 
e.  Organic  chemical  sampling  and  analytical  requirements. 

(1)  An  analysis  of  substances  for  the  purpose  of  determining  compli- 
ance shall  be  made  as  follows: 

(i)  For  all  community  water  systems  utilizing  surface  water 
sources,  analyses  shall  be  completed  within  one  year  following  the 
effective  date  of  this  part.  Samples  analyzed  shall  be  collected 
during  the  period  of  the  year  designated  by  the  PHS  as  the  period 
when  contamination  by  pesticides  is  most  likely  to  occur.  These 
analyses  shall  be  repeated  at  intervals  specified  by  the  PHS  but  in 
no  event  less  frequently  than  at  three  year  intervals. 

(ii)  For  community  water  systems  utilizing  only  ground  water 
sources,  analyses  shall  be  completed  by  those  systems  specified  by 
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the  IMIS. 


(2)  If  the  result  of  an  analysis  made  pursuant  to  paragraph  (1)  of 
this  section  indicated  that  the  level  of  any  contaminant  listed  exceeds 
the  maximum  contaminant  level,  the  supplier  of  water  shall  report  to  the 
IMIS  within  7 days  and  initiate  three  additional  analyses  within  one  month. 

(3)  Wlien  the  average  of  four  analyses  made  pursuant  to  paragraph 
(2)  of  this  section,  rounded  to  the  same  number  of  significant  figures 
as  the  maximum  contaminant  level  for  the  substance  in  question,  exceeds 
the  maximum  contaminant  level,  the  supplier  of  water  shall  report  to  the 
IMIS  and  give  notice  to  the  public.  Monitoring  after  public  notification 
shall  be  at  a frequency  designated  by  the  PHS  and  shall  continue  until 
the  maximum  contaminant  level  has  not  been  exceeded  in  two  successive 
samples  or  until  a monitoring  schedule  as  a condition  to  a variance,  ex- 
emption, or  enforcement  action  shall  become  effective. 

(4)  For  the  initial  analysis  required  by  paragraph  (1)  (i)  and  (ii) 
of  this  section,  data  for  surface  water  acquired  within  one  year  prior  to 
the  effective  date  of  this  part  and  data  for  ground  water  acquired  within 
three  years  prior  to  the  effective  date  of  this  part  may  be  substituted 
at  the  discretion  of  the  PHS. 

(5i  Analyses  made  to  determine  compliance,  shall  be  in  accordance 
with  "Method  for  Organoch lorine  Pesticides  in  Industrial  Effluents," 
MDQARL,  Environmental  Protection  Agency,  Cincinnati,  Ohio,  Novenber  28, 
1973. 

(6)  Analyses  made  to  determine  compliance  shall  be  conducted  in 
accordance  with  "Methods  for  Chlorinated  Phenoxy  Acid  Herbicides  in  In- 
dustrial Effluents,"  MDQARL,  Environmental  Protection  Agency,  Cincinnati. 
Ohio,  Nobember  28,  1973. 
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PH-8.5  Approved  Laboratories 


For  the  purpose  of  determining  compliance  with  these  regulations,  samples 
may  be  considered  only  if  they  have  been  analyzed  by  a laboratory  approved  by 
the  PHS  except  that  measurements  for  turbidity  and  free  chlorine  residual  may 
be  performed  by  any  person  acceptable  to  the  PHS. 

PH-8.6  Reporting  Requirements 

1.  Except  where  a shorter  reporting  period  is  specified  in  this  part, 
the  supplier  of  water  shall  report  to  the  PHS  within  40  days  following  a test, 
measurement  or  analysis  required  to  be  made  by  this  part,  the  results  of  that 
test,  measurement  or  analysis. 

2.  The  supplier  of  water  shall  report  to  the  PHS  within  48  hours  the  ( 

failure  to  comply  with  any  primary  drinking  water  regulations  (including 

failure  to  comply  with  monitoring  requirements)  set  forth  in  this  part. 

3.  The  supplier  of  water  is  not  required  to  report  analytical  results 
to  the  PHS  in  cases  where  a PHS  laboratory  performs  the  analysis  and  re- 
ports the  results  to  the  PHS  office  which  would  normally  receive  such  no- 
tification from  the  supplier. 

PH-8.7  Public  Notification 

1.  If  a community  water  system  fails  to  comply  with  an  applicable  max- 
imum contaminant  level,  fails  to  comply  with  an  applicable  testing  procedure, 
is  granted  a variance  or  an  exemption  from  an  applicable  maximum  level,  fails 
to  comply  with  the  requirements  of  any  schedule  prescribed  pursuant  to  a var- 
iance or  exemption,  or  fails  to  perform  any  monitoring  required  pursuant  to 
Section  1445  (a)  of  the  Act,  the  supplier  of  water  shall  notify  persons  served 
by  the  system  of  the  failure  or  grant  by  inclusion  of  a notice  in  the  first 
set  of  water  bills  of  the  system  issued  after  the  failure  or  grant  and  in  any 
event  by  written  notice  within  three  months.  Such  notice  shall  be  repeated 


-63- 


at  least  once  ever)  three  months  so  long  as  the  system's  failure  continues  or 
the  variance  or  exemption  remains  in  effect.  If  the  system  issues  water  bills 
less  I'l'equent  ly  tlian  quarterly,  or  does  not  issue  water  bills,  the  notice  shall 
be  made  by  or  supplemented  by  another  form  of  direct  mail. 

2.  If  a community  water  system  has  failed  to  comply  with  an  applicable 
maximum  contaminant  level,  the  supplier  of  water  shall  notify  the  public  of 
such  failure,  in  addition  the  notification  required  by  paragraph  fli  of 
this  section,  as  follows; 

a.  By  publication  on  not  less  than  three  consecutive  days  in  a news- 
paper or  newspapers  of  general  circulation  in  the  areas  served  by  the  sys- 
tem. Such  notice  shall  be  completed  within  fourteen  days  after  the  sup- 
plier of  water  learns  of  the  failure. 

b.  By  furnishing  a copy  of  the  notice  to  the  radio  and  television 
stations  serving  the  areas  served  by  the  system.  Such  notice  shall  be 
turnished  within  seven  days  after  the  supplier  of  water  learns  of  the 
fail ure . 

3.  If  the  areas  served  by  a community  water  system  is  not  served  by  a 
daily  newspaper  of  general  circulation,  notification  by  newspaper  required  by 
paragraph  (2)  of  this  section  shall  instead  be  given  by  publication  on  three 
consecutive  weeks  in  a weekly  newspaper  of  general  circulation  serving  the 
area.  If  no  weekly  or  daily  newspaper  of  general  circulation  serves  the  area, 
notice  shall  be  given  by  posting  the  notice  in  post  offices  within  the  area 
served  by  the  system. 

4.  If  a non-community  water  system  fails  to  comply  with  an  applicable 
maximum  contaminant  level,  fails  to  comply  with  an  applicable  testing  proced- 
ure, IS  granted  a variance  or  an  exemption  from  an  applicable  maximum  contam- 
inant level,  fails  to  comply  with  the  requirement  of  any  schedule  prescribed 
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pursuant  to  a variance  or  exemption  or  fails  to  perform  any  monitoring  re- 
quired pursuant  to  Section  1445(a)  of  the  Act,  the  supplier  of  water  shall 
give  notice  of  such  failure  or  grant  to  the  persons  served  by  the  system. 

The  form  and  manner  of  such  notice  shall  be  prescribed  by  the  PHS,  and  shall 
insure  that  the  public  using  the  system  is  adequately  informed  of  the  failure 
or  grant. 

5.  Notices  given  pursuant  to  this  section  shall  be  written  in  a manner 
reasonably  designed  to  inform  fully  the  users  of  the  system.  The  notice  shall 
be  conspicuous  and  shall  not  use  unduly  technical  language,  unduly  small  print 
or  other  methods  whi ch  would  frustrate  the  purpose  of  the  notice.  The  notice 
shall  disclose  all  material  facts  regarding  the  subject  including  the  nature 
of  the  problem  and,  when  appropriate,  a clear  statement  that  a primary  drink- 
ing water  regulation  has  been  violated  and  any  preventive  measures  that  should 
be  taken  by  the  public.  Where  appropriate,  or  where  designated  the  PHS,  bi- 
lingual notice  shall  be  given.  Notices  may  include  a balanced  explanation  of 
the  significance  or  seriousness  to  the  public  health  of  the  subject  of  the 
notice,  a fair  explanation  of  steps  taken  by  the  system  to  correct  any  problem 
and  the  results  of  any  additional  sampling. 

6.  Notice  to  the  public  required  by  this  section  may  be  given  by  the 
PHS  on  behalf  of  the  supplier  of  water. 

7.  In  any  instance  in  which  notification  by  mail  is  required  in  para- 
graph (1)  of  this  section  but  notification  by  newspaper  or  to  radio  or  tele- 
vision stations  is  not  required  by  paragraph  (2)  of  this  section,  the  PHS  may 
order  the  supplier  of  water  to  provide  notification  by  newspaper  and  to  radio 
and  television  stations  when  circumstances  make  more  immediate  or  broader  no- 
tice appropriate  to  protect  the  public  health. 
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PH-8.8  Record  Maintenance 


Any  owner  or  operator  of  a public  water  system  subject  to  the  provisions 
of  this  part  shall  retain  on  its  premises  or  at  a convenient  location  near  its 
premises  the  following  records: 

1.  Records  of  bacteriological  analyses  made  pursuant  to  this  part  shall 
be  kept  for  not  less  than  5 years.  Records  of  chemical  analyses  made  pursuant 
to  this  part  shall  be  kept  for  not  less  than  10  years.  Actual  laboratory  re- 
ports may  be  kept,  or  data  may  be  transferred  to  tabular  summaries,  provided 
that  the  following  information  is  included; 

a.  The  date,  place,  and  time  of  sampling,  and  the  name  of  the  per- 
son who  collected  the  sample; 

b.  Identification  of  the  sample  as  to  whether  it  was  a routine 
distribution  system  sample,  check  sample,  raw  or  process  water  sample 
or  other  special  purpose  sample; 

c.  Date  of  analysis; 

d.  Laboratory  and  person  responsible  for  performing  analysis; 

e.  The  analytical  technique/method  used;  and 

f.  The  results  of  the  analysis. 

>> 

2.  Records  of  action  taken  by  the  system  to  correct  violations  of  pri- 
mary drinking  water  regulations  shall  be  kept  for  a period  not  less  than  3 
years  after  the  last  action  taken  with  respect  to  the  particular  violation  in- 
volved. 

3.  Copies  of  any  written  reports,  summaries,  or  communications  relating 
to  sanitary  surveys  of  the  system  conducted  by  the  system  itself,  by  a private 
consultant,  or  by  any  local.  State  or  Federal  agency,  shall  be  kept  for  a 
period  not  less  than  10  years  after  completion  of  the  sanitary  survey  involved. 

4.  Records  concerning  a variance  or  exemption  granted  to  the  system  shall 
be  kept  for  a period  ending  not  less  than  5 years  following  the  expiration  of 
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such  variance  or  exception. 


PH-8.9  Coverage 

This  part  shall  apply  to  each  public  water  system,  unless  the  public  wa- 
ter system  meets  all  of  the  following  conditions: 

1.  Consists  only  of  distribution  and  storage  facilities  (and  does  not 
have  any  collection  and  treatment  facilities); 

2.  Obtains  all  of  its  water  from,  but  is  not  owned  or  operated  by,  a 
public  water  system  to  which  such  regulations  apply; 

3.  Does  not  sell  water  to  any  person;  and 

4.  Is  not  a carrier  which  conveys  passengers  in  interstate  commerce. 

PH-8.10  Variances  and  Exemptions 

Variances  and  exemptions  from  certain  provisions  of  these  regulations 
may  be  granted  pursuant  to  Sections  1415  and  1416  of  the  Act  by  the  entity 
with  primary  enforcement  responsibility.  Provisions  under  Part  142,  National 
Interim  Primary  Drinking  Water  Regulations  Implementation  - subpart  E (vari- 
ances) and  subpart  F (Exemptions)  - apply  where  EPA  has  primary  enforcement 
responsibility . 
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PUBLIC  HEALTH  - CHAPTER  P 


FOOD  OUTLETS 
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(liapter  PH-9  FOOD  OUTLETS 


PH-9.  1 
PH-9.2 
PH-9.3 


PH-9.4 
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PH-9. 7 
PH-9.8 
PH-9.9 
PH-9.10 
PH-9.  11 
PH-9.12 
PH-9.  13 
PH-9. 14 
PH-9.  15 
PH-9. 16 


Food  Outlets--general 

Definitions 

Building 

Sanitary  Facilities 

Cleaning  of  Utensils  and  Equipment 

Handling  and  Protection  of  Food 

Cold  Storage  Facilities  and  Practices 

Transportation  of  Frozen  Foods 

Sale  of  Frozen  Foods 

Certain  Operations  and  Materials  Prohibited 

Garbage  and  Refuse  Disposal 

Health  and  Disease  Control 

Premises  and  Surroundings 

Miscellaneous 

Inspection  of  Food  Outlets 

Examination  and  Condemnation  of  Foods 


PH-9.1  Food  Out lets--general 

Sanitary  practices  relating  to  construction,  maintenance  and  operation 
of  food  sales  establishments  and  all  other  wholesale  and  retail  food  outlets. 

PH-9.2  Definitions 

1)  "Food  outlet"--Any  grocery  store,  food  market,  moat  market,  fruit  or 
vegetable  market,  food  warehouse,  refrigerated  storage  facility. 
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freezer  locke/'  and  any  other  place  storing  or  offering  food  for  sale. 

2)  "Food"--Any  raw,  cooked  or  processed  edible  substance,  beverage  or 
ingredient  used  or  intended  for  use  in  whole  or  in  part  for  human 
consumption. 

3)  "Perishable  food"--Any  food  of  such  type  or  in  such  condition  as  may 
spoil;  provided,  that  foods  which  are  in  hermatically  sealed  contain- 
ers processed  by  heat  to  prevent  spoilage  and  properly  packaged  dehy- 
drated, dry  or  powdered  foods  so  low  in  moisture  content  as  to  pre- 
clude development  of  microorganisms  shall  not  be  considered  to  be 
readily  perishable. 

4')  "Potentially  hazardous  foods"--Any  perishable  food  which  consists  in 
whole  or  in  part  of  milk  or  milk  products,  eggs,  meat,  poultry,  fish, 
shellfish  or  other  ingredients  capable  of  supporting  rapid  and  pro- 
gressive growth  of  infectious  or  toxigenic  microorganisms. 

5)  "Meat"--The  edible  part  of  the  muscle  of  cattle,  sheep,  swine  or 
goats  which  is  skeletal  or  which  is  found  in  the  tongue,  diaphragm, 
heart  or  esophagus  with  or  without  the  accompanying  or  overlaying  fat 
and  the  portions  of  bone,  skin,  sinew,  nerve  and  blood  vessels  which 
normally  accompany  the  muscle  tissue  and  which  are  not  separated 
from  it  in  the  process  of  dressing.  It  does  not  include  the  muscle 
found  in  the  lips,  snout  or  ears.  The  term  shall  also  include  fish, 
other  seafoods,  fowl  or  game. 

6)  "Meat  food  products"- -Any  article  of  food  or  any  article  intended  for 
or  capable  of  being  used  as  human  food  which  is  derived  or  prepared 
in  whole  or  in  substantial  and  definite  part  from  any  portion  of  any 
cattle,  sheep,  swine,  fish,  other  seafood,  fowl,  game  or  goat  except 
such  articles  as  organotherapeutic  substances,  meat  juice,  meat 
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extract  and  the  like  which  are  only  for  medicinal  purposes  and  are 
advertised  only  to  the  medical  profession. 

7)  "Shellfish"--All  fresh  or  frozen  oysters,  clams,  scallops  and  mussels 
either  shucked  or  on  the  shell  and  any  fresh  edible  products  thereof. 

8)  "Cooked  crustacea"--Al 1 cooked  meat  of  crabs,  lobsters,  crayfish 
and  shrimp. 

9)  "Frozen  foods"--Any  item  of  food  or  food  product  intended  for  human 
consumption  which  has  been  preserved  by  any  method  or  process  of 
freezing. 

10)  "Wholesome" --Food  which  is  in  sound  condition,  clean,  free  from 
adulteration  and  otherwise  suitable  for  human  consumption. 

11)  "Adulterated"--Food  shall  be  deemed  to  be  adulterated  in  accordance 

with  provisions  of  the  1962  Food  Service  Manual  - PHS. 

12)  "Misbranded" --Food  shall  be  deemed  to  be  misbranded  in  accordnace 

with  provisions  of  the  1962  Food  Service  Manual  - PHS. 

13)  "Safe  temperatures"--Temperatures  forty  degrees  fahrenheit  (40°F.) 
or  below  and  one  hundred-fifty  degrees  fahrenheit  (150®F.)  or  above 
as  applied  to  potentially  hazardous  foods. 

14)  "Health  authority  --The  Cherokee  Tribal  Health  Department,  the  Dir- 
ector, or  his  Authorized  Representative. 

PH-9.5  Building 

'fhe  building  in  which  the  food  outlet  is  located  shall  be  of  such  construc- 
tion and  materials  that  it  may  be  readily  kept  in  a sanitary  condition  and 
in  good  repair.  Buildings  shall  be  free  of  rodents,  flies  and  other  insects 
at  all  times. 

1)  Floors--Every  food  outlet  shall  have  sufficient  floor  area  to 
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All  floors  shall  be  of 


accommodate  all  the  necessary  operations, 
smooth  concrete,  tile  or  similar  impervious  material.  Where  drains 
are  used  they  shall  be  trapped  and  connected  to  the  sanitary  sewer- 
age system  in  accordance  with  provisions  of  this  code.  Floors  shall 
be  routinely  cleaned  and  maintained  in  clean  and  sanitary  condition. 
Dry  cleaning  of  floors  shall  not  be  permitted.  Cleaning  shall  be  by 
washing,  mopping  or  sweeping  with  water,  moist  sawdust,  or  sweeping 
compound.  During  such  cleaning  all  unpackaged  food  shall  be  covered 
or  otherwise  protected  from  dust  and  dirt.  Stored  materials,  food, 
machinery  and  merchandise  shall  be  elevated  off  the  floor  at  least 
eight  (8)  inches  and  so  protected  as  not  to  interfere  with  cleaning 
of  floors. 

2)  Walls  and  ceilings--All  walls  and  ceilings  including  doors,  windows, 
skylights,  screens  and  similar  closures  shall  be  kept  clean  and  in 
good  repair.  Walls  and  ceilings  in  meat  preparation  and  storage 
areas  shall  be  constructed  of  smooth,  washable,  non-absorbent  mater- 
ial free  from  cracks,  crevices  and  open  joints  and  shall  be  kept  well 
painted.  All  right  angles  where  walls  and  floors  meet  should  be 
constructed  with  a rounded  sanitary  joint  so  as  to  be  easily  cleaned. 

PH-9.4  Sanitary  facilities 

1)  Water  supply  shall  conform  with  provisions  of  this  code. 

2)  Sewage  disposal  shall  conform  with  provisions  of  this  code. 

3)  Plumbing  shall  conform  with  provisions  of  this  code. 

4)  Toilet  and  handwashing  facilities  shall  conform  with  provisions  of 
this  code. 
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PH-9.5  Cleaning  of  Utensils  and  Equipment 


1)  Cleaning--Coimters,  blocks  or  other  equipment  upon  which  meat  or 
meat  products  are  handled  shall  be  thoroughly  cleaned  at  least  once 
each  day  and  as  often  as  may  be  necessary  to  keep  them  clean  and 
sanitary.  No  trays,  racks,  meat  racks  or  containers  shall  be  re- 
used without  thorough  washing.  Knives,  saws,  cleavers,  grinders  and 
other  tools,  utensils  and  machinery  used  in  cutting,  chopping,  grind- 
ing, mixing,  or  otherwise  handling  meat  or  meat  products  shall  be 
thoroughly  cleaned  in  a suitable  detergent  solution  and  rinsed  with 
hot  water  at  least  daily. 

2)  Sinks--At  least  a two  (2)  compartment  wash  sink  supplied  with  hot 
and  cold  running  water  of  sufficient  size  to  permit  complete  immer- 
sion of  utensils  shall  be  installed  in  meat  markets.  Adequate  pro- 
tection to  prevent  splashing  of  walls  behind  the  sink  shall  be  pro- 
vided. 

S')  Meat  blocks--Shall  be  free  from  holes,  cracks  and  crevices  and  shall 
be  kept  clean  by  effective  methods.  No  oil  cloth  or  newspaper  shall 
be  used  on  any  counter,  table  or  shelf  where  meat  or  meat  products 
are  handled  and  clean  new  paper  only  shall  be  used  in  weighing  meat 
and  meat  products  for  sale. 

PH-9.6  Handling  and  Protection  of  Food 

1)  Food  while  being  stored,  prepared,  displayed  or  sold  at  a food  out- 
let shall  be  protected  from  dust,  flies,  rodents  and  other  vermin, 
toxic  materials,  unclean  equipment  and  utensils,  unnecessary  handling, 
coughs  and  sneezes,  flooding  sewage,  overhead  leakage  and  other 
sources  of  contamination. 
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2)  Perishable  foods  shall  be  stored  at  such  temperatures  as  will  protect 
against  spoilage.  All  potentially  hazardous  foods  shall  be  kept  at 
safe  temperatures  (40®F.  or  below  150®F.  or  above)  during  periods 

of  transportation,  storage  and  display, 

3)  No  customers  or  other  persons  not  directly  employed  in  the  food  out- 
let shall  be  permitted  to  handle  fresh  meats  and  meat  products  inten- 
ded for  sale  to  the  public  and  display  cases  shall  be  so  arranged  to 
prevent  such  handling,  except  when  products  are  adequately  packaged, 
wrapped  or  similarly  protected  for  display  and  customer  service. 

4)  No  fresh  horse  meat  or  fresh  horse  meat  products,  inspected  or  other- 
wise, shall  be  kept,  sold  or  exposed  for  sale  for  human  consumption 
in  any  building  where  meat  and  meat  food  products  are  sold  or  offered 
for  sale. 

5)  No  meat  or  meat  product  except  cured  meats  shall  be  kept  exposed 
outside  of  refrigerators  or  refrigerated  display  cases  except  in 
such  quantities  as  are  needed  for  immediate  transfer,  sale  or  display 
purposes  and  such  products  shall  be  arranged  in  display  cases  or 
refrigerators  in  an  orderly  and  sanitary  manner. 

6)  No  meat  or  meat  product  shall  be  transported  to  or  received  into  a 
meat  market  unless  the  meat,  whether  in  entire  carcasses,  halves, 
quarters,  or  cuts,  has  been  thoroughly  covered  or  wrapped  in  clean 
cloth;  or  unless  the  meat  product  has  been  packed  in  paper  cartons, 
cellophane  or  clean  wrapping  paper  so  as  to  protect  it  completely 
during  delivery  from  the  elements,  dust,  dirt,  flies,  insects  and 
other  sources  of  contamination. 

7)  No  meat  or  meat  product  shall  be  received  into  the  food  outlet  unless 
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transported  thereto  in  enclosed  refrigerated  vehicles. 

8)  No  meat  or  meat  product  shall  be  wrapped  in  newspapers  or  previously 
used  wrapping  paper. 

9)  Only  shellfish  produced  in  plants  covered  by  certificate  and  having 
the  authorized  certificate  number  embossed  upon  the  container  and 
cooked  Crustacea  meat  produced  and  bearing  the  authorized  certifi- 
cate number  embossed  upon  the  container  shall  be  stored  or  offered 
for  sale.  Where  shellfish  except  scallops  are  from  producers  out- 
side of  the  state,  the  source  shall  have  been  approved  by  U.  S.  Pub- 
lic Health  Service  and  each  container  shall  have  the  certificate 
number  and  abbreviated  name  of  the  state  embossed  or  affixed  thereto. 
In  the  case  of  scallops  and  cooked  Crustacea  meat  shipped  from  out- 
side of  the  state,  an  approved  product  shall  be  that  defined  in  this 
code  for  scallops  and  for  cooked  Crustacea.  The  possession  of 
unidentified  or  unapproved  products  shall  be  prima  facie  evidence 
that  possession  is  for  the  purpose  of  sale. 

10)  The  practice  of  dipping  shellfish  from  one  container  to  another  or 
taking  shucked  shellfish  from  a large  container  and  replacing  in 
smaller  containers  is  prohibited.  Only  shucked  shellfish  packed  into 
the  certified  plant  of  origin  in  the  original  container  may  be  sold. 
The  transfer  of  cooked  Crustacea  meat  from  the  original  container  to 
another  receptacle  is  prohibited. 

11)  The  refilling  or  re-use  of  certified  containers  with  shucked  shell- 
fish or  cooked  Crustacea  is  prohibited. 

12)  An  accurate  daily  record  shall  be  kept  and  shall  show  the  names  and 
addresses  of  all  persons  from  whom  shellfish  or  cooked  Crustacea 
meat  is  received,  date  of  receipt  and  quantity.  Such  records  shall 
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be  open  to  inspection  at  any  time  during  business  hours  by  any  duly 
authorized  representative  of  the  board.  Shellfish  and  cooked  Crust- 
acea shall  conform  to  bacteriological  and  other  standards  set  forth 
by  the  provisions  of  this  code. 

PH-9.7  Cold  Storage  Facilities  and  Practices 

1)  Refrigeration- -Adequate  refrigerated  space  shall  be  provided  to  accom 
modate  the  volume  of  business  conveniently.  Refrigeration  for  potent 
ially  hazardous  foods  shall  not  be  considered  satisfactory  if  the 
temperature  in  any  part  of  refrigerators  or  display  cases  exceeds 
forty  degrees  fahrenheit  C40°F.). 

2)  Refrigerators,  meat  boxes,  and  display  cases- -All  refrigerated  space 
shall  be  kept  clean,  sanitary  and  free  from  objectionable  odors.  All 
treads,  false  floors  or  other  obstacles  to  the  cleaning  of  floors 
and  other  parts  of  the  refrigerator  or  cold  storage  room  shall  be 
easily  removable.  Drains  from  refrigerators,  cold  storage  rooms  and 
display  cases  shall  discharge  into  a sanitary  sewer  only  through  an 
air  break  and  trap. 

3)  Shucked  shellfish  and  cooked  crustacea--No  ice,  water  or  other  fore- 
ign substance  shall  be  allowed  in  direct  contact  with  shucked  shell- 
fish or  cooked  Crustacea  during  refrigeration  or  at  any  other  time. 

4)  Shellstock  storage--Shellstock  shall  be  kept  at  a temperature  such 
as  will  keep  them  alive  and  fresh  at  all  time.  Shellstock  shall  be 
adequately  protected  from  contamination  at  all  times.  Ice  used  for 
cooling  shellstock  shall  be  from  an  approved  source  and  shall  be 
washed  with  clean  potable  water  before  use. 

5)  Frozen  Foods--Wholesale  and  retail  distributors  of  frozen  foods  shall 
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display,  store  and  maintain  same  in  such  a manner  that  the  internal 
temperature  thereof  shall  not  exceed  zero  degrees  fahrenheit  (OOp.). 

a)  Frozen  food  warehouses  shall  maintain  a temperature  of  zero 
degrees  fahrenheit  (0°F.)  or  below  in  storage  areas.  (A  temp- 
erature of  minus  ten  degress  fahrenheit  (-10°F.)  is  recommended.) 

b)  Storage  of  frozen  food  in  warehouses  shall  be  effected  by  placing 
food  products  on  pallets,  dunnage  or  racks  away  from  the  walls 

to  insure  adequate  circulation  of  air.  Food  products  shall  not 
be  stacked  in  such  manner  that  air  circulation  is  impeded. 

c)  Retail  frozen  food  cases  shall  be  kept  at  a temperature  suffic- 
ient to  maintain  the  internal  temperature  of  frozen  foods  at 
zero  degrees  (QOF.)  or  below.  (It  is  recommended  that  all  fro- 
zen food  cases  be  placed  near  the  exit  of  the  store.) 

1)  Thermometers- -An  accurate  cabinet  thermometer  shall  be  provided  for 
all  display  cases  and  storage  areas.  The  thermometer  bulb  shall  be 
located  in  the  warmest  zone  of  the  food  storage  compartment. 

2)  Frozen  storage  area--Frozen  products  shall  not  be  placed  outside 
storage  areas  or  display  cases  at  any  time. 

3)  Loading  of  product--Frozen  food  products  shall  not  be  loaded  above 
the  danger  line,  freeze  line,  glass  or  mark  on  display  cases  or  in 
such  a manner  as  to  in  any  way  block  the  circulation  of  cold  air. 

4)  The  owner  or  manager  of  the  retail  outlet  shall  be  responsible  for 
proper  display  and  maintenance  of  frozen  food  products.  Any  freezer 
case  found  to  be  overloaded  or  containing  thawed  or  partially  thawed 
foods  shall  subject  the  food  products  therein  contained  to  condem- 
nation and  destruction. 

5)  Food  products  at  the  retail  level  shall  be  rotated  in  such  a manner 
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that  the  product  first  in  the  display  case  or  storage  areas  is  the 
first  product  to  be  sold. 


PH-9.8  Transportation  of  Frozen  Foods. 

1)  Wholesale  and  retail  outlets  shall  not  accept  delivery  of  frozen 
foods  whose  internal  temperature  exceeds  or  has  exceeded  twenty  degr- 
ees fahrenheit  (20°F.).  After  the  product  has  been  received  it  shall 
be  the  responsibility  of  the  owner  or  manager  to  immediately  place 
the  frozen  food  into  a storage  area  or  display  case  maintaining  a 
temperature  of  zero  degrees  fahrenheit  (OOp.).  or  below. 

2)  Extreme  care  shall  be  taken  in  the  transportation  of  frozen  foods  to 
insure  that  the  product  does  not  thaw  in  transit.  The  following 
equipment  and  procedures,  subject  to  the  limitations  stated  therein, 
shall  be  considered  as  prima  facie  evidence  of  compliance  with  the 
above  requirement,  to-wit: 

a)  Insulated  containers  may  be  used  for  transportation  of  frozen 
foods,  provided,  that  the  internal  temperature  of  the  frozen 
food  at  no  time  exceeds  twenty  degrees  fahrenheit  (20°F.).  (It 
is  recommended  that  such  containers  be  precooled  in  the  freezer.) 

b)  When  precooled  to  as  low  a temperature  as  possible,  insulated 
vehicles  may  be  used  for  transportation  of  frozen  foods;  pro- 
vided, that  the  internal  temperature  of  the  frozen  foods  at  no 
time  exceeds  twenty  degrees  fahrenheit  (20op.). 

c)  Vehicles  which  are  equipped  with  refrigerating  equipment  adequate 
to  maintain  the  internal  temperatures  of  frozen  foods  at  zero 
degrees  fahrenheit  (Oop.)  may  be  used  without  any  restrictions 

so  long  as  the  said  equipment  is  properly  operating. 
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d)  Any  other  equipment  approved  by  the  board  as  adequate  to  accom- 
plish the  purposes  of  this  section. 

PH-9.9  Sale  of  Frozen  Foods 

1)  Food  outlets  shall  sell  or  offer  for  sale  only  frozen  food  produced 
in  plants  sanctioned  by  a competent  regulatory  authority,  said  food 
having  been  transported,  delivered,  received  and  stored  while  being 
maintained  in  accordance  with  provisions  of  this  chapter  and  not 
having  been  thawed  and/or  re-frozen  unless  determined  by  the  board 
to  be  safe  for  consumption.  The  thawing  restriction  shall  not 
apply  to  frozen  foods  which  are  thawed  for  the  purpose  of  incor- 
porating them  into  another  food  product  for  further  processing. 

2)  All  frozen  food  products  shall  have  the  date  of  processing  stamped 
or  printed  upon  each  package  or  container.  This  requirement  may  be 
met  by  calendar  or  code  dating. 

PH-9.10  Certain  Materials  and  Operations  Prohibited. 

IJ  No  spoiled  or  tainted  food  shall  be  offered  for  sale,  stored  or  kept 
on  the  premises  of  a food  outlet.  No  live  poultry  or  live  animals 
of  any  kind  shall  be  kept  in  the  sales  or  processing  rooms  nor  shall 
such  rooms  be  used  for  sleeping  or  domestic  purposes. 

2)  The  evisceration,  skinning,  drawing,  dressing  or  any  other  operation 
except  the  cutting,  slicing  or  grinding  of  meat  or  poultry  to  facil- 
itate its  use,  handling  or  sale,  shall  be  strictly  prohibited  in 
food  outlet  sales  rooms. 
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P-1-9.11  Garbage  and  Refuse  Disposal 

.'11  food  outlets  shall  be  provided  with  covered  leak-proof,  non-absor- 
bent containers  of  sufficient  size  and  number  to  receive  all  refuse,  offal, 
filth,  meat  scraps,  bones,  rubbish  and  other  waste  materials.  Such  containers 
shall  be  kept  tightly  covered  at  all  times  so  that  contents  are  protected 
from  flies,  insects,  rodents,  vermin  and  animals.  All  garbage  and  rubbish 
shall  be  completely  removed  from  the  premises  at  least  once  every  twenty- 
four  (24)  hours  or  refrigerated  and  the  cans  thoroughly  washed  after  emptying. 

PH-9.12  Health  and  Disease  Control 

No  person  while  affected  with  any  disease  in  a communicable  form  or  while 

/ < i i-i  I I ■ ' 

a carrier  of  such  disease  or  while  afflicted  with  boils,  pimples,  infected 
wounds,  sores  or  an  acute  respiratory  infection  shall  work  in  any  area  of  a 
food  outlet  in  any  capacity  in  which  there  is  a likelihood  of  such  person 
contaminating  food  or  food-contact  surfaces  with  pathogenic  organisms  or 
transmitting  disease  to  other  individuals;  and  no  person  known  or  suspected 
of  being  afflicted  with  any  such  disease  or  condition  shall  be  employed  in 
any  such  capacity.  If  the  management  of  the  food-outlet  has  reason  to  sus- 
pect that  an  employee  has  contracted  any  disease  in  a communicable  form  or  has 
become  a carrier  of  such  disease,  he  shall  notify  the  health  authority  immed- 
iately. Prior  to  employment  or  at  any  other  time  the  local  health  authority 
may  require  a chest  x-ray  or  any  other  test  or  examination  deemed  necessary 
for  protection  of  the  public  health.  Certification  of  such  examinations  may 
be  issued  by  the  local  health  authority,  a copy  of  such  certificate  for  each 
employee  shall  be  in  possession  of  the  management  of  the  food  outlet.  No 
certificate  shall  be  valid  for  more  than  twelve  (12)  months  from  date  of 
issuance.  Both  management  and  employee  shall  be  responsible  for  compliance 
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with  requirements  of  this  section. 


PH-9.15  Premises  and  Surroundings 

Waste  materials,  obsolete  and  unnecessary  objects  and  rubbish  shall  not 
be  permitted  to  accumulate  in  or  immediately  around  the  food  outlet.  Store- 
rooms, basements,  closets  and  other  parts  of  the  building,  pens  or  coops  for 
poultry  or  live  animals  and  all  outside  premises  shall  be  kept  in  a clean, 
orderly  and  sanitary  manner. 

PH-9.14  Miscellaneous 

None  of  the  operations  connected  with  a food  outlet  shall  be  conducted 
in  any  room  used  as  living  or  sleeping  quarters.  Adequate  lockers  or  dressing 
rooms  shall  be  provided  for  employees'  clothing  and  shall  be  kept  clean. 

Soiled  linens,  coats  and  aprons  shall  be  kept  in  containers  provided  for  such 
purpose.  No  dogs,  cats  or  other  pets  shall  be  permitted  in  food  outlets. 

PH-9.15  Inspection  of  Food  Outlets 

1)  The  health  authority  shall  inspect  all  food  outlets  as  often  as  may 
be  deemed  necessary  for  enforcement  of  the  provisions  of  this  chapter, 
other  provisions  of  this  code  and  for  protection  of  the  public  health. 

2)  Persons  operating  food  outlets  shall  permit  the  health  authority  to 
examine  records  to  obtain  pertinent  information  pertaining  to  food 
and  supplies  purchased,  received  or  used  and  employees, 

PH-9.16  Examination  and  Condemnation  of  Foods 

Foods  may  be  examined  or  sampled  for  laboratory  examination  by  the  health 
authority  as  often  as  may  be  necessary  to  determine  freedom  from  unwholesome- 
ness, adulteration  or  misbranding.  No  food  intended  for  human  consumption 
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shall  be  sold  or  offered  for  sale  that  is  unwholesome,  adulterated,  misbranded, 
unsafe  or  in  any  way  likely  to  injure  the  public  health.  It  shall  be  the  duty 
of  the  health  authority  to  condemn  and  destroy  or  otherwise  render  inedible 
all  such  food  sold,  offered  for  sale  or  stored  by  a food  outlet,  provided, 
that  where  the  owner  resists  such  action,  legal  procedure  shall  be  taken 
against  said  owner  for  violation  of  this  section  and  the  food  shall  be  impound- 
ed in  orooer  storage  for  court  evidence. 
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PH-  10 


PUBLIC  HEALTH  - CHAPTER 
HOTELS,  MOTELS,  INNS,  TOURIST 
OTHER  LODGING  PLACES 


10 

HOMES  AND 


CHAPTER  10 


THE  SANITATION  OF  ESTABLISHMENTS  PROVIDING 
FOOD  AND  LODGING 

The  Tribal  Council  of  the  Eastern  Band  of  Cherokee  Indians  does  hereby 
ordain  and  enact  into  law  for  the  sanitation  of  establishments  providing 
food  and  lodging: 

Cherokee  Tribal  Health  Department  to  regulate  sanitary  conditions  of 
hotels,  cafes,  etc. --For  the  better  protection  of  the  public  health,  the 
Cherokee  Tribal  Health  Department  is  hereby  authorized,  empowered  and  directed 
to  prepare  and  enforce  rules  and  regulations  governing  the  situation  of  any 
hotel,  cafe,  restaurant,  tourist  home,  motel,  summer  camp,  food  or  drink  stand 
sandwich  manufacturing  establishment,  and  all  other  establishments  where  food 
or  drink  is  prepared,  handled,  and/or  served  for  pay,  or  where  lodging  accom- 
modations are  provided.  The  Cherokee  Tribal  Health  Department  is  also  author- 
ized, empowered  and  directed  to  (1)  require  that  a permit  be  obtained  from  said 
Department  before  such  places  begin  operation,  said  permit  to  be  issued  only 
when  the  establishment  complies  with  the  rules  and  regulations  authorized 
hereunder,  and  (2)  to  prepare  a system  of  grading  all  such  places  as  grade  A, 
and  grade  B,  and  grade  C.  No  establishment  shall  operate  which  does  not 
receive  the  permit  required  by  this  Section  and  the  minimum  grade  of  C in 
accordance  with  the  rules  and  regulations  of  the  Cherokee  Tribal  Health  De- 
partment. The  rules  and  regulations  shall  cover  such  matters  as  the  clean- 
liness of  floors,  walls,  ceilings,  storage  spaces,  utensils,  and  other 
facilities;  adequacy  of  lighting,  ventilation,  water  lavatory  facilities,  food 
protection  facilities,  bactericidal  treatment  of  eating  and  drinking  utensils; 
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and  waste  disposal;  methods  of  food  preparation,  handling,  storage,  and  serving; 
health  of  employees;  and  such  other  items  and  facilities  as  are  necessary  in  the 
interest  of  the  public  health. 

Inspections;  report  and  grade  card-The  officers,  sanitarians  or  agents 
of  the  Cherokee  Tribal  Health  Department  are  hereby  empowered  and  authorized 
to  enter  any  hotel,  cafe,  restaurant,  tourist  home,  motel,  summer  camp,  food 
or  drink  stand,  sandwich  manufacturing  establishment,  and  all  other  establish- 
ments where  food  or  drink  is  prepared,  handled  and/or  served  for  pay,  or  where 
lodging  accommodations  are  provided,  for  the  purpose  of  making  inspections, 
and  it  is  hereby  made  the  duty  of  every  person  responsible  for  the  management 
or  control  of  such  hotel,  cafe,  restaurant,  tourist  home,  motel,  summer  camp, 
food  or  drink  stand,  sandwich  manufacturing  establishment  or  other  establish- 
ment to  afford  free  access  to  every  part  of  such  establishment,  and  to  render 


all  aid  and  assistance  necessary  to  enable  the  sanitarians  or  agents  of  the 
Cherokee  Tribal  Health  Department  to  make  a full,  thorough  and  complete  in- 
vestgation  thereof,  but  the  privacy  of  no  person  shall  be  violated  without 
his  or  her  consent.  It  shall  be  the  duty  of  the  sanitarian  or  agent  of  the 
Cherokee  Tribal  Health  Department  to  leave  with  the  management,  or  person  in 
charge  at  the  time  of  the  inspection,  a copy  of  his  inspection,  and  a grade 
card  showing  the  grade  of  such  place,  and  it  shall  be  the  duty  of  the  manage- 
ment, or  person  in  charge  to  post  said  card  in  a conspicious  place  designated 
by  the  sanitarian  where  it  may  be  readily  observed  by  the  public.  Such 
grade  card  shall  not  be  removed  by  anyone,  except  an  authorized  sanitarian  or 
agent  of  the  Cherokee  Tribal  Health  Department,  or  upon  his  instruction. 

Private  homes  with  permanent  house  guests;  temporary  food  and  drink  stands 
operated  by  church,  etc. --This  article  shall  not  apply  to  private  homes 
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providing  food  and/or  lodging  to  permanent  house  guests.  The  term  "permanent 
house  guests"  shall  mean  guests  receiving  food  and/or  lodging  accommodations 
for  periods  of  a week  or  longer  and  who  pay  for  such  accommodations  and  the 
visitors  of  said  guests.  Provided  further  that  this  article  shall  not  apply 
to  food  or  drink  stands  operated  by  church,  civic,  or  charitable  organizations 
for  a period  of  one  week  or  less.  Provided,  food  or  drink  stands  operated  by 
church,  civic  or  charitable  organizations  for  a period  of  one  week  or  less 
shall  meet  minimum  sanitation  requirements  but  shall  not  be  subject  to  grading. 
Provided  further,  that  this  Article  shall  not  apply  to  boarding  houses  having 
regular  boarders,  private  clubs,  picnics,  camp  meetings,  reunions,  box  suppers, 
field  trails,  occasional  fund-raising  suppers  and  similar  gatherings  conducted 
from  time  to  time  by  church,  civic  or  charitable  organizations. 

RULES  AND  REGULATIONS  DEFINING  HOTEL,  MOTEL,  INN,  TOURIST  HOME,  PERMANENT  HOUSE 
GUEST,  ENIPLOYEES,  LOCAL  HEALTH  DIRECTOR,  CHEROKEE  TRIBAL  HEALTH  DEPARTMENT, 
SANITARIAN,  PERSON,  ETC.:  REQUIRING  PERMITS  FOR  THE  OPERATION  OF  HOTELS,  MOTELS, 

INNS,  ^ TOURIST  HOMES:  PROVIDING  FOR  THE  SANITATION,  INSPECTION,  GRADING,  AND 

PLACARDING  OF  SUCH  ESTABLISHMENTS:  AND  PROVIDING  FOR  THE  ENFORCEMENT  OF  THESE 

RULES  AND  REGULATIONS. 

For  the  purpose  of  carrying  out  the  provisions  of  this  ordinance,  the 
Cherokee  Tribal  Health  Department  hereby  adopts  the  following  rules  and  regu- 
lations governing  the  sanitation  of  hotels,  motels,  inns  and  tourist  homes. 

PH- 10.1  Definitions 

The  following  definitions  shall  apply  in  the  interpretation  and  the  enforce- 
ment of  these  rules  and  regulations: 

A.  Hotel,  Motel,  Inn,  Tourist  Home.  The  terms  "hotel,"  "motel",  "inn", 
or  "tourist  home"  shall  mean  and  include  all  hotels,  motels,  inns,  tourist 
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Iiomcs , and  other  places  providing  lodging  accornmodations  for  pay,  not  including 
private  homes  which  provide  lodging  to  permanent  house  guests. 

B.  Permanent  House  Guests.  The  term  "permanent  house  guests"  shall  mean 
guests  who  receive  lodging  accommodations  for  periods  of  a week  or  longer  and 
who  pay  for  such  accommodations  and  the  visitors  of  such  guests. 

C.  Employees . The  term  "employees"  shall  mean  and  include  all  janitors, 
maids,  porters,  and  any  others  v/hose  duties  include  the  cleaning  of  rooms, 
toilets,  or  other  parts  of  the  building,  or  the  carrying  of  ice  or  ice  water 
to  guests. 

D.  Cherokee  Tribal  Health  Department.  The  term  "Cherokee  Tribal  Health 
Pepartment"  shall  mean  the  Health  Director,  or  his  authorized  representatives. 

E.  Local  Health  Director.  The  term  "Local  Health  Director"  shall  mean 
the  individual  elected  by  the  Tribe  or  Board  of  Health  to  carry  out  the  local 
program  of  public  health. 

F.  Sanitarian.  The  term  "Sanitarian"  shall  mean  any  authorized  represen- 
tative of  the  Cherokee  Tribal  Health  Department. 

C.  Lobby.  The  lobby  of  any  hotel,  motel,  inn,  tourist  home  and  other 
places  providing  lodging  shall  be  construed  to  mean  that  room  or  area  in  which 
guests  ordinarily  register. 

H.  Person.  The  word  "person"  shall  mean  individual,  firm,  association, 
organization,  partnership,  business  trust,  corporation,  or  company. 

PH-10.2  Permits 

No  person  shall  operate  a hotel,  motel,  inn,  or  tourist  home  within  the 
Boundaries  of  Cherokee  Tribal  lands  who  does  not  possess  an  unrevoked  permit 
from  the  Cherokee  Tribal  Health  Department.  No  permit  to  operate  shall  be 
issued  until  a sanitary  inspection  by  a representative  of  the  Cherokee  Tribal 
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Health  Department  shows  that  the  establishment  complies  with  these  rules  and 
regulations.  Permits  issued  to  one  person  are  not  transferable  to  others. 

Violation  of  any  of  these  rules  and  regulations  shall  be  sufficient  cause 
for  revoking  the  permit.  Receipt  of  a sanitation  rating  of  less  than  70%  or 
Grade  C,  shall  make  revocation  of  permit  mandatory.  No  permit  to  ouerate  shall 
be  re-issued  until  the  establishment  has  been  re-inspected  by  a representative 
of  the  Cherokee  Tribal  Health  Department  and  found  to  comply  with  these  rules 
and  regulations. 

PH-10.3  Placarding  or  Public  Display  of  Grade  Notice. 

IVhenever  an  inspection  of  a hotel,  motel,  inn,  or  tourist  home  is  made, 
the  Cherokee  Tribal  Health  Department  shall  issue  a grade  card,  and  it  shall  be 
the  duty  of  the  management  or  person  in  charge  to  remove  the  existing  grade  card 
and  to  post  the  new  grade  card  in  a conspicuous  place,  designated  by  the  sani- 
tarian, where  it  may  be  readily  observed  by  the  public.  This  grade  card  shall 
be  kept  posted  at  all  times. 

PH-10.4  Re-inspections. 

Upon  request  of  the  management,  a re-inspection  will  be  made.  In  the  case 
of  establishments  that  have  been  closed  for  failure  to  comply  with  these  rules 
and  regulations,  a survey  to  consider  the  issuance  or  re-issuance  of  a permit 
shall  be  made  at  any  time  after  the  establishment  has  been  in  operation  for 
at  least  two  weeks.  In  the  case  of  establishments  which  request  an  inspection 
for  the  purpose  of  raising  the  grade,  and  which  hold  unrevoked  permits,  the 
sanitarian  shall  make  an  unannounced  inspection  after  the  lapse  of  a reasonable 
period  of  time,  not  to  exceed  30  days,  for  the  purpose  of  establishing  a new  grade. 

PH-10.5  Publishing  Grades. 

At  least  twice  annually,  or  whenever  a survey  of  establishments  has  been 
completed,  the  grades  shall  be  published. 
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PH-10.6  Grading. 


The  sanitation  grading  of  all  hotels,  motels,  inns  and  tourist  homes  shall 
be  based  on  a system  of  scoring  wherein  all  establishments  receiving  a score 
of  at  least  90%  shall  be  awarded  Grade  A;  all  establishments  receiving  a score 
of  at  least  80%  and  less  than  90%  shall  be  awarded  Grade  B;  all  establishments 
receiving  a score  of  at  least  70%  and  less  than  80%  shall  be  awarded  Grade  C, 
and  no  establishment  receiving  a score  of  less  than  70%  or  Grade  C,  shall 
operate.  The  scoring  and  grading  of  all  hotels,  motels,  inns  and  tourist 
homes  shall  be  based  upon  the  following  standards  of  construction  and  op- 
eration, and  in  accordance  with  the  inspection  Form  for  Lodging  which  is  att- 
ached and  made  part  of  these  regulations. 

Item  1.  Lobby.  Halls,  and  Stairs.  The  lobby  shall  be  provided  with  ad- 
equate lighting  and  ventilation,  natural  or  artificial.  All  halls  and  stairs 
shall  have  reasonable  ventilation  and  adequate  artificial  light.  Floors, 
walls,  ceilings,  and  other  accessories  shall  be  properly  maintained  and  clean- 
ed at  reasonable  intervals. 

Item  2.  Toilets,  Lavatories,  Locker  Rooms,  and  Baths.  Every  establish- 
ment shall  be  provided  with  adequate  toilet,  lavatory,  and  bathing  facilities 
conveniently  located,  readily  accessible,  and  conforming  with  the  Uniform 
Plumbing  Code.  Adequate  toilet  and  lavatory  facilities  shall  be  provided  for 
employees.  The  lavatory  and  bathing  facilities  shall  include  hot  and  cold 
running  water  under  presure,  individual  towels  and  soap.  Employees'  locker 
rooms  shall  be  kept  clean,  painted  and  orderly.  Toilet  and  wash  rooms  shall 
be  well  lighted  and  ventilated  to  the  outside  air  through  windows,  through 
ducts  having  cross-sectional  areas  of  at  least  72  square  inches,  or  through 
forced-draft  systems.  The  floor  area  shall  be  at  least  18  square  feet  for 
the  minimum-sized  toilet  room  containing  one  commode  and  one  lavatory,  or  one 
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commode  and  one  urinal,  and  shall  contain  10  square  feet  in  addition  for  each 
additional  plumbing  fixture.  Floors,  walls,  and  ceilings  shall  be  constructed 
of  smooth,  non- absorbent , washable  materials;  shall  be  painted  with  light- 
colored  washable  paint  unless  finished  in  tile  or  equal;  and  shall  be  kept 
clean  and  in  good  repair.  Fixtures  shall  be  kept  clean  and  in  good  repair. 

In  the  case  of  new  establishments,  baths  shall  be  provided  for  each  room 
or  unit. 

All  liquid  wastes,  including  those  from  commodes,  lavatories,  baths,  sinks 
and  floor  drains  shall  be  disposed  of  in  a public  sewer  system  or,  in  the  ab- 
sence of  a public  sewer  system,  by  a private  sewage  disposal  system  approved 
by  the  Cherokee  Tribal  Health  Department.  Privies  will  not  be  permitted. 

Item  3.  Water  Supply.  The  water  supply  shall  be  adequate  and  of  a safe, 

sanitary  quality. 

\ 

IVhen  a private  water  supply  is  used,  it  shall  be  constructed,  maintained 
and  operated  in  accordance  with  the  requirements  of  the  Cherokee  Tribal  Health 
Department.  No  cross-connections  with  unapproved  water  supplies  shall  exist. 

Item  4.  Drinking  Water  Facilities.  Facilities  for  the  dispensing  of 
drinking  water  shall  be  of  approved  sanitary  design.  If  water- cooling  equip- 
ment is  installed,  it  shall  be  of  a type  in  which  ice  does  not  come  in  contact 
with  the  water.  If  drinking  fountains  are  provided,  they  shall  be  of  approved 
angle- jet  type.  Common  dippers  or  common  drinking  glasses  or  cups  shall  not 
be  used. 

For  room  service,  glasses  and  pitchers  (or  multi-use  tubs),  or  single- 
service cups  and  single-service  tubs,  may  be  used,  provided  all  multi-use 
utensils  are  washed  thoroughly,  subjected  to  approved  bactericidal  treatment, 
and  stored  and  handled  in  a sanitary  manner  before  given  to  succeeding 


-93- 


guests.  For  the  washing,  bactericidal  treatment,  and  storage  of  multi-use 
utensils,  facilities  meeting  the  requirements  of  Item  13  of  the  restaurant 
sanitation  regulations  shall  be  provided  in  a separate  room.  These  utensils 
shallnotbe  washed  in  room  lavatories.  Single-service  cups,  tubs,  etc.,  shall 
be  stored  and  handled  in  a sanitary  manner.  Clean  glasses  shall  be  individually 

wrapped . 


Ice  used  for  room  service  shall  be  manufactured  from  a safe  water  supply, 
shall  be  stored  and  handled  in  a sanitary  manner,  and  block  ice  shall  be  washed 
Where  ice  is  made  on  the  premises,  the  machines  shall  be  located  in  a protect- 
ed place;  long-handled  scoops  shall  be  provided  so  guests  or  employees  can 
dispense  ice  in  a sanitary  manner;  and  machines,  equipment,  utensils,  and  the 
room  or  area  in  which  the  machines  are  located  shall  be  kept  clean. 


Ice  storage  bins  shall  not  be  used  for  any  other  purpose. 

Item  5.  Bedrooms.  Bedrooms  shall  have  adequate  lighting  and  ventilation, 
either  natural  or  artificial.  Lighting  shall  be  adequate  for  reading  and  to 
enable  thorough  cleaning.  Where  natural  ventilation  only  is  provided,  windows 
shall  equal  at  least  1/8  of  the  floor  area.  Windows  shall  be  kept  clean  and 
in  good  repair.  In  the  absence  of  windows,  adequate  air  conditioning  and 
adequate  artificial  lighting  constitutes  satisfactory  compliance. 

There  shall  be  at  least  60  square  feet  of  floor  area  and  at  least  500 
cubic  feet  of  air  space  for  each  intended  occupant. 

Approved  window  coverings  shall  be  provided  to  insure  privacy  for  guests, 
and  shall  be  kept  clean  and  in  good  repair. 

All  lodging  establishments  shall  be  kept  free  of  animals,  fowl,  bedbugs, 
rodents,  roaches,  flies  and  other  vermin.  Bedrooms  having  outside  openings 
shall  be  effectively  screened  unless  air-conditioned. 

Item  6.  Storage.  Adequate  storage  rooms  or  cabinets  shall  be  provided 
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for  all  supplies,  linens,  and  equipment.  Clean  linen  shall  be  stored  in 
cabinets,  or  on  shelves  in  linen  storage  rooms.  Cabinets,  shelves,  and  storage 
rooms  shall  be  kept  neat,  orderly  and  clean.  Soiled  linen  shall  be  so  handled 
and  stored  as  not  to  come  in  contact  with  clean  linen. 

^sposal  of  Garbage  and  Trash;  Premises.  All  garbage  and  trash 
shall  be  collected  and  stored  in  a suitable  receptacle  in  such  manner  as  not 
to  create  a nuisance.  Garbage  shall  be  collected  and  stored  in  standard  water- 
tight garbage  cans  provided  with  tight-fitting  lids.  Garbage  and  trash  shall 
be  removed  as  frequently  as  may  be  necessary  and  disposed  of  in  an  approved 
manner.  Garbage  cans  shall  be  kept  clean.  Waste  materials,  obsolete  and  un- 
necessary articles,  tin  cans,  rubbish,  and  other  litter  shall  not  be  permitted 
to  accumulate  on  the  premises.  There  shall  be  no  fly-or  mosquito-breeding 
places,  rodent  harborages,  or  undrained  areas  on  the  premises.  The  premises 
shall  be  kept  neat  and  clean. 

Ph-10.7  Conflicting  Rules  and  Regulations  Repealed. 

All  rules  and  regulations  heretofore  adopted  by  the  Cherokee  Tribal  Health 
Department  which  are  in  conflict  with  the  provisions  of  these  rules  and  reg- 
ulations are  hereby  repealed. 

PH-10.8  Severability. 

If  any  provision  of  these  rules  and  regulations,  or  the  application 
thereof  to  any  person  or  circumstance,  is  held  invalid  the  remainder  of  the 
rules  and  regulations,  or  to  the  application  of  such  provision  to  other  per- 
sons or  circumstances,  shall  not  be  affected  thereby. 


-95- 


CHEROKEE  TRIBAL  HEALTH  DEPARTMENT 


Inspection  Form  For 
Lodging  Establishments 


Permit 


Score 


Hotel,  Motel,  Inn,  Tourist  Home  or  Lodging  Place  Manager 


Address 

REMARKS: 


1)  LOBBY,  HALLS,  AND  STAIRS:  Ventilation  10*;  illumination  10*,  floors 

walls  and  ceilings  clean  and  in  good  repair  20*,  furniture  and  fix- 
tures clean  and  in  good  repair  20*;  screened  5*  65*  

2)  TOILETS:  Approved  water- carried  sewerage  and  disposal  110*,  ade- 

quate for  each  sex  and  for  employees  10*,  comply  Building  Code  5*, 
size  5*,  ventilation  10*,  illumination  10*,  walls  and  ceilings 
smooth,  painted  and  clean  30*,  floors  and  fixtures  clean  and  in 
good  repair  40*  110*  

LAVATORIES,  LOCKER  ROOMS  AND  BATHS:  Lavatory  and  bath  in  each  room, 

or  convenient  on  same  floor  for  each  sex  40*,  hot  running  water  pro- 
vided 30*,  floors  and  fixtures  clean  and  in  good  repair  30*,  walls 
and  ceilings  good  repair,  painted  and  clean  20*  120*  

3)  WATER  SUPPLY:  Municipal  supply  or  private  supply  65*,  (construction 

and  operation  approved  according  to  Code)  65*  


4)  DRINKING  WATER  FACILITIES,  ICE  HANDLING:  Cooler,  fountain,  or  dis- 

penser approved  20*,  individual  paper  cups  and  tubs,  or  glasses  and 
pitchers  washed,  rinsed  and  sterilized  40*,  approved  facilities  for 
washing,  rinsing,  sterilizing  and  storing  glasses  and  pitchers,  if 
used  40*,  ice  storage  boxes,  buckets,  containers  and  ice  machines 
clean  and  in  good  repair  30*,  approved  ice  washing,  scoops  used, 
hand  clean  30*,  single  service  containers  and/or  glasses  and  pitchers 
stored  in  a sanitary  manner  180* 

5)  BEDROOMS:  Adequate  ventilation  10*,  adequate  size  10*,  screens  10*, 

illumination  properly  distributed  10*,  shades,  draperies  or  blinds 
clean  and  in  good  repair  20*,  two  clean  sheets  each  bed,  folded  under 
mattress  and  over  cover  20*,  bed  clothing,  pillows,  mattresses  and 
springs  clean  and  in  good  repair  40*,  floors,  walls  and  ceilings 
clean  and  in  good  repair  40*,  furniture  and  fixtures  clean  and  in 
good  repair  40*,  closets  or  storage  areas  clean  and  in  good  repair 
40*,  no  animals  or  bedbugs,  rodents,  roaches,  or  other  vermin  40* 

280* 
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b)  STORAGH:  Adequate  for  supplies,  linen,  other  equipment  and 

kept  clean  20*,  linen  properly  handled  and  stored  20*  40*  

7)  niSPOSAL  OF  GARBAGE  AND  TRASH;  PREMISES:  Garbage  in  standard  cans 

with  tight  lids,  removed  frequently  and  can  kept  clean  40*,  rubbish, 
tin  cans,  obsolete  and  unnecessary  articles  not  allowed  to  accumulate 
on  the  premises  30*,  no  undrained  areas,  drainage  ditches  clean,  no 
rat  harborages  or  evidence  of  rats  30*,  surroundings  kept  neat, 
orderly  and  clean  40*  140*  

TOTAL  1000* 


I lATE S I GNE  D 

Cherokee  Tribal  Health  Dept. 


AGENT 
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PUBLIC  HEALTH  - CHAPTER  11 


HOUSING  CODE 


I’ll-l'liaincr  1 1 


THE  CHEROKEE  TRIBAL  HOUSING  CODE 
(AN  ORDINANCE  ESTABLISHING  MINIMUM  HOUSING  STANDARDS) 

BE,  IT  ORDAINED  BY  THE  TRIBAL  COUNCIL  OF  THE  EASTERN  BAND  OF  CHEROKEE  INDIANS 

PH- 11.1  Finding;  Purpose 

I lu  i ronmental  surveys  show  that  there  exist  on  the  Cherokee  Reservation 
dwellings  which  are  unfit  for  human  habitation  due  to  dilapidation,  defects 
increasing  the  hazards  of  fire,  accidents  and  other  calamities,  lack  of  vent- 
ilation, light  and  sanitary  facilities,  and  due  to  other  conditions  rendering 
such  dwellings  unsafe  or  unsanitary,  and  dangerous  and  detrimental  to  the 
health,  safety  and  morals,  and  otherwise  inimical  to  the  welfare  of  the  resid 
ents  of  the  Cherokee  Reservation. 

In  order  to  protect  the  health,  safety  and  welfare  of  the  residents  of 
the  Cherokee  Reservation,  it  is  the  purpose  of  this  ordinance  to  establish 
minimum  standards  of  fitness  for  the  initial  and  continued  occupancy  of  all 
buildings  used  for  human  habitation. 

PH-11.2  Definitions 

The  following  definitions  shall  apply  in  the  interpretation  and  enforce- 
ment of  this  ordinance: 

a)  Basement  shall  mean  a portion  of  a building  which  is  located  partly 
underground,  having  direct  access  to  light  and  air  from  windows 
located  above  the  level  of  the  adjoining  ground. 

b)  Cellar  shall  mean  a portion  of  a building  located  partly  or  wholly 
underground  having  an  inadequate  access  to  light  and  air  from  win- 
dows located  partly  or  wholly  below  the  level  of  the  adjoining  ground 
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c)  l)ot er i oriit cd  sliull  meun  that  a dwelling  is  unfit  for  human  habitation 
and  can  be  repaired,  altered,  or  improved  to  comply  with  all  of  the 
minimum  standards  established  by  this  ordinance,  at  a cost  not  in 
excess  of  fifty  percent  (50%)  of  its  value,  as  determined  by  finding 
of  the  Inspector. 

d)  Pi  lapidated  shall  mean  that  a dwelling  is  unfit  for  human  habitation 
and  cannot  be  repaired,  altered  or  improved  to  comply  with  all  of  the 
minimum  standards  established  by  this  ordinance  at  a cost  not  in 
excess  of  50%  of  its  value,  as  determined  by  finding  of  the  inspector. 

e)  Dwelling  shall  mean  any  building  which  is  wholly  or  partly  used  or 
intended  to  be  used  for  living  or  sleeping  by  human  occupants;  pro- 
vided that  temporary  housing  as  hereinafter  defined  shall  not  be 
regarded  as  a dwelling. 

f)  Dwelling  Unit  shall  mean  any  room  or  group  of  rooms  located  within 

a dwelling  and  forming  a single  habitable  unit  with  facilities  which 
are  used  or  intended  to  be  used  for  living,  sleeping,  cooking  and 
eating . 

g)  Extermination  shall  mean  the  control  and  elimination  of  insects, 
rodents  or  other  pests  by  eliminating  their  harborage  places;  by 
removing  or  making  inaccessible  materials  that  may  serve  as  their 
food;  by  poisoning,  spraying,  fumigating,  trapping  or  by  any  other 
recognized  and  legal  pest  elimination  methods  approved  by  the 
Inspector. 

h)  Garbage  shall  mean  the  animal  and  vegetable  waste  resulting  from  the 
handling,  preparation,  cooking  and  consumption  of  food. 

i)  Habitable  Room  shall  mean  a room  or  enclosed  floor  space  used  or 
intended  to  be  used  for  living,  sleeping,  cooking  or  eating  purposes. 
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excluding  bathrooms,  water  closet  compartments,  laundries,  heater 
rooms,  foyers  or  communicating  corridors,  closets  and  storage  spaces. 

j)  Infestation  shall  mean  the  presence,  within  or  around  a dwelling, 

of  any  insects  rodents  or  other  pests  in  such  number  as  to  consti- 
tute a menace  to  the  health,  safety  or  welfare  of  the  occupants  or 
to  the  public. 

k)  Inspector  shall  mean  a Building  Inspector  of  the  Cherokee  Tribe  or 
any  agent  of  the  Inspector  who  is  authorized  by  the  Inspector. 

l)  Multiple  Dwelling  shall  mean  any  dwelling  containing  more  than  two 
dwelling  units. 

m)  Occupant  shall  mean  any  person  over  one  year  of  age,  living,  sleep- 
ing, cooking  or  eating  in,  or  having  actual  possession  of  a dwelling 
unit  or  rooming  unit. 

n)  Operator  shall  mean  any  person  who  has  charge,  care  or  control  of  a 
building,  or  part  thereof,  in  which  dwelling  units  or  rooming  units 
are  let. 

o)  Owner  shall  mean  any  person  who  alone,  or  jointly,  or  severally  with 
others: 

1)  Shall  have  title  to  any  dwelling  or  dwelling  unit,  with  or  with- 
out accompanying  actual  possession  thereof;  or 

2)  Shall  have  charge,  care  or  control  of  any  dwelling  or  dwelling 
unit,  as  owner  or  agent  of  the  owner,  or  as  executor,  executrix, 
administrator,  administratix,  trustee  or  guardian  of  the  estate 
of  the  owner,  such  person  thus  representing  the  actual  owner 
shall  be  bound  to  comply  with  the  provisions  of  this  chapter, 
and  of  rules  and  regulations  adopted  pursuant  thereto,  to  the 
same  extent  as  if  he  were  the  owner. 

10.3 
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p)  Plumhing  shali  mean  and  include  all  of  the  following  supplied  facil- 
ities and  equipment:  Gas  pipes,  gas  burning  equipment,  water  pipes, 

mechanical  garbage  disposal  units  (mechanical  sink  grinder) , waste 
pipes,  water  closets,  sinks,  installed  dishwashers,  lavatories, 
bathtubs,  shower  baths,  installed  clothes  washing  machines,  catch 
basin,  drains  vents  and  any  other  similar  supplied  fixtures,  to- 
gether with  all  connections  to  water,  sewer  or  gas  line. 

q)  Public  Authority  shall  mean  the  Tribal  Housing  Authority  or  any 
officer  who  is  in  charge  of  any  department  or  branch  of  the  govern- 
ment of  the  Gierokee  Tribe  of  North  Carolina  relating  to  health, 
fire,  building  regulations  or  other  activities  concerning  dwellings 
in  the  Reservation. 

r)  Rooming  Unit  shall  mean  any  room  or  group  of  rooms  forming  a single 
habitable  unit  used  or  intended  to  be  used  for  living  and  sleeping, 
but  not  for  cooking  or  eating  purposes. 

s)  Rooming  House  shall  mean  any  dwelling,  or  that  part  of  any  dwelling 
containing  one  or  more  rooming  units,  in  which  space  is  let  by  the 
owner  or  operator  to  three  or  more  persons  who  are  not  husband  and 
wife,  son  or  daughter,  mother  or  father  or  sister  or  brother  of  the 
owner  or  operator. 

t)  Rubbish  shall  mean  combustible  and  noncombustible  waste  materials, 
except  garbage  and  ashes,  and  the  term  shall  include  paper,  rags 
cartons,  boxes,  wood,  excelsior,  rubber,  leather,  tree  branches, 
yard  trimmings,  tin  cans,  metals,  mineral  matter,  glass  crockery, 
and  dust. 

u)  S upp lied  shall  mean  paid  for  furnished,  or  provided  by,  or  under  the 
control  of,  the  owner  or  operator. 
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v)  Temporary  Housing  shall  mean  any  tent,  trailer  or  other  structure 
used  for  human  shelter  which  is  designed  to  be  transportable  and 
which  is  not  attached  to  the  ground,  to  another  structure,  or  to  any 
utilities  system  on  the  same  premises  for  more  than  thirty  consecu- 
tive days. 

w)  Unfit  for  Human  Habitation  shall  mean  that  conditions  exist  in  a 
dwelling  which  violate  or  do  not  comply  with  one  or  more  of  the  mini- 
mum standards  of  fitness  or  one  or  more  of  the  requirements  estab- 
lished by  this  ordinance. 

x)  Meaning  of  Certain  Words.  Whenever  the  words  "dwelling,  dwelling 
unit,  rooming  house,  premises"  are  used  in  this  chapter,  they  shall 
be  construed  as  though  they  were  followed  by  the  words  "or  any  part 
thereof" . 

PH-11.3  Minimum  Standards  of  Fitness  for  Dwellings  and  Dwelling  Units 

Every  dwelling  and  dwelling  unit  used  as  a human  habitation,  or  held  out 
for  use  as  a human  habitation,  shall  comply  with  all  of  the  minimum  standards 
of  fitness  for  human  habitation  and  all  of  the  requirements  of  Sections  4,  5, 

6,  7,  8,  and  9 of  this  ordinance.  No  person  shall  occupy  as  owner-occupant, 
or  let  to  another  for  occupancy  or  use  as  a human  habitation,  any  dwelling 
or  dwelling  unit  which  does  not  comply  with  all  of  the  minimum  standards  of 
fitness  for  human  habitation  and  all  of  the  requirements  of  Sections  4,  5,  6, 

7,  8,  and  9 of  this  ordinance. 

PH-11.4  Minimum  Standards  for  Structural  Condition 
a)  Walls  or  partitions  or  supporting  members,  sills,  joists,  rafters, 

or  other  structural  members  shall  not  list,  lean  or  buckle,  and  shall 
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not  be  rotted,  deteriorated,  or  damaged,  and  shall  not  have  holes  or 
cracks  which  might  admit  rodents. 

b)  Floors  or  roofs  shall  have  adequate  supporting  members  and  strength 
to  be  reasonably  safe  for  the  purpose  used. 

c)  Foundations,  foundation  walls,  piers  or  other  foundation  supports 
shall  not  be  deteriorated  or  damaged. 

e)  Adequate  facilities  for  egress  in  case  of  fire  or  panic  shall  be 

provided. 

f)  Interior  walls  and  ceilings  of  all  rooms,  closets  and  hallways  shall 
be  finished  of  suitable  materials,  which  will,  by  use  of  reasonable 
household  methods  promote  sanitation  and  cleanliness,  and  shall  be 
maintained  in  such  a manner  so  as  to  enable  the  occupants  to  maintain 
reasonable  privacy  between  various  spaces. 

g)  The  roof,  flashings,  exterior  walls,  basement  walls,  floors,  and  all 
doors  and  windows  exposed  to  the  weather  shall  be  constructed  and  main- 
tained so  as  to  be  weather  and  watertight. 

h)  There  shall  be  no  chimneys  or  parts  thereof  which  are  defective,  de- 
teriorated or  in  danger  of  falling,  or  such  condition  or  location 

as  to  constitute  a fire  hazard. 

i)  There  shall  be  no  use  of  the  ground  for  floors,  or  wood  floors  on 
the  ground. 

PH-11.5  Minimum  Standards  for  Basic  Equipment  and  Facilities 
a)  Plumbing  System 

1)  Each  dwelling  unit  shall  be  connected  to  a potable  water  supply 
and  to  the  public  sewer  or  other  approved  sewage  disposal  system. 
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2)  Each  dwelling  unit  shall  contain  not  less  than  a kitchen  sink, 
lavatory,  tub  or  shower,  water  closet,  and  adequate  supply  of 
both  cold  water  and  hot  water.  All  water  shall  be  supplied 
through  an  approved  pipe  distribution  system  connected  to  a 
potable  water  supply. 

3)  All  plumbing  fixtures  shall  meet  the  standards  of  the  Uniform 
Plumbing  Code  and  shall  be  maintained  in  a state  of  good  repair 
and  in  good  working  order. 

4)  All  required  plumbing  fixtures  shall  be  located  within  the 
dwelling  unit  and  be  accessible  to  the  occupants  of  the  same. 

The  water  closet  and  tub  or  shower  shall  be  located  in  a room 
or  rooms  affording  privacy  to  the  user. 

b)  Heating  System.  Every  dwelling  and  dwelling  unit  shall  have  facil- 
ities for  providing  heat  in  accordance  with  either  (1)  or  (2)  below. 

1)  Central  and  electric  heating  systems.  Every  central  or  electric 
heating  system  shall  be  of  sufficient  capacity  so  as  to  heat  all 
habitable  rooms,  bathrooms  and  water  closet  compartments  in  every 
dwelling  unit  to  which  it  is  connected  with  a minimum  temperature 
of  seventy  (70)  degrees  Fahrenheit  measured  at  a point  three 
feet  (3')  above  the  floor  during  ordinary  winter  conditions. 

2)  Other  heating  facilities.  Where  a central  or  electrical  heating 
system  is  not  provided,  each  dwelling  and  dwelling  unit  shall  be 
provided  with  sufficient  fireplaces,  chimneys,  flues  or  gas  vents 
whereby  heating  appliances  may  be  connected  so  as  to  heat  all 
habitable  rooms  with  a minimum  temperature  of  seventy  (70)  degrees 
Fahrenheit  measured  three  (3')  above  the  floor  during  ordinary 
winter  conditions. 
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c)  Electrical  System 


1)  Every  dwelling  and  dwelling  unit  shall  be  wired  for  electric 
lights  and  convenience  receptacles.,  Every  habitable  room  shall 
contain  at  least  two  floor  or  wall-type  electric  convenience 
receptacles,  connected  in  such  manner  as  determined  by  the  Nat- 
ional Electric  Code.  There  shall  be  installed  in  every  bathroom, 
water  closet  room,  laundry  room  and  furnace  room  at  least  one 
supplied  ceiling,  or  wall-type  electric  light  fixture.  In  the 
event  wall  or  ceiling  light  fixtures  are  not  provided  in  any 
habitable  room,  then  each  such  habitable  room  shall  contain  at 
least  three  floor  or  wall-type  electric  convenience  receptacles. 

2)  Every  public  hall  and  stairway  in  every  multiple  dwelling  shall 
be  adequately  lighted  by  electric  lights  at  all  times  when  natur- 
al daylight  is  not  sufficient. 

3)  All  fixtures,  receptacles,  equipment  and  wiring  shall  be  main- 
tained in  a state  of  good  repair,  safe,  capable  of  being  used, 
installed  in  accordance  with  the  National  Electrical  Code. 

PH-11.6  Minimum  Standards  for  Ventilation 
a)  General.  Every  habitable  room  shall  have  at  least  one  window  or 

skylight  facing  directly  to  the  outdoors.  The  minimum  total  window 
area,  measured  between  stops,  for  every  habitable  room  shall  be  ten 
percent  (10%)  of  the  floor  area  of  such  room.  Whenever  walls  or 
other  portions  of  structures  face  a window  of  any  such  room  and  such 
light  obstructing  structures  are  located  less  than  five  feet  (5*) 
from  the  window  and  extend  to  a level  above  that  of  the  ceiling  of 
the  room,  such  a window  shall  not  be  deemed  to  face  directly  to  the 
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outdoors  and  shall  not  be  included  as  contributing  to  the  required 
minimum  total  windows.  Whenever  the  only  window  in  a room  is  a sky- 
light-type window  in  the  top  of  such  room,  the  total  window  area 
of  such  skylight  shall  equal  at  least  fifteen  percent  (15%)  of  the 
total  floor  area  of  such  room. 

b)  Habitable  rooms.  Every  habitable  room  shall  have  at  least  one  (1) 
window  or  skylight  which  can  easily  be  opened,  or  such  other  device 
as  will  adequately  ventilate  the  room.  The  total  openable  window 
area  in  every  habitable  room  shall  be  equal  to  at  least  forty- five 
percent  (45%)  of  the  minimum  window  area  size  or  minimum  skylight- 
type  window  size  as  required,  or  shall  have  other  approved,  equiva- 
lent ventilation. 

c)  Bathroom  and  water  closet  rooms.  Every  bathroom  and  water  closet 
compartment  shall  comply  with  the  light  and  ventilation  requirements 
for  habitable  rooms  except  that  no  window  or  skylight  shall  be  re- 
quired in  adequately  ventilated  bathrooms  and  water  closet  rooms 
equipped  with  an  approved  ventilation  system. 

PH-11.7  Minimum  Standards  for  Space,  Use,  and  Location 

a)  Room  Sizes.  Every  dwelling  unit  shall  contain  at  least  the  minimum 
room  size  in  each  habitable  room  as  required  by  the  Cherokee  Resi- 
dential Building  Code. 

Every  dwelling  unit  shall  contain  at  least  one  hundred  and  fifty 
(150)  square  feet  of  habitable  floor  area  for  the  first  occupant, 
at  least  one  hundred  (100)  square  feet  of  additional  habitable  area 
for  each  of  the  next  three  occupants,  and  at  least  seventy- five  (75) 
square  feet  of  additional  habitable  floor  area  for  each  additional 
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occupant . 


In  every  dwelling  unit  and  in  every  rooming  unit,  every  room  occu- 
pied for  sleeping  purposes  by  one  occupant  shall  contain  at  least 
seventy  (70)  square  feet  of  floor  area,  and  every  room  occupied  for 
sleeping  purposes  by  more  than  one  occupant  shall  contain  at  least 
fifty  (50)  square  feet  of  floor  area  for  each  occupant  twelve  (12) 
years  of  age  and  over  and  at  least  thirty-five  (35)  square  feet  of 
floor  space  for  each  occupant  under  twelve  (12)  years  of  age. 

b)  Ceiling  Height.  At  least  one-half  (1/2)  of  the  floor  area  of  every 
habitable  room  shall  have  a ceiling  height  of  not  less  than  seven 
feet  and  six  inches  (7 '6"). 

c)  Floor  area  calculation.  Floor  area  shall  be  calculated  on  the  basis 
of  habitable  room  area.  However,  closet  area  and  wall  area  within 
the  dwelling  unit  may  count  for  not  more  than  ten  percent  (10%)  of 
the  required  habitable  floor  area.  The  floor  area  of  any  part  of 
any  room  where  the  ceiling  height  is  less  than  four  and  one-half 
feet  (4 '6")  shall  not  be  considered  as  part  of  the  floor  area  com- 
puting the  total  area  of  the  room  to  determine  maximum  permissible 
occupancy. 

d)  Cellar.  No  cellar  shall  be  used  for  living  purposes. 

e)  Basements . No  basement  shall  be  used  for  living  purposes  unless: 

1)  The  floor  and  walls  are  substantially  watertight; 

2)  The  total  window  area,  total  openable  window  area,  and  ceiling 
height  are  equal  to  those  required  for  habitable  rooms; 

3)  The  required  minimum  window  area  of  every  habitable  room  is 
entirely  above  the  grade  adjoining  such  window  area,  except 
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where  the  window  or  windows  face  a stairwell,  window  well,  or 


accessway. 

PH-11.8  Minimum  Standards  for  Safe  and  Sanitary  Management. 

a)  Exterior  foundation,  walls,  and  roofs.  Every  foundation  wall,  exter- 
ior wall,  and  exterior  roof  shall  be  substantially  weathertight  and 
rodent  proof;  shall  be  kept  in  sound  condition  and  good  repair; 
shall  be  capable  of  supporting  the  load  which  normal  use  may  cause 

to  be  placed  thereon.  Every  exterior  wall  shall  be  protected  with 
paint  or  other  protective  covering  to  prevent  the  entrance  or  pen- 
etration of  moisture  or  the  weather. 

b)  Interior  floors,  walls,  and  ceilings.  Every  floor,  wall,  and 

ceiling  shall  be  substantially  rodent  proof;  shall  be  kept  in  sound 

condition  and  good  repair;  and  shall  be  safe  to  use  and  capable  of 
supporting  the  load  which  normal  use  may  cause  to  be  placed  thereon. 

c)  Windows  and  doors.  Every  window,  exterior  door,  basement  or  cellar 
door,  and  hatchway  shall  be  substantially  weathertight,  watertight, 
and  rodent  proof;  and  shall  be  kept  in  sound  working  condition  and 
good  repair. 

d)  Stairs,  porches,  and  appurtenances.  Every  inside  and  outside  stair, 

porch  and  any  appurtenance  thereto  shall  be  safe  to  use  and  cap- 

able of  supporting  the  load  that  normal  use  may  cause  to  be  placed 
thereon;  and  shall  be  kept  in  sound  condition  and  good  repair. 

e)  Bathroom  floors.  Every  bathroom  floor  surface  and  water  closet 
compartment  floor  surface  shall  be  constructed  and  maintained  so  as 
to  be  reasonably  impervious  to  water  and  so  as  to  permit  such  floor 
to  be  easily  kept  in  a clean  and  sanitary  condition. 
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f)  Supplied  facilities.  Every  supplied  facility,  piece  of  equipment, 
or  utility  which  is  required  under  this  ordinance  shall  be  so  con- 
structed or  installed  that  it  will  function  safely  and  effectively, 
and  shall  be  maintained  in  satisfactory  working  condition. 

g)  Drainage.  Every  yard  shall  be  properly  graded  so  as  to  obtain 
thorough  drainage  and  so  as  to  prevent  the  accumulation  of  stagnant 
water . 

h)  Noxious  Weeds.  Every  yard  and  all  exterior  property  areas  shall  be 
kept  free  of  species  of  weeds  or  plant  growth  which  are  noxious  or 
deterimental  to  health. 

i)  Egress . Every  dwelling  unit  shall  be  provided  with  adequate  means 
of  egress  as  required  by  the  Federal  Building  Code. 

PH-11.9  Minimum  Standards  for  Control  of  Insects,  Rodents  and  Infestations. 

a)  Screens.  In  every  dwelling  unit,  for  protection  against  mosquitoes, 
flies,  and  other  insects,  every  door  opening  directly  from  a dwell- 
ing unit  to  outdoor  space  shall  have  supplied  and  installed  screens 
and  a self-closing  device;  and  every  window  or  other  device  with 
openings  to  outdoor  space,  used  or  intended  to  be  used  for  venti- 
lation, shall  likewise  be  supplied  with  screens  installed. 

b)  Rodent  control.  Every  basement  or  cellar  window  used  or  intended 
to  be  used  for  ventilation,  and  every  other  opening  to  a basement 
which  might  provide  an  entry  for  rodents,  shall  be  supplied  with 
screens  installed  or  such  other  approved  device  as  will  efficiently 
prevent  their  entrance. 

c)  Infestation.  Every  occupant  of  a dwelling  containing  a single  dwell- 
ing unit  shall  be  responsible  for  the  extermination  of  any  insects. 


112 


rodents,  or  other  pests  therein  or  on  the  premises;  and  every 
occupant  of  a dwelling  unit  in  a dwelling  containing  more  than  one 
dwelling  unit  is  the  only  one  infested.  Whenever  infestation  is 
caused  by  failure  of  the  owner  to  maintain  a dwelling  in  a rodent 
proof  or  reasonably  insect  proof  condition,  extermination  shall 
be  the  responsibility  of  the  owner.  Whenever  infestation  exists  in 
two  or  more  of  the  dwelling  units  in  any  dwelling  or  in  the  shared 
or  public  parts  of  any  dwelling  containing  two  or  more  dwelling 
units,  extermination  shall  be  the  responsibility  of  the  owner. 

d)  Rubbish  Storage  and  Disposal.  Every  dwelling  and  every  dwelling 
unit  shall  be  supplied  with  approved  containers  and  covers  for 
storage  of  rubbish  as  required  by  Tribe  ordinances,  and  the  owner, 
operator  or  agent  in  control  of  such  dwelling  or  dwelling  unit  shall 
be  responsible  for  the  removal  of  rubbish. 

e)  Garbage  Storage  and  Disposal.  Every  dwelling  and  every  dwelling  unit 
shall  be  supplied  with  an  approved  garbage  disposal  facility,  which 
may  be  an  adequate  mechanical  garbage  disposal  unit  (mechanical 

sink  grinder)  in  each  dwelling  unit  or  an  incinerator  unit,  to  be 
approved  by  the  Inspector,  in  the  structure  for  the  use  of  the  occu- 
pants of  each  dwelling  unit,  or  an  approved  outside  garbage  can  as 
required  by  Tribal  ordinances. 

PH-11.10  Minimum  Standards  Applicable  to  Rooming  Houses;  Exceptions. 

All  of  the  provisions  of  this  ordinance,  and  all  of  the  minimum  stand- 
ards and  requirements  of  this  ordinance,  shall  be  applicable  to  rooming  houses, 
and  to  every  person  who  operates  a rooming  house,  or  who  occupies  or  lets  for 
occupancy  any  rooming  unit  in  any  rooming  house,  except  as  provided  in  the 
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following  subsections; 

a)  Water  Closet,  Hand  Lavatory,  and  Bath  Facilities.  At  least  one  (1) 
water  closet,  lavatory  basin,  and  bathtub  or  shower,  properly  con- 
nected to  an  approved  water  and  sewer  system  and  in  good  working 
condition,  shall  be  supplied  for  each  four  (4)  rooms  within  a 
rooming  house  wherever  said  facilities  are  shared.  All  such  facil- 
ities shall  be  located  within  the  residence  building  served  and 
shall  be  directly  accessible  from  a common  hall  or  passageway  and 
shall  bo  not  more  than  one  (1)  story  removed  from  any  of  the  persons 
sharing  such  facilities.  Every  lavatory  basin  and  bathtub  or  show- 
er shall  be  supplied  with  hot  and  cold  water  at  all  times.  Such 
required  facilities  shall  not  be  located  in  a cellar. 

b)  Minimum  Floor  Area  for  Sleeping  Purposes.  Every  room  occupied  for 
sleeping  purposes  by  one  (1)  occupant  shall  contain  at  least  seventy 
(70]  square  feet  of  floor  area,  and  every  room  occupied  for  sleep- 
ing purposes  by  more  than  one  (1)  occupant  shall  contain  at  least 
fifty  (50)  square  feet  of  floor  area  for  each  occupant  twelve  (12) 
years  of  age  over  and  at  least  thirty-five  (35)  square  feet  of  floor 
area  for  each  occupant  under  twelve  (12)  years  of  age. 

c)  Sanitary  Conditions.  The  operator  of  every  rooming  house  shall  be 
responsible  for  the  sanitary  maintenance  of  all  walls,  floors,  and 
ceilings,  and  the  sanitary  maintenance  of  every  other  part  of  the 
rooming  house;  and  he  shall  be  further  responsible  for  the  sanitary 
maintenance  of  the  entire  premises  where  the  entire  structure  or 
building  within  which  the  rooming  house  is  contained  is  leased  or  occu- 
pied by  the  operator. 
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d)  Sanitary  Facilities.  Every  water  closet,  flush  urinal,  lavatory 
basin,  and  bathtub  or  shower  required  by  subsection  (a)  of  this 
section  shall  be  located  within  the  rooming  house  and  within  a 
room  or  rooms  which  afford  privacy  and  are  separate  from  the  habit- 
able rooms,  and  which  are  accessible  from  a common  hall  and  without 
going  outside  the  rooming  house  or  through  any  other  room  therein. 

PH-11.11  Responsibilities  of  Owners  and  Occupants. 

a)  Public  Areas.  Every  owner  of  a dwelling  containing  two  or  more 
dwelling  units  shall  be  responsible  for  maintaining  in  a clean  and 
sanitary  condition  the  shared  or  public  areas  of  the  dwelling  and 
premises  thereof. 

b)  Cleanliness.  Every  occupant  of  a dwelling  or  dwelling  unit  shall 
keep  in  a clean  and  sanitary  condition  that  part  of  the  dwelling, 
dwelling  unit,  and  premises  thereof  which  he  occupies  and  controls. 

c)  Rubbish  and  Garbage.  Every  occupant  of  a dwelling  or  dwelling  unit 
shall  dispose  of  all  his  rubbish  and  garbage  in  a clean  and  sanitary 
manner  by  placing  it  in  the  supplied  storage  facilities.  In  all 
cases  the  owner  shall  be  responsible  for  the  availability  of  rubbish 
and  garbage  storage  facilities. 

d)  Supplied  Plumbing  Fixtures.  Every  occupant  of  a dwelling  unit  shall 
keep  all  supplied  plumbing  fixtures  therein  in  a clean  and  sanitary 
condition  and  shall  be  responsible  for  the  exercise  of  reasonable 
care  in  the  proper  use  and  operation  of  same. 

e)  Care  of  Facilities,  Equipment  and  Structure.  No  occupant  shall 
willfully  destroy,  deface,  or  impair  any  of  the  facilities  or 
equipment,  or  any  part  of  the  structure  of  a dwelling  or  dwelling  unit. 
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PH-11.12  Duties  of  Building  Inspector 


The  Building  Inspector  is  hereby  designated  as  the  officer  to  enforce 
tlie  provisions  of  this  ordinance  and  to  exercise  the  duties  and  powers  herein 
prescribed.  It  shall  be  the  duty  of  the  Building  Inspector; 

a)  to  investigate  the  dwelling  conditions  and  to  inspect  dwellings  and 
dwelling  units,  located  on  the  Reservation,  in  order  to  determine 
which  dwellings  and  dwelling  units  are  unfit  for  human  habitation, 
for  the  purpose  of  carrying  out  the  objectives  of  this  ordinance 
with  respect  to  such  dwellings  and  dwelling  units; 

b)  to  take  such  action,  together  with  other  appropriate  departments 
and  agencies,  public  and  private,  as  may  be  necessary  to  effect 
rehabilitation  of  housing  which  is  deteriorated; 

c)  To  keep  a record  of  the  results  of  inspections  made  under  this  ordin- 
ance and  an  inventory  of  those  dwellings  that  do  not  meet  the  mini- 
mum standards  of  fitness  herein  prescribed;  and 

d)  to  perform  such  other  duties  as  may  be  herein  prescribed. 
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PUBLIC  HEALTH  - CHAPTER  12 


JUNK  - JUNK  CARS 
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Chapter  PH-12  JUNK  AND  JUNK  CARS 
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PH-12,1  Definitions 

Junk--Any  worn  out,  discarded,  or  old  iron,  other  metal,  automobile 
parts,  chain,  copper,  parts  of  machinery,  automobile  tires,  appliances, 
or  wrecked,  or  unusable  automobiles  and  trucks,  and  other  articles 


! 

4 

I 

I 
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commonly  known  as  junk. 

b)  Junkyard- -Any  area  larger  than  one  hundred  (100)  feet  by  one  hundred 
(100)  feet  in  which  junk  is  stored  or  permitted  to  accummulate. 

PH-12.2  Permit  Required 

Any  person  who  shall  engage  in  the  business  of  buying,  selling,  handling, 
storing,  or  hauling  junk  shall  first  obtain  a permit  from  the  Tribal  Health 
Officer  and  Business  Committee. 


PH-12.3  Records  Required 

Any  person  or  corporation  operating  or  maintaining  a junkyard  shall  keep 
records  on  each  article  of  junk  for  three  (3)  years  and  shall  be  available 


! for  inspection  by  the  Tribal  Health  Officer  or  Chief  of  Police  at  reasonable 

I 

I times.  The  records  should  contain  the  following: 

I a)  Description  of  junk; 

b)  Person  or  corporation  from  whom  obtained;  and 

c)  Serial  or  motor  number,  if  any. 

PH-12.4  Enclosure  Required 

j All  junkyards  shall  be  enclosed  by  a wire  or  metal  fence  of  a minimum  height 

I 

I of  six  (6)  feet,  protected  by  gates  which  may  be  locked,  and  shall  be  locked 
when  an  attendant  is  not  present. 


PH-12.5  Burning  Prohibited 

No  junk  or  any  vehicle,  including  automobiles  and  trucks,  shall  be  burned 
in  or  on  any  premises  occupied  as  a junkyard. 
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PH-12.6  Wrecked,  Junked  Automobiles 

It  shall  be  unlawful  for  any  person  to  place,  keep,  store  or  otherwise  all( 
any  junked  or  wrecked  automobile  or  other  vehicle  which  may  constitute  a 
sanitary  or  attractive  nuisance  or  otherwise  be  a menace  to  the  health  and 
welfare  of  the  citizens  of  the  Reservation  within  or  upon  any  portion  of 
real  property  owned  by  him  or  otherwise,  except  within  a duly  liscensed 

junkyard . 


-120- 


PUBLIC  HEALTH  - CHAPTER  13 


LITTER 


Chapter  13 


PH-15  LITTERING  PROHIBITED  GENERALLY 
It  shall  be  unlawful  for  any  person  to  throw,  drop,  cast  or  deposit 
upon  any  street,  alley,  sidewalk  or  any  yard  or  premises,  public  or  private, 
any  filth  of  any  kind,  or  cans,  paper,  trash,  paper  containers,  rubbish, 
bottles,  dead  animals  or  any  other  form  of  litter  or  waste  matter. 

PH-15.1  Duty  of  Business  Owners,  Occupants, 
a)  Generally- -The  owner  or  occupant  of  any  store  or  other  place  of 
business  situated  within  the  jurisdictional  boundaries  of  the 
Cherokee  Reservation  shall  exercise  reasonable  diligence  at  all 
times  to  keep  their  premises  clean  of  waste  paper,  wrapping  papers, 
paper  napkins,  cartons,  package  containers,  and  other  used  or 
waste  materials  thrown  or  left  on  said  premises  by  its  customers, 
and  to  take  reasonable  measure  to  prevent  same  from  drifting  or 
blowing  to  adjoining  premises. 
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PUBLIC  HEALTH  - CHAPTER  14. 


MISCELLANEOUS 


Chapter  14 


PH-14  MISCELLANEOUS 

PH-14.1  Abandoned  Iceboxes,  Similar  Receptacles. 

a)  Prohibited.  It  shall  be  unlawful  for  any  person  to  discard, 
abandon,  leave  or  allow  to  remain  in  any  place,  any  icebox, 
refrigerator  or  other  container,  device  or  equipment  of  any 
kind  with  an  interior  storage  area  of  more  than  one  and  one- 
half  (1  1/2)  cubic  feet  of  clear  space  which  is  airtight,  with- 
out first  removing  the  door  or  doors  or  hinges  from  such  ice- 
box, refrigerator,  container,  or  equipment. 

b)  Applicabi lity . This  section  shall  not  apply  to  any  ice- 
box, refrigerator,  container,  device  or  equipment  which 
is  being  used  for  the  purpose  for  which  it  was  originally 
designed  or  is  being  used  for  display  purposes  by  any  re- 
tail or  wholesale  merchant,  or  is  crated,  strapped,  or 
locked  to  such  an  extent  that  it  is  impossible  for  a child 
to  obtain  access  to  any  airtight  compartment  thereof. 
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PUBLIC  HEALTH  - CHAPTER  15 


MOBILE  HOME  PARKS 


! 
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Chapter  - 15 
AN  ORDINANCE  GOVERNING 
MOBILE  HOME  PARKS 

AN  ORDINANCE  enforcing  MINIMUM  STANDARDS  for  mobile  home  parks;  establ- 
ishing requirements  for  the  design,  construction,  alteration,  extension  and 
maintenance  of  mobile  home  parks  and  related  utilities  and  facilities;  auth- 
orizing the  issuance  of  permits  for  construction,  alteration  and  extension  of 
mobile  home  parks;  authorizing  the  licensing  of  operators  of  mobile  home  parks; 
authorizing  the  inspection  of  mobile  home  parks;  and  fixing  penalties  for  vio- 
lations . 

Be  it,  therefore,  ordained  by  the  Eastern  Band  of  Cherokee  Indians  as 
follows : 

RiI-15.1  Definition 

As  used  in  this  ordinance; 

a.  Health  Authority  means  the  legally  designated  health  authority  or  its  au- 
thorized representative  of  the  Eastern  Band  of  Cherokee  Indians. 

b.  License  means  a written  license  issued  by  the  health  authority  allowing 
a person  to  operate  and  maintain  a mobile  home  park  under  the  provisions 
of  this  Ordinance  and  regulations  issued  hereunder. 

c.  Mobile  Home  means  a transportable,  single-family  dwelling  unit  suitable 
for  year-round  occupancy  and  containing  the  same  water  supply,  waste  dis- 
posal and  electrical  conveniences  as  immobile  housing. 

d.  Mobile  Home  Lot  means  a parcel  of  land  for  the  placement  of  a single  mo- 
bile home  and  the  exclusive  use  of  its  occupants. 

e.  Mobile  Home  Park  means  a parcel  of  land  under  single  ownership  which  has 
been  planned  and  improved  for  the  placement  of  mobile  homes  for  non-tran- 
sient use. 
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f.  Mobile  Home  Stand  means  that  part  of  an  individual  lot  which  has  been  re- 
served for  the  placement  of  the  mobile  home,  appurtenant  structures  or 
additions. 

g.  Permit  means  a written  permit  issued  by  the  health  authority  permitting 
the  construction,  alteration  and  extension  of  a mobile  home  park  under 
the  provisions  of  the  Ordinance  and  regulations  issued  hereunder. 

h.  Person  means  any  individual,  firm,  trust,  partnership,  public  or  private 
association  or  corporation. 

i.  Service  Building  means  a structure  housing  toilet,  lavatory  and  such  other 
facilities  as  may  be  required  by  this  Ordinance 

j.  Sewer  Connection  means  the  connection  consisting  of  all  pipes,  fittings 
and  appurtenances  from  the  drain  outlet  of  the  mobile  home  to  the  inlet 
of  the  corresponding  sewer  riser  pipe  of  the  sewerage  system  serving  the 
mobile  home  park. 

k.  Sewer  Riser  Pipe  means  that  portion  of  the  sewer  lateral  which  extends 
vertically  to  the  ground  elevation  and  terminates  at  each  mobile  home  lot. 

l.  Water  Connection  means  the  connection  consisting  of  all  pipes,  fittings, 
and  appurtenances  from  the  water  riser  pipe  to  the  water  inlet  pipe  of 
the  distribution  system  within  the  mobile  home. 

m.  Water  Riser  Pipe  means  that  portion  of  the  water  supply  system  serving 
the  mobile  home  park  which  extends  vertically  to  the  ground  elevation 
and  terminates  at  a designated  point  at  each  mobile  home  lot. 

PH-  15.2  Permits 

It  shall  be  unlawful  for  any  person  to  construct,  alter  or  extend  any 

mobile  home  park  within  the  limits  of  the  Cherokee  Reservation  unless  he  holds 

a valid  permit  issued  by  the  health  authority  in  the  name  of  such  person  for 
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specific  construction,  alteration  or  extension  proposed. 

All  applications  for  permits  shall  be  made  to  the  health  authority  and 
shall  contain  the  following: 

(a)  Name  and  address  of  applicant. 

(b)  Interest  of  the  applicant  in  the  mobile  home  park. 

(c)  Location  and  legal  description  of  the  mobile  home  park. 

(d)  Complete  engineering  plans  and  specifications  of  the  proposed  park 
showing : 

1.  The  area  and  dimensions  of  the  tract  of  land; 

2.  The  number,  location,  and  size  of  all  mobile  home  lots; 

3.  The  location  and  width  of  roadways  and  walkways; 

4.  The  location  of  service  buildings  and  any  other  proposed  stru- 
tures ; 

5.  The  location  of  water  and  sewer  lines  and  riser  pipes; 

6.  Plans  and  specifications  of  the  water  supply  and  refuse  and 
sewage  disposal  facilities; 

7.  Plans  and  specifications  of  all  buildings  constructed  or  to  be 
constructed  within  the mobi le  home  park;  and 

8.  The  location  and  details  of  lighting  and  electrical  system. 

All  applications  shall  be  accompanied  by  the  deposit  of  a fee  of  

dollars . 

When,  upon  review  of  the  application,  the  health  authority  is  satisfied 
that  the  proposed  plan  meets  the  requirements  of  this  Ordinance  and  regulations 
issued  hereunder,  a permit  shall  be  issued. 

Any  person,  whose  application  for  a permit  under  this  Ordinance  has  been 
denied  may  request  and  shall  be  granted  a hearing  on  the  matter  before  the 
health  authority  under  the  procedure  provided  by  Section  5 of  this  Ordinance. 
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PH  - 15,3  Licenses 


It  shall  be  unlawful  for  any  person  to  operate  any  mobile  home  park 
within  the  Reservation  unless  he  holds  a valid  license  issued  annually  by  the 
health  authority  in  the  name  of  such  person  for  the  specific  mobile  home  park. 
All  applications  for  licenses  shall  be  made  to  the  health  authority,  who  shall 
issue  a license  upon  compliance  by  the  applicant  with  provisions  of  this  Or- 
dinance and  regulations  issued  hereunder  and  of  other  applicable  legal  re- 
quirements . 

Every  person  holding  a license  shall  give  notice  in  writing  to  the  health 
authority  within  twenty-four  hours  after  having  sold,  transferred,  given  away, 
or  otherwise  disposed  of  interest  in  or  control  of  any  mobile  home  park.  Such 
notice  shall  include  the  name  and  address  of  the  person  succeeding  to  the 
ownership  or  control  of  such  mobile  home  park.  Upon  application  in  writing 

for  transfer  of  the  license  and  deposit  of  a fee  of dollars,  the 

license  shall  be  transferred  if  the  mobile  home  park  is  in  compliance  with 
all  applicable  provisions  of  this  Ordinance  and  regulations  issued  hereunder, 
(a)  Application  for  original  licenses  shall  be  in  writing,  signed  by  the 

applicant,  accompanied  by  an  affidavit  of  the  applicant  as  to  the  truth 

of  the  application  and  by  the  deposit  of  a fee  of  dollars, 

and  shall  contain  the  name  and  address  of  the  applicant;  the  location 
and  legal  description  of  the  mobile  home  park;  and  a site  plan  of  the 
mobile  home  park  showing  all  mobile  home  lot^  structures,  roads,  walk- 
ways, and  other  service  facilities. 

Cb)  Applications  for  renewals  of  licenses  shall  be  made  in  writing  by  the 
holders  of  the  licenses,  shall  be  accompanied  by  the  deposit  of  a fee 

of  dollars  and  shall  contain  any  change  in  the  information 

submitted  since  the  orginal  license  was  issued  or  the  latest  renewal 
granted. 
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Any  person  whose  application  for  a license  under  this  Ordinance  has  been 
denied  may  request  and  shall  be  granted  a hearing  on  the  matter  before  the 
health  authority  under  the  procedure  provided  by  Section  5 of  this  Ordinance. 

Whenever,  upon  inspection  of  any  mobile  home  park,  the  health  authority 
finds  that  conditions  or  practices  exist  which  are  in  violation  of  any  pro- 
vision of  this  Ordinance  or  regulations  issued  hereunder,  the  health  authority 
shall  give  notice  in  writing  in  accordance  with  Section  5.1  to  the  person  to 
whom  the  license  was  issued  that  unless  such  conditions  or  practices  are  cor- 
rected within  a reasonable  period  of  time  specified  in  the  notice  by  the  health 
authority,  the  license  shall  be  suspended.  At  the  end  of  such  period,  the 
health  authority  shall  reinspect  such  mobile  home  park  and,  if  such  conditions 
or  practices  have  not  been  corrected,  he  shall  suspend  the  license  and  give 
notice  in  writing  of  such  suspension  to  whom  the  license  is  issued.  Upon  re- 
ceipt of  notice  of  such  suspension,  such  person  shall  cease  operation  of  such 
mobile  home  park  except  as  provided  in  Section  5.2. 

Any  person  whose  license  has  been  suspended,  or  who  has  received  notice 
from  the  health  authority  that  his  license  will  be  suspended  unless  certain 
conditions  or  practices  at  the  mobile  home  park  are  corrected,  may  request 
and  shall  be  granted  a hearing  on  the  matter  before  the  health  authority, 
under  the  procedure  provided  by  Section  5 of  this  Ordinance;  provided  that 
when  no  petition  for  such  hearing  shall  have  been  filed  within  ten  days  fol- 
lowing the  day  on  which  notice  of  suspension  was  served,  such  license  shall 
be  deemed  to  have  been  automatically  revoked  at  the  expiration  of  such  ten- 
day  period. 

A temporary  license,  upon  written  request  therfor,  shall  be  issued  by 
the  health  authority,  for  every  mobile  home  park  in  existence  upon  the  ef- 
fective date  of  this  Ordinance,  permitting  the  mobile  home  park  to  be  operated 
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the  period  ending  180  days  after  the  effective  date  of  this  Ordinance 
in  accordance  with  such  conditions  as  the  health  authority  may  require. 

The  term  of  the  temporary  license  shall  be  extended,  upon  written  request, 
for  not  to  exceed  one  additional  period  of  180  days,  if  (1)  the  licensee  shall 
have  filed  application  for  a license  in  conformity  with  Section  3.3.  of  this 
Ordinance  within  90  days  after  the  effective  date  of  this  Ordinance;  (2)  the 
plans  and  specifications  accompanying  the  application  for  license  comply  with 
all  provisions  of  this  Ordinance  and  all  other  applicable  ordinances  and  sta- 
tutes; (3)  the  license  shall  have  diligently  endeavored  to  make  the  existing 
mobile  home  park  conform  fully  to  the  plans  and  specifications  submitted  with 
application;  and  (4)  failure  to  make  the  existing  mobile  home  park  conform 
duly  to  such  plans  and  specifications  shall  have  been  due  to  causes  beyond  the 
control  of  the  licensee. 

PH-  15.4  Inspection  of  Mobile  Home  Parks 

The  health  authority  is  hereby  authorized  and  directed  to  make  such  in- 
spections as  are  necessary  to  determine  satisfactory  compliance  with  this  Or- 
dinance and  regulations  issued  hereunder. 

The  health  authority  shall  have  the  power  to  enter  at  reasonable  times 
upon  any  private  or  public  property  for  the  purpose  of  inspecting  and  inves- 
tigating conditions  relating  to  the  enforcement  of  this  Ordinance  and  regula- 
tions issued  hereunder. 

The  health  authority  shall  have  the  power  to  inspect  the  register  contain- 
ing a record  of  all  residents  of  the  mobile  home  park. 

It  shall  be  the  duty  of  the  owners  or  occupants  of  mobile  home  parks, 
and  mobile  homes  contained  therein  or  of  the  person  in  charge  thereof,  to 
give  the  health  authority  free  access  to  such  premises  at  reasonable  times 
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for  the  purpose  of  inspection. 

It  shall  be  the  duty  of  every  occupant  of  a mobile  home  park  to  give  the 
owner  thereof  or  his  agent  or  employee  access  to  any  part  of  such  mobile  home 
park  or  its  premises  at  reasonable  times  for  the  purpose  of  making  such  re- 
pairs or  alterations  as  are  necessary  to  effect  compliance  with  this  Ordinance 
and  regulations  issued  hereunder,  or  with  any  lawful  order  issued  pursuant  to 
the  provisions  of  this  Ordinance. 

PH-  15.5  Notices,  Hearings  and  Orders 

lAfhenever  the  health  authority  determines  that  there  are  reasonable  grounds 
to  believe  that  there  has  been  a violation  of  any  provision  of  this  Ordinance, 
or  regulations  issued  hereunder,  the  health  authority  shall  give  notice  of 
such  alleged  violation  to  the  person  whom  the  permit  or  license  was  issued, 
as  hereinafter  provided.  Such  notice  shall  (a)  be  in  writing;  (b)  include  a 
statement  of  the  reasons  for  its  issuance;  (c)  allow  a reasonable  time  for  the 
performance  of  any  act  it  requires;  (d)  be  served  upon  the  owner  or  his  agent 
as  the  case  may  require:  Provided:  That  such  notice  or  order  shall  be  deemed 

to  have  been  properly  served  upon  such  owner  or  agent  when  a copy  therof  has 
been  sent  by  registered  mail  to  his  last  know  address,  or  when  he  has  been 
served  with  such  notice  by  any  method  authorized  or  required  by  the  laws  of 
this  state;  (e)  contain  an  outline  of  the  remedial  action  which,  if  taken, 
will  effect  compliance  with  the  provisions  of  this  Ordinance  and  regulations 
issued  hereunder. 

Any  person  affected  by  any  notice  which  has  been  issued  in  connection 
with  the  enforcement  of  any  provision  of  this  Ordinance,  or  regulation  issued 
hereunder,  may  request  and  shall  be  granted  a hearing  on  the  matter  before 
the  health  authority:  Provided:  That  such  person  shall  file  in  the  office 
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of  the  health  authority  a written  petition  requesting  such  hearing  and  setting 
forth  a brief  statement  of  the  grounds  thereof  within  ten  days  after  the  day 
the  notice  was  served.  The  filing  of  the  request  for  a hearing  shall  operate 
as  a stay  of  the  notice  and  of  the  suspension  except  in  the  case  of  an  order 
issued  under  Section  5.5.  Upon  receipt  of  such  petition,  the  health  authority 
shall  set  a time  and  place  for  such  hearing  and  shall  give  the  petitioner 
written  notice  thereof.  At  such  hearing  the  petitioner  shall  be  given  an  op- 
portunity to  be  heard  and  to  show  why  such  notice  should  be  modified  or  with- 
drawn. The  hearing  shall  be  commenced  not  later  than  ten  days  after  the  day 
on  which  the  petition  was  filed:  Provided:  That  upon  application  of  the 

petitioner  the  heal'fti  authority  may  postpone  the  date  of  the  hearing  for  a rea- 
sonable time  beyond  such  ten-day  period  when  in  his  judgment  the  petitioner 
has  submitted  good  and  sufficient  reasons  for  such  postponement. 

After  such  hearing  the  health  authority  shall  make  findings  as  to  com- 
pliance with  the  provisions  of  this  Ordinance  and  regulations  issued  hereunder 
and  shall  issue  an  order  in  writing, sustaining,  modifying  or  withdrawing  the 
notice  which  shall  be  served  as  provided  in  Section  5.1(d).  Upon  failure  to 
comply  with  any  order  sustaining  or  modifying  a notice,  the  license  of  the 
mobile  home  park  affected  by  the  order  shall  be  revoked. 

The  proceedings  at  such  a hearing,  including  the  findings  and  decision 
of  the  health  authority,  and  together  with  a copy  of  every  notice  and  order 
related  thereto  shall  be  entered  as  a matter  of  public  record  in  the  office  of 
the  health  authority  but  the  transcript  of  the  proceedings  need  not  be  trans- 
cribed unless  judicial  review  of  the  decision  is  sought  as  provided  by  this 
Section.  Any  person  aggrieved  by  the  decision  of  the  health  authority  may  seek 
relief  from  any  court  of  competent  jurisdiction,  as  provided  by  the  laws 
of  this  State. 
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Whenever  the  health  authority  finds  that  an  emergency  exists  which  re- 
quires immediate  action  to  protect  the  public  health,  he  may  without  notice  or 
hearing  issue  an  order  reciting  the  existence  of  such  an  emergency  and  requir- 
ing that  such  action  be  taken  as  he  may  deem  necessary  to  meet  the  emergency, 
including  the  suspension  of  the  permit  or  license.  Notwithstanding  any  other 
provisions  of  this  Ordinance,  such  order  shall  be  effective  immediately.  Any 
person  to  whom  such  an  order  is  directed  shall  comply  therewith  immediately, 
but  upon  petition  to  the  health  authority  shall  be  afforded  a hearing  as  soon 
as  possible.  The  provisions  of  Section  5.3  and  5.4  shall  be  applicable  to  such 
hearing  and  the  order  issued  thereafter. 

PH-  15.6  Adoption  of  Regulations  by  the  Health  Authority 

The  health  authority  is  hereby  authorized  to  make  and,  after  public  hear- 
ing, to  adopt  such  written  regulations  as  may  be  necessary  for  the  proper  en- 
forcement of  the  provisions  of  this  Ordinance.  Such  regulations  shall  have 
the  same  force  and  effect  as  the  provision  of  this  Ordinance,  and  the  penlty 
for  violation  of  the  provisions  thereof  shall  be  the  same  as  the  penalty  for 
violation  of  the  provisions  of  this  Ordinance,  as  thereinafter  provided. 

PH-  15.7  Environmental,  Open  Space  and  Access  Requirements 
General  Requirements 

Condition  of  soil,  ground  water  level,  drainage  and  topography  shall  not 
create  hazards  to  the  property  or  the  health  or  safety  of  the  occupants.  The 
site  shall  not  be  exposed  to  objectionable  smoke,  noise,  odors  or  other  ad- 
verse influences,  and  no  portion  subject  to  unpredictable  and/or  sudden  flood- 
ing, subsidence  or  erosion  shall  be  used  for  any  purpose  which  would  expose 
persons  or  property  to  hazards. 
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Soil  and  Ground  Cover  Fvequirements 


Exposed  ground  surfaces  in  all  parts  of  every  mobile  home  park  shall  be 
paved,  or  covered  with  stone  screenings,  or  other  solid  material,  or  protected 
with  a vegetative  growth  that  is  capable  of  preventing  soil  erosion  and  of 
eliminating  objectionable  dust. 

Site  Drainage  Requirements 

The  ground  surface  in  all  parts  of  every  mobile  home  shall  be  graded  and 
equipped  to  drain  all  surface  water  in  a safe,  efficient  manner. 

Park  Areas  for  Nonresident  Uses 

(a)  No  part  of  any  park  shall  be  used  for  nonresidential  purposes,  except  such 
uses  that  are  required  for  the  direct  servicing  and  well  being  of  park  re- 
sidents and  for  the  management  and  maintenance  of  the  park. 

(b)  Nothing  contained  in  this  Section  shall  be  deemed  as  prohibiting  the  sale 
of  a mobile  home  located  on  a mobile  home  stand  and  connected  to  the  per- 
tinent utilities. 

Required  Separation  Between  Mobile  Homes 

(a)  Mobile  homes  shall  be  separated  from  each  other  and  from  other  buildings 
and  structures  by  at  least  15  feet;  provided  that  mobile  homes  placed 
end-to-end  may  have  a clearance  of  10  feet  where  opposing  rear  walls  are 
staggered. 

(b)  An  accessory  structure  which  has  a horizontal  area  exceeding  25  square 
feet,  is  attached  to  a mobile  home  or  located  within  10  feet  of  its  win- 
dow, and  has  an  opaque  top  or  roof  that  is  higher  than  the  nearest  window 
shall,  for  purposes  of  all  separation  requirements,  be  considered  to  be 
part  of  the  mobile  home. 

Required  Recreation  Areas 


(a)  In  all  parks  accommodating  or  designed  to  accommodate  25  or  more  mobile 


homes,  there  shall  be  one  or  more  recreation  areas  which  shall  be  easily 
accessible  to  all  park  residents. 

(b)  The  size  of  such  recreation  areas  shall  be  based  upon  a minmum  of  100 
square  feet  for  each  lot.  No  outdoor  recreation  area  shall  contain  less 
than  2,500  square  feet. 

(c)  Recreation  areas  shall  be  so  located  as  to  be  free  of  traffic  hazards  and 
should,  where  the  topography  permits,  be  centrally  located. 

Required  Setbacks,  Buffer  Strips  and  Screening 

(a)  All  mobile  homes  shall  be  located  at  least  25  feet  from  any  park  property 
boundary  line  abutting  upon  a public  street  or  highway  and  at  least  15  feet 
from  other  park  property  boundary  lines. 

(b)  There  shall  be  a minimum  distance  of  10  feet  between  an  individual  mobile 
home  and  adjoining  pavement  of  a park  street,  or  common  parking  area  or 
other  common  streets. 

(c)  All  mobile  home  parks  located  adjacent  to  industrial  or  commercial  land 
uses  shall  be  provided  with  screening  such  as  fences  or  natural  growth 
along  the  property  boundary  line  separating  the  park  and  such  adjacent 
nonresidential  uses. 

Park  Street  System 

(a)  General  Requirements:  All  mobile  home  parks  shall  be  provided  with  safe 

and  convenient  vehicular  access  from  abutting  public  streets  or  roads  to 
each  mobile  home  lot.  Alignment  and  gradient  shall  be  properly  adapted 
to  topography. 

(b)  Access:  Access  to  mobile  home  parks  shall  be  designed  to  minimize  con- 

gestion and  hazards  at  the  entrance  or  exit  and  allow  free  movement  of 
traffic  on  adjacent  streets.  The  entrance  road  connecting  the  park  streets 
with  a public  street  or  road  shall  have  a minimum  road  pavement  width  of 
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34  feet  where  parking  is  permitted  on  both  sides,  or  a minimum  road  pave- 
ment width  of  27  feet  where  parking  is  limited  to  one  side.  Where  the 
primary  entrance  road  is  more  than  100  feet  long  and  does  not  provide 
access  to  abutting  mobile  home  lots  within  such  distance,  the  minimum 
road  pavement  width  may  be  24  feet,  provided  parking  is  prohibited  at 
both  sides. 

(c)  Internal  Streets:  Surfaced  roadways  shall  be  of  adequate  width  to  accom- 

modate anticipated  traffic,  and  in  any  case  shall  meet  the  following  min- 


mum  requirements: 

1.  All  Streets,  except  minor  streets 24  feet 

2.  Minor  streets,  no  parking 18  feet 


(Acceptable  only  if  less  than  500  feet  long  and  serving 
less  than  25  mobile  homes  or  of  any  lergth  if  one-way  and 
providing  access  to  abutting  mobile  home  lots  on  one  side 
only . ) 

3.  Dead  end  streets  shall  be  limited  in  length  to 1000  feet 

and  shall  be  provided  at  the  closed  end  with  a turn-around 
having  an  outside  roadway  diameter  of  at  least  60  feet. 

(d)  Required  Illumination  of  Park  Street  Systems : All  parks  shall  be  furnish- 

ed with  lighting  units  so  spaced  and  equipped  with  luminaires  placed 
at  such  mounting  heights  as  will  provide  the  following  average  maintained 
levels  of  illumination  for  the  safe  movement  of  pedestrians  and  vehicles 
at  night: 

1.  All  parts  of  the  park  street  systems:  0.6  footcandle,  with  a mini- 

mum of  0.1  footcandle. 

2.  Potentially  hazardous  locations,  such  as  major  street  intersections 

and  steps  or  steeped  ramps:  individually  illuminated,  with  a mini- 
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mum  of  0.3  footcandle. 


(e)  Street  Construction  and  Design  Standards; 

1.  Pavement:  All  streets  shall  be  provided  with  a smooth,  hard  and 

dense  surface  which  shall  be  durable  and  well  drained  under  normal 
use  and  weather  conditions.  Pavement  edges  shall  be  protected  to 
prevent  raveling  of  the  pavement  base.  Street  surfaces  shall  be 
maintained  free  of  cracks,  holes  and  other  hazards. 

2.  Grades:  Grades  of  all  streets  shall  be  sufficient  to  insure  adequate 

drainage,  but  shall  be  not  more  than  eight  percent.  Short  runs  with 
a maximum  grade  of  12  percent  may  be  permitted,  provided  traffic 
safety  is  assured  by  appropriate  paving,  adequate  leveling  areas  and 
avoidance  of  lateral  curves. 

3.  Intersections:  Within  100  feet  of  an  intersection,  streets  shall  be 

at  approximately  right  angles.  A distance  of  at  least  150  feet  shall 
be  maintained  between  center  lines  of  offset  intersecting  streets. 
Intersections  of  more  than  two  streets  at  one  point  shall  be  avoided. 

Required  Off-Street  Parking 

(a)  Off-street  parking  areas  shall  be  provided  in  all  mobile  home  parks  for 
the  use  of  park  occupants  and  guests.  Such  areas  shall  be  furnished  at 
the  rate  of  at  least  1.25  car  spaces  for  each  mobile  home  lot. 

(b)  Required  car  parking  spaces  shall  be  so  located  as  to  provide  convenient 
access  to  the  mobile  home,  but  shall  not  exceed  a distance  of  200  feet 
from  the  mobile  home  that  it  is  intended  to  serve. 

Walks 

(a)  General  Requirements:  All  parks  shall  be  provided  with  safe,  convenient 

all  season  pedestrian  access  of  adequate  width  for  intended  use,  durable 
and  convenient  to  maintain,  between  individual  mobile  home,  the  park 
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streets  and  all  community  facilities  provided  for  park  residents.  Sudden 
changes  in  alignment  and  gradient  shall  be  avoided. 

(b)  Common  Walk  System:  A common  walk  system  shall  be  provided  and  maintained 

between  locations  where  pedestrian  traffic  is  concentrated.  Such  common 
walks  shall  have  a minimum  width  of  three  and  one-half  feet. 

(c)  Individual  walks:  All  mobile  home  stands  shall  be  connected  to  common 

walks,  to  paved  streets,  or  to  paved  driveways  to  parking  spaces  connect- 
ing to  a paved  street.  Such  individual  walks  shall  have  a minimum  width 
of  two  feet. 

Mobile  Home  Stands 

The  area  of  the  mobile  home  stand  shall  be  improved  to  provide  an  adequate 

foundation  for  the  placement  and  tie-down  of  the  mobile  home,  thereby  securing 

the  superstructure  against  uplift,  sliding,  rotation  and  overturning. 

(a)  The  mobile  home  stand  shall  not  heave,  shift  or  settle  unevenly  under  the 
weight  of  the  mobile  home  due  to  frost  action,  inadequate  drainage,  vi- 
bration or  other  forces  acting  on  the  superstructure. 

(b)  The  mobile  home  stand  shall  be  provided  with  anchors  and  tie-downs  such 
as  cast-in  place  concrete  "dead  men",  eyelets  imbedded  in  concrete  founda- 
dations  or  runways,  screw  augers,  arrowhead  anchors,  or  other  devices  se- 
curing the  stability  of  the  mobile  home. 

(c)  Anchors  and  tie-downs  shall  be  placed  at  least  at  each  corner  of  the  mobile 
home  stand  and  each  shall  be  able  to  sustain  a minimum  tensile  strength 

of  2,800  pounds. 


PH-  15.8  Water  Supply 


General  Requirements 

An  accessible,  adequate,  safe,  and  potable  supply  of  water  shall  be  pro- 
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vided  in  each  mobile  home  park.  Where  a public  supply  of  water  of  satisfactory 
quantity,  quality,  and  pressure  is  available,  connection  shall  be  made  thereto 
and  its  supply  used  exclusively.  When  a satisfactory  public  water  supply  is 
not  available,  a private  water  supply  system  may  be  developed  and  used  as  ap- 
proved by  the  health  authority. 

Source  of  Supply 

(a)  The  water  supply  shall  be  capable  of  supplying  a minimum  of  150  gallons 
per  day  per  mobile  home. 

(b)  Every  well  or  suction  line  of  the  water  supply  system  shall  be  located 
and  constructed  in  such  a manner  that  neither  underground  nor  surface 
contamination  will  reach  the  water  supply  from  any  source.  The  following 
minimum  distances  between  wells  and  various  sources  of  contamination  shall 
be  required. 

Contamination  Well  or  Suction  Line 


Cc)  No  wel 1 -castings , pumping  machinery  or  suction  pipes  shall  be  placed  in 
any  pit,  room  or  space  extending  below  ground  level  nor  in  any  room  or 
space  above  ground  which  is  walled  in  or  otherwise  enclosed,  unless  such 
rooms,  whether  above  or  below  ground,  have  free  drainage  by  gravity  to 
the  surface  of  the  ground. 

(d)  The  treatment  of  a private  water  supply  shall  be  in  accordance  with  appli- 
cable laws  and  regulations. 

Water  Storage  Facilities 

All  water  storage  reservoirs  shall  be  covered,  watertight  and  constructed 


Sources 


(Distance  in  feet) 


Building  Sewer 
Septic  Tank 
Disposal  Field 
Seepage  Pit 
Dry  Well 
Cesspool 


50 

50 

100 

100 

50 

150 
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of  impervious  material.  Overflows  and  vents  of  such  reservoirs  shall  be  ef- 
fectively screened.  Manholes  shall  be  constructed  with  overlapping  covers,  so 
as  to  prevent  the  entrance  of  contaminated  material . Reservoir  overflow  pipes 
shall  discharge  through  an  acceptable  air  gap. 

Water  Distribution  System 

(a)  The  water  supply  system  of  the  mobile  home  park  shall  be  connected  by 
pipes  to  all  mobile  homes,  buildings,  and  other  facilities  requiring 
water . 

(b)  All  water  piping,  fixtures  and  other  equipment  shall  be  constructed  and 
maintained  in  accordance  with  state  and  local  regulations  and  requirements 
and  shall  be  of  a type  and  in  locations  approved  by  the  health  authority. 

(c)  The  water  piping  system  shall  not  be  connected  with  non-potable  or  ques- 
tionable water  supplies  and  shall  be  protected  against  the  hazards  of 
backflow  or  back  siphonage. 

(d)  The  system  shall  be  so  designed  and  maintained  as  to  provide  a pressure 
of  not  less  than  20  pounds  per  square  inch,  under  normal  operating  con- 
ditions at  service  buildings  and  other  locations  requiring  potable  water 
supply. 

Individual  Water-Riser  Pipes  and  Connections 

(a)  Individual  water  riser  pipes  shall  be  located  within  the  confined  area 
of  the  mobile  home  stand  at  a point  where  the  water  connection  will  ap- 

nroximate  a verti  cal  nnsition. 

(b)  Water  riser  pipes  shall  extend  at  least  four  inches  above  ground  eleva- 
tion. The  pipe  shall  be  at  least  three-quarter  inch.  The  water  outlet 
shall  be  capped  when  a mobile  home  does  not  occupy  the  lot. 

(c)  Adequate  provisions  shall  be  made  to  prevent  freezing  of  service  lines, 

' 2 ■ i. 

valves,  and  riser  pipes  and  to  protect  risers  from  heaving  and  thawing 
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actions  of  ground  during  freezing  weather.  Surface  drainage  shall  be 
diverted  from  the  location  of  the  riser  pipe. 

(d)  A shutoff  valve  below  the  frost  line  shall  be  provided  near  the  water 
riser  pipe  on  each  mobile  home  lot. 

(e)  Underground  stop  and  waste  valves  shall  not  be  installed  on  any  water 
service . 

PH-  15.9  Sewage  Disposal 

General  Requirements 

An  adequate  and  safe  sewerage  system  shall  be  provided  in  all  mobile 
home  parks  for  conveying  and  disposing  of  all  sewage.  Such  system  shall  be 
designed,  constructed  and  maintained  in  accordance  with  state  and  local  laws. 
Sewer  Lines 

All  sewer  lines  shall  be  located  in  trenches  of  sufficient  depth  to  be 
free  of  breakage  from  traffic  or  other  movements  and  shall  be  separated  from 
the  park  water  supply  system  at  a safe  distance.  Sewers  shall  be  at  a grade 
which  will  insure  velocity  of  two  feet  per  second  when  flowing  full.  All 
sewer  lines  shall  be  constructed  of  materials  approved  by  the  health  authority, 
shall  be  adequately  vented,  and  shall  have  watertight  joints. 

Individual  Sewer  Connections 

(a)  Each  mobile  home  stand  shall  be  provided  with  at  least  a four  inch  dia- 
meter sewer  riser  pipe.  The  sewer  riser  pipe  shall  be  so  located  on  each 
stand  that  the  sewer  connection  to  the  mobile  home  drain  outlet  will  ap- 
proximate a vertical  position. 

(b)  The  sewer  connection  (see  definition)  shall  have  a nominal  inside  dia- 
meter of  at  least  three  inches,  and  the  slope  of  any  portion  thereof 
shall  be  at  least  one-fourth  inch  per  foot.  The  sewer  connection  shall 
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consist  of  one  pipe  line  only  without  any  branch  fittings.  All  joints 
shall  be  watertight. 

(c)  All  materials  used  for  sewer  connections  shall  be  semirigid,  corrosive 
resistant,  nonabsorbent  and  durable.  The  inner  surface  shall  be  smooth. 

(d)  Provision  shall  be  made  for  plugging  the  sewer  riser  pipe  when  a mobile 
home  does  not  occupy  the  lot.  Surface  drainage  shall  be  diverted  away 
from  the  riser.  The  rim  of  the  riser  pipe  shall  extend  at  least  four 
inches  above  ground  elevation. 

Sewage  Treatment  and/or  Discharge 

Where  the  sewer  lines  of  the  mobile  home  park  are  not  connected  to  a pub- 
1 ic  sewer,  all  proposed  sewage  disposal  facilities  shall  be  approved  by  the 
health  authority  prior  to  construction.  Effluents  from  sewage  treatment  faci- 
lities shall  not  be  discharged  into  any  waters  of  the  State  except  with  prior 
approval  of  the  health  authority. 

PH-  15.10  Electrical  Distribution  System 

General  Requirements 

Every  park  shall  contain  an  electrical  wiring  system  consisting  of  wiring, 
fixtures,  equipment  and  appurtenances  which  shall  be  installed  and  maintained 
in  accordance  with  applicable  codes  and  regulations  governing  such  systems. 
Power  Distribution  Lines 

(a)  Main  power  lines  not  located  underground  shall  be  suspended  at  least  18 
feet  above  the  ground.  There  shall  be  a minimum  horizontal  clearance 

of  three  feet  between  overhead  wiring  and  any  mobile  home,  service  build- 
ing or  other  structure. 

(b)  All  direct  burial  conductors  or  cable  shall  be  buried  at  least  18  inches 
below  the  ground  surface  and  shall  be  insulated  and  specially  designed 
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for  the  purpose.  Such  conductors  shall  be  located  not  less  than  one  foot 
radial  distance  from  water,  sewer,  gas  or  communication  lines. 

Individual  Electrical  Connections 

(a)  Each  mobile  home  lot  shall  be  provided  with  an  approved  disconnecting 
device  and  overcurrent  protective  equipment.  The  minimum  service  per 
outlet  shall  be  120/240  volts  AC,  50  amperes. 

(b)  Outlet  receptacles  at  each  mobile  home  stand  shall  be  located  not  more 
than  25  feet  from  the  overcurrent  protective  devices  in  the  mobile  home 
and  a three-pole,  four-wire  grounding  type  shall  be  used.  Receptacles 
shall  be  of  weatherproof  construction  and  configurations  shall  be  in  ac- 
cordance with  American  Standard  Outlet  Receptacle  C-73.1. 

(c)  The  mobile  home  shall  be  connected  to  the  outlet  receptacle  by  an  ap- 
proved type  of  flexible  cable  with  connectors  and  a male  attachment  plug. 

(d)  Where  the  calculated  load  of  the  mobile  home  is  more  than  50  amperes 
either  a second  outlet  receptacle  shall  be  installed  or  electrical  ser- 
vice shall  be  provided  by  means  of  permanently  installed  conductors. 

Required  Grounding 

All  exposed  noncurrent  carrying  metal  parts  of  mobile  homes  and  all  other 
equipment  shall  be  grounded  by  means  of  an  approved  grounding  conductor  with 
branch  circuit  conductors  or  other  approved  method  of  grounded  metallic  wiring. 
The  neutral  conductor  shall  not  be  used  as  an  equipment  ground  for  mobile  homes 
or  other  equipment. 

PH-  15.11  Service  Building  and  Other  Community  Service  Facilities 
General 

The  requirements  of  this  Section  shall  apply  to  service  buildings,  recre- 
ation buildings  and  other  community  service  facilities  such  as: 


-149- 


(a)  Management  offices,  repair  shops  and  storage  areas; 

(b)  Sanitary  facilities; 

(c)  Laundry  facilities; 

(d)  Indoor  recreation  areas; 

(e)  Commercial  uses  supplying  essential  goods  or  services  for  the  exclu- 
sive use  of  park  occupants. 

Required  Community  Sanitary  Facilities 

Every  park  shall  be  provided  with  the  following  emergency  sanitary  fac- 
ilities: For  each  100  mobile  home  lots,  or  fractional  part  thereof, 

there  shall  be  one  flush  toilet  and  one  lavatory  for  each  sex.  The 
building  containing  such  emergency  sanitary  facilities  shall  be  accessible 
to  all  mobile  homes. 

Structural  Requirements  for  Buildings 

(a)  All  portions  of  the  structure  shall  be  properly  protected  from  damage  by 
ordinary  uses  and  by  decay,  corrosion,  termites  and  other  destructive 
elements.  Exterior  portions  shall  be  of  such  materials  and  be  so  con- 
structed and  protected  as  to  prevent  entrance  or  penetration  of  moisture 
and  weather. 

(b)  All  rooms  containing  sanitary  or  laundry  facilities  shall: 

1.  Have  sound  resistant  walls  extending  to  the  ceiling  between  male  and 
female  sanitary  facilities.  Walls  and  partitions  around  showers, 
bathtubs,  lavatories  and  other  plumbing  fixtures  shall  be  constructed 
of  dense,  nonabsorbent,  waterproof  material  or  covered  with  moisture 
resistant  material. 

2.  Have  at  least  one  window  or  skylight  facing  directly  to  the  outdoors. 
The  minimum  aggregate  gross  area  of  windows  for  each  required  room 
shall  be  not  less  than  10  percent  of  the  floor  area  served  by  them. 
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3.  Have  at  least  one  window  which  can  be  easily  opened,  or  a mechani- 
cal device  which  will  adequately  ventilate  the  room. 

(c)  Toilets  shall  be  located  in  separate  commpartments  equipped  with  self- 
closing doors.  Shower  stalls  shall  be  of  the  individual  type.  The  rooms 
shall  be  screened  to  prevent  direct  view  of  the  interior  when  the  exter- 
ior doors  are  opened. 

(d)  Illumination  levels  shall  be  maintained  as  follows:  (1)  general  seeing 

tasks--five  footcandles;  (2)  laundry  room  work  area--40  footcandles; 

(3)  toilet  room,  in  front  of  mirrors--40  footcandles. 

(e)  Hot  and  cold  water  shall  be  furnished  to  every  lavatory,  sink,  bathtub, 
shower  and  laundry  fixture,  and  cold  water  shall  be  furnished  to  every 
water  closet  and  urinal. 

Barbecue  Pits.  Fireplaces.  Stoves  and  Incinerators 

Cooking  shelters,  barbecue  pits,  fireplaces,  wood-burning  stoves  and  in- 
cinerators shall  be  so  located,  constructed,  maintained  and  used  as  to  mini- 
mize fire  hazards  and  smoke  nuisance  both  on  the  property  on  which  used  and 
on  neighboring  property.  No  open  fire  shall  be  permitted  except  in  facilities 
provided.  No  open  fire  shall  be  left  unattended.  No  fuel  shall  be  used  and 
no  material  burned  which  emits  dense  smoke  or  objectionable  odors. 

PH-  15.12  Refuse  Handling 

The  storage,  collection  and  disposal  of  refuse  in  the  mobile  home  park 
shall  be  so  conducted  as  to  create  no  health  hazards,  rodent  harborage,  in- 
sect breeding  areas,  accident  or  fire  hazards  or  air  pollution. 

All  refuse  shall  be  stored  in  flytight,  watertight,  rodentproof  contain- 
ers, which  shall  be  located  not  more  than  150  feet  from  any  mobile  home  lot. 
Containers  shall  be  provided  in  sufficient  number  and  capacity  to  properly 
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store  all  refuse. 


Refuse  collection  stands  shall  be  provided  for  all  refuse  containers. 

Sucli  container  stands  shall  be  so  designed  as  to  prevent  containers  from  being 
tipped,  to  minimize  spillage  and  container  deterioration  and  to  facilitate 
cleaning  around  them. 

All  refuse  containing  garbage  shall  be  collected  at  least  twice  weekly. 
Where  suitable  collection  service  is  not  available  from  municipal  or  private 
agencies,  the  mobile  home  park  operator  shall  provide  this  service.  All  re- 
fuse shall  be  collected  and  transported  in  covered  vehicles  or  covered  con- 
tainers . 

Wliere  municipal  or  private  disposal  service  is  not  available,  the  mobile 
home  park  operator  shall  dispose  of  the  refuse  by  incineration  or  transporting 
to  a disposal  site  approved  by  the  health  authority. 

Refuse  incinerators  shall  be  constructed  in  accordance  with  engineering 
plans  and  specifications  which  shall  be  reviewed  and  approved  by  the  health 
authority  or  other  authority  having  jurisdiction. 

Incinerators  shall  be  operated  only  when  attended  by  some  person  speci- 
fically authorized  by  the  owner  or  operator  of  the  mobile  home  park. 

PH-  15.13  Insect  and  Rodent  Control 

Grounds,  buildings  and  structures  shall  be  maintained  free  of  insect  and 
rodent  harborage  and  infestation.  Extermination  methods  and  other  measures 
to  control  insects  and  rodents  shall  conform  with  the  requirements  of  the 
health  author! tv. 

Parks  shall  be  maintained  free  of  accumulations  of  debris  which  may  pro- 
vide rodent  harborage  or  breeding  places  for  flies,  mosquitoes  and  other  pests. 

Storage  areas  shall  be  so  maintained  as  to  prevent  rodent  harborage; 
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3.  Have  at  least  one  window  which  can  be  easily  opened,  or  a mechani- 
cal device  which  will  adequately  ventilate  the  room. 

(c)  Toilets  shall  be  located  in  separate  commpartments  equipped  with  self- 
closing doors.  Shower  stalls  shall  be  of  the  individual  type.  The  rooms 
shall  be  screened  to  prevent  direct  view  of  the  interior  when  the  exter- 
ior doors  are  opened. 

(d)  Illumination  levels  shall  be  maintained  as  follows:  (1)  general  seeing 

tasks--five  footcandles;  (2)  laundry  room  work  area--40  footcandles; 

(3)  toilet  room,  in  front  of  mirrors--40  footcandles. 

(e)  Hot  and  cold  water  shall  be  furnished  to  every  lavatory,  sink,  bathtub, 
shower  and  laundry  fixture,  and  cold  water  shall  be  furnished  to  every 
water  closet  and  urinal. 

Barbecue  Pits.  Fireplaces,  Stoves  and  Incinerators 

Cooking  shelters,  barbecue  pits,  fireplaces,  wood-burning  stoves  and  in- 
cinerators shall  be  so  located,  constructed,  maintained  and  used  as  to  mini- 
mize fire  hazards  and  smoke  nuisance  both  on  the  property  on  which  used  and 
on  neighboring  property.  No  open  fire  shall  be  permitted  except  in  facilities 
provided.  No  open  fire  shall  be  left  unattended.  No  fuel  shall  be  used  and 
no  material  burned  which  emits  dense  smoke  or  objectionable  odors. 

PH-  15.12  Refuse  Handling 

The  storage,  collection  and  disposal  of  refuse  in  the  mobile  home  park 

( 

shall  be  so  conducted  as  to  create  no  health  hazards,  rodent  harborage,  in- 
sect breeding  areas,  accident  or  fire  hazards  or  air  pollution. 

All  refuse  shall  be  stored  in  flytight,  watertight,  rodentproof  contain- 
ers, which  shall  be  located  not  more  than  150  feet  from  any  mobile  home  lot. 
Containers  shall  be  provided  in  sufficient  number  and  capacity  to  properly 
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store  all  refuse. 


Refuse  collection  stands  shall  be  provided  for  all  refuse  containers. 

Such  container  stands  shall  be  so  designed  as  to  prevent  containers  from  being 
tipped,  to  minimize  spillage  and  container  deterioration  and  to  facilitate 
cleaning  around  them. 

All  refuse  containing  garbage  shall  be  collected  at  least  twice  weekly. 
Where  suitable  collection  service  is  not  available  from  municipal  or  private 
agencies,  the  mobile  home  park  operator  shall  provide  this  service.  All  re- 
fuse shall  be  collected  and  transported  in  covered  vehicles  or  covered  con- 
tainers . 

Where  municipal  or  private  disposal  service  is  not  available,  the  mobile 
home  park  operator  shall  dispose  of  the  refuse  by  incineration  or  transporting 
to  a disposal  site  approved  by  the  health  authority. 

Refuse  incinerators  shall  be  constructed  in  accordance  with  engineering 
plans  and  specifications  which  shall  be  reviewed  and  approved  by  the  health 
authority  or  other  authority  having  jurisdiction. 

Incinerators  shall  be  operated  only  when  attended  by  some  person  speci- 
fically authorized  by  the  owner  or  operator  of  the  mobile  home  park. 

PH-  15.13  Insect  and  Rodent  Control 

Grounds,  buildings  and  structures  shall  be  maintained  free  of  insect  and 
rodent  harborage  and  infestation.  Extermination  methods  and  other  measures 
to  control  insects  and  rodents  shall  conform  with  the  requirements  of  the 
health  author! tv. 

Parks  shall  be  maintained  free  of  accumulations  of  debris  which  may  pro- 
vide rodent  harborage  or  breeding  places  for  flies,  mosquitoes  and  other  pests. 

Storage  areas  shall  be  so  maintained  as  to  prevent  rodent  harborage; 
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3.  Have  at  least  one  window  which  can  be  easily  opened,  or  a mechani- 
cal device  which  will  adequately  ventilate  the  room, 

(c)  Toilets  shall  be  located  in  separate  commpartments  equipped  with  self- 
closing doors.  Shower  stalls  shall  be  of  the  individual  type.  The  rooms 
shall  be  screened  to  prevent  direct  view  of  the  interior  when  the  exter- 
ior doors  are  opened. 

(d)  Illumination  levels  shall  be  maintained  as  follows:  (1)  general  seeing 

tasks--five  footcandles;  (2)  laundry  room  work  area--40  footcandles; 

(3)  toilet  room,  in  front  of  mirrors--40  footcandles. 

(e)  Hot  and  cold  water  shall  be  furnished  to  every  lavatory,  sink,  bathtub, 
shower  and  laundry  fixture,  and  cold  water  shall  be  furnished  to  every 
water  closet  and  urinal. 

Barbecue  Pits.  Fireplaces.  Stoves  and  Incinerators 

Cooking  shelters,  barbecue  pits,  fireplaces,  wood-burning  stoves  and  in- 
cinerators shall  be  so  located,  constructed,  maintained  and  used  as  to  mini- 
mize fire  hazards  and  smoke  nuisance  both  on  the  property  on  which  used  and 
on  neighboring  property.  No  open  fire  shall  be  permitted  except  in  facilities 
provided.  No  open  fire  shall  be  left  unattended.  No  fuel  shall  be  used  and 
no  material  burned  which  emits  dense  smoke  or  objectionable  odors. 

PH-  15.12  Refuse  Handling 

The  storage,  collection  and  disposal  of  refuse  in  the  mobile  home  park 

( 

shall  be  so  conducted  as  to  create  no  health  hazards,  rodent  harborage,  in- 
sect breeding  areas,  accident  or  fire  hazards  or  air  pollution. 

All  refuse  shall  be  stored  in  flytight,  watertight,  rodentproof  contain- 
ers, which  shall  be  located  not  more  than  150  feet  from  any  mobile  home  lot. 
Containers  shall  be  provided  in  sufficient  number  and  capacity  to  properly 
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store  all  refuse. 


Refuse  collection  stands  shall  be  provided  for  all  refuse  containers. 

Such  container  stands  shall  be  so  designed  as  to  prevent  containers  from  being 
tipped,  to  minimize  spillage  and  container  deterioration  and  to  facilitate 
cleaning  around  them. 

All  refuse  containing  garbage  shall  be  collected  at  least  twice  weekly. 
Where  suitable  collection  service  is  not  available  from  municipal  or  private 
agencies,  the  mobile  home  park  operator  shall  provide  this  service.  All  re- 
fuse shall  be  collected  and  transported  in  covered  vehicles  or  covered  con- 
tainers . 

Where  municipal  or  private  disposal  service  is  not  available,  the  mobile 
home  park  operator  shall  dispose  of  the  refuse  by  incineration  or  transporting 
to  a disposal  site  approved  by  the  health  authority. 

Refuse  incinerators  shall  be  constructed  in  accordance  with  engineering 
plans  and  specifications  which  shall  be  reviewed  and  approved  by  the  health 
authority  or  other  authority  having  jurisdiction. 

Incinerators  shall  be  operated  only  when  attended  by  some  person  speci- 
fically authorized  by  the  owner  or  operator  of  the  mobile  home  park. 

PH-  15.13  Insect  and  Rodent  Control 

Grounds,  buildings  and  structures  shall  be  maintained  free  of  insect  and 
rodent  harborage  and  infestation.  Extermination  methods  and  other  measures 
to  control  insects  and  rodents  shall  conform  with  the  requirements  of  the 
health  author! tv. 

Parks  shall  be  maintained  free  of  accumulations  of  debris  which  may  pro- 
vide rodent  harborage  or  breeding  places  for  flies,  mosquitoes  and  other  pests. 

Storage  areas  shall  be  so  maintained  as  to  prevent  rodent  harborage; 
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lumber,  pipe  and  other  building  material  shall  be  stored  at  least  one  foot 
above  the  ground. 

IVhere  the  potential  for  insect  and  rodent  infestation  exists,  all  ext- 
erior openings  in  or  beneath  any  structure  shall  be  appropriately  screened 
with  wire  mesh  or  other  suitable  materials. 

The  growth  of  brush,  weeds  and  grass  shall  be  controlled  to  prevent  har- 
borage of  ticks,  chiggers  and  other  noxious  insects.  Parks  shall  be  so  main- 
tained as  to  prevent  the  growth  of  ragweed,  poison  ivy,  poison  oak,  poison 
sumac  and  other  noxious  weeds  considered  detrimental  to  health.  Open  areas 
shall  be  maintained  free  of  heavy  undergrowth  of  any  description. 

PH-  15.14  Fuel  Supply  and  Storage 

Natural  Gas  System 

(a)  Natural  gas  piping  systems  shall  be  installed  and  maintained  in  accor- 
dance with  applicable  codes  and  regulations  governing  such  systems. 

(b)  Each  mobile  home  lot  provided  with  piped  gas  shall  have  an  approved  man- 
ual shutoff  valve  installed  upstream  of  the  gas  outlet.  The  outlets  shall 
be  equipped  with  an  approved  cap  to  prevent  accidential  discharge  of  gas 
when  the  outlet  is  not  in  use. 

Liquified  Petroleum  Gas  System 

(a)  Liquified  petroleum  gas  systems  shall  be  installed  and  maintained  in  accor- 
dance with  the  applicable  codes  and  regulations  governing  such  systems. 

(b)  Systems  shall  be  provided  with  safety  devices  to  relieve  excessive  pres- 
sures and  shall  be  arranged  so  that  the  discharge  terminates  at  a safe 
location . 

(c)  Systems  shall  have  at  least  one  accessible  means  for  shutting  off  gas. 

Such  means  shall  be  located  outside  the  home  and  shall  be  maintained  in 
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effective  operating  condition. 

(d)  All  fPG  piping  outside  of  the  mobile  homes  shall  be  well  supported  and 
protected  against  mechanical  injury.  Undiluted  liquified  petroleum  gas 
in  liquid  form  shall  not  be  conveyed  through  piping  equipment  and  systems 
in  mobile  homes. 

(e)  Liquified  petroleum  gas  containers  installed  on  a mobile  home  lot  shall 
be  securely  but  not  permanently  fastened  to  prevent  accidential  over- 
turning. Such  containers  shall  not  be  less  than  12  nor  more  than  60 
U.S.  gallons  gross  capacity. 

(f)  No  liquified  petroleum  gas  vessel  shall  be  stored  or  located  inside  or 
beneath  any  storage  cabinet,  carport,  mobile  home,  or  any  other  struc- 
ture, unless  such  installations  are  approved  by  the  health  authority. 

Fuel  Oil  Supply  Systems 

(a)  All  fuel  oil  supply  systems  shall  be  installed  and  maintained  in  accor- 
dance with  applicable  codes  and  regulations  governing  such  systems. 

(b)  All  piping  from  outside  fuel  storage  tanks  or  cylinders  to  mobile  homes 
shall  be  permanently  installed  and  securely  fastened  in  place. 

(c)  All  fuel  oil  storage  tanks  or  cylinders  shall  be  securely  fastened  in 
place  and  shall  not  be  located  inside  or  beneath  any  mobile  home  or  less 
than  five  feet  from  any  mobile  home  exit. 

(d)  Storage  tanks  located  in  areas  subject  to  traffic  shall  be  protected 
against  physical  damage. 

PH-  15.15  Fire  Protection 

The  mobile  home  area  shall  be  subject  to  the  rules  and  regulations  of 

the  Eastern  Band  of  Cherokee  fire  prevention  authority. 

Mobile  home  parks  shall  be  kept  free  of  litter,  rubbish  and  other  flam- 
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mable  materials. 


Portable  fire  extinquishers  of  a type  approved  by  the  fire  prevention 
authority  shall  be  kept  in  service  buildings  and  at  all  other  locations  de- 
signated by  such  fire  prevention  authority  and  shall  be  maintained  in  good 
operating  condition. 

Fires  shall  be  made  only  in  stoves,  incinerators  and  other  equipment  in 
tended  for  such  purposes. 

(a)  File  hydrants  shall  be  installed  if  the  park  water  supply  system  is  cap 
able  to  serve  them  in  accordance  with  the  following  requirements: 

1.  The  water  supply  system  shall  permit  the  operation  of  a minimum  of 

one  and  one-half  inch  hose  streams. 

2.  Each  of  two  nozzles,  held  four  feet  above  the  ground,  shall  deliver 
at  least  75  gallons  of  water  per  minute  at  a flowing  pressure  of  at 
least  30  pounds  per  square  inch  at  the  highest  elevation  point  of 
the  park. 

Cb)  Fire  hydrants,  if  provided,  shall  be  located  within  500  feet  of  any  mo- 
bile home,  service  building  or  other  structure  in  the  park. 

Ph-  15.16  Miscellaneous  Requirements 

Responsibilities  of  the  Park  Management 

(a)  The  person  to  whom  a license  for  a mobile  home  park  is  issued  shall  op- 
erate the  park  in  compliance  with  this  Ordinance  and  regulations  issued 
hereunder  and  shall  provide  adequate  supervision  to  maintain  the  park, 
its  facilities  and  equipment  in  good  repair  and  in  a clean  and  sanitary 
condition . 

Cb)  The  park  management  shall  notify  park  occupants  of  all  applicable  pro- 
visions of  this  Ordinance  and  inform  them  of  their  duties  and  responsi- 
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bilitics  under  this  Ordinance  and  regulations  issued  hereunder. 

(c)  The  park  management  shall  supervise  the  placement  of  each  mobile  home 
on  its  mobile  home  stand  which  includes  securing  its  stability  and  in- 
stalling all  utility  connections. 

(d)  The  park  management  shall  maintain  a register  containing  the  names  of 
all  park  occupants.  Such  register  shall  be  available  to  any  authorized 
person  inspecting  the  park. 

(e)  The  park  management  shall  notify  the  health  authority  immediately  of  any 
suspected  communicable  or  contagious  disease  within  the  park. 

Responsibilities  of  Park  Occupants 

(a)  The  park  occupant  shall  comply  with  all  applicable  requirements  of  this 
Ordinance  and  regulations  issued  hereunder  and  shall  maintain  his  mobile 
home  lot,  its  facilities  and  equipment  in  good  repair  and  in  a clean  and 
sanitary  condition. 

(b)  The  park  occupant  shall  be  responsible  for  proper  placement  of  his  mobile 
home  on  its  mobile  home  stand  and  proper  installation  of  all  utility  con- 
nections in  accordance  with  the  instructions  of  the  park  management. 

(c)  No  owner  or  person  in  charge  of  a dog,  cat  or  other  pet  animal  shall 
permit  it  to  run  at  large  or  to  commit  any  nuisance  within  the  limits  of 
any  mobile  home  lot. 

Restrictions  on  Occupancy 

A mobile  home  shall  not  be  occupied  for  dwelling  purposes  unless  it  is 

properly  placed  on  a mobile  home  stand  and  connected  to  water,  sewerage  and 

electrical  utilities. 
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PH-16 


PUBLIC  HEALTH-  CHAPTER  16 
OCCUPATIONAL  SAFETY  AND  HEALTH  ACT  (OSHA) 


PH-16  OCCUPATIONAL  SAFETY  AND  HEALTH  ACT  COSHAl . 

The  Williams-Steiger  Act  of  1970  known  as  the  Occupational  Safety  and 

Health  Act  was  passed  into  law  to  assure  safe  and  healthy  working  conditions 
for  working  men  and  women. 

The  Act  provides  for  research,  information,  education  and  training  in 

the  field  of  occupational  safety  and  health,  and  authorizes  enforcement  of 
the  standards. 

Hazardous  conditions  or  practices  are  either  covered  specifically  or  un- 
der the  general  duty  clause  to  the  effect  that  "each  employer  shall  provide 
each  employee  employment  and  place  of  employment  free  from  recognized  hazards" 
CSee  specific  occupations  for  detail.) 
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CHEROKEE  TRIBAL  HEALTH  DEPARTMENT 
PLUMBING 

Definitions . 

General  regulations. 

Materials,  quality  and  weight. 

Joints  and  connections. 

Traps  and  cleanouts. 

Interceptors,  separators  and  backwater  valves. 
Plumbing  fixtures. 

Hangers  and  supports. 

Indirect  waste  piping  and  special  wastes. 

Water  supply  and  distribution. 

Drainage  system. 

Vents  and  venting. 

Storm  drains. 

Inspection,  tests  and  maintenance. 

Trailer  coach  plumbing  standards. 


PH-17.1  Definitions. 

For  the  purpose  of  this  chapter,  the  following  terms  shall  have  the 
meaning  indicated  in  this  section.  No  attempt  is  made  to  define  ordinary 
words  which  are  used  in  accordance  with  their  established  dictionary  meaning 
except  where  the  word  has  been  loosely  used  and  it  is  necessary  to  define 
its  meaning  as  used  in  this  chapter  to  avoid  misunderstanding. 

1)  Administrative  authority.  The  individual  official  board,  department 
or  agency  established  and  authorized  by  the  Tribal  Council  to  admin- 
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ister  and  enforce  the  provisions  of  this  plumbing  code  and  amend- 
ments thereto. 

2)  Air  gap.  Unobstructed  vertical  distance  through  the  free  atmos- 
phere between  the  lowest  opening  from  any  pipe  of  faucet  supplying 
water  to  a tank,  plumbing  fixture,  or  other  device  and  the  flood- 
level  rim  of  the  receptacle. 

3)  Anchors . See  supports,  1.(122). 

4)  Approved . Accepted  or  acceptable  under  an  applicable  specification, 
stated  or  cited  in  this  chapter,  or  accepted  as  suitable  for  the 
proposed  use  under  procedures  and  powers  of  this  administrative 
authority. 

5)  Area  Drain.  Receptacle  designed  to  collect  surface  or  rain  water 
from  an  open  area. 

6)  Backflow.  Flow  of  water  or  other  liquids,  mixtures,  or  substances 
into  the  distributing  pipes  of  a potable  water  supply  from  any 
source  or  sources  other  than  its  intended  source.  See  Back-siphon- 
age,  1.(9). 

Backflow  connection.  Any  arrangement  whereby  backflow  can  occur. 

8)  Backflow  preventer.  Device  or  means  to  prevent  backflow  into  the 
potable  water  system. 

Back-siphonage.  Flowing  back  of  used,  contaminated,  or  polluted 
water  from  a plumbing  fixture  or  vessel  into  a water-supply  pipe 
due  to  a negative  pressure  in  such  pipe.  (See  Backflow,  1.(6). 
toiler  blow-off.  Outlet  on  a boiler  to  permit  emptying  or  dis- 
charge of  sediment. 

11)  Battery  of  fixtures.  Any  group  of  two  or  more  similar  adjacent 

fixtures  which  discharge  into  a common  horizontal  waste  or  soil  branch. 
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12)  Branch . Any  part  of  the  piping  system  other  than  a main,  riser,  or 


stack. 

13)  Branch,  fixture.  See  Fixture  branch  1.(47). 

14)  Branch,  horizontal.  See  horizontal  branch  9.01  (61). 

13)  Branch  interval.  Length  of  soil  or  waste  stack  corresponding  in 
general  to  a story  height,  but  in  no  case  less  than  eight  (8)  feet 
within  which  the  horizontal  branches  from  one  floor  or  story  of  a 
building  are  connected  to  the  stack. 

16)  Branch  vent.  Vent  connecting  one  or  more  individual  vents  with  a 
vent  stack  or  stack  vent. 

17)  Building.  Structure,  built,  erected,  and  framed  of  component 
sturctural  parts  designed  for  the  housing,  shelter,  enclosure,  or 
support  of  persons,  animals,  or  property  of  any  kind. 

18)  Building  classification.  Arrangement  adopted  by  the  Administrative 
.Authority  for  the  designation  of  buildings  in  classes  based  upon 
their  use  or  occupancy. 

19)  Building  drain.  That  part  of  the  lowest  piping  of  a drainage 
system  which  receives  the  discharge  from  soil,  waste  and  other 
drainage  pipes  inside  the  walls  of  the  buildings  and  conveys  it  to 
the  building  (house)  sewer  beginning  three  (3)  feet  outside  the 
building  wall. 

20)  Building  sewer.  That  part  of  the  horizontal  piping  of  a drainage 
system  which  extends  from  the  end  of  the  building  drain  and  which 
receives  the  discharge  of  the  building  drain  and  conveys  it  to  a 
public  sewer,  private  sewer,  individual  sewage-disposal  system,  or 
other  points  of  disposal. 
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21)  Building  storm  drain.  Building  drain  used  for  conveying  surface 
water,  ground  water,  subsurface  water,  condensate,  cooling  water, 
or  other  similar  discharge  to  a building  storm  sewer  or  a combined 
building  sewer,  extending  to  a point  not  less  than  three  (3)  feet 
outside  the  building  wall. 

22)  Building  storm  sewer.  Extension  from  the  building  storm  drain  to 
the  public  storm  sewer,  combined  sewer,  or  other  point  of  disposal. 

23)  Building  subdrain.  That  portion  of  a drainage  system  which  cannot 
drain  by  gravity  into  the  building  sewer. 

24)  Building  trap.  Device,  fitting,  or  assembly  of  fittings  installed 
in  the  building  drain  to  prevent  circulation  of  air  between  the 
drainage  system  of  the  building  and  the  building  sewer. 

25)  Chapter.  When  used  alone  shall  mean  these  regulations,  subsequent 
amendments  thereto,  or  any  emergency  rule  or  regulation  which  the 
Division  of  Health  may  adopt. 

26)  Circuit  vent.  Branch  vent  that  serves  two  or  more  traps  and  extends 
from  in  front  of  the  last  fixture  connection  of  a horizontal  branch 
to  the  bent  stack. 

27)  Combination  fixture.  Fixture  combining  one  sink  and  tray  or  a two- 
or-three  compartment  sink  or  tray  in  one  unit. 

28)  Combined  building  sewer.  Sewer  receiving  storm  water  and  sewage. 

29)  Combination  waste  and  vent  system.  A specially  designed  system  of 
waste  piping  embodying  the  horizontal  wet  venting  of  one  or  more 
sinks  or  floor  drains  by  means  of  a common  waste  and  vent  pipe 
adequately  sized  to  provide  free  movement  of  air  above  the  flow 
line  of  the  drain. 
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30)  Common  vent.  Vent  connecting  at  the  junction  of  two  fixture  drains 
serving  as  a vent  for  both  fixtures. 

31)  Conductor.  See  Leader,  1.(71). 

32)  Continuous  vent.  Vertical  vent  that  is  a continuation  of  the  drain 
to  which  it  connects. 

33)  C>ntinuous  waste.  Drain  from  two  or  three  fixtures  connecting  to  a 
single  trap. 

.^oss-connection.  Any  physical  connection  or  arrangement  between 
two  otherwise  separate  piping  systems,  one  of  which  contains 
potable  water  and  the  other  water  of  unknown  or  questionable 
safety,  whereby  water  may  flow  from  one  system  to  the  other,  the 
direction  of  flow  depending  on  the  pressure  differential  between 
the  two  systems.  See  Backflow,  1.(6),  and  Back-siphonage,  1.(9). 

35)  -Dead  end.  Branch  leading  from  a soil,  waste,  or  vent  pipe,  building 
drain,  or  building  sewer,  which  is  terminated  at  a developed 

distance  of  two  (2)  feet  or  more  by  means  of  a plug  or  other  closed 
fitting. 

26)  Developed  length.  Length  along  the  center  line  of  the  pipe  and 
fittings . 

37)  Diameter.  Unless  specifically  stated,  the  term  "diameter”  is  the 
nominal  diameter  as  designated  commercially. 

38)  Double  off-set.  Two  changes  of  direction  installed  in  succession 
or  series  in  continuous  pipe. 

39)  Downspout.  See  Leader,  1.(71). 

40)  Drain.  Any  pipe  which  carries  waste  water  or  water-borne  wastes 
in  a building  drainage  system. 

41)  Drainage  piping.  See  Drainage  system,  1.(42). 
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42)  Drainage  system.  All  the  piping  within  public  or  private  premises 
wliich  conveys  sewage,  rain  water,  or  other  liquid  wastes  to  a legal 
point  of  disposal,  but  does  not  include  the  mains  of  a public 
sewer  system  or  a private  or  public  sewage  treatment  or  disposal 
plant . 

43)  Dual  vent.  See  Common  vent,  1.(30). 

44)  Durham  system.  A term  used  to  describe  soil  or  waste  systems  where 

all  piping  is  of  threaded  pipe,  tubing,  or  other  such  rigid  con-  

struction,  using  recessed  drainage  fittings  to  correspond  to  the 
types  of  piping. 

45)  Effective  opening.  The  minimum  cross-sectional  area  at  the  point 
of  water  supply  discharge,  measured  or  expressed  in  terms  of  (1) 
diameter  of  a circle,  (2)  if  the  opening  is  not  circular,  the  dia- 
meter of  a circle  equivalent  cross-sectional  area.  (This  is  appli- 
cable to  air  gap) . 

46)  Existing  work.  Plumbing  system  or  any  part  thereof  which  has  been 
installed  and  approved  prior  to  the  effective  date  of  this  chapter. 

47)  Fixture  branch.  Pipe  connecting  several  fixtures. 

48)  Fixture  drain.  Drain  from  the  trap  of  a fixture  to  the  junction 
of  that  drain  with  any  other  drain  pipe. 

49)  Fixture  supply.  Water-supply  pipe  connecting  the  fixture  with  the 
fixture  branch. 

50)  Fixture  unit.  Quantity  in  terms  of  which  the  load-producing  effects 
on  the  plumbing  system  of  different  kinds  of  plumbing  fixtures  are 
expressed  on  some  arbitrarily  chosen  scale. 

51)  Fixture-unit  flow  rate.  Total  discharge  flow  in  gpm  of  a single 
fixture  divided  by  7.5  which  provides  the  flow  rate  of  that  par- 
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ticular  plumbing  fixture  as  a unit  of  flow.  Fixtures  are  rated  as 
multiples  of  this  unit  of  flow. 

52)  Flood  level.  See  Flooded,  1.(54). 

53)  Flood-level  rim.  Top  edge  of  the  receptacle  from  which  water 
overflows . 

54)  Flooded.  When  the  liquid  in  a fixture  rises  to  the  flood-level  rim 
or  overflows  into  the  floor. 

55)  Flush  valves.  Device  located  at  the  bottom  of  the  tank  for  the 
purpose  of  flushing  water  closets  and  similar  fixtures. 

56)  Flushometer  valve.  Device  which  discharges  a predetermined  quantity 
of  water  to  fixtures  for  flushing  purposes  and  is  actuated  by  direct 
water  pressure. 

57)  Grade.  Slope  or  fall  of  a line  of  pipe  in  reference  to  a horizontal 
plane.  In  drainage  it  is  usually  expressed  as  the  fall  in  a fraction 
of  an  inch  per  foot  length  of  pipe. 

58)  Grease  interceptor.  See  Interceptor,  1.(70). 

59)  Grease  trap.  See  Interceptor,  1.(70). 

60)  Hangers . See  Supports,  1.(122). 

61)  Horizontal  branch.  Drain  pipe  extending  laterally  from  a soil  or 
waste  stack  or  building  drain,  with  or  without  vertical  sections 
or  branches,  which  receives  the  discharge  from  one  or  more  fixture 
drains  and  conducts  it  to  the  soil  or  waste  stack  or  to  the  build- 
ing (house)  drain. 

62)  Horizontal  pipe.  Any  pipe  or  fitting  which  makes  an  angle  of  more 
than  45°  with  the  vertical. 

63)  House  drain.  See  building  drain,  1.(19). 

64)  House  sewer.  See  Building  sewer,  1.(20). 
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6£)  House  trap.  See  building  trap,  1.(24). 

66)  Indirect  waste  pipe.  Pipe  that  does  not  connect  directly  with  the 
drainage  system  but  conveys  liquid  wastes  by  discharging  into  a 
plumbing  fixture  or  receptacle  which  is  directly  connected  to  the 
drainage  system. 

67)  Individual  vent.  Pipe  installed  to  vent  a fixture  trap  and  which 
connects  with  the  vent  system  above  the  fixture  served  or  terminates 
in  the  open  air. 

68)  Industrial  wastes.  Liquid  wastes  resulting  from  the  process  employed 
in  industrial  establishments  and  are  free  of  fecal  matter. 

69)  Insanitary.  Contrary  to  sanitary  principles--injurious  to  health. 

70)  Interceptor.  Device  designed  and  installed  so  as  to  separate  and 
retain  deleterious,  hazardous,  or  undesirable  matter  from  normal 
wastes  and  permit  normal  sewage  or  liquid  wastes  to  discharge  into 
the  disposal  terminated  by  gravity. 

71)  Leader  (downspout) . The  water  conductor  from  the  roof  to  the  build- 
ing storm  drain,  combined  building  sewer,  or  other  means  of  disposal. 

72)  Liquid  waste.  Discharge  from  any  fixture,  appliance,  or  appurten- 
ance, in  connection  with  a plumbing  system  which  does  not  receive 
fecal  matter. 

73)  Load  factor.  Percentage  of  the  total  connected  fixture  unit  flow 
rate  which  is  likely  to  occur  at  any  point  in  the  drainage  system. 

It  varies  with  the  type  of  occupancy,  the  total  flow  unit  above  this 
point  being  considered  and  with  the  probability  factor  of  simul- 
taneous use. 

74)  Local  ventilating  pipe.  Pipe  on  the  fixture  side  of  the  trap  through 
which  vapor  or  foul  air  is  removed  from  a room  or  fixture. 
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75)  Loop  vent.  Same  as  a circuit  vent  except  that  it  loops  back  and 


connects  with  a stack  vent  instead  of  a vent  stack. 

76)  Main.  Principal  artery  of  the  system  of  continuous  piping  to  which 
branches  may  be  connected. 

77)  Main  sewer.  See  Public  sewer.  1.(94). 

78)  Main  vent.  Principal  artery  of  the  venting  system,  to  which  vent 
branches  may  be  connected. 

79)  May.  The  word  "may"  is  a permissive  term. 

80)  Nuisance.  The  word  "nuisance"  embraces  public  nuisance  as  known  at 
common  law  or  in  equit  jurisprudence;  and  whatever  is  dangerous  to 
human  life  or  detrimental  to  health;  whatever  building,  structure, 

or  premises  is  not  sufficiently  ventilated,  sewered,  drained,  cleaned 
or  lighted,  in  reference  to  its  intended  or  actual  use;  or  what- 
ever renders  the  air  or  human  food  or  drink  or  water  supply  unwhole- 
some, are  also  severally,  in  contemplation  of  this  chapter,  nuisances. 

81)  Offset . Combination  of  elbows  or  bends  which  brings  one  section  of 
the  pipe  out  of  line  but  into  a line  parallel  with  the  other 
section. 

82)  Person.  A natural  person,  his  heirs,  executors,  administrators  or 
assigns;  and  includes  a firm,  partnership,  or  corporation,  its  or 
their  successors  or  assigns.  Singular  includes  plural;  male 
includes  female. 

83)  Pitch.  See  Grade,  1.(57). 

84)  Plumbing.  The  practice,  materials,  and  fixtures  used  in  the  install- 

ation, maintenance,  extension,  and  alteration  of  all  piping,  fixtures, 
appliances,  and  appurtenances  in  connection  with  any  of  the  follow- 
ing: Sanitary  drainage  or  storm  drainage  facilities,  the  venting 
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system  and  the  public  or  private  water  supply  systems,  within  or 
adjacent  to  any  building,  structure,  or  conveyance;  also  the 
practice  and  materials  used  in  the  installation,  maintenance, 
extension  or  alteration  of  the  storm-water,  liquid-waste,  or  sewer- 
age, and  water-supply  systems  of  any  premises  to  their  connection 
with  any  point  of  public  disposal  or  other  acceptable  terminal. 

85)  Plumbing  fixtures.  Installed  receptacles,  devices,  or  appliances 
which  are  supplied  with  water  or  which  receive  or  discharge  liquids 
or  other  liquid-borne  wastes,  with  or  without  discharge  into  the 
drainage  system  with  which  they  may  be  directly  or  indirectly 
connected. 

86)  Plumbing  inspector.  See  Administrative  authority,  1.(1). 

87)  Plumbing  system.  Includes  the  water-supply  and  distribution  pipes; 
plumbing  fixtures  and  traps;  soil,  waste,  and  vent  pipes;  building 
drains  and  building  sewers  including  their  respective  connections, 
devices,  and  appurtenances  within  the  property  lines  of  the  prem- 
ises, and  water  treating  or  water-using  equipment. 

88)  Pool.  Water  receptacle  used  for  swimming  or  as  a plunge  or  other 
bath,  designed  to  accomodate  more  than  one  bather  at  a time. 

89)  Potable  water.  Water  which  is  satisfactory  for  drinking,  culinary 
and  domestic  purposes,  and  meets  the  requirements  of  Chapter  8. 

90)  Private  or  private  use.  Private  applies  to  fixtures  in  residences 
and  apartments  to  fixtures  in  private  bathrooms  of  hotels  and  sim- 
ilar installations  where  the  fixtures  are  intended  for  the  use  of 
a family  or  an  individual. 

o 

91)  Private  sewer.  A sewer  privately  owned  and  not  directly  controlled 
by  public  authority. 
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or  public  use.  Public  applies  to  fixtures  in  general;  toilet 
rooms  of  schools,  gymnasiums,  hotels,  railroad  stations,  public 
buildings,  bars,  public  comfort  stations,  and  other  installations 
(whether  pay  or  free)  where  a number  of  fixtures  are  installed  so 
that  their  use  is  similarly  unrestricted. 

93)  Public  official.  See  Administrative  authority,  1.(1). 

94)  public  sewer.  A common  sewer  directly  controlled  by  public  author- 
ity. 

95)  Relief  vent.  A vent,  the  primary  function  of  which  is  to  provide 
circulation  of  air  between  drainage  and  vent  systems. 

96)  J.eturn  offset.  Double  offset  installed  so  as  to  return  the  pipe  to 
its  original  alignment. 

97}  Revent  pipe.  That  part  of  a vent  pipe  line  which  connects  directly 
with  an  individual  waste  or  group  of  wastes,  underneath  or  back  of 
the  fixture,  and  extends  either  to  the  main  or  branch  vent  pipe. 

98)  Rim.  Unobstructed  open  edge  of  a fixture. 

99)  _^ser.  Water-supply  pipe  which  extends  vertically  one  full  story 
or  more  to  convey  water  to  branches  or  fixtures. 

100)  Roof  drain.  Drain  installed  to  receive  water  collecting  on  the 
surface  of  a roof  and  to  discharge  it  into  the  leader  (downspout) . 

101)  Roughing- in.  Installation  of  all  parts  of  the  plumbing  system 
which  can  be  completed  prior  to  the  installation  of  fixtures.  This 
includes  drainage,  water-supply,  and  vent  piping,  and  the  necessary 
fixture  supports. 

102)  Sand  interceptor.  See  Interceptor,  1.(70). 

103)  Sanitary  sewer.  Pipe  which  carries  sewage  and  excludes  storm,  sur- 
face, and  ground  water. 
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104)  Second  hand.  That  which  has  been  installed,  and  has  been  used, 
removed,  and  passed  to  another  ownership  or  possession. 

105)  Septic  tank.  Water-tight  receptacle  which  receives  the  discharge 

of  a drainage  system  or  part  thereof,  and  is  designed  and  constructed 
so  as  to  separate  solids  from  the  liquid,  digest  organic  matter 
through  a period  of  detention,  and  allow  the  liquids  to  discharge 
into  the  soil  outside  of  the  tank  through  a system  of  open-joint  or 
perforated  piping. 

106)  Separator.  See  Interceptor,  1.(70). 

107)  Sewage.  Any  liquid  waste  containing  animal  or  vegetable  matter  in 
suspension  or  solution,  and  may  include  liquids  containing  chemicals 
in  solution. 

108)  Shall . The  word  "shall"  is  a mandatory  term. 

109)  Side  vent.  A vent  connecting  to  the  drain  pipe  through  a fitting 

at  an  angle  not  greater  than  forty-five  degrees  45°  to  the  vertical. 

110)  Size  of  pipe  and  tubing.  See  Diameter,  1.(37). 

111)  Slope . See  Grade,  1.(57). 

112)  Soil  pipe.  Any  pipe  which  conveys  the  discharge  of  water  closets 
or  fixtures  having  similar  functions,  with  or  without  tlie  discharge 
from  other  fixtures,  to  the  building  drain  or  building  sewer. 

113)  Soil  vent.  See  stack  vent,  1.(117). 

114)  Special  waste  pipe. 

115)  Stack.  Vertical  main  of  a system  of  soil,  waste,  or  vent  piping. 

116)  Stack  group.  Location  of  fixtures  in  relations  to  the  stacks  so 
that  by  means  of  proper  fittings,  vents  may  be  reduced  to  a minimum. 

117)  Stack  vent.  (waste  vent  or  soil  vent).  Extension  of  a soil  or 
waste  stack  above  the  highest  horizontal  drain  connected  to  the  stack. 
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118)  Stack  venting.  Method  of  venting  a fixture  or  fixtures  through  the 
soil  or  waste  stack. 

Storm  drain.  See  building  storm  drain,  1.(21). 

120)  Subsoil  drain.  A drain  which  receives  only  subsurface  or  seepage 
water  and  conveys  it  to  a place  of  disposal. 

121)  Sum£.  Tank  or  pit  which  receives  sewage  or  liquid  waste,  located 
below  the  normal  grade  of  the  gravity  system  and  which  must  be 
emptied  by  mechanical  means. 

122)  Supports.  Supports,  hangers,  and  anchors  are  devices  for  supporting 
and  securing  pipe  and  fixtures  to  walls,  ceilings,  floors,  or 
Structural  members. 

123)  Irap.  Fittings  or  device  so  designed  and  constructed  as  to  provide, 
when  properly  vented,  a liquid  seal  which  will  prevent  the  back 
passage  of  air  without  materially  affecting  the  flow  of  sewage  or 
waste  water  through  it. 

124)  Trap  seal.  Maximum  vertical  depth  of  liquid  that  a trap  will  retain, 
measured  between  the  crown  weir  and  the  top  of  the  dip  of  the  trap. 

125)  Vacuum  breaker.  See  Backflow  preventer,  1.(8). 

126)  Vent  pipe.  See  Vent  system,  1.(128). 

127)  ^ent  stack.  Vertical  vent  pipe  installed  primarily  for  the  purpose 
of  providing  circulation  of  air  to  and  from  any  part  of  the  drain- 
age system. 

128)  _Vgnt  system.  Pipe  or  pipes  installed  to  provide  a flow  of  air  to 
or  from  a drainage  system  or  to  provide  a circulation  of  air  within 
such  system  to  protect  trap  seals  from  siphonage  and  back  pressure. 

129)  .Vent  waste.  See  stack  vent,  1.(117). 
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1^0')  Vertical  pine.  Anv  pipe  or  fitting  which  is  installed  in  a vertical 

position  or  which  makes  an  angle  of  not  more  than  45  with  the  vertical. 

151)  Waste.  See  Liquid  Waste,  1.(72),  and  Industrial  Wastes,  h.Ol  (68). 

152)  Waste  Pipe.  Pipe  which  conveys  only  liquid  waste,  free  of  fecal  matter. 

155)  Water-Distributing  Pipe.  Pipe  which  conveys  water  from  the  water  ser- 
vice pipe  to  the  plumbing  fixture  and  other  water  outlets. 

154)  Water  main  (street) . Water-supply  pipe  for  public  or  community  use. 

155)  Water  outlet.  As  used  in  connection  with  the  water-distributing 
system,  is  the  discharge  opening  for  the  water  (1)  to  a fixture; 

(2)  to  atmospheric  pressure  (except  into  an  open  tank  which  is  part 
of  the  water-supply  system;  (3)  to  a boiler  or  heating  system;  (4)  to 
any  water  operated  device  or  equipment  requiring  water  to  operate, 
but  not  a part  of  the  plumbing  system. 

136)  Water  riser  pipe.  See  riser,  1.(99). 

137)  Water-service  pipe.  Pipe  from  the  water  main  or  other  source  of  water 
supply  to  the  building  served. 

138)  Water-supply  system.  Water-service  pipe,  water-distributing  pipes, 
and  the  necessary  connecting  pipes,  fittings,  control  valves,  and  all 
appurtenances  in  or  adjacent  to  the  building  or  premises. 

139)  Wet  vent.  Vent  which  receives  the  discharge  from  wastes  other  than  water 
closets . 

140)  Yoke  vent.  Pipe  connecting  upward  from  a soil  or  waste  stack  to  a vent 
stack  for  the  purpose  of  preventing  pressure  change  in  the  stacks. 

PH-17.2  General  Regulations 

(1)  Conformance  with  code--All  plumbing  systems  hereafter  installed  shall  con- 
form at  least  with  the  provisions  of  this  Chapter. 

(2)  Grade  of  horizontal  drainage  piping--Horizontal  drainage  piping  shall 
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be  run  in  practical  alignment  at  a uniform  grade.  (See  Section  PH-17.11 

for  specific  slopes.) 

(3)  Change  in  direction. 

a)  Fittings--Changes  in  direction  in  drainage  piping  shall  be  made  by 
the  appropriate  use  of  45-degree  wyes,  long-or-short-sweep  quarter 
bends,  sixth,  eighth,  or  sixteenth  bends,  or  by  a combination  of 
these  or  equivalent  fittings.  Single  and  double  sanitary  tees  and 
quarter  bends  may  be  used  in  drainage  lines  only  where  the  direc- 
tion flow  is  from  the  horizontal  to  the  vertical. 

b)  Heel  or  side-inlet  bend--A  heel  or  side-inlet  quarter  bend  shall 
not  be  used  as  a vent  when  the  inlet  is  placed  in  a horizontal 
position. 

c)  Obstruction  to  flow--No  fittings,  connection,  device,  or  method  of 
installation  which  obstructs  or  retards  the  flow  of  water,  wastes, 
sewage  air  in  the  drainage  or  venting  systems  in  an  amount  greater 
than  the  normal  frictional  resistance  to  flow,  shall  be  used  unless 
it  is  indicated  as  acceptable  in  this  Chapter  or  is  approved  by  the 
Administrative  Authority  as  having  a desirable  and  acceptable 
function  and  as  of  ultimate  benefit  to  the  proper  and  continuing 
functioning  of  the  plumbing  system.  The  enlargement  of  a 3-inch 
closet  bend  or  stub  to  4 inches  shall  not  be  considered  an 
obstruction. 

(4)  Repair  and  alterations. 

a)  Existing  buildings--In  existing  buildings  or  premises  in  which 
plumbing  installations  are  to  be  altered,  repaired,  or  renovated 
necessary  deviations  from  the  provision  of  this  Chapter,  may  be 
permitted,  provided  such  deviations  conform  to  the  intent  of  the 
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L'hai'ter  and  are  approved  in  writing  by  the  Administrative  Authority 
to  install  such  additional  plumbing  or  drainage  equipment  as  may  be 
necessary  to  abate  such  nuisance. 

Sewer  and  water  pipes--Water  service  pipes,  or  any  underground  water 

pipes,  sliall  not  be  run  or  laid  in  the  same  trench  as  the  building 

sewer  or  drainage  piping,  except  as  provided  for  in  sections  10  and  11. 

Ijencliing,  excavation,  and  backfill. 

ai  Support  of  piping--All  piping  shall  be  supported  throughout  its 
entire  length. 

b ) liinneling  and  driving- -Tunneling  may  be  done  in  yards,  courts,  or 
driveways  of  any  building  site.  When  pipes  are  driven,  the  drive 

f 

pipe  shall  be  at  least  one  size  larger  than  the  pipe  to  be  laid. 

l)  Open  trenches--All  excavations  required  to  be  made  for  the  install- 
ation of  a building-drainage  system,  or  any  part  thereof  within 
the  walls  of  a building,  shall  be  open  trench  work  and  shall  be 
kept  open  until  the  piping  has  been  inspected,  tested  and  accepted. 

d)  Mechanical  excavation--Mechanical  means  of  excavation  may  be  used 
under  conditions  approved  by  the  Administrative  Authority. 

e)  Backfilling--Adequate  precaution  shall  be  taken  to  insure  proper 
compactness  of  backfill  around  piping  without  damage  to  such 
piping. 

f)  Material  backf ill--Trenches  shall  be  backfilled  to  12”  above  the 
top  of  the  piping  with  clean  earth  which  shall  not  contain  stones, 
boulders,  cinder-fill,  or  other  materials  which  would  damage  or 
break  the  piping  or  cause  corrosive  action.  Mechanical  devices 
such  as  bulldozers,  graders,  etc.,  may  then  be  used  to  complete 
backfill  to  grade.  Fill  shall  be  properly  compacted. 
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(7)  Structural  safety--In  the  process  of  installing  or  repairing  any  part 
of  a plumbing  and  drainage  installation,  the  finished  floors,  walls, 
ceilings,  tile  work,  or  any  other  part  of  the  building  or  premises 
which  must  be  changed  or  replaced  shall  be  left  in  a safe  structural 
condition  in  accordance  with  the  requirements  of  the  local  Building  Code 
in  effect. 

(8)  Workmanship--Workmanship  shall  conform  to  accepted  good  practice. 

(9)  Protection  of  pipes 

a)  Breakage  and  corrosion- -Pipes  passing  under  or  through  walls  shall 
be  protected  from  breakage.  Pipes  passing  through  or  under  cinder 
or  concrete  or  other  corrosive  material  shall  be  protected  against 
external  corrosion  by  protective  coating,  wrapping  or  other  means 
which  will  prevent  such  corrosion. 

b)  Cutting  or  notching- -No  structural  member  shall  be  weakened  or  im- 
paired by  cutting,  notching,  or  otherwise,  except  with  the  approval 
of  the  Administrative  Authority  with  regard  to  local  Building  Code 
requirements . 

c)  Pipes  through  footings  or  foundation  walls--A  soil  or  waste  pipe, 
or  building  drain  passing  under  a footing  or  through  a foundation 
wall  shall  be  provided  with  a relieving  arch;  or  there  shall  be 
built  into  the  masonry  wall  an  iron  pipe  sleeve  two  pipe  sizes 
greater  than  the  pipe  passing  through  or  as  may  be  approved  in 
writing  by  the  Administrative  Authority  with  regard  to  local 
Building  Code  requirements. 

d)  Freezing--No  water,  soil,  or  waste  pipe  shall  be  installed  or  per- 
mitted outside  of  a building  or  in  an  exterior  wall  unless  adequate 
provision  is  made  to  protect  such  pipe  from  freezing  where  necessary. 
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(10)  l);iinage  to  drainage  system  or  public  sewer--It  shall  be  unlawful  for 
any  person  to  deposit  by  any  means  into  the  building  drainage  system  or 
into  a public  or  private  sewer  any  ashes;  cinders;  rags;  inflammable, 
poisonous,  or  explosive  liquids;  gases;  oils;  grease;  or  any  other 
material  whicl\  would  or  could  obstruct,  damage  or  overload  such  system 
oi'  sewer. 

(11)  Industrial  wastes--Wastes  detrimental  to  the  public  sewer  system  or 
d(^trimental  to  the  functioning  of  the  sewage-treatment  plant  shall  be 
treated  and  disposed  of  in  accordance  with  Chapters  20  and  21. 

(12)  Sleeves--Annular  space  between  sleeves  and  pipes  shall  be  filled  or 
tiglitly  calked  with  coal  tar  or  asphaltum  compound,  lead,  or  other 
material  as  may  be  approved  by  the  Administrative  Authority. 

; 1 1 ) la  t proofing . 

a)  Exterior  openings--All  exterior  openings  provided  for  the  passage 
of  piping  shall  be  properly  sealed  with  snugly  fitting  collars  of 
metal  or  other  approved  ratproof  material  securely  fastened  into 
place . 

b)  Interior  openings- - Interior  openings  through  walls,  floors,  and 
ceilings  shall  be  ratproofed  as  approved  by  the  Administrative 
Authority. 

(14)  Used  or  second-hand  equipment--It  shall  be  unlawful  to  purchase,  sell, 
or  install  used  equipment  or  material  for  plumbing  installation  unless 
it  complies  with  the  minimum  standards  set  forth  in  this  Chapter. 

(15)  Condemned  equipment--Any  plumbing  equipment  condemned  by  the  Administra- 
tive Authority  because  of  wear,  damage,  defects,  or  sanitary  hazards 
shall  not  be  re-used  for  plumbing  purposes. 

(16j  Piping  in  relation  to  footings. 
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a)  Paralleled--No  piping  shall  be  laid  parallel  to  footings  or  outside 
bearing  walls  closer  than  3 feet,  except  as  may  be  approved  by  the 
Administrative  Authority. 

b)  Depth--Piping  installed  deeper  than  footings  or  bearing  walls  shall 
be  45®  therefrom  except  as  may  be  approved  by  the  Administrative 
Authority. 

(17)  Drainage  below  sewer  level--Draining  piping  located  below  the  level  of 
the  sewer  shall  be  installed  as  provided  for  in  Sections  PH-17.10  and 
PH-17.11. 

(18)  Connections  to  plumbing  system  required--All  plumbing  fixtures,  drains, 
appurtenances,  and  appliances  used  to  receive  or  discharge  liquid 
wastes  or  sewage  shall  be  connected  properly  to  the  drainage  system  of 
the  building  or  premises,  in  accordance  with  the  requirements  of  this 
Chapter. 

(19)  Sewer  rcquired--Every  building  in  which  plumbing  fixtures  are  installed 
shall  have  a connection  to  a public  sewer  or  private  sewer  except  as 
provided  in  Sub-Section  2.(20). 

(20)  Individual  or  private  sewage--disposal  system--When  a public  sewer  is 
not  available  for  use,  sewage  and  drainage  piping  shall  be  connected 
to  an  individual  sewage-disposal  system  meeting  the  requirements  of 
Chapter  20. 

(21)  Location  of  fixtures. 

a)  Light  and  ventilation--Plumbing  fixtures  except  drinking  fountains 
and  single  lavatories,  shall  be  located  in  compartments  or  rooms 
provided  with  ventilation  and  illumination  conforming  to  standards 
of  good  practice. 

b)  Improper  location--Piping  fixtures  or  equipment  shall  not  be  located 
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in  such  a manner  as  to  interfere  with  the  normal  operation  of 
windows,  doors,  or  other  existing  openings. 

(22)  Piping  measurements--Except  where  otherwise  specified  in  this  chapter 
all  measurements  between  pipes  or  between  pipes  and  wall,  etc.,  shall 
be  made  to  the  center  lines  of  the  pipes. 

(23)  Venting--The  drainage  system  shall  be  provided  with  a system  of  vent 
piping  which  will  permit  the  admission  or  emission  of  air  so  that 
under  no  circumstance  of  normal  or  intended  use  shall  the  seal  of  any 
fixture  trap  be  subjected  to  a pressure  differential  of  more  than  1 
inch  of  water. 

(24)  Ventilation  ductS“-Ventilation  ducts  from  washrooms  and  toilet  rooms 
shall  exhaust  to  the  outer  air  or  form  an  independent  system. 

(25)  Ventilation  system--Ventilation  shall  conform  to  generally  accepted 
good  practice. 

(26)  Water  closet  connections. 

a)  Lead--Three-inch  bends  and  stubs  may  be  used  on  water  closets  or 
similar  connections,  provided  the  inlet  is  dressed  or  swedged  to 
receive  a 4-inch  floor  flange. 

b)  Iron--Three-inch  bends  may  be  used  on  water  closet  or  similar  con- 
nections, provided  a 4"  x 3”  floor  range  is  used  to  receive  the 
fixture  horn. 

c)  Reducing--four-by-three-inch  reducing  bends  are  acceptable 

(27)  Dead  Ends--In  the  installation  or  removal  of  any  part  of  a drainage 
system,  dead  ends  shall  be  avoided  except  where  necessary  to  extend 
a cleanout  so  as  to  be  accessible. 

(28)  Toilet  facilities  for  workmen- -Suitable  approved  toilet  facilities 
shall  be  provided  and  maintained  in  a sanitary  condition  for  the  use 


-182- 


of  workmen  during  construction. 


^-17.3  Materials--quality  and  weight. 

(1)  Materials. 

a)  Minim™  standards-The  materials  listed  in  this  section  shall  con- 
form at  least  to  the  standards  cited  when  used  in  the  construction, 
installation,  alteration,  or  repair  of  any  part  of  a plumbing  and 
drainage  system  constructed,  except  that  the  Administrative  Auth- 
ority may  allow  the  extension,  addition,  or  relocation  of  existing 
soil,  waste,  or  vent  pipes  with  materials  of  like  grade  or  quality, 
if  such  materials  were  installed  and  in  use  prior  to  the  passage 


of  this  Chapter. 

b)  National  accepted  standards  appearing  in  this  Chapter  are  national 
standards  with  applicable  specifications  of  recognized  technical 
societies,  associations,  groups,  boards  and  governmental  agencies 
with  which  plumbing  materials,  equipment  and  installation  shall 
comply  where  specified.  The  Cherokee  Tribal  Health  Department  in 
making  required  special  approvals  may  use  these  standards  but  shall 
not  be  limited  in  technical  decisions  on  cases  not  covered  by  these 
standards.  Copies  of  standards  referred  to  are  available  for  re- 
view at  the  Cherokee  Tribal  Health  Department, 

c)  Use  of  materials--Each  material  listed  in  Table  1 shall  conform  at 
least  to  one  of  the  standards  indicated  opposite  it.  Its  use  shall 


be  further  governed  by  the  requirements  imposed  in  other  Sections 
of  this  chapter.  Materials  not  included  in  the  Table  shall  be  used 
only  as  provided  for  in  Section  3.(1).  Materials  shall  be  free  of 
manufacturing  defects  or  damages  incurred  in  shipping,  handling  or 
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installation. 


cl)  Specifications  for  materials--Standard  specifications  for  materials 
for  plumbing  installations  are  the  applicable  specifications  of  the 
technical  authority  cited  in  Table  I of  this  Chapter.  Products  con- 
forming at  least  to  any  of  the  applicable  specifications  of  the 
cited  authority  listed  for  a given  material  shall  be  considered 
acceptable.  Standard  specifications  referred  to  are  listed  in  the 
National  Plumbing  Code  published  by  the  American  Society  of  Mechan- 
ical Engineers  (ASA  A40. 8-1955)  and  are  adopted  for  use  in  this 
code,  copies  of  which  are  available  for  review  at  the  OEH-IHS. 

NOTE  1.  Abbreviations  used  in  Table  I refer  to  standards  or  specifi- 
cations as  identified  below: 

ASA  American  Standards  approved  by  the  American  Standards  Association,  70 
East  45th  Street,  New  York,  New  York  10017. 

ASTM  Standards  and  Tentative  Standards  published  by  the  American  Society 

for  Testing  Materials,  1916  Race  Street,  Philadelphia,  Pennsylvania  19103. 

FS  Federal  Specifications  published  by  the  Federal  Specifications  Board  and 
obtained  from  the  Superintendent  of  Documents,  Government  Printing 
Office,  Washington,  D.  C.  20401. 

AWWA  Standards  and  Tentative  Standards  published  by  the  American  Water  Works 
Association,  521  Fifth  Avenue,  New  York,  New  York  10017. 

CS  Commercial  Standards  representing  recorded  voluntary  recommendations  of 
the  trade,  issued  by  the  United  States  Department  of  Commerce  and  obtain- 
able from  the  Superintendent  of  Documents,  Government  Printing  Office, 
Washington  D.  C.  20401. 

MSS  Standards  published  by  the  Manufacturers  Standardization  Society  of  the 
Valve  and  Fittings  Industry,  420  Lexington  Avenue,  New  York,  N.  Y.  10017. 
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SPR  Simplified  Practice  Reco.endations  representing  recorded  reco^endations 

of  the  trade  and  issued  by  the  U.  S.  Department  of  Conmierce.  Washington. 

D.  C.  20230. 

e)  Identification  of  materials-Each  length  of  pipe,  and  each  pipe 
fitting,  trap,  fixture,  and  device  used  in  a plumbing  system  shall 
have  cast,  stamped,  or  indelibly  marked  on  it  the  maker's  mark  or 
name,  the  weight,  type  and  classes  of  the  product  when  such  marking 
IS  required  by  the  approved  standard  that  applies. 

(2)  Special  Materials. 

a)  Lead-See  Table  I.  Sheet  lead  shall  be  not  less  than  the  following: 
For  safe  pans--not  less  than  4 pounds  per  square  foot.  For  Flash- 
ings of  vent  terminals-not  less  than  3 pounds  per  square  foot. 

Lead  bends  and  lead  traps  shall  be  not  less  than  1/8  inch  wall 
thickness . 

b)  Copper-Sheet  copper  shall  be  not  less  than  the  folowing:  Safe 

pans-12  ounces  per  square  foot.  Vent  terminal  flashings-8  ounces 
per  square  foot. 

c)  Calking  Ferrules  shall  be  manufactured  from  red  brass  and  shall  be 
in  accordance  with  the  following. 


Pipe  Sizes 

Inside  Diameter 

Length 

Minimum 

weight 

Inches 

Inches 

Inches 

2 

2-J^ 

4-J^ 

1 lb. 

0 oz . 

3 

3-% 

4-i^ 

1 lb. 

12  02. 

4 

4-?^ 

2 lb. 

8 oz . 

d)  Soldering  bushings  shall  be  of  red  brass  in  accordance  with  the 
following : 
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Pipe  Sizes 
Inches 


Minimum  ''/eight 
Each 


1-': 

6 

oz 

1-'. 

8 

oz 

2 

14 

oz 

2-^2 

1 

lb. 

6 

oz 

3 

2 

lb. 

0 

oz 

4 

3 

lb. 

8 

oz 

e)  Floor  flanges  for  water  closets  or  similar  fixtures  shall  be  not 
less  than  h"  inch  thick  for  brass--/^"  thick  and  not  less  than  2- 
inch  calking  depth  for  cast  iron  or  galvanized  malleable  iron.  If 
of  hard  lead,  they  shall  weigh  not  less  than  1 lb.  9 oz.  and  be 
composed  of  lead  alloy  with  not  less  than  7.75%  antimony  by  weight. 
Flanges  shall  be  soldered  to  lead  bends,  or  shall  be  calked  or 
screwed  to  other  metal.  Closet  screws  and  bolts  shall  be  brass. 

f)  Cleanouts-- 

1)  Cleanout  plugs  shall  be  of  brass  and  shall  conform  to  the  Feder- 
al Specifications  for  this  material. 

2)  Plugs  may  have  raised  square  heads  or  countersunk. 

3)  Countersunk  heads  should  be  used  where  raised  heads  may  cause 
a hazard. 

(3)  Alternate  methods  and  materials. 

a)  Existing  premises--In  existing  buildings  or  premises  in  which 
plumbing  installations  are  to  be  altered,  repaired,  or  renovated, 
the  Administrative  Authority  has  discretionary  powers  to  permit 
deviation  from  the  provisions  of  this  Chapter,  provided  that  such 
a proposal  to  deviate  is  first  submitted  for  proper  determination 
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in  order  that  health  and  safety  requirements,  as  they  pertain  to 
plumbing,  shall  be  observed. 

b)  Approval -Provisions  of  this  Chapter  are  not  intended  to  prevent 
the  use  of  any  material  device,  method  of  assemblage  or  install- 
ation, fixture,  or  appurtenance  not  specifically  authorized,  pro- 
vided such  alternate  has  been  approved  by  the  Administrative 
Authority. 

c)  Evidence  of  compliance--The  Administrative  Authority  shall  require 
sufficient  evidence  to  enable  him  to  judge  whether  proposed  altern- 
ates meet  the  requirements  of  this  Chapter  for  safety  and  health. 

d)  Tests--when  there  is  sufficient  evidence  to  substantiate  claims  for 
alternates,  the  Administrative  Authority  may  require  tests  of  com- 
pliance as  proof  to  be  made  by  an  approved  agency  at  the  expense  of 
the  applicant. 

e)  Test  procedure--Tests  shall  be  made  in  accordance  with  generally 
recognized  standards;  but  in  the  absence  of  such  standards,  the 
Administrative  Authority  shall  specify  the  test  procedure. 

f)  Repeated  tests--The  Administrative  Authority  may  require  tests  to 
be  repented  if,  at  any  time,  there  is  reason  to  believe  that  an 

alternate  no  longer  conforms  to  the  requirements  on  which  its 
approval  was  based. 

(4)  Approved  materials. 

a)  Periodic  review--All  standards  and  specifications  for  plumbing  fix- 
tures and  materials  are  subject  to  change.  They  are  reviewed  and 
revised  periodically  by  the  responsible  administrative  authorities 
and  automatically  become  a part  of  this  code  upon  their  adoption. 
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b)  Specific  usage--Each  section  of  this  Chapter  includes  specifically 
the  type  of  material  permitted  for  the  various  parts  of  the  plumbing 
system.  The  specifications  pertaining  to  each  of  those  materials 
are  indicated  in  Table  1. 

PH-17.4  Joints  and  Connections 

(1)  Tightness--Joints  and  connections  in  the  plumbing  system  shall  be  gas- 
tight  and  watertight  for  the  pressures  required  by  test,  with  the  except- 
ions of  those  portions  of  perforated  or  open-joint  piping  which  are 
installed  for  the  purpose  of  collecting  and  conveying  ground  or  seepage 
water  to  the  underground  storm  drains. 

(2)  Types  of  Joints. 

a)  Calked  joints--Calked  joints  for  castiron  bell-and-spigot  soil  pipe 
shall  be  firmly  packed  with  oakum  or  hemp  and  filled  with  molten 
lead  not  less  than  1 inch  deep  and  not  to  extend  more  than  1/8  inch 
below  rim  of  hub.  No  paint,  varnish,  or  other  coatings  shall  be 
permitted  on  the  jointing  material  until  after  the  joint  has  been 
tested  and  approved. 

b)  Threaded  j oints--screwed  j oints--Threaded  joints  shall  conform  to 
current  standards  of  the  American  National  Taper  Pipe  thread.  All 
burrs  shall  be  removed.  Pipe  ends  shall  be  reamed  or  filled  out  to 
size  of  bore,  and  all  chips  shall  be  removed.  Pipe-joint  cement  and 
paint  shall  be  used  only  on  male  threads. 

c)  Wiped  joints--Joints  in  lead  pipe  or  fittings,  or  between  lead  pipe 
or  fittings  and  brass  or  copper  pipe,  ferrules,  solder  nipples,  or 
traps,  shall  be  full-wiped  joints.  Wiped  joints  shall  have  an  ex- 
posed surface  on  each  side  of  a joint  not  less  than  3/4  inch  and  at 
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least  as  thick  as  the  material  being  jointed^  Wall  or  floor  flange 
lead-wiped  joints  shall  be  made  by  using  a lead  ring  or  flange 
placed  behind  the  joint  at  wall  or  floor.  Joints  between  lead 
pipe  and  cast  iron,  steel,  or  wrought  iron  shall  be  made  by  means 
of  a calking  ferrule,  soldering  nipple,  or  bushing. 

d)  Soldered,  or  sweat  joints--Soldered  or  sweat  joints  for  tubing  shall 
be  made  with  approved  fittings.  Surfaces  to  be  soldered  or  sweated 
shall  be  cleaned  bright.  The  joints  shall  be  properly  fluxed  and 
made  with  approved  solder.  Joints  in  copper  water  tubing  shall  be 
made  by  the  appropriate  use  of  approved  brass  water  fittings,  pro- 
perly sweated  or  soldered  together. 

e)  Flared  joints--Flared  joints  for  soft-copper  water  tubing  shall  be 
made  with  fittings  meeting  approved  standards.  The  tubing  shall  be 
expanded  with  a proper  flaring  tool. 

f)  Hot-poured  joints--Hot  poured  compound  for  clay  sewer  pipe  shall 
not  be  water  absorbent  and  when  poured  against  a dry  surface  shall 
have  a bond  of  not  less  than  100  pounds  per  square  inch.  All  sur- 
faces of  the  joints  shall  be  cleaned  and  dried  before  pouring.  If 
wet  services  are  unavoidable,  a suitable  primer  shall  be  applied. 
Compound  shall  not  soften  sufficiently  to  destroy  the  effectiveness 
of  the  joint  when  subjected  to  a temperature  of  160°F.  nor  be  sol- 
uble in  any  of  the  waste  carried  by  the  drainage  system.  Approx- 
imately 25%  of  the  joint  space  at  the  base  of  the  socket  shall  be 
filled  with  jute  or  hemp.  A pouring  collar,  rope,  or  other  device 
shall  be  used  to  hold  the  hot  compound  during  pouring.  Each  joint 
shall  be  poured  in  one  operation  until  the  joint  is  filled. 

Joints  shall  not  be  tested  until  one  hour  after  pouring. 
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g)  Precast  joints--Precast  collars  shall  be  formed  in  both  the  spigot 
and  bell  of  the  pipe  in  advance  of  use.  Collar  surfaces  shall  be 
conical  with  side  slopes  of  3°  with  the  axis  of  the  pipe  and  the 
length  shall  be  equal  to  the  depth  of  the  socket.  Prior  to  making 
joint  contact,  surfaces  shall  be  cleaned  and  coated  with  solvents 
and  adhesives  as  recommended  in  the  standard.  When  the  spigot  end 
is  inserted  in  the  collar,  it  shall  bind  before  contacting  the  base 
of  the  socket.  Material  shall  be  inert  and  resistant  to  both  acids 
and  alkalies. 

li)  Brazed  joints--Brazed  joints  shall  be  made  in  accordance  with  the 

provisions  of  Section  6 of  the  Code  for  Pressure  Piping  and  indicated 
standards . 

i)  Cement  mortar  j oints--Cement  joints  shall  be  used  only  when  specifi- 
cally permitted  in  other  Sections  of  this  Chapter  or  when  approved 
by  the  Administrative  Authority.  A layer  of  jute  or  hemp  shall  be 
inserted  into  the  base  of  the  joint  space  and  rammed  to  prevent  mor- 
tar from  entering  the  interior  of  the  pipe.  Jute  or  hemp  shall  be 
dipped  into  a slurry  suspension  of  portland  cement  in  water  prior 
to  insertion  into  bell.  Not  more  than  25%  of  the  joint  space  shall 
be  used  for  jute  or  hemp.  The  remaining  space  shall  be  filled  in 
one  continuous  operation  with  a thoroughly  mixed  mortar  composed 
of  one  part  cement  and  two  parts  sand,  with  only  sufficient  water 
to  make  the  mixture  workable  by  hand.  After  one-half  hour  of  set- 
ting the  joint  shall  be  rammed  around  entire  periphery  with  a blunt 
tool  to  force  the  partially  stiffened  mortar  into  the  joint  and  to 
repair  any  cracks  formed  during  the  initial  setting  period.  Pipe 
interior  shall  be  swabbed  to  remove  any  material  that  might  have 
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fallen  into  the  interior.  Additional  mortar  of  the  same  composition 
shall  then  be  troweled  so  as  to  form  a 45°  taper  with  the  barrel  of 
the  pipe. 

j)  Burned  lead  joints--Burned  (welded)  lead  joints  shall  be  lapped  and 
the  lead  shall  be  fused  together  to  form  a uniform  weld  at  least 

as  thick  as  the  lead  being  joined. 

k)  Bituminized  fiber  pipe  joints--Joints  in  bituminized  fiber  pipe  shall 
be  made  with  tapered  type  couplings  of  the  same  material  as  the 
pipe.  Joints  between  bituminized  fiber  pipe  and  metal  pipe  shall 

be  made  by  means  of  an  adapter  coupling  calked  as  required  in  Sub- 
section 4 (2)  (a)  . 

l)  Plastic  sewer  pipe  joints--Joints  in  plastic  pipe  shall  be  made 
with  a suitable  fitting  of  the  same  composition  as  the  pipe,  sealed 
by  solvent  welding.  Joints  between  plastic  pipe  and  metal  pipe  shall 
be  made  by  means  of  an  adapter  coupling  calked  as  required  in  Sec- 
tion 4 (2)  (a) . 

m)  Asbestos  cement  sewer  pipe  joints--Joints  in  asbestos  cement  pipe 
shall  be  made  with  sleeve  couplings  of  the  same  construction  as  the 
pipe,  sealed  with  rubber  rings  or  material  of  equal  quality.  Joints 
between  asbestos  cement  pipe  and  metal  pipe  shall  be  made  by  means 
of  an  adapter  coupling  calked  as  required  in  Section  4 (2)  (a) . 

(3)  Use  of  Joints. 

a)  Clay  sewer  pipe--Joints  in  vitrified  clay  pipe  or  between  such  pipe 
and  metal  pipe  shall  be  made  as  provided  in  Subsections  4 (2)  (f) 
and  4 (2)  (g) . 

b)  Cast  iron  pipe--Joints  in  cast  iron  pipe  shall  be  either  calked  or 
screwed,  as  provided  in  Subsection  4 (2)  (a)  and  4 (2)  (b) . 
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(.  ) Screw  pipe  to  cast  iron--Joints  between  wrought  iron,  steel,  brass, 
or  copper  pipe,  and  cast  iron  pipe  shall  be  either  calked  or  threaded 
joints  made  as  provided  in  Subsections  4 (2)  (a)  and  4 (2)  (b)  or 
shall  be  made  with  approved  adapter  fittings. 

d)  Lead  to  cast  iron,  wrought  iron  or  steel--Joints  between  lead  and 
cast  iron,  wrought  iron,  or  steel  pipe  shall  be  made  by  means  of 
wiped  joints  to  a calking  ferrule,  soldering  nipple,  or  bushing  as 
provided  in  Subsection  4 (2)  (c) . 

e)  Copper  water  tube--Joints  in  copper  tubing  shall  be  made  either  by 
tlie  appropriate  use  of  approved  brass  water  fittings,  properly 
sweated  or  soldered  together,  or  by  means  of  approved  compression 
fittings  as  provided  in  Subsections  4 (2)  (d)  and  4 (2)  (e) . 

(4)  Special  Joints. 

a I Copper  tubing  to  screwed  pipe  joints--Joints  from  copper  tubing  to 
threaded  pipe  shall  be  made  by  the  use  of  brass  converter  fittings. 
The  joint  between  the  copper  pipe  and  the  fitting  shall  be  properly 
sweated  or  soldered,  and  the  connection  between  the  threaded  pipe 
and  the  fitting  shall  be  made  with  a standard  pipe  size  screw  joint. 

b)  Welding  or  brazing--Brazing  or  welding  shall  be  performed  in  accord- 
ance with  requirements  of  recognized  standard  practice  and  by  qual- 
ified mechanics.  Brazing  or  welding  any  piping  of  the  drainage  sys- 
tem is  prohibited,  except  when  approved  in  writing  by  the  Administra- 
tive Authority. 

c)  Slip  joints--ln  drainage  and  water  piping,  slip  joints  may  be  used 
only  on  the  inlet  side  of  the  trap  or  in  the  trap  seal,  and  on  the 
exposed  fixture  supply. 

d)  Expansion  joints--Expansion  joints  must  be  accessible  and  may  be 


-192- 


used  where  necessary  to  provide  for  expansion  and  contraction  of 
the  pipes. 

e)  Ground  joint  brass  connections--Ground  joint  brass  connections 

which  allow  adjustment  of  tubing  but  provide  a rigid  joint  when  made 
up  shall  not  be  considered  as  slip  joints. 

(5)  Unions  (Screwed) . 

a)  Drainage  system--Unions  may  be  used  in  the  ttrap  seal  and  on  the  inlet 
side  of  the  trap.  Unions  shall  have  metal-to-metal  seats. 

b)  Water-supply  system--Unions  in  the  water-supply  system  shall  be 
metal-to-metal  with  ground  seats. 

(6)  Water  closet,  pedestal  urinal,  and  trap  standard  service--Fixture  con- 
nections between  drainage  pipes  and  water  closets,  floor-outlet  service 
sinks,  pedestal  urinals,  and  earthenware  trap  standards  shall  be  made 
by  means  of  brass,  hard-lead  or  iron  flanges,  calked,  soldered,  or 
screwed  to  the  drainage  pipe.  The  connection  shall  be  bolted,  with  an 
approved  gasket  or  washer  or  setting  compound  between  the  earthenware 
and  the  connection.  The  floor  flange  shall  be  set  on  an  approved  firm 
base.  The  use  of  commercial  putty  or  plaster  is  prohibited. 

(7)  Prohibited  joints  and  connections. 

a)  Drainage  system--Any  fitting  or  connection  which  has  an  enlargement, 
chamber,  or  recess  with  a ledge,  shoulder,  or  reduction  of  pipe 
area,  that  offers  an  obstruction  to  flow  through  the  drain,  is  pro- 
hibited. 

b)  No  fitting  or  connection  that  offers  abnormal  obstruction  to  flow 
shall  be  used.  The  enlargement  of  a 3-inch  closet  bend  or  stub  to 
4 inches  shall  not  be  considered  an  obstruction. 
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[S]  Waterproofing  of  openings- -Joints  at  the  roof,  around  vent  pipes,  shall 
be  made  watertight  by  the  use  of  lead,  copper,  galvanized-iron,  or  other 
approved  flashings  or  flashing  material.  Exterior  wall  openings  shall 
be  made  watertight. 

(9)  Increasers  and  reducers--Where  different  sizes  of  pipes  or  pipes  and 

fittings  are  to  be  connected,  the  proper  size  increasers  or  reducers  or 
reducing  fittings  shall  be  used  between  the  two  sizes. 


PH-17.5  Traps  and  Cleanouts 


(1)  Traps. 

a)  Fixture  traps--Plumbing  fixtures,  excepting  those  having  integral 
traps  sliall  be  separately  trapped  by  a water-seal  trap,  placed  as 
close  to  the  fixture  outlet  as  possible. 

1.  Provided,  that  a combination  plumbing  fixture  may  be  installed 
on  one  trap,  if  one  compartment  is  not  more  than  6 inches  deeper 
than  the  other  and  the  waste  outlets  are  not  more  than  30  inches 
apart . 

2.  Provided,  that  one  trap  may  be  installed  for  a set  of  not  more 
than  three  single-compartment  sinks  or  laundry  trays  or  three 
lavatories  immediately  adjacent  to  each  other  in  the  same  room, 
if  the  waste  outlets  are  not  more  than  30  inches  apart  and  the 
trap  is  centrally  located  when  three  compartments  are  installed. 

b)  Distance  of  trap  to  fixture--The  vertical  distance  from  the  fixture 
outlet  to  the  trap  weir  shall  not  exceed  24  inches. 

(2)  Type  and  size  of  traps  and  fixture  drains. 

a)  Trap  size--The  size  (nominal  diameter)  of  trap  for  a given  fixture 
shall  be  sufficient  to  drain  the  fixture  rapidly  but  in  no  case 
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less  than  given  in  Table  III. 

b)  Relation  to  fixture  drains-No  trap  shall  be  larger  than  the  fixture 
drain  to  which  it  is  connected. 

c)  Type  of  traps-- 

1.  Fixture  traps  shall  be  self-cleaning  other  than  integral  parts 
without  partitions  of  movable  parts  except  as  specifically 
approved  in  other  sections  of  this  chapter. 

2.  Slip  joints  or  couplings  may  be  used  on  the  trap  inlet  or  with- 
in the  trap  seal  of  the  trap  if  metal-to-metal  ground  joint  is 
used. 

3.  A trap  integral  with  the  fixture  shall  have  a uniform  interior 
and  smooth  waterway. 

d)  Drum  traps-- 

1.  Drum  traps  shall  be  3 or  4 inches  in  diameter  and  shall  be  pro- 
vided  with  a water  seal  of  not  less  than  2 inches. 

2.  The  trap  screw  shall  be  one  size  less  than  the  trap  diameter. 

(3)  General  Requirements. 

a)  Trap  seal-Each  fixture  trap  shall  have  a water  seal  of  not  less 
than  2 inches  and  not  more  than  4 inches,  except  where  a deeper 

seal  IS  required  by  the  Administrative  Authority  for  special  con- 
ditions . 

b)  Trap  cleanouts-- 

1.  Each  fixture  trap,  except  those  cast  integral  or  in  combination 
with  fixtures  in  which  the  trap  seal  is  readily  accessible  or 
except  when  a portion  of  the  trap  is  readily  removable  for 
cleaning  purposes,  shall  have  an  accessible  brass  trap  screw 
of  ample  size  protected  by  this  water  seal. 
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J.  Cleanouts  on  the  seal  of  a trap  shall  be  made  tight  with  threaded 
cleanout  plug  and  approved  washer. 

c)  Trap  level  and  protection--Traps  shall  be  set  true  with  respect  to 
tlieir  water  seals  and,  where  necessary,  they  shall  be  protected 
from  freezing. 

d)  Traps  underground--Underground  traps,  except  "P"  traps  into  which 
floor  drains  with  removable  strainers  discharge,  shall  be  provided 
with  accessible  and  removable  cleanouts. 

e)  Building  (house)  traps-- 

1.  Each  building  trap  when  installed,  shall  be  provided  with  a 
cleanout  and  a relieving  vent  or  fresh  air  intake. 

2.  Relieving  vents  or  fresh  air  intakes  need  not  be  larger  than 
h the  diameter  of  the  drain  to  which  they  connect. 

3.  Building  (house)  traps  shall  not  be  installed  except  where  so 
required  by  the  Administrative  Authority. 

f)  Prohibited  traps-- 

1.  No  trap  which  depends  for  its  seal  upon  the  action  of  movable 
parts  shall  be  used. 

2.  Full  "S"  traps  are  prohibited. 

3.  Bell  traps  are  prohibited. 

4.  Crown-vented  traps  are  prohibited. 

g)  Double  trapping--No  fixture  shall  be  doubled  trapped. 

(4)  Pipe  Cleanouts. 

a)  Location--Cleanouts  shall  be  not  more  than  50  feet  apart  in  horiz- 
ontal drainage  lines  of  4-inch  nominal  diameter  or  less  and  not  more 
than  100  feet  apart  for  larger  pipes. 

b)  Underground  drainage- -Cleanouts , when  installed  on  an  underground 
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dram,  shall  be  extended  to  or  above  the  finished  grade  level  direct 
ly  above  the  place  where  the  cleanout  is  installed;  or  may  be  extend- 

ed  to  outside  the  building  upon  approval  of  the  Administrative 
Authority. 

c)  Change  of  direction--Cleanouts  shall  be  installed  at  each  change  of 
direction  of  the  building  drain  greater  than  45°. 

d)  (oncealed  Piping--Cleanouts  on  concealed  piping  shall  be  extended 
througli  and  terminate  flush  with  the  finished  wall  or  floor;  oi- 
pits  or  chases  may  be  left  in  the  wall  or  floor,  provided  they  are 
ot  sufficient  size  to  permit  removal  of  the  cleanout  plug  and  proj)er 
cleaning  of  the  system. 

e)  Base  of  stacks--A  cleanout  shall  be  provided  at  or  near  the  foot  of 
eacli  vertical  waste  or  soil  stack.  For  buildings  with  a floor 
slab  on  fill  or  ground  with  less  than  18-inch  crawl  space  under 

the  floor  of  the  following  will  be  acceptable  in  lieu  of  a cleanout 
at  the  base  of  the  stack:  The  building  drain  may  be  extended  to 

the  outside  of  the  building  and  terminated  in  an  accessible  clean- 
out installed  in  the  building  drain  downstream  from  the  stack  not 
more  than  5 feet  outside  the  building  wall. 

f)  Building  drain  junction--there  shall  be  a cleanout  near  the  junc- 
tion of  the  building  drain  and  building  sewer  or  a cleanout  with 
"Y"  branch  inside  the  building  wall. 

g)  Directions  of  flow--Every  cleanout  shall  be  installed  so  that  the 
clean-out  opens  in  a direction  opposite  to  the  flow  of  the  drainage 
line  or  at  right  angle  thereto. 

h)  Cleanout  plugs  shall  not  be  used  for  the  installation  of  new  fixtures 
or  floor  drains  except  where  approved  in  writing  by  the  Administrative 
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Aut  hor it / . 


( :> ) Sire  of  ('leanouts. 

a)  Small  pipes--Cleanouts  shall  be  of  the  same  nominal  si,.e  as  the 

pipes  up  to  4 inches  and  not  less  than  4 indies  for  larger  piping. 

hi  l.aige  pipes--l'or  uiulerground  piping  over  10  indies,  manlioles  shall 

be  provided  and  located  at  each  90*-^  cliange  in  direction  ami  at 
intervals  oi  not  more  than  150  leet. 
c)  Covers- -Meta  1 covers  shall  be  provided  for  manholes. 

(())  Cileanout  clearances. 

a;  barge  p ipes--tM eanouts  on  3-inch  or  larger  pipe  shall  be  so  install- 
ed that  there  is  a clearance  of  not  less  tlian  18  inches  for  the 
purpose  of  rodding. 

b)  Small  pipes- -c leanouts  smaller  than  3 inches  shall  be  so  installed 
that  there  is  a 12-inch  clearance  for  rodding. 

c)  Cal  king- -Cement , plaster,  or  any  otiier  permanent  finishing  material 
sliall  not  be  placed  over  a cleanout  I’lug. 

dj  Concealment'-Where  it  is  necessary  to  conceal  a cleanout  plug,  a 
covering  plate  or  access  door  shall  be  provided  whicit  will  permit 
ready  access  to  the  plug. 

( ■/ ) Cleanout  equivalent--A  fixture  trap  or  a fixture  with  integral  trap, 
readily  removable  without  disturbing  concealed  roughing  work,  may  be 
accepted  as  a cleanout  equivalent,  if  there  is  no  more  tlian  one  90° 
bend  on  the  line  to  be  rodded. 

(8)  Acidproof  traps--Where  a vitrif ied-clay  or  other  brittleware,  acidproof 
trap  is  installed  underground,  it  shall  be  imbedded  in  concrete  to  a 
thickness  of  6 inches  from  the  bottom  and  sides  of  the  trap. 
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PH-17 . 6 Interceptors--Separators  and  Backwater  Valves 


fl)  Interceptors  and  separators. 

a)  When  required-- Interceptors  (including  grease,  oij  and  sand  inter- 
ceptors, etc. 3 shall  be  provided  when,  in  the  opinion  of  the  Admin- 
istrative Authority,  they  are  necessary  for  the  proper  handling  of 
liquid  wastes  containing  grease,  flammable  wastes,  sand  and  other 
ingredients  harmful  to  the  building  drainage  system,  the  public 
sewer  of  sewage-treatment  plants  or  processes. 

b)  Approval--The  size,  type  and  location  of  each  interceptor  or  sepa- 
rator shall  be  approved  by  the  Administrative  Authority  and  no 
wastes  other  than  those  requiring  treatment  or  separation  shall  be 
discharged  into  any  interceptor. 

c)  Separation--A  mixture  of  light  and  heavy  solids  or  liquids  and 
solids  having  various  specific  gravities  may  be  treated  and  then 
separated  in  an  interceptor  as  approved  by  the  Administrative 
Authority. 

(2)  Grease  interceptors. 

a)  Commercial  buildings--A  grease  interceptor  shall  be  installed  in 

the  waste  line  leading  from  sinks,  drains,  or  other  fixtures  in  the 
following  establishments  when  in  the  opinion  of  the  Administrative 
Authority,  a hazard  exists:  restaurants,  clubs,  or  other  establish- 

ments where  grease  can  be  introduced  into  the  drainage  system  in 
quantities  that  can  affect  line  stoppage  or  hinder  sewage  disposal. 

b)  Residential  units--A  grease  interceptor  is  not  required  for  individ- 
ual dwelling  units  or  any  private  living  quarters. 

(3)  Oil  separators--An  oil  separator  shall  be  installed  in  the  drainage 

system  or  section  of  the  system  where,  in  the  opinion  of  the  Adminis- 
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trative  Authority,  a hazard  exists  or  where  oils  or  other  flammables 
can  be  introduced  or  admitted  into  the  drainage  system  by  accident  or 
otherwise . 

(4)  Sand  interceptors--Commercial  installations--Sand  and  similar  inter- 
ceptors for  heavy  solids  shall  be  so  designed  and  located  as  to  be 
readily  accessible  for  cleaning,  and  shall  have  a water  seal  of  not 
less  than  6 inches. 

(5)  Venting  interceptors--Relief  vent-- Interceptors  shall  be  so  designed 
that  they  will  not  become  air  bound  if  closed  covers  are  used.  Each 
interceptor  shall  be  properly  vented. 

(6)  Accessibility  of  interceptors--Each  interceptor  shall  be  so  installed 
as  to  provide  ready  accessibility  to  the  cover  and  means  for  servicing 
and  maintaining  the  interceptor  in  working  and  operating  condition. 

The  use  of  ladders  or  the  removal  of  bulky  equipment  in  order  to  ser- 
vice interceptors  shall  constitute  a violation  of  accessibility. 

(7)  Interceptor's  efficiency. 

a)  Flow  rate--Interceptors  shall  be  rated  and  approved  for  their  effic- 
iency as  directed  by  the  Administrative  Authority  and  in  accordance 
with  standard  practice. 

b)  Approval --No  grease  interceptor  shall  be  approved  until  it  has 
successfully  passed  the  testing  and  rating  procedure  set  up  by  the 
Administrative  Authority. 

(8)  Maintenance--Interceptors  shall  be  maintained  in  efficient  operating 
condition  by  periodic  removal  of  accumulated  grease. 

(9)  Garage  Oil  Interceptors. 

a)  Where  required--Oi 1 separators  shall  be  installed  when  required  by 
the  Administrative  Authority. 
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b)  Minimum  dimension-Oil  separators  shall  have  a depth  of  not  less 
than  2 feet  below  the  invert  of  the  discharge  drain. 

c)  Motor  vehicle  storage--lnterceptors  shall  have  a capacity  of  6 
cubic  feet  where  not  more  than  three  vehicles  are  serviced  and  one 
cubic  foot  in  net  capacity  shall  be  added  for  each  additional  vehicle 
up  to  ten  vehicles.  Where  more  than  ten  vehicles  are  serviced  and 
stored,  the  Administrative  Authority  shall  determine  the  size  of 
separator  required. 

d)  Motor  vehicle  servicing-Where  storage  facilities  are  not  maintained, 
as  in  repair  shops,  the  capacity  of  the  separator  shall  be  based  on 

a net  capacity  of  1 cubic  foot  for  each  100  square  feet  of  surface 

to  be  drained  into  the  interceptor  with  a minimum  capacity  of  6 cubic 
feet . 

el  Special  type  separators-Before  installing  any  special  type  separa- 
tor a drawing  Including  all  pertinent  information  shall  be  submitted 
for  approval  of  the  Administrative  Authority. 

(10)  Backwater  Valves 

a)  Fixtures  subject  to  backflow-The  installation  of  backwater  devices 
shall  be  based  on  recommendations  from  the  Authority  having  admin- 
istration  for  the  public  sewer  system. 

b)  Fixture  branches--Backwater  valves  shall  be  installed  in  the  branch 
of  the  building  drain  which  receives  only  the  discharge  from  fixtures 
located  within  such  branch  and  below  grade. 

c)  Material--Backwater  valves  shall  have  all  bearing  parts  of  corrosion- 
resistant  material. 

d)  Backwater  valves  shall  be  so  constructed  as  to  insure  a mechanical 
seal  against  backflow. 
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e)  L)iaineter--Backwater  valves,  when  fully  opened,  shall  have  a capacity 
not  less  than  that  of  the  pipes  in  which  they  are  installed. 

f)  Location--Backwater  valves  shall  be  so  installed  as  to  provide 
accessibility  to  their  working  parts. 

PH-17.7  Plumbing  Fixtures 

(1)  General  requirements--materials--Plumbing  fixtures  shall  be  constructed 
from  approved  materials,  have  smooth  impervious  surfaces,  be  free  from 
defects  and  concealed  fouling  surfaces  and  except  as  permitted  else- 
where in  this  Chapter,  shall  conform  in  quality  and  design  to  one  of  the 
current  nationally  acceptable  standards  for  such  material: 

Staple  Porcelain  Plumbing  Fixtures,  NBS  Commercial  Standard,  Staple 
Vitreous  China  Plumbing  Fixtures,  NBS  Commercial  Standard,  Enameled  Cast 
Iron  Plumbing  Fixtures,  NBS  Commercial  Standard,  Earthenware  (Vitreous 
glazed)  Plumbing  Fixtures,  NBS  Commercial  Standard. 

"Plumbing  Fixtures  for  Land  Use",  Federal  Specifications.  Formed 
Steel  Enameled  Sanitary  Ware,  Federal  Specifications.  Formed  Metal 
Porcelain  Enameled  Sanitary  Ware,  NBS  Commercial  Standard. 

Hospital  Plumbing  Fixtures,  NBS  Simplified  Practice  Recommendation. 

"Plumbing  Fixtures,  Fittings,  Trim",  NBS  Simplified  Practice  Recommend- 
ation. 

"Lavatory  and  Sink  Traps",  NBS  Simplified  Practice  Recommendation. 

(2)  Alternate  materials— Sink  and  special  fixtures  may  be  made  of  soapstone, 
chemical  stoneware,  or  may  be  lined  with  lead,  copper-based  alloy,  nickel- 
copper  alloy,  corrosion-resisting  steel  or  other  materials  especially 
suited  to  the  use  for  which  the  fixture  is  intended. 

(3)  Overflows. 

a)  Design-When  any  fixture  is  provided  with  an  overflow,  the  waste 
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shall  be  so  arranged  that  the  standing  water  in  the  t'ixturo  cannot 
rise  in  the  overflow  when  the  stopper  is  closed  or  remain  in  the 
uvert low  when  the  fixture  is  empty. 

h)  Connection--The  overflow  pipe  from  a fixture  shall  be  connected 
on  the  house  or  inlet  side  of  the  fixture  trap,  except  that  over- 
flows of  flush  tanks  may  discharge  into  the  water  closets  or 
urinals  served  by  them,  but  it  shall  be  unlawful  to  connect  such 
overflows  with  any  other  part  of  the  drainage  system. 

(i)  Installation. 

a)  Cleaning--Plumbing  fixtures  shall  be  installed  in  a manner  to 
afford  easy  access  for  cleaning.  Where  practical,  all  pipes  from 
fixtures  shall  be  run  to  the  nearest  wall. 

b)  Joints--Where  fixtures  come  in  contact  with  wall  and  floors,  the 
joint  shall  be  water-tight. 

c)  Securing  f ixtures--Floor-outlet  fixtures  shall  be  rigidly  se9ured 
by  screws  or  bolts. 

d)  Wall-hung  bowls--Wall-hung  water-closet  bowls  shall  be  rigidly 
supported  by  a concealed  metal  supporting  member  so  tliat  no  strain 
is  transmitted  to  the  closet  connection. 

e)  Setting--Fixtures  shall  be  set  level  and  in  proper  alignment  with 
references  to  adjacent  walls. 

(5)  Water-supply  protection- -The  supply  lines  or  fittings  for  every  plumb- 
ing fixture  shall  be  so  installed  as  to  prevent  backflow.  (See  Sub- 
section 9.10  (4)  (c) . ) 

(6)  Prohibited  fixtures  and  connections. 

a)  Fixtures-Pan,  valve,  plunger,  offset,  washout,  latrine,  frostproof, 
and  other  water  closets  having  an  invisible  seal  or  an  unventilated 
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space  or  having  walls  which  are  not  thoroughly  washed  at  each  dis- 
charge, shall  be  proliibited.  Any  water  closet  which  might  permit 
siphonage  of  the  contents  of  the  bowl  back  into  the  tank  shall  be 
prohibited . 

b)  Connections--Fixtures  having  concealed  slip-joint  connections  shall 
be  provided  with  an  access  panel  or  utility  space  so  arranged  as  to 
make  the  slip  connections  accessible  for  inspection  and  repair. 

c)  Used  plumbing  fixtures  shall  not  be  installed  unless  they  have  been 
inspected  and  have  been  found  to  meet  the  requirements  of  this 
Chapter  and  are  in  satisfactory  physical  and  sanitary  condition. 

(7)  Water  Closets. 

a)  Public--Water-closet  bowls  for  public  use  shall  be  of  the  elongated 
type. 

b)  Flushing  device--Water-closet  tanks  shall  have  a flushing  capacity 
sufficient  to  properly  flush  the  water-closet  bowls  with  which 
they  are  connected. 

cj  Float  valves --Float  valves  in  lowdown  tanks  shall  close  tight  and 
provide  water  to  properly  refill  the  trap  seal  in  the  bowl. 

d)  Close-coupled  tanks--The  flush-valve  seat  in  close-coupled  water- 
closet  combinations  shall  be  1 inch  or  more  above  the  rim  of  the 
bowl,  so  that  the  flush-valve  will  close  even  if  the  closet  trap- 
way is  clogged;  or  any  closets  with  flush  valve  seats  below  the  rim 
of  the  bowl  shall  be  so  constructed  that  in  case  of  trap  stoppage 
water  will  not  flow  continuously  over  the  rim  of  t!ie  bowl. 

e)  Automatic  flush  valve- -Flushometers  shall  be  so  installed  that  they 
will  be  readily  accessible  for  repairing.  When  the  valve  is  operat- 
ed, it  shall  complete  the  cycle  of  operation  automatically,  opening 
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tally  and  closing  positively  under  the  service  pressure.  At  each 
operation  the  valve  shall  deliver  water  in  sufficient  volume  and 
at  a rate  that  will  thoroughly  flush  the  fixture  and  refill  the 
fixliM'e  trap.  Means  shall  be  provided  for  regulation  flush-valve 
flow.  Not  more  than  one  fixture  shall  be  served  by  a single  flush 
valve.  Protection  against  backflow  shall  be  provided  as  specified 
in  Sub-section  7(5) . 

f)  Seats--Water  closets  shall  be  equipped  with  seats  of  smooth  non- 
absorbent material.  All  seats  of  water  closets  provided  for  public 
use  shall  be  of  the  open-front  type.  Integral  water-closet  seats 
shall  be  of  the  same  material  as  the  fixture. 


(S)  Uiinals. 

a)  Automatic  flushing  tank--Tanks  flushing  more  than  one  urinal  shall 
be  automatic  in  operation  and  of  sufficient  capacity  to  provide  the 

necessary  volume  to  flush  and  properly  cleanse  all  urinals  simul- 
taneously. 

b)  Urinals  equipped  with  automatic  flush  valves--Flushometers  shall 
be  as  prescribed  in  Sub-Section  7 (7)  (e) , and  no  valve  shall  be 
used  to  flush  more  than  one  urinal . 

c)  Trough  urinals--Trough  urinals  shall  be  permitted  only  in  places 
of  temporary  occupancy.  They  shall  be  not  less  than  6 inches  deep 
and  shall  be  furnished  with  one-piece  backs  and  have  strainers  with 
outlets  at  least  1^2  inches  in  diameter.  The  washdown  pipe  shall  be 
perforated  so  as  to  flush  with  an  even  curtain  of  water  against 

the  back  of  the  urinal.  This  pipe  shall  be  securely  clamped  as 
high  as  practicable  to  the  back  of  the  urinal.  Trough  urinals 
shall  have  tanks  with  a flushing  capacity  of  not  less  than  I-2 
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gallons  of  water  for  eacli  2 feet  of  urinal  length. 

d)  liquivulent  length--Trough  urinals  shall  be  figured  on  the  basis  of 
one  (1)  urinal  for  each  18  inches  of  length,  i.e.: 

24"  urinal  equals  1 urinal 
5()"  urinal  equals  2 urinals 
48"  urinal  equals  2 urinals 
()()"  urinal  equals  3 urinals 
72"  urinal  equals  4 urinals 

e)  Surrounding  materials--Wall  and  floor  space  to  a point  1 foot  in 
front  of  urinal  lip  and  4 feet  above  the  floor,  and  at  least,  1 
foot  to  each  side  of  the  urinal  shall  be  lined  with  non-absorbent 
material . 

(9)  Strainers  and  fixture  outlets--All  plumbing  fixtures,  other  than  water 
closets  and  syphon-action  washdown  or  blowout  urinals,  shall  be  pro- 
vided with  metal  strainers  having  an  approved  waterway  area. 

(lU)  Lavatories--Lavatories  shall  have  waste  outlets  not  less  than  Ik  inches 
in  diametei'.  Wastes  may  have  open  strainers  or  may  be  provided  with 
stoppers . 

(11)  Shower  receptor  and  compartments. 

a)  Shower--All  shower  compartments,  except  those  built  directly  on  the 
ground  or  those  having  metal  enameled  receptors,  shall  have  a lead 
01  copper  shower  pan  or  of  material  approved  by  the  Administrative 
Authority.  The  pan  shall  turn  up  on  all  sides  at  least  2 inches 
above  finished  floor  level.  Traps  shall  be  so  constructed  that 
the  pan  may  be  securely  fastened  to  the  trap  at  the  seepage 
entrance  making  a watertight  joint  between  the  pan  and  the  trap. 
Shower  receptacle  waste  outlets  shall  not  be  less  than  2 inches 
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and  have  removable  strainer. 


b)  On  the  ground- -Shower  receptors  built  on  the  ground  shall  be  con- 
structed from  dense  non-absorbent  and  noncorrosive  materials  and 
shall  have  smooth  impervious  surfaces,  or  as  provided  in  Sub-sec- 
tion 7 (11)  (a) . 

c)  Dimensions- -Shower  compartments  shall  have  not  less  than  1,024 
square  inches  in  floor  area  and,  if  rectangular,  square,  or  tri- 
angular in  plan  shall  be  not  less  than  30  inches  in  shortest 
dimension. 

d)  Construction--Floors  under  shower  compartment  shall  be  laid  on  a 
smooth  and  structurally  sound  base  and  shall  be  lined  and  made 
watertight  with  sheet  lead,  copper  or  other  acceptable  materials. 
Shower  compartments  located  in  basements,  cellars,  or  in  other 
rooms  in  which  the  floor  has  been  laid  directly  on  the  ground 
surface  need  not  be  lined. 

e)  Public  or  institution  showers--Floors  of  public  shower  rooms  shall 
be  drained  in  such  a manner  that  no  waste  water  from  any  head  will 
pass  over  areas  occupied  by  other  bathers. 

f)  Walls--Shower  compartments  shall  have  walls  constructed  of  smooth, 
non-corrosive  and  nonabsorbent  waterproof  materials  to  a height 
of  not  less  than  6 feet  above  the  floor. 

g)  Joints--Built-in  tubs  with  overhead  showers  shall  have  waterproof 
joints  between  the  tub  and  waterproof  wall. 

(12)  Sinks. 

a)  Waste  outlets--Sinks  shall  be  provided  with  waste  outlets  not  less 
than  Ih  inches  in  diameter.  Waste  outlets  may  have  open  strainers 
or  may  be  provided  with  stoppers. 
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b)  Food  grinder s--Sinks  on  which  a food  waste  grinder  is  installed 
shall  have  a waste  opening  not  less  than  Zh  inches  in  diameter. 

(13)  Food  waste-grinder  units. 

a)  Separate  connections--Domestic  food-waste-disposal  units  shall  be 
connected  and  trapped  separately  from  any  other  fixture  or  compart- 
ment. Units  may  have  either  automatic  or  hand-operated  water  supply 
control.  (See  Sub-section  (4)  of  Section  9.10) 

b)  Grease  interceptors--No  food-waste  shall  be  connected  through  a 
grease  interceptor. 

c)  Commercial -type  grinders--Commercial  type  food-grinders  shall  be 
provided  with  not  less  than  a 2-inch  waste  line.  Each  waste  shall 
be  trapped  and  vented  as  provided  in  other  sections  of  this  Chapter. 

(14)  Drinking  fountains. 

a)  Design  and  construction--Drinking  fountains  shall  conform  to  Ameri- 
can Standard  Specifications  for  Drinking  Fountains. 

b)  Protection  of  water  supply--Stream  projectors  shall  be  so  assembled 
as  to  provide  an  orifice  elevation  as  specified  by  American  Standard 
Air  Gaps  in  Plumbing  Systems  and  American  Standard  Backflow  Prevent- 
ers in  Plumbing  Systems. 

(15)  Floor  drains. 

a)  Trap  and  strainers--Floor  drains  shall  have  metal  traps  and  a mini- 
mum water  seal  of  3 inches  and  shall  be  provided  with  removable 
strainers.  The  open  area  of  strainer  shall  be  at  least  2/3  of  the 
cross-section  area  of  the  drain  line  to  which  it  connects. 

b)  Size--Floor  drains  shall  be  of  a size  to  serve  efficiently  the 
purpose  for  which  it  is  intended. 
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(16)  Dishwashing  machines. 

a)  Protection--Domestic  dishwashing  machines  shall  meet  7‘equirements 
in  Sub-Section  7(5). 

b)  Separate  trap--Each  unit  shall  be  separately  trapped  or  discharged 
indirectly  into  a properly  trapped  and  vented  fixture. 

c)  Air-gap--Commercial  dishwashing  machines  shall  be  connected  through 
an  air  gap  or  as  provided  in  Section  9.09  "Indirect  Waste  Piping 
and  Special  Wastes,"  of  this  Chapter. 

d)  Hot  water--Dishwashing  machines  or  similar  dishwashing  equipment 
not  in  private  living  quarters  or  dwelling  units  shall  be  provided 
with  water  at  180°F.  minimum  for  sterilization. 

(17)  Multiple  wash  sinks. 

u)  Circular  type--Each  18  inches  of  wash  sink  circumference  (circul- 
ar type)  shall  be  equivalent  to  one  lavatory. 

b)  Straight-line  type--Multiple  wash  sinks  of  the  straight-line  type  shall 
have  hot  and  cold  combination  spouts  not  closer  than  18  inches 
from  adjacent  similar  spouts  and  each  spout  shall  be  considered 
the  equivalent  of  one  lavatory. 

(18)  Garbage-can  washers. 

a)  Di scharge--Garbage-can  washers  shall  not  discharge  through  a trap 
serving  any  other  device  or  fixture. 

b)  Grease  interceptor--The  discharge  from  a garbage-can  washer  shall 
be  connected  through  a grease  interceptor. 

c)  iBaskets--The  receptacle  receiving  the  wash  from  garbage  cans  shall 
be  provided  with  a basket  or  similar  device  to  prevent  the  discharge 
of  large  particles  into  the  building  drainage  system. 

tl ) Connei  t ions --(Vat er  supply  connections  shall  confrora  to  Sub-Section 
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I hi ) I .miKiry  t rays  . 

a)  Wa^te  out  1 cts--l:acli  compartment  of  a laundry  tray  shall  be  provided 
with  a waste  outlet  not  less  than  inches  in  diameter  witli  a 
stopper . 

b)  Overt low--Laundry-tray  overflows  shall  conform  to  the  requirements 
of  Sub-Section  7 (3)  (ai . 

(J(i)  Special  fixtures  and  specialties. 

a)  Water  and  drain  connec t i ons  - - bapt ist r i es , ornamental,  and  lily 
pools,  aquaria,  ornamental  fountain  basins  and  similar  construc- 
tions shall  be  provided  with  drainage  facilities,  and  all  water 

supplies  shall  be  protected  from  back-siphonage  as  required  in 
Sub-Section  7(5). 

b)  Approval--Specialties  requiring  water  and  waste  connections  shall 
be  submitted  for  appioval  of  the  Administrative  Authority. 

l-’l)  Minimum  facilities--Wherever  plumbing  fixtures  are  installed,  the  mini- 
mum number  of  each  type  of  fixture  installed  shall  be  in  accordance 
with  Table  II. 

PH-17.8  Hangers  and  Supports 

(Ij  Strain  and  stresses--Piping  in  a plumbing  system  shall  be  installed 
without  undue  strains  and  stresses  and  provision  shall  be  made  for 
expansion,  contraction  and  structural  settlement. 

(7)  Vertical  piping. 

a)  Attachment-Vertical  piping  shall  be  secured  at  sufficiently  close 
intervals  to  keep  the  pipe  in  alignment  and  carry  the  weight  of  the 
pipe  and  contents. 
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b)  Cast-iron  soil  pipe--Cast-iron  soil  pipe  shall  be  supported  at  not 
less  than  at  every  story  height  and  its  base. 

c)  Screwed  pipe--Screwed  pipe  (SPS)  shall  be  supported  at  not  less  than 
every  other  story  height. 

d)  Copper  tubing--Copper  tubing  at  each  story  for  piping  Ih  inches 
and  over  and  at  not  more  than  4-foot  intervals  for  Ih  inches  and 
smaller. 

e)  Lead  pipe--Lead  pipe  shall  be  supported  at  intervals  not  exceeding 
4 feet. 

[3)  Horizontal  piping. 

a)  Supports--Horizontal  piping  shall  be  supported  at  sufficiently  close 
intervals  to  keep  it  in  alignment  and  prevent  sagging. 

b)  Cast-iron  soil  pipe--Cast-iron  pipe  shall  be  supported  at  not  less 
than  5-foot  intervals. 

c)  Screwed  pipe--Screwed  pipe  (SPS)  shall  be  supported  at  approximately 
12-foot  intervals. 

d)  Copper  tubing--Copper  tubing  shall  be  supported  at  approximately 
6-foot  intervals  for  piping  \h  inches  and  smaller  and  10-foot 
intervals  for  piping  2 inches  and  larger. 

e)  Lead  pipe--Lead  pipe  shall  be  supported  by  strips  or  otherwise  for 
its  entire  length. 

f)  In  ground--Piping  in  the  ground  shall  be  laid  on  a firm  bed  for 
its  entire  length,  except  as  may  be  approved  by  the  Administrative 
Authority  for  special  conditions. 

(4)  Hangers  and  anchors. 

a)  Material--Hangers  and  anchors  shall  be  of  metal  of  sufficient 

strength  to  maintain  their  proportional  share  of  the  pipe  alignments 
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and  prevent  rattling. 

b)  Attachment--Hangers  and  anchors  shall  be  securely  attached  to  the 
building  construction. 

(5)  Strains  and  stresses. 

a)  Installation  of  pipe--Piping  in  a plumbing  system  shall  be  so  instal- 
led as  to  prevent  undue  strains  and  stresses. 

b)  Expansion  and  contraction--Provision  shall  be  made  for  expansion 
and  contraction  of  piping  and  for  structural  settlement  that  may 
affect  the  piping. 

c)  Piping  in  concrete--Piping  in  concrete  or  masonry  walls  or  footings 
shall  be  placed  or  installed  in  chases  or  recesses  which  will 
permit  access  to  the  piping  for  repair  or  replacement. 

(6)  Base  of  stacks. 

a)  Supports--Bases  of  cast-iron  soil  stacks  shall  be  supported  on  con- 
crete,brick  laid  in  cement  mortar,  metal  brackets  attached  to  the 
building  construction,  or  by  other  methods  approved  by  the 
Administrative  Authority. 

b)  Piping  material--Other  piping  material  shall  be  so  anchored  as  to 
take  the  load  off  the  stack  at  the  base. 

1 ’I i -17.9  Indirect  Waste  Piping  and  Special  Wastes 

(1)  Indirect  waste  piping. 

a)  General--Wastes  from  the  following  shall  discharge  to  the  building 
drainage  system  through  an  air  gap  serving  the  individual  fixtures, 
devices,  appliances  or  apparatus. 

b)  Food  handling--Establishments  engaged  in  the  storage,  preparation, 
selling,  serving,  processing,  or  otherwise  handling  of  food  shall 
have  the  waste  piping  from  all  refrigerators,  ice  boxes,  rinse 
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sinks,  cooling  or  refrigerating  coils,  laundry  washers,  extractors, 
steam  tables,  egg  boilers,  coffee  urns  or  similar  equipment  dis- 
charge indirectly  into  a water-supplied  sink  or  receptor  and  the 
outlet  waste  shall  terminate  at  least  2 inches  above  the  flood 
rim  of  such  sink  or  receptor. 

c)  Commercial  dishwashing  machines--Dishwashing  machines,  except  those 
in  private  living  quarters  or  dwelling  units,  shall  be  indirectly 
connected,  except  that  when  a dishwashing  machine  is  located  adja- 
cent to  a floor  drain  the  waste  from  the  dishwashing  machine  may 

be  connected  direct  on  the  sewer  side  of  the  floor-drain  trap. 

d)  Interceptor- -An  interceptor  may  be  placed  on  the  outlet  side  of 
the  dishwashing  machine,  or  on  the  discharge  side  of  the  indirect 
waste  receptor. 

e)  Conne  cti on--Indirect  waste  connections  shall  be  provided  for 
drains,  overflows,  or  relief  vents  from  the  water-supply  system. 

f)  Appliances--Devices,  or  apparatus  such  as  stills,  sterilizers,  and 
similar  equipment  requiring  water  and  waste  and  used  for  sterile 
material  shall  be  indirectly  connected  or  provided  with  an  air  gap 
between  the  trap  and  the  appliance. 

g)  Appliances--Devices,  or  apparatus  not  regularly  classed  as  plumbing 
fixtures  but  which  have  drips  or  drainage  outlets,  may  be  drained 
by  indirect  waste  pipes  discharging  into  an  open  receptacle  as  pro- 
vided in  SUB-Section  9 (1)  (b) . 

(2)  Material  and  size--The  material  and  size  of  indirect  waste  pipes  shall 

be  in  accordance  with.-the  provisions  of  the  other  section  of  this 

Chapter  applicable  to  sanitary-drainage  piping. 

(3)  Length 
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,i)  Iv'.iste  pipe- -Any  i}idirect  waste  pipe  exceeding  two  feet  in  length 
shall  he  trapped. 

h)  Maximujii  length--The  maximum  length  of  the  indirect  waste  to  vent 
shall  not  exceed  15  feet. 

c)  c:ieaning--lndirect  waste  piping  shall  be  so  installed  as  to  permit 
ready  access  for  flushing  and  cleansing. 

1)  Air  gap  or  backflow  preventer. 

a)  Provision  of  air  gap--The  air  gap  between  the  indirect  waste  and 
the  building  drainage  system  shall  be  at  least  twice  the  effective 
diameter  of  the  drain  served  and  shall  be  as  provided  in  Sub-Section 
9 (4)  (b)  or  (4)  (c)  . 

h)  By  extending  the  indirect  waste  pipe  to  an  open,  accessible  sloj) 
sink,  floor  drain,  or  other  suitable  fixture  which  is  properly 
trapped  or  vented.  The  indirect  waste  shall  terminate  a sufficient 
distance  above  the  flood  level  rim  of  the  receiving  fixture  to 
piovide  the  required  air  gap,  and  shall  be  installet.!  in  accordance 
with  other  applicable  sections  of  this  Chapter. 

c)  By  providing  a break  (air  gap)  in  the  drain  connection  on  the  inlet 
side  of  the  trap  serving  tlte  fixture,  device,  appliance,  or  apparatus 
) Receptors. 

a)  Installation--Waste  receptors,  serving  indirect  pipes  shall  not  be 
installed  in  any  toilet  room,  nor  in  any  inaccessible  oi-  unvent- 
ilated space  such  as  a closet  or  storeroom. 

b)  Cleanout  location--If  the  indirect  waste  receptor  is  set  below 
floor  level,  it  shall  be  equipped  with  a running  trap  set  adjacent 
to  the  sink  with  cleanout  brought  level  with  the  floor. 

c)  Strainers  and  baskets--Every  indirect  waste  receptor  shall  be 
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equipped  either  with  a readily  removable  metal  basket  over  which  all 
indirect  waste  pipes  shall  discharge,  or  the  indirect  waste  receptor 
shall  be  equipped  with  a beehive  strainer  not  less  than  four  (4) 
inches  in  height  except  as  otherwise  approved  by  the  Administrative 
Authority. 

d)  Splashing--All  plumbing  receptors  receiving  the  discharge  of  indirect 
waste  pipes,  shall  be  of  such  shape  and  capacity  as  to  prevent 
splashing  or  flooding.  No  plumbing  fixture  which  is  used  for  do- 
mestic or  culinary  purposes  shall  be  used  to  receive  the  discharge 
of  an  indirect  waste  pipe. 

(6)  Clear  water  wastes--Water  lifts,  expansion  tanks,  cooling  jackets, 
sprinkler  systems,  drip  or  overflow  pans,  or  similar  devices  which 
waste  clear  water  only  shall  discharge  into  a roof  or  into  the  building 
drainage  system  through  an  indirect  waste. 

(7j  Condensers  and  sumps--No  steam  pipe  shall  connect  to  any  part  of  a 
drainage  or  plumbing  system,  nor  shall  any  water  having  temperature 
above  140  degrees  Fahrenheit  be  discharged  into  any  part  of  a drainage 
system.  Such  pipes  may  be  indirectly  connected  by  discharging  into  an 
interceptor  or  into  the  drainage  system. 

(8)  Drinking  fountains--Drinking  fountains  may  be  installed  with  indirect 
wastes  when  approved  by  the  Administrative  Authority. 

(9)  S])ecial  wastes. 

a)  Acid  and  chemical  indirect  waste  pipes  shall  be  of  materials 
unaffected  by  the  discharge  of  such  wastes. 

b)  In  no  case  shall  corrosive  liquids,  spent  acids,  or  other  harmful 
chemicals  which  might  destroy  or  injure  a drain,  sewer,  soil  or 
waste  pipe,  or  which  might  create  obnoxious  or  toxic  fumes,  discharge 
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into  the  plumbing  system  without  being  thoroughly  diluted  or  neutra- 
lized by  passing  through  a properly  constructed  and  acceptable 
dilution  or  neutralizing  device.  Such  device  shall  be  automatically 
provided  with  a sufficient  intake  of  diluting  water  or  neutralizing 
medium,  so  as  to  make  its  contents  noninjurious  before  being  dis- 
charged into  the  soil  or  sewerage  system. 

,10)  Swinmdng  pools-All  waste  pipes  for  waste  water  from  swimming  or  wading 
pools  including  pool  drainage,  back  wash  from  filters,  water  from  scum 
gutter  drains  or  floor  drains,  which  serve  as  walks  around  pools,  shall 
be  installed  as  an  indirect  waste  utilizing  any  existing  circulation 
pump,  if  necessary,  when  indirect  waste  line  is  below  the  sewer  grade. 

PH-17.10  Water  Supply  and  Distribution 
(1)  Quality  of  water  supply. 

a)  Potable  water--Potable  water  is  water  which  is  satisfactory  for 
drinking,  culinary,  and  domestic  purposes,  and  meets  tlie  require- 
ments of  Chapter  PH-17.4. 

b)  Non-potable  water--Non-potable  water  shall  not  be  used  for  flushing 
water  closets  and  urinals  and  other  fixtures  which  may  not 
necessarily  require  potable  water  except  in  extremely  extenuating 
circumstances  and  provided  then  that  prior  to  installation  approval 
in  writing  of  plans  of  entire  plumbing  layout  shall  be  obtained 
from  the  Division  of  Health,  such  plans  showing  in  detail  how  the 
non-potable  water  will  be  inaccessible  for  drinking  or  culinary 
purposes . 

(2)  Color-code--Identif ication  of  piping.  All  piping  installations  approv- 
e d under  subsection  (1)  (b)  shall  be  adequately  and  durably  identi- 
fied by  a distinctive  yellow-colored  paint  so  that  it  is  readily 
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distinquished  from  piping  carrying  potable  water.  (See  American 
Standard  Association  Safety  Color  Code  for  Marking  Physical  Hazards.) 

(3)  Water  supply  mandatory-Every  building  in  which  plumbing  fixtures  are 
installed  and  are  for  human  occupancy  or  habitation  shall  be  provided 
with  an  ample  supply  of  pure  and  wholesome  water;  provided  that  such 
water  shall  comply  with  standards  of  chapter  PH-17.4,  except  such  require 
ment  is  not  mandatory  in  the  case  of  a single  family  dwelling  and  occu- 
pied by  its  owner  and  which  is  served  only  by  individual  private  water 
supply  system. 

(4)  frotection  of  potable  water  supply. 

a)  Cross-connections--Potable  water-supply  piping,  water  discharge  out- 
lets, backflow  prevention  devices  or  similar  equipment  shall  not  be 
so  located  as  to  make  possible  their  submergence  in  any  contaminated 
or  polluted  liquid  or  substance. 

b)  Approval  of  devices-Before  any  devices  for  the  prevention  of  back- 
flow  or  back-siphonage  is  installed,  it  shall  have  first  been  approv- 
ed by  a recognized  testing  laboratory  acceptable  to  the  Administra- 
tive Authority.  Devices  installed  in  a potable  water  supply  system 
for  protection  against  backflow  shall  be  maintained  in  good  working 
condition  by  the  person  or  persons  having  control  of  such  devices. 

The  Administrative  Authority  having  jurisdiction  may  inspect  such 
devices  and,  if  found  to  be  defective  or  inoperative,  shall  require 
the  repair  or  replacement  thereof. 

c)  3ackflol^^-The  water-distributing  system  shall  be  protected  against 
backflow.  Every  water  outlet  shall  be  protected  from  backflow, 
preferably  by  having  the  outlet  end  from  which  the  water  flows 
spaced  a distance  above  the  flood-level  rim  of  the  receptacle  into 
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wliicli  the  water  flows  sufficient  to  provide  a "minimum  required  air 
gap"  as  defined  in  American  Standard  Air  Gaps  in  Plumbing  Systems. 
Where  it  is  not  possible  to  provide  a minimum  air  gap,  the  water  out- 
let shall  be  equipped  with  an  accessibly  located  backflow  preventor 
complying  with  American  Standard  Backflow  Preventers  in  Plumbing 
Systems,  installed  on  the  discharge  side  of  the  manual  control  valve. 

d)  Special  devices--Where  it  is  not  possible  to  provide  either  a mini- 
mum air  gap  or  a backflow  preventer,  as  may  be  the  case  in  connection 
witli  cooling  jackets,  condensers  or  other  industrial  or  special 
appliances,  the  Administrative  Authority  shall  require  other  approved 
means  of  protection. 

( ) Vacum  breakers  and  air  gaps. 

a)  F lushometer- -Flushometers  shall  be  equipped  with  an  approved  vacuum 
breaker.  The  vacuum  breaker  shall  be  installed  on  the  discharge  side 
of  the  flushing  valve  with  the  critical  level  at  least  4 inches  above 
the  over-flow  rim  of  the  bowl. 

b)  Flushing  tanks- -Flushing  tanks  shall  be  equipped  with  an  approved 
ball-cock.  The  ball-cock  shall  be  installed  with  the  critical  level 
of  the  vacuum  breaker  at  least  1 inch  above  the  full  opening  of  the 
overflow  pipe.  In  cases  wliere  the  ball-cock  has  no  husti  tube,  the 
bottom  of  the  water  supply  inlet  shall  be  installed  1 inch  above 
the  full  opening  of  the  overflow  pipe. 

c)  Trough  urinals--Trough  urinals  shall  be  equipped  with  an  approved 
vacuum  breaker  installed  on  the  discharge  side  of  the  last  valve 
and  not  less  than  30  inches  above  the  spray  pipe. 

d)  Lawn  sprinklers--Lawn  sprinkler  systems  shall  be  equipped  with  an 
approved  preventer  on  the  discharge  side  of  each  of  the  last  valves. 
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The  backflow  preventer  shall  be  at  least  6 inches  above  the  highest 
sprinkler  head,  and  at  no  time  less  than  6 inches  above  the  surround- 
ing ground.  Where  combination  control  valves  and  backflow  preventers 
are  installed,  the  bottom  of  the  valve  shall  constitute  the  bottom 
of  the  backflow  preventer. 

e)  Valve  outlet--Fixtures  with  hose  attachments  shall  be  protected  by 
an  approved  backflow  preventer  installed  6 inches  above  the  highest 
point  of  usage  and  on  the  discharge  side  of  the  valve. 

(6)  Water  service  pipe. 

a)  Except  as  permitted  in  Sub-section  10  (6)  (b)  the  underground  water 
service  pipe  and  the  building  drain  or  building  sewer  shall  not  be 
less  than  10  feet  apart  horizontally  and  shall  be  separated  by 
undisturbed  or  compacted  earth. 

b)  The  water-service  pipe  may  be  placed  in  the  same  trench  with  the 

building  drain  and  building  sewer  provided  the  following  conditions 
are  met:  The  bottom  of  the  water-service  pipe,  at  all  points,  shall 

be  at  least  12  inches  above  the  top  of  the  sewer  line  at  its  highest 
point . 

The  water  service  pipe  shall  be  placed  on  a solid  shelf  excavated 
at  one  side  of  the  common  trench. 

The  number  of  joints  in  the  service  pipe  shall  be  kept  to  a minimum. 
The  materials  and  joints  of  sewer  and  water-service  pipe  shall  be 
installed  in  such  manner  and  shall  possess  the  necessary  strength 
and  durability  to  prevent  the  escape  of  solids,  liquids,  and  gases, 
therefrom,  under  all  known  adverse  conditions  such  as  corrosion, 
strains  due  to  temperature  changes,  settlements,  vibrations,  and 
superimposed  loads. 
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c)  Stop-and-waste  valve  conibination--Conibination  stop-and-waste  valves 
and  cocks  shall  not  be  installed  in  an  underground  service  pipe. 

d)  Private  water  supply--No  private  water  supply  shall  be  inter-connect 
ed  with  any  public  water  supply  without  the  specific  approval  of  the 
Division  of  iiealth. 

(~)  Water  pumping  and  storage  equipment. 

aj  Pumps  and  other  appl iances--Water  pumps,  tanks,  filters,  softeners, 
and  all  other  appliances  and  devices  shall  be  protected  against  con- 
tamination . 

b)  Water-supply  tanks--Potable  water-supply  tanks  shall  be  properly 
covered  to  prevent  the  entrance  of  foreign  material  or  insects  into 
the  water  supply.  Soil  or  waste  lines  shall  not  pass  directly  over 
such  tanks. 

c)  Pressure  tanks,  boilers,  and  relief  valves--The  drains  from  pressure 
tanks,  boilers,  relief  valves  and  similar  equipment  shall  be  connect 
ed  to  the  drainage  system  through  an  indirect  waste. 

d)  Cleaning,  painting,  repairing  water  tanks--A  potable  water-supply 
tank  used  for  domestic  purposes  shall  not  be  lines,  painted,  or 
repaired  with  any  material  which  will  affect  either  the  taste  or 
the  potability  of  the  water  supply  when  the  tank  is  returned  to 
service.  Tanks  shall  be  disconnected  from  the  system  during  such 
operations  to  prevent  any  foreign  fluid  or  substance  from  entering 
the  distribution  piping. 

(8)  Water-supply  tanks  (house-suction  booster) . 

a)  When  required- -When  the  water  pressure  from  the  city  mains  during 
flow  is  sufficient  to  supply  all  fixtures  freely  and  continuously, 
the  rate  of  supply  shall  be  supplemented  by  a gravity  house  tank 
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or  booster  system. 

b|  Support--All  water-supply  tanks  shall  be  suppoi'ted  in  accordant  i 
with  the  local  building  code  or  other  regulations  v.lncti  apply. 

c)  Overflow  for  water-supply  tanks--Overf low  pipes  for  gravity  tank'-, 
shall  discharge  above  and  within  6 indies  of  a roof  or  catch  basin, 
or  they  shall  discharge  over  an  open,  water  npplied  sink.  Adecpiate 
overflow  pipes  properly  screened  against  the  entrance  of  insects  and 
vermin  shall  be  provided. 

dj  Tank  supply--The  water-supply  inlet  within  the  tank  shall  lie  at  an 
elevation  of  not  less  than  is  required  for  an  air  gap  in  an  open 
tank  with  overflow,  but  in  no  case  shall  the  elevation  be  less  than 
4 inches  above  the  overflow- 

ei  Dra ins- -Water-supply  tanks  shall  be  provided  with  valved  drain  lines 
located  at  their  lowest  point  and  discharged  as  an  indirect  waste 
or  as  required  for  overflow  pipes  in  Sub-section  .10  (4)  (c)  . 

f)  Size  of  overflow- -Overflow  drains  for  water-supply  tanks  shall  not 
be  less  than  the  following: 

Drain  Pipe  Tank  Capacity 

(inches)  (gallons) 


1--- 

----Up 

to 

750 

IV- 

751 

to 

1,500 

2--- 

- 1,501 

to 

3,000 

2V- 

1 

o 

o 

to 

5,000 

3--- 

--5,001 

to 

7,500 

4___ 

Over 

7,500 

Each  drain  line  shall  be  equipped  with  a quick  opening  valve  of  the 
same  diameter  as  the  pipe. 

g)  Gravity  and  suction  tanks--Tanks  used  for  domestic  water  supply, 

combined  -.upply  to  tire  st.nidpipes  and  domestic  water  system,  or  to 
supply  standpipes  tor  lire  fighting  equipiiKiu  wiily,  shall  he  equipped 
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with  tight  covers  which  are  vermin  and  rodent  proof.  Such  tanks 

! 

shall  be  vented  with  a return  bend  vent  pipe  having  an  area  not  less  ! 
than  one-half  the  area  of  the  down  feed  riser  and  the  vent  opening 

I 

shall  be  covered  with  a metallic  screen  of  not  less  than  one  hundred  j 
(100)  mesh.  | 

h)  Pressure  tanks--Pressure  tanks  used  for  supplying  water  to  the  domes-  ; 
tic  water  distribution  system,  combined  supply  to  fire  standpipes  | 
and  domestic  water  system,  or  to  supply  standpipes  for  fire  equipment  ; 
only,  shall  be  equipped  with  an  acceptable  vacuum  breaking  device 
located  on  the  top  of  the  tank.  The  air  inlet  of  this  device  shall 
be  covered  with  a metallic  screen  of  not  less  than  one  hundred  (100) 
mesh. 

I 

(9)  Disinfection  of  potable  water  system  piping.  ’ 

a)  The  Administrative  Authority  having  jurisdiction  may  require  that  | 

a potable  water  system  or  any  part  thereof  installed  or  repaired  j 

be  disinfected  in  accordance  with  one  of  the  following  methods  be-  ' 
fore  it  is  placed  in  operation,  and  after  first  thoroughly  flushing  ! 

I 

to  waste  with  potable  water.  i 

I 

b)  The  system,  or  part  thereof,  shall  be  filled  with  a solution  contain-  I 
ing  100  parts  per  million  of  available  chlorine  and  allowed  to 

stand  2 hours  before  flushing  and  returning  to  service. 

c)  The  system,  or  part  thereof,  shall  be  filled  with  a solution  contain- 
ing 100  parts  per  million  of  available  chlorine  and  allowed  to  stand 
2 hours  before  flushing  and  returning  to  service. 

d)  In  the  case  of  a potable  water-storage  tank  where  it  is  not  poss- 
ible to  disinfect  as  provided  in  Sub-Section  .10  (9)  (b)  and  (9) 

(c)  the  entire  interior  of  the  tank  shall  be  swabbed  with  a 
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solution  containing  200  parts  per  million  of  available  chlorine  and 
the  solution  allowed  to  stand  2 hours  before  flushing  and  returning 
to  service. 

e)  In  the  case  of  potable  water  filters  or  similar  devices,  the  dosage 
sfiall  be  determined  by  the  Administrative  Authority. 

(10)  Water-distribution  pipe,  tubing  and  fittings. 

Materials  for  water-distributing  pipes  and  tubing  shall  be  brass,  copper 
lead,  cast  iron,  wrought  iron,  open-hearth  iron,  or  steel,  with  approj)- 
riate  approved  fittings.  All  threaded  ferous  pipe  and  fittings  shall  be 
galvanized  (zinc-coated)  or  cement  lined.  When  used  underground  in 
corrosive  soil,  all  ferrous  pipe  and  fittings  shall  be  coal-tar  enamel 
coated  and  the  tlireaded  joints  shall  be  coated  and  wrapped  after  install 
alion.  (See  Section  PH-17.3  for  Standards). 

(11)  Allowance  for  character  of  water. 

a)  Selection  of  materials--When  selecting  the  material  and  size  for 
water-supply  pipe,  tubing  or  fittings,  due  consideration  shall  be 
given  to  the  action  of  the  water  on  the  interior  and  of  the  soil, 
fill  or  other  material  on  the  exterior  of  the  pipe.  No  material 
that  would  produce  toxic  conditons  in  a potable  water  system  shall 
be  used  for  piping,  tubing  or  fittings, 
hj  Used  piping--No  piping  material  that  has  been  used  for  other  than  a 
potable  water-supply  shall  be  re-used  in  the  potable  water-supply 
system . 

(12)  Water  supply  control. 

a)  Water  supply  control--A  main  shutoff  valve  on  the  water-service 

pipe  shall  be  provided  near  the  curb  and,  also,  an  accessible  shut- 
off valve  with  a drip  valve  shall  be  provided  inside  near  the 


entrance  of  the  water-service  pipe  into  the  building. 

b)  Tank  controls--Supply  lines  taken  from  pressure  or  gravity  tanks 
sliall  be  valved  at  or  near  their  source. 

c)  Separate  controls  for  each  family  unit--ln  two-family  or  multiple 
dwellings,  each  family  unit  shall  be  controlled  by  an  arrangement 

of  shut-off  valves  which  permit  each  group  of  fixtures  or  individual 
fixtures  to  be  shut-off  without  interference  with  the  water  supply 
to  any  other  family  unit  or  other  portion  of  the  building. 

d)  Group  fixtures--A  group  of  fixtures  means  two  or  more  fixtures  adja- 
cent or  near  each  other.  In  a one-family  house  one  or  two  bathrooms 
adjacent  or  one  over  the  other  may  be  considered  a group. 

ej  Buildings  other  than  dwellings--In  all  buildings  other  than  dwell- 
ings shut-off  valves  shall  be  installed  which  permit  the  water  supply 
to  all  equipment  in  each  separated  room  to  be  shut  off  without  inter- 
ference with  the  water  supply  to  any  other  room  or  portion  of  the 
building . 

f)  Water  heating  equipment--A  shut-off  valve  shall  be  provided  in  the 
cold  water  branch  line  to  each  water  storage  tank  or  each  water 
heater.  A check  valve  shall  be  installed  in  the  cold  water  supply 
line  to  each  water  heater. 

gj  Shut-off  valve  at  meter--The  shut-off  valve  at  the  discharge  side 
of  the  water  meter  shall  be  not  less  in  size  than  the  size  of  the 
building  water  service,  and  shall  be  of  the  gate  type. 

(ISj  Water  supply  distribution. 

a)  Water-service  pipe--The  water-service  pipe  from  the  street  main  to 
the  water-distribution  system  for  the  building  shall  be  of  suffi- 
cient size  to  furnish  an  adequate  flow  of  water  to  meet  the  require- 
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merits  of  the  building  at  peak  demand,  and  in  no  case  shall  be  less 
than  3/4  inch  nominal  diameter.  If  flushometers  or  other  devices 
requiring  a high  rate  of  water  flow  are  used,  the  water-service  pipe 
shall  be  designed  to  supply  this  flow. 

b)  Demand  load--the  demand  load  in  the  building  water-supply  system 
shall  be  based  on  the  number  and  kind  of  fixtures  installed  and  the 
probable  simultaneous  use  of  these  fixtures. 

(14)  Procedure  in  sizing  the  water  distribution  system  of  a building. 

a)  The  sizing  of  the  water  distribution  system  shall  conform  to  good 
engineering  practice.  Methods  used  to  determine  pipe  sizes  shall  be 
acceptable  to  the  Administrative  Authority. 

b)  Size  of  fixture-supply--The  minimum  size  of  a fixture-supply  pipe 
shall  be  as  follows: 

Pipe  size 

Type  of  fixture  or  device  (inches) 

Bath  tubs 1/2 

Combination  sink  and  tray 1/2 

Drinking  fountain 3/8 

Dishwasher  (domestic) 1/2 

Kitchen  sink,  residential 1/2 

Kitchen  sink,  commercial 3/4 

Lavatory 3/8 

Laundry  tray,  1,  2,  or  3 compartments 1/2 

Shower  (single  head) 1/2 

Sinks  (service,  slop) 1/2 

Sinks  (service,  slop) 1/2 

Sinks,  flushing  rim 3/4 

Urinal  (flush  tank) 1/2 

Urinal  (direct  flush  tank) 3/4 

Water  closet  (tank  type) 3/8 

Water  closet  (flush  valve  type) 1 

Water  heater 3/4 

[lose  hi  bh'^; 1/2 

Wall  liydrant 1/2 

For  fixtures  not  listed,  the  minimum  supply  branch  may  be  made  the 

same  as  tor  a comparable  fixture. 
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c)  Minimum  pressure--Minimum,  fairly  constant,  service  pressure,  at 
the  point  of  outlet  discharge  shall  be  not  less  than  8 lb./m.2 
for  all  fixtures  except  for  direct  flush-valves,  for  which  ic 
shall  be  not  less  than  15  lb/in.2,  and  except  where  special  equip- 
ment is  used  requiring  higher  pressures.  In  determining  the  mini- 
mum pressure,  allowance  shall  be  made  for  the  pressure  drop  due  to 
friction  loss  in  the  piping  system  during  maximum  demand  periods 
as  well  as  head,  meter,  and  other  losses  in  the  system. 

d)  Auxiliary  pressure--Supplementary  tank--If  the  residual  pressure  in 
the  system  is  below  the  minimum  allowable  at  the  highest  water  out- 
let when  the  flow  in  the  system  is  at  peak  demand,  an  automatically 
controlled  pressure  tank  or  gravity  tank  shall  be  installed,  of 
sufficient  capacity  to  supply  sections  of  the  building  installation 
which  are  too  high  to  be  supplied  directly  from  the  public  water  main 

e)  Low  pressure  cut-off--When  a booster  pump  is  used  on  an  auxiliary 
pressure  system  and  the  possibility  exists  that  a pressue  of  5 lb./ 
in. 2 or  less  may  occur  on  the  suction  side  of  the  pump,  there  shall 
be  installed  a low  pressure  cut-off  on  the  booster  pump  to  prevent 
the  creation  of  negative  pressures  on  the  suction  side  of  the  water 
system.  Other  similar  arrangements  may  be  provided  as  approved  by 
the  Division  of  Health. 

f)  Variable  street  pressures--When  the  street  main  has  a wide  fluctua- 
tion in  pressure  during  the  day,  the  water  distribution  system  shall 
be  designed  for  minimum  pressure  available. 

g)  Hazard  and  noise--Where  water  pressures  are  excessive,  air  chambers 
or  other  approved  mechanical  devices  shall  be  provided  to  reduce 
water  hammer  or  line  noises  to  such  an  extent  that  no  pressure 
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hazard  to  the  piping  system  will  exist. 

(15)  Hot  water  distribution. 

The  sizing  of  the  hot-water  distribution  piping  shall  conform  to  good 
engineering  practice.  (See  Sub-section  10  (14). 

(16)  Safety  devices. 

a)  A check  valve  shall  be  installed  in  the  cold  water  supply  line  to 
each  water  heater. 


b)  Pressure-relief-valve-Pressure  relief  valves  shall  be  installed 
for  all  equipment  used  for  heating  or  storage  of  hot  water.  The 
rate  of  discharge  of  such  a valve  shall  limit  the  pressure  rise 

for  any  given  heat  input  to  10  per  cent  of  the  pressure  at  which 
the  valve  is  set  to  open. 

c)  Temperature-relief  vales-Temperature-relief  valves  shall  be  Installed 
for  all  equipment  used  for  the  heating  or  storage  of  hot  water. 

Each  valve  shall  be  rated  as  to  its  BTU  capacity.  At  210°  F.,  it 

shall  be  capable  of  discharging  sufficient  hot  water  to  prevent  any 
further  rise  in  temperature. 

dj  Approvals--Combination  pressure-and-temperature-relief  valves  or 
separate  pressure-and-temperature-relief  valves  which  have  been 
tested  and  approved  by,  or  meet  the  specification  requirements  of 
the  American  Gas  Association  or  the  National  Board  of  Casulty  and 
Surety  Underwriters,  shall  be  considered  acceptable, 
e)  Relief-valve  location--Temperature-relief  valves  shall  be  placed 
directly  above  tanks  served  and  in  no  case  more  than  3 inches  away 
from  such  tanks.  Pressure-relief  valves  may  be  located  adjacent 
to  the  equipment  they  serve.  There  shall  be  no  check  valve  or  shut- 
off valve  between  a relief  valve  and  the  heater  or  tank  for  which 
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it  is  installed. 


f)  Relief  outlet  wastes--The  outlet  of  a pressure,  temperature,  or 
other  relief  valve  shall  not  be  connected  to  the  drainage  system 
as  a direct  waste. 

g)  Pressure  marking  of  storage  tank--Any  storage  tank  hereafter  instal- 
led for  domestic  hot  water  shall  have  clearly  and  indelibly  stamped 
in  the  metal, or  so  marked  upon  a plate  welded  thereto,  or  otherwise 
permanently  attached, the  maximum  allowable  working  pressure.  Such 
markings  shall  be  placed  in  an  accessible  position  on  the  outside 
of  the  tank  so  as  to  make  inspection  or  re -inspection  readily  pos- 
sible. All  storage  tanks  for  domestic  hot  water  shall  meet  the 

applicable  ASMS  standards. 

(17)  Miscellaneous. 

a)  Drain  Cock--All  storage  tanks  shall  be  equipped  with  adequate  drain 
cocks . 

b)  Line  valves--Valves  in  the  water-supply  distribution  system,  except 
those  immediately  controlling  one-fixture  supply,  when  fully  opened 
shall  have  a cross-sectional  area  of  the  smallest  orifice  or  open- 
ing through  which  the  water  flows  at  least  equal  to  the  cross-sec- 
tional area  of  the  nominal  size  of  the  pipe  in  which  the  valve  is 
installed. 

c)  Water  used  for  processing--Water  used  for  cooling  of  equipment  or 
similar  purposes  shall  not  be  returned  to  the  potable-water  dis- 
tributing system.  When  discharged  to  the  building  drainage  system, 
the  waste  water  shall  be  discharged  through  an  indirect  waste  pipe 
or  air  gap. 
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PH-17.11  Drainage  system. 


(1)  Materials. 

a)  General--Pipe,  tubing,  and  fittings  for  drainage  systems  shall 
comply  with  the  provisions  in  Section  PH-17.3  of  this  chapter. 

b)  Above-ground  piping  within  buildings--Soil  and  waste  piping  for 

a drainage  system  within  a building  shall  be  of  cast-iron,  galvan- 
ized wrought  iron,  galvanized  open-hearth  iron,  galvanized  steel, 
lead,  brass,  or  copper  pipe,  or  copper  tube. 

c)  Underground  piping  within  buildings--All  drains  within  buildings, 
when  underground,  shall  be  of  cast-iron  soil  pipe.  For  buildings 
under  two  stories  in  height,  the  pipe  may  be  of  service  weight. 

For  buildings  two  stories  or  more  in  height,  the  pipe  shall  be  of 
extra-heavy  weight. 

The  following  materials  may  be  used  underground  when  approved  by 
the  Administrative  Authority;  galvanized  steel  or  galvanized 
ferrous  alloy,  lead,  or  copper  pipe,  or  copper  tubing.  Where 
threaded  joints  are  approved  for  use  underground,  they  shall  be 
coated  and  wrapped  after  installation. 

d)  Fittings- -Fittings  on  the  drainage  system  shall  conform  to  the 
type  of  piping  used.  Fittings  on  screwed  pipe  shall  be  of  the 
recessed  drainage  type.  (See  Sub-section  (3)  of  Section  PH-17.2  of 
this  Chapter.) 

(2)  Building  sewer. 

a)  Separate  trenches--The  building  sewer,  when  installed  in  a separate 
trench  from  the  water-service  pipe,  shall  be  cast-iron  sewer  pipe, 
vitrified-clay  sewer  pipe,  or  asbestos  cement  sewer  pipe.  Joints 
shall  be  watertight  and  root-proof. 
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b)  One  Trench--The  building  sewer,  when  installed  in  the  same  trench 
with  the  water-service  pipe  shall  be  constructed  of  durable  ma- 
terials which  are  corrosion-resistant  and  shall  be  so  installed  as 

to  remain  watertight  and  root-proof.  The  building  sewer  shall  be 
tested  with  a 10-foot  head  of  water  or  equivalent  and  found  to 
be  tight. 

c)  Sewer  in  filled  ground--A  building  sewer  or  building  drain  instal- 
led in  filled  or  unstable  ground  shall  be  of  cast-iron  pipe,  except 
that  nonmetal lie  drains  may  be  laid  upon  an  approved  concrete  pad 
if  installed  in  accordance  with  Sub-Section  11 (2)  (a). 

d)  Sanitary  and  storm  sewers--Where  separate  systems  of  sanitary 
drainage  and  storm  drainage  are  installed  in  the  same  property, 
the  sanitary  and  storm  building  sewers  or  drains  may  be  laid  side 
by  side  in  one  trench. 

e)  Old  house  sewers  and  drains--01d  house  sewers  and  house  drains 
may  be  used  in  connection  with  new  buildings  or  new  plumbing  and 
drainage  work  only  when  they  are  found,  on  examination  and  test, 
to  conform  in  all  respects  to  the  requirements  governing  new  house 
sewers,  and  the  Administrative  Authority  shall  notify  the  owner 

to  make  the  changes  necessary  to  conform  to  this  Chapter. 

f)  Easements  for  sewers--Unless  a right  of  way  or  easement  is  record- 
ed with  the  Administrative  Authority,  it  shall  not  be  permissible 
to  install  any  sewer  or  drain  from  any  building  or  premises  across 
any  adjacent  property  or  premises  even  though  at  the  time  of  the 
proposed  installation  the  adjacent  properties  are  under  common 
ownership. 
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(3)  Drainage  piping  installation. 

a)  Horizons!  drainage  piping--Horizontal  drainage  piping  shall  be 
installed  at  a uniform  slope  but  at  slopes  not  less  than  per- 
mitted in  Sub-Sections  H (3) (b) , (3) (c)  and  (3)  (d) . 

b)  Small  piping--Horizontal  drainage  piping  of  3-inch  diameter  and 
less  shall  be  installed  with  a fall  of  not  less  than  1/8  inch 
per  foot. 

c)  Large  piping-Horizontal  drainage  piping  of  larger  than  3-lnch  dia- 
meter shall  be  installed  with  a fall  of  not  less  than  1/8  inch 

per  foot. 

d)  Minimum  velocity--Where  conditions  do  not  permit  building  drains 
and  sewers  to  be  laid  with  a fall  as  great  as  that  specified,  then 
a lesser  slope  may  be  permitted  provided  the  computed  velocity 
will  not  be  less  than  2 feet  per  second. 

(4)  Fixture  units. 

a)  Values  for  fixtures--Fixture-unit  values  as  given  in  Table  III  de- 
signate the  relative  load  weight  of  different  kinds  of  fixtures 
which  shall  be  employed  in  estimating  the  total  load  carried  by  a 
soil  or  waste  pipe  and  shall  be  used  in  connection  with  the  tables 
of  sizes  for  soil,  waste  and  drain  pipes  for  which  the  permissible 
load  is  given  in  terms  of  fixture  units. 

b)  Fixtures  not  listed  in  Table  III  shall  be  estimated  in  accordance 
with  the  following: 

Fixtures  drain  or  trap  size  Fixture-unit  value 

1 1/4  inches  and  smaller  1 

1 1/2  inches  2 

2 inches  3 

2 1/2  inches  4 

3 inches  5 

4 inches 
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c)  Values  for  continuous  flow--for  a continuous  or  semicontinuous  flow 
into  a drainage  system,  such  as  from  a pump,  pump  ejector,  air 
conditioning  equipment,  or  similar  device,  two  fixture  units 
shall  be  allowed  for  each  gal lon-per-minute  of  flow. 

(5)  Determination  of  sizes  for  the  drainage  system. 

a)  Maximum  fixture-unit  load- -The  maximum  number  of  fixture  units 

that  may  be  connected  to  a given  size  of  building  sewer  or  build- 
ing drain  is  as  follows: 


Building  drains  and  sewers 


Diameter  of 

Maximum 

number 

of  fixture  units  that 

may  be  connected  to 

Pipe 

any  port 

ion^  of 

the  building  drain  or 

• the  building  sewer 

Fall  Per  Foot 

Inches 

1/16  inch 

1/8  inch  1/4  inch 

1/2  inch 

3 

21 

26 

2 1/2 

24., 

31 

3 

2o2 

272 

362 

4 

180 

216 

250 

5 

390 

480 

575 

6 

700 

840 

1,000 

8 

1,400 

1,600 

1,920 

2,300 

10 

2,500 

2,900 

3,500 

4,200 

12 

3,900 

4,600 

5,600 

6,700 

15 

7,000 

8,300 

10,000 

12,000 

Includes  branches  of  the  building  drain. 


2 

Not  over  two  water  closets. 

b)  Maximum  fixture-unit  load--The  maximum  number  of  fixture  units 
that  may  be  connected  to  a given  size  of  horizonal  branch  or 
vertial  soil  or  waste  stack  is  as  follows: 
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Horizontal  Fixture  Branches  and  Stacks 


Diameter 

Maximum 

number  of  fixture 

units  that  may 

be  connected  to: 

of 

Pipe 

Inches 

any  hori 
zontal  1 
fixture 
branch 

one  stack 
of  3 stories 
in  height 
or  3 

intervals 

More  than 
Total  for 
Stack 

3 stories  in  height 
Total  at  one 
story  or  branch 
interval 

1 1/4 

1 

2 

2 

1 

1 1/2 

3 

4 

8 

2 

2 

6 

10 

24 

6 

2 1/2 

12o 

20 

42 

9 

3 

20^ 

30^ 

60^ 

16^ 

4 

160 

240 

500 

90 

5 

360 

540 

1,100 

200 

6 

620 

960 

1,900 

350 

8 

1,400 

2,200 

3,600 

600 

10 

2,500 

2,800 

5,600 

1,000 

12 

15 

3,900 

7,000 

6,000 

8,400 

1,500 

c)  Minimum  size  of  soil  and  waste  stacks--No  soil  or  waste  stack 
shall  be  smaller  than  the  largest  horizontal  branch  connected 
thereto  except  that  a 4 X 3 W.C.  connection  shall  not  be  consid- 
ered as  a reduction  in  pipe  size. 

d)  Minimum  size  of  stack  vent  or  vent  stack--Any  structure  on  which 
a building  drain  is  installed  shall  have  at  least  one  stack-vent 
or  vent  stack  carried  full  size  through  the  roof  not  less  than  3 
inches  in  diameter  of  the  size  of  the  building  drain,  whichever  is 
the  lesser. 

e)  Future  fixtures--When  provision  is  made  for  the  future  install- 
ation of  fixtures,  those  provided  for  shall  be  considered  in  deter- 
mining the  required  size  of  drain  pipes.  Construction  to  provide 
for  such  future  installation  shall  be  terminated  with  a plunged 
fitting  or  fittings  at  the  stack  so  as  to  form  no  dead  end. 

f)  Underground  drainage  piping--No  portion  of  the  drainage  system 
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installed  underground  or  below  a basement  or  cellar  shall  be  less 
than  2 inches  in  diameter. 

((■))  Offsets  on  drainage  piping. 

a)  Offsets  of  45°  or  less--An  offset  in  a vertical  stack  with  a 
change  of  direction  of  45°  or  less  from  the  vertical  may  be  sized 
as  a straight  vertical  stack.  In  case  a horizontal  branch  con- 
nects to  the  stack  within  2 feet  above  or  below  the  offset,  a 
relief  vent  shall  be  installed  in  accordance  with  Sub-Section 
(19)  (c)  of  Section  PH-17.12. 

b)  Waste  stack  serving  kitchen  sinks--In  a one  or  two  family  dwelling 
only  in  which  the  waste  stack  or  vent  receives  the  discharge  of  a 
kitchen-type  sink  and  also  serves  as  a vent  for  fixtures  connected 
to  the  horizontal  portion  of  the  branch  served  by  the  waste  stack, 
the  minimum  size  of  the  waste  stack  up  to  the  highest  sink  branch 
connection  shall  be  2 inches  in  diameter.  Above  that  point  the 
size  of  the  stack  shall  be  governed  by  the  total  number  of  fix- 
ture units  vented  by  the  stack. 

c)  Above  highest  branch--An  offset  above  the  highest  horizontal 
branch  is  an  offset  in  the  stack-vent  and  shall  be  considered  only 
as  it  affects  the  developed  length  of  the  vent. 

d)  Below  lowest  branch--In  the  case  of  an  offset  in  a soil  or  waste 
stack  below  the  lowest  horizontal  branch,  no  change  in  diameter 

of  the  stack  because  of  the  offset  shall  be  required  if  it  is  made 
at  an  angle  of  not  greater  than  forty-five  degrees  (45°).  If 
such  an  offset  is  made  at  an  angle  greater  than  forty-five  (45°), 
the  required  diameter  of  the  offset  and  the  stack  below  it  shall 
be  determined  as  for  a building  drain  (Section  11(5)  (a). 
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e)  Offsets  of  more  than  forty-five  degrees  (45°) --A  stack  with  an 

offset  of  more  than  forty-five  degrees  (450)  from  the  vertical 
shall  be  sized  as  follows: 

The  portion  of  the  stack  above  the  offset  shall  be  sized  as 
for  a regular  stack  based  on  the  total  number  of  fixture  units 
above  the  offset. 

The  upper  portion  of  the  stack  above  the  offset  shall  be  sized 
as  for  a building  drain  (Section  9.11  (5) (a)  column  5). 

The  portion  of  the  stack  below  the  offset  shall  be  sized  as  for 
the  offset  or  based  on  the  total  number  of  fixture  units  on  the 
entire  stack,  whichever  is  the  larger.  (See  Section  9.11(5)  (b) 
column  4) . 

A relief  vent  for  the  offset  shall  be  installed  as  provided  in 
Section  PH-17.12  and  in  no  case  shall  the  horizonal  branch  connect 
to  the  stack  within  two  (2)  feet  above  or  below  the  offset. 

(7)  Sumps  and  ejectors. 

a)  Building  drains  below  sewer--Building  drains  which  cannot  be  dis- 
charged to  the  sewer  by  gravity  flow  shall  be  discharged  into  a 
tightly  covered  and  vented  sump  from  which  the  liquid  shall  be 
lifted  and  discharged  into  the  building  gravity  drainage  system  by 
automatic  pumping  equipment  or  by  any  equally  efficient  method 
approved  by  the  Administrative  Authority. 

b)  Storage  period--The  storage  of  drainage  in  a sump  or  ejector  shall 
not  exceed  a period  of  twelve  (12)  hours. 

c)  Design--Sump  and  pumping  equipment  shall  be  so  designed  as  to  dis- 
charge practically  all  contents  accumulated  in  the  sump  during  the 
cycle  of  emptying  operation. 
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d)  Venting--The  f,ystem  of  drainage  piping  below  the  sewer  level  shall 
be  installed  and  vented  in  a manner  similar  to  that  of  the  gravity- 
system. 

e)  Duplex  equipment --Sumps  receiving  the  discharge  of  more  than  six 
vater  closets  shall  be  provided  with  duplex  pumping  equipment. 

f)  Vent  sizes--Building  sump  vents  shall  be  sized  in  accordance  with 
Table  IV  but  shall  in  no  case  be  sized  less  than  l~h  inches. 

g)  Separate  vents- -Vents  from  pneumatic  ejectors  or  similar  equipment 
shall  be  carried  separately  to  the  open  air  as  a vent  terminal. 

h)  Connections--No  direct  connection  of  a steam  exhaust,  blowoff,  or 
drip  pipe  shall  be  made  with  the  building  drainage  system.  Waste 
water  when  discharged  into  the  building  drainage  system  shall  be 
at  a temperature  no  higher  than  140°F.  When  higher  temperature 
exists,  proper  cooling  methods  shall  be  provided. 

(8)  Floor  drains. 

a)  Accessibility--Floor  drains  shall  connect  into  a trap  so  constructed 
that  it  can  be  readily  cleaned  and  of  a size  to  serve  efficiently 
the  purpose  for  which  it  is  intended.  The  drain  inlet  shall  be  so 
located  that  it  is,  at  all  times,  in  full  view. 

b)  Connection--Floor  drains  subject  to  backflow  shall  not  be  directly 
connected  to  the  drainage  system. 

c)  Provision  for  evaporation--Floor-drain  trap  seals  subject  to  evap- 
oration shall  be  of  the  deep-seal  type  or  shall  be  fed  from  an 
approved  plumbing  fixture  or  by  means  of  an  approved  automatic 
priming  device  designed  and  approved  for  that  purpose. 

d)  Size--Floor-drain  traps  and  drains,  installed  below  a basement  floor 
or  underground,  shall  be  not  less  than  2 inches  in  diameter. 
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e)  Bell  traps--Bell  traps  are  prohibited. 

(9)  Frost  protection--No  soil  or  waste  pipes  shall  be  installed  or  per- 
mitted outside  of  a building,  or  concealed  in  outside  walls,  or  in  any- 
place where  they  may  be  subjected  to  freezing  temperatures  unless  ade- 
quate provision  is  made  to  protect  them  from  frost. 


PH-17.12  Vents  and  venting. 


(1)  Materials. 

a)  Vents--Pipe,  tubing,  and  fittings  for  the  vent  piping  system  shall 
comply  with  the  provisions  in  Section  9.03  of  this  Chapter. 

b)  Specific  type--Standards  given  in  Table  I apply  to  the  specific 
materials  approved  for  the  use  and  as  indicated  in  the  various 
paragraphs  in  this  Chapter  as  they  apply  to  the  venting  system. 

c)  Piping-- Vent  piping  shall  be  of  cast-iron,  galvanized  wrought  iron, 
galvanized  steel,  and  ferrous  alloys,  lead,  brass,  or  copper  pipe, 
or  copper  tube. 

d)  Underground- -Vent  piping  placed  underground  shall  be  cast-iron  soil 
pipe;  provided  that  other  materials  may  be  used  for  underground 
vents  when  approved  and  installed  as  directed  by  the  Administrative 
Authority.  Where  threaded  joints  are  approved  for  use  underground, 
they  shall  be  coated  and  wrapped  after  installation  and  test. 

e)  Fittings--Fittings  shall  conform  to  the  type  of  pipe  used  in  the 
vent  system  as  required  by  Sub-Section  12  (1)  (b)  and  (1)  (c) . 

f)  Acid  system--Vent  piping  on  acid-waste  systems  shall  conform  to 
that  required  for  acid-waste  pipe,  except  as  may  be  approved  by 
the  Administrative  Authority. 

g)  Other  materials--Nothing  in  this  section  shall  be  deemed  to  preclyide 
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the  use  of  other  materials  of  equal  or  better  quality  when  approved 
by  the  Administrative  Authority. 

i2)  Protection  of  trap  seals. 

al  The  protection  of  trap  seals  from  siphonage  or  back  pressure  shall 

be  accomplished  by  the  appropriate  use  of  soil  or  waste  stacks,  vents, 
revents,  back  vents,  loop  vents,  circuit  or  continuous  vents,  or 
combinations  thereof,  installed  in  accordance  with  the  requirements 
of  this  Chapter. 

[3)  Vent  stacks. 

a)  lnstallation--A  vent  stack  or  a main  vent  shall  be  installed  with  a 
soil  or  waste  stack  whenever  back  vents,  relief  vents,  or  other 
branch  vents  are  required  in  two  or  more  branch  intervals. 

b)  Terminal--The  vent  stack  shall  terminate  independently  above  the 
roof  of  the  building  or  shall  be  connected  with  the  extension  of 
the  soil  or  waste  stack  (stack  vent)  at  least  6 inches  above  the 
flood- level-rim  of  the  highest  fixture. 

c)  Main  stack--Every  building  in  which  plumbing  is  installed  shall 
have  one  main  stack,  which  shall  run  undiminished  in  size  and  as 
directly  as  possible  from  the  building  drain  through  to  the  open 
air  above  the  roof. 

(4)  Vent  terminals. 

a)  Roof  extension--Extensions  of  vent  pipes  through  a roof  shall  be 
terminated  at  least  6 inches  above  it. 

b)  Roof  garden--Where  a roof  is  to  be  used  for  any  purpose  other  than 
weather  protection,  the  vent  extensions  shall  be  run  at  least  6 
feet  above  the  roof. 

c)  Flashings--Each  vent  terminal  shall  be  made  watertight  with  the 
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roof  by  proper  flashing. 

d)  Flag  poling--Vent  terminals  shall  not  be  used  for  the  purpose  of 
flag  poling,  aerials,  or  similar  purposes,  except  when  the  piping 
has  been  anchored  to  the  construction  and  approved  by  the  Admin- 
istrative Authority. 

e)  Location  of  vent  terminal--No  vent  terminal  from  a drainage  system 
shall  be  directly  beneath  any  door,  window,  or  other  ventilating 
opening  of  the  building  nor  shall  any  such  vent  be  within  10  feet 
horizontally  of  such  an  opening  unless  it  is  at  least  2 feet  above 
the  top  of  such  opening. 

f)  Extensions  through  wall--Vent  terminals  extending  through  a wall, 
when  approved  by  the  Administrative  Authority,  shall  be  at  least 
10  feet  horizontally  from  any  building  line.  They  shall  be  turned 
to  provide  an  opening  downward.  They  shall  be  effectively  screened 
and  shall  meet  the  requirements  of  sub-section  .12  (4)  (e) . Vent 
terminals  shall  not  terminate  under  the  overhang  of  the  building. 

g)  Vent  terminals  of  existing  buildings--Where  a new  building  is  higher 
than  an  adjacent  existing  building,  the  owner  of  the  new  building 
shall  defray  the  cost  of  complying  with  sub-section  12  (4)  (e)  as 
approved  by  the  Administrative  Authority. 

(5)  Frost  closure. 

a)  Vent  terminal--Where  there  is  a possibility  of  frost  closure,  the 
vent  extension  through  a roof  shall  be  at  least  3 inches  in  diameter. 
When  it  is  found  necessary  to  increase  the  size  of  the  vent  terminal, 
the  change  in  diameter  shall  be  made  inside  the  building. 

b)  Increasers--Change  in  diameter  of  vent  terminals  shall  be  made  by 
use  of  a long  increaser  at  least  1 foot  below  the  roof. 
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(6)  Vent  grades  and  connections. 

a)  Grade--All  vent  and  branch-vent  pipes  shall  be  so  graded  and 
connected  as  to  drip  back  to  the  soil  or  waste  pipe  by  gravity. 

b)  Vertical  rise--Where  vent  pipes  connect  to  a horizontal  soil  or 
waste  pipe,  the  vent  shall  be  taken  off  above  the  center  line  of 
the  soil  pipe,  and  the  vent  pipe  shall  rise  vertically,  or  at  an 
angle  not  more  than  45®  from  the  vertical,  to  a point  at  least  6 
inches  above  the  flood- level  rim  of  the  fixture  it  is  venting  before 
offsetting  horizontally  or  before  connecting  to  the  branch  vent, 
except  as  may  be  approved  by  the  Administrative  Authority. 

c)  Height  above  fixture- -A  connection  between  a vent  pipe  and  a vent 
stack  or  stackvent  shall  be  made  at  least  6 inches  above  the  flood- 
level  rim  of  the  high  fixture  served  by  the  vent.  Horizontal  vent 
pipes  forming  branch  vents,  relief  vents,  or  loop  vents  shall  be  at 
least  6 inches  above  the  flood-level  rim  of  the  highest  fixture 
served. 

(7)  Side-inlet--Side-inlet  closet  bends  are  permitted  only  in  cases  where 

the  fixture  connecting  thereto  is  vented  and  in  no  case  shall  the  inlet 

be  used  to  vent  a bathroom  group  without  being  washed  by  a fixture. 

(8)  Bars  and  soda-fountain  sinks. 

a)  Bar  and  fountain-sink  traps.  Sinks  which  are  part  of  the  equipment 

of  bars,  soda  fountains,  and  counters  when  the  locations  and  construc- 
tion of  such  bars,  soda  fountains,  and  counters  are  such  as  to  make 
it  impossible  to  vent  them  shall  discharge  into  a floor  sink  or  hop- 
per which  is  properly  trapped  and  vented. 

b)  Sumps--Sinks  or  sumps,  receiving  indirect  waste,  shall  be  located  in 
a properly  lighted  and  ventilated  space. 
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(9)  Fixtures  back-to-back. 

a)  Two  fixtures  set  back-to-back,  within  the  distance  allowed  between 
a trap  and  its  vent,  may  be  served  with  one  continuous  soil  or 
waste-vent  pipe,  provided  that  each  fixture  wastes  separately  into 
an  approved  double  fitting  having  inlet  openings  at  the  same  level. 
(See  sub-section  12  (11)  (b) . 

(10)  Fixture  vents. 

a)  Distance  of  trap  from  vent--Each  fixture  trap  shall  have  a protect- 
ing vent  so  located  that  the  slope  and  the  developed  length  in  the 
fixture  drain  from  the  trap  weir  to  the  vent  fitting  are  within  the 
following  requirements: 

Distance  of  Fixture  Trap  from  Vent 
Size  of  fixture  drain  Distance  trap  to  vent 

Inches 


2'  6” 
3'  6” 
5'  0” 
6'  0” 
10'  0" 


b)  Trap-seal  protection--The  plumbing  system  shall  be  provided  with  a 
system  of  vent  piping  which  will  permit  the  admission  or  emission 
of  air  so  that  under  normal  and  intended  use  the  seal  of  any  fix- 
ture trap  shall  not  be  subjected  to  a pressure  differential  of  more 
than  1 inch  of  water. 

c)  Trap  dip--The  vent  pipe  openings  from  a soil  or  waste  pipe,  except 
for  water  closets  and  similar  fixtures,  shall  not  be  below  the  dip 
of  the  trap. 

d)  Crown  vent--No  back  vent  shall  be  installed  within  two  pipe  diameters 
of  the  trap  weir. 
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(11)  Common  vent . 

a)  Individual  vent--An  individual  vent,  installed  vertically,  may  be 
used  as  a common  vent  for  two  fixture  traps  when  both  fixture  drains 
connect  with  a vertical  drain  at  the  same  level. 

b)  Common  vent--A  common  vent  may  be  used  for  two  fixtures  set  on  the 
same  floor  level  but  connecting  at  different  levels  in  the  stack, 
provided  the  vertical  drain  is  one  pipe  diameter  larger  than  the 
upper  fixture  drain,  whichever  is  the  larger  and  that  both  drains 
conform  to  sub-section  (12)  (10)  (a) . 

(12)  Vents  for  fixtures  traps  below  trap  dip. 

a)  Hydraulic  gradient--Fixture  drains  shall  be  vented  within  the  hydrau- 
lic gradient  between  the  trap  outlet  and  vent  connection,  but  in  no 
case  shall  the  unvented  drain  exceed  the  distance  provided  for  in 
sub-section  12  (10)  (a). 

b)  Different  levels--If  any  stack  has  fixtures  entering  at  different 
levels,  the  fixtures  other  than  the  fixture  entering  at  the  high- 
est level  shall  be  vented,  except  as  may  be  permitted  in  other  sec- 
tions of  this  Chapter. 

(13)  Wet  Venting. 

a)  Single  bathroom  groups--A  single  bathroom  group  of  fixtures  may  be 
installed  with  the  drain  from  a back-vented  lavatory,  kitchen  sink, 
or  combination  fixture  serving  as  a wet  vent  for  a bathtub  or  shower 
stall  and  for  the  water  closet,  provided  that: 

1.  Not  more  than  one  fixture  unit  is  drained  into  a Ih,  inch  dia- 
meter wet  vent  or  not  more  than  four  fixture  units  drain  into 
a 2 inch  diameter  wet  vent. 
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2.  The  horizontal  branch  connects  to  the  stack  at  the  same  level 


as  the  water-closet  drain  or  below  the  water-closet  drain  when 
installed  on  the  top  floor.  It  may  also  connect  to  the  water- 
closet  bend. 

b)  Double  bath- -Bathroom  groups  back-to-back  on  top  floor  consisting  of 
two  lavatories  and  two  bathtubs,  or  shower  stalls,  may  be  installed 
on  the  same  horizontal  branch  with  a common  vent  for  the  lavatories 
and  with  no  back  vent  for  the  bathtubs  or  shower  stalls,  and  for  the 
water  closets,  provided  the  wet  vent  is  2 inches  in  diameter,  and 
the  length  of  the  fixture  drain  conforms  to  sub-section  12  (10)  (a). 

c)  Multistory  bathroom  groups--0n  the  lower  floors  of  a multistory 
building,  the  waste  pipe  from  one  or  two  lavatories  may  be  used  as 
a wet  vent  for  one  or  two  bathtubs  or  showers,  provided  that: 

1.  The  wet  vent  and  its  extension  to  the  vent  stack  is  2 inches 
in  diameter. 

2.  Each  water  closet  below  the  top  floor  is  individually  back  vented. 

3.  The  vent  stack  is  sized  as  follows: 

Size  of  Vent  Stacks 

Number  of  wet-vented  fixtures Diameter  of  vent  stacks 

1 or  2 bathtubs  or  showers  2 

3 to  5 bathtubs  or  showers  Ih. 

6 to  9 bathtubs  or  showers  3 

10  to  16  bathtubs  or  showers 4 

d)  Exception-- In  multistory  bathroom  groups,  wet  vented  in  accordance 
with  sub-section  12  (13)  (c) , the  water  closet  below  the  top  floor 
need  not  be  individually  vented  if  the  2 inch  waste  connects  directly 
into  the  water-closet  bend  as  45®  angle  to  the  horizontal  portion 

of  the  bend  in  the  direction  of  flow. 
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(14)  Stack  venting. 


I 


a)  One-bathroom-group--Except  as  indicated  in  sub-section  12  (14)  (b) , 
a group  of  fixtures,  consisting  of  one  bathroom  group  and  a kitchen 
sink  or  combination  fixture,  may  be  installed  without  individual 
fixture  vents,  in  a one-story  building,  or  on  the  top  floor  of  a 
building,  provided  each  fixture  drain  connects  independently  to  the 
stack  and  the  water  closet  and  bathtub,  or  shower-stall  drain  enters 
the  stack  at  the  same  level  and  in  accordance  with  the  requirements 
in  sub-section  12  (10)  (a). 

b)  Overtaxed  sewers--When  a sink  or  combination  fixture  connects  to  the 
stack-vented  bathroom  group,  and  when  the  street  sewer  is  suffi- 
ciently overloaded  to  cause  frequent  submersion  of  the  building 
sewer,  a relief  vent  or  back-vented  fixture  shall  be  connected  to 
the  stack  below  the  stack-vented  water  closet  or  bathtub. 

(15)  Individual  fixture  reventing. 

a)  Horizontal  branches-One  sink  and  one  lavatory,  or  three  lavatories 
within  8 feet  developed  length  of  a main-vented  line  may  be  instal- 
led on  a 2-inch  horizontal  waste  branch  without  reventing,  provided 
the  branch  is  not  less  than  2 inches  in  diameter  throughout  its 
length,  and  provided  the  wastes  are  connected  into  the  side  of  the 
branch  and  the  branch  leads  to  its  stacks  connection  with  a pitch 
of  not  more  than  3^  inch  per  foot. 

b)  Where  required--When  fixtures  other  than  water  closets  discharge 
downstream  from  a water  closet,  each  fixture  connecting  downstream 
shall  be  individually  vented. 

c)  Limits  of  fixture  units  above  bathtubs  and  water  closets--A  fixture 
or  combination  of  fixtures  whose  total  discharge  rating  is  not  more 
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than  3 fixture  units,  may  discharge  into  a stack  not  less  than  3 
inches  in  diameter  without  reventing,  provided  such  fixture  connec- 
tions are  made  above  the  connection  to  the  highest  water  closet,  or 
bathtub  tee-wye,  the  fixture-unit  rating  of  the  stack  is  not  other- 
wise exceeded,  and  their  waste  piping  is  installed  as  otherwise 
required  in  sub-section  12  (15)  (a). 

(16)  Circuit  and  loop  venting. 

a)  Battery  venting--A  branch  soil  or  waste  pipe  to  which  two,  but  not 
more  than  eight,  water  closets  (except  blow-out  type) , pedestal 

urinals,  trap  standard  to  floor,  shower  stalls,  or  floor  drains  are 
connected  in  battery,  shall  be  vented  by  a circuit  or  loop  vent 
which  shall  take  off  in  front  of  the  last  fixture  connection.  In 
addition,  lower-floor  branches  serving  more  than  three  water  closets 
shall  be  provided  with  a relief  vent  taken  off  in  front  of  the  first 
fixture  connection.  When  lavatories  or  similar  fixtures  discharge 
above  such  branches,  each  vertical  branch  shall  be  provided  with  a 
continuous  vent. 

b)  Dual  branches --When  parallel  horizontal  branches  serve  a total  of 

8 water  closets  (four  on  each  branch) , each  branch  shall  be  provided 
with  a relief  vent  at  a point  between  the  two  most  distant  water 
closets.  When  other  fixtures  (than  water  closets)  discharge  above 
the  horizontal  branch,  each  such  fixture  shall  be  vented. 

c)  Vent  connections- -When  the  circuit,  loop,  or  relief  vent  connections 
are  taken  off  the  horizontal  branch,  the  vent  branch  connection 
shall  be  taken  off  the  horizontal  branch,  the  vent  branch  connection 
shall  be  taken  off  at  a vertical  angle  or  from  the  top  of  the  hori- 
zontal branch. 
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d)  Fixtures  back-to-back  in  battery--When  fixtures  are  connected  to 
one  horizontal  branch  through  a double  wye  or  a sanitary  tee  in  a 
vertical  position,  a common  vent  for  each  two  fixtures  back-to-back 
or  double  connection  shall  be  provided.  The  common  vent  shall  be 
installed  in  a vertical  position  as  a continuation  of  the  double 
connection. 

(17)  Pneumatic  Ej ectors- -Relief  vents  from  a pneumatic  ejector  shall  not 
be  connected  to  a fixture-branch  vent  but  shall  be  carried  separately 
to  a main  vent  or  stack-vent  to  the  open  air. 

(18)  Relief  vent- -Soil  and  waste  stacks  in  buildings  having  more  than  10 
branch  intervals  shall  be  provided  with  a relief  vent  at  each  tenth 
interval  installed,  beginning  with  the  top  floor.  The  size  of  the 
relief  vent  shall  be  equal  to  the  size  of  the  vent  stack  to  which  it 
connects.  The  lower  end  of  each  relief  vent  shall  connect  to  the  soil 
or  waste  stack  through  a wye  below  the  horizontal  branch  serving  the 
floor  and  the  upper  end  shall  connect  to  the  vent  stack  through  a wye 
not  less  than  3 feet  above  the  floor  level. 

(19)  Offsets  at  an  angle  less  than  45°  from  the  horizontal  in  buildings  of 
five  or  more  stories. 

a)  Offset  vents--Offsets  less  than  45°,  from  the  horizontal,  in  a soil 
or  waste  stack  except  as  permitted  in  section  11,  sub-section  (6), 
shall  comply  with  sub-section  12  (19)  (b)  and  (19)  (c) . 

b)  Separate  venting--Such  offsets  may  be  vented  as  two  separate  soil 
or  waste  stacks,  namely,  the  stack  section  below  the  offset  and 
the  stack  section  above  the  offset. 

c)  Offset  relief--Such  offsets  may  be  vented  by  installing  a relief 
vent  as  a vertical  continuation  of  the  lower  section  of  the  stack 
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or  as  a side  vent  connected  to  the  lower  section  between  the  off- 
set and  the  next  lower  fixture  or  horizontal  branch.  The  upper 
section  of  the  offset  shall  be  provided  with  a yoke  vent.  The 
diameter  of  the  vents  shall  not  be  less  than  the  diameter  of  the 
main  vent,  or  of  the  soil  and  waste  stack,  whichever  is  the  smaller. 

(20)  Main  vents  to  connect  at  base--All  main  vents  or  vent  stacks  shall 
connect  full  size  at  their  base  to  the  building  drain  or  to  the  main 
soil  or  waste  pipe,  at  or  below  the  lowest  fixture  branch.  All  vent 
pipes  shall  extend  undiminished  in  size  above  the  roof,  or  shall  be 
reconnected  with  the  main  soil  or  waste  vent. 

(21)  Vent  headers--Connections  of  vents--Stack  vents  and  vent  stacks  may 
be  connected  into  a common  vent  header  at  the  top  of  the  stacks  and 
then  extended  to  the  open  air  at  one  point.  This  header  shall  be 
sized  in  accordance  with  the  requirements  of  Table  IV,  the  number  of 
units  being  the  sum  of  all  units  on  all  stacks  connected  thereto  and  the 
developed  length  being  the  longest  vent  length  from  the  intersection 

at  the  base  of  the  most  distant  stack  to  the  vent  terminal  in  the  open 
air  as  a direct  extension  of  one  stack. 

(22)  Size  and  length  of  vents. 

a)  Length  of  vent  stacks--The  length  of  the  vent  stack  or  main  vent 
shall  be  its  developed  length  from  the  lowest  connection  of  the 
vent  system  with  the  soil  stack,  waste  stack,  or  building  drain 
to  the  vent  stack  terminal,  if  it  terminates  separately  in  open 
air,  or  to  the  connection  of  the  vent  stack  with  the  stack-vent, 
plus  the  developed  length  of  the  stack-vent  from  the  connection 
to  the  terminal  in  the  open  air  if  the  two  vents  are  connected 
together  with  a single  extension  to  the  open  air. 
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b)  Size  of  individual  vents--The  diameter  of  an  individual  vent  shall 
be  not  less  than  1%  inches  nor  less  than  one-half  the  diameter  of 
the  soil  or  waste  branch  to  which  it  is  connected. 

c)  Si7j  of  relief  vent--The  diameter  of  a relief  vent  shall  be  not  less 
than  one-half  the  size  of  the  diameter  of  the  horizontal  soil  or 
waste  branch  or  the  diameter  of  the  vent  stack,  whichever  is  smaller. 

d)  Size  of  circuit  or  loop  vent--The  diameter  of  a circuit  or  loop  vent 
shall  be  not  less  than  one-half  the  size  of  the  diameter  of  the 
horizontal  soil  or  waste  branch  or  the  diameter  of  the  vent  stack, 
whichever  is  smaller. 

e)  Size  of  vent  piping--The  nominal  size  of  vent  piping  shall  be  deter- 
mined from  its  length  and  the  total  of  fixture  units  connected 
thereto,  as  provided  in  Table  IV.  Twenty  percent  of  the  total  length 
may  be  installed  in  a horizontal  position. 

(23)  Combination  waste-and-vent  system. 

a)  Where  permitted--A  combination  waste-and-vent  system  shall  be  per- 
mitted only  by  approval  of  the  Administrative  Authority  and  only 
where  structural  conditions  preclude  the  installation  of  conventional 
system  as  otherwise  provided  in  this  Chapter. 

b)  Limits--A  combination  waste-and-vent  system  is  limited  to  floor 
drains  and  sinks.  It  consists  of  an  installation  of  waste  piping 
in  which  the  trap  of  the  fixture  is  not  individually  vented.  Every 
waste  pipe  and  trap  in  the  system  shall  be  at  least  2 pipe  sizes 
larger  than  the  size  required  in  section  9.11. 

PH-17.13  Storm  Drains 


(1)  General 
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(a)  Drainage  required- -Roofs,  paved  areas,  yards,  courts,  and  courtyards, 
shall  be  drained  into  a storm-sewer  system  or  a combined-sewer  system  where 
such  systems  are  available. 

(b)  Prohibited  drainage--Storm  water  sh3.ll  not  be  drained  into  sewers  in- 
tended for  sewage  only. 

(c)  Traps--Leaders  and  storm  drains--when  connected  to  a combined  sewer, 
shall  be  trapped. 

(d)  Expansion  joints--Expansion  joints  or  sleeves  shall  be  provided  where 
warranted  by  temperature  variations  or  physical  conditions. 

(e)  Subsoil  drains--Where  subsoil  drains  are  placed  under  the  cellar  or 
basement  floor  or  are  used  to  surround  the  outer  walls  of  a building,  they  shall 
be  made  of  open-jointed  or  horizontally  split  or  perforated  clay  tile,  or  per- 
forated bituminized  fiber  pipe,  or  perforated  plastic  pipe  or  asbestos  cement 
pipe,  not  less  than  4 inches  in  diameter.  When  the  building  is  subject  to 
backwater,  the  subsoil  drain  shall  be  protected  by  an  accessibly  located  back- 
water valve.  Subsoil  drains  may  discharge  into  a properly  trapped  area  drain 

or  sump.  Such  sumps  do  not  require  vents. 

(f)  Subsoil  drains--Subsoil  drains  located  below  the  public  sewer  level 
shall  discharge  into  a sump  or  receiving  tank  the  contents  of  which  shall  be 
automatically  lifted  and  discharged  into  the  drainage  system  as  required  for 
building  sumps. 

(2)  Materials-- 

(a)  Inside  conductors--Conductors  placed  within  a building  or  run  in  a 
vent  or  pipe  shaft  shall  be  of  cast  iron,  galvanized  steel,  galvanized  wrought 
iron,  galvanized  ferrous  alloys,  brass,  copper,  or  lead. 

(b)  Outside  leaders--When  outside  leaders  are  of  sheet  metal  and  con- 
nected with  a building  storm  drain  or  storm  sewer,  they  shall  be  connected  to 
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castiron  drain  extending  above  the  finish  grade,  or  the  sheet-metal  leader  shall 
be  protected  against  injury. 

(c)  Underground  storm  drains--Building  storm  drains  underground,  inside 
the  building,  shall  be  of  cast-iron  pipe. 

(d)  Building  storm  drains--Building  storm  drains  underground,  inside  the 
building,  when  not  connected  with  a sanitary  or  combined  sewer  shall  be  of  cast- 
iron  soil  pipe  or  ferrous-alloy  piping  except  that  when  approved  by  the  Admin- 
istrative Authority,  vitrified  clay  pipe,  concrete  pipe,  bituminized-f iber  pipe, 
plastic  sewer  pipe  and  asbestos  cement  pipe,  may  be  used. 

(el  Building  storm  sewers--The  building  storm  sewer  shall  be  of  cast- 
iron  soil  pipe,  vitrif ied-clay  pipe,  concrete  pipe,  bituminized-f iber  pipe,  as- 
bestos-cement pipe,  or  plastic  pipe. 

(3)  Traps. 

(a)  Main  trap- -Individual  storm-water  traps  shall  be  installed  on  the 
storm-water  drain  branch  serving  each  conductor,  or  a single  trap  shall  be  in- 
stalled in  the  main  storm  drain  just  before  its  connection  with  the  combined 
building  sewer,  main  drain,  or  public  sewer. 

(b)  Material--Storm-water  traps,  when  required,  shall  be  of  cast  iron. 

(c)  No  traps  shall  be  required  for  storm-water  drains  which  are  connect- 
ed to  a sewer  carrying  storm  water  exclusively. 

(d)  Traps  for  individual  conductors  shall  be  the  same  size  as  the  hori- 
zontal drain  to  which  they  are  connected. 

(e)  Conductor  traps  shall  be  so  located  that  an  accessible  cleanout  may 
be  installed  on  the  building  side  of  the  trap. 

(4)  Conductors  and  connections. 

(a)  Conductor  pipes  shall  not  be  used  as  soil,  waste^  or  vent  pipes,  nor 
shall  soil,  waste,  or  vent  pipes  be  used  as  conductors. 
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(b)  Rain-water  conductors  installed  along  alleyways,  driveways,  or 
other  locations  where  they  may  be  exposed  to  damage  shall  be  protected  by 
metal  guards,  recessed  into  the  wall,  or  constructed  from  ferrous  alloy  pipe. 

(c)  Combining  storm  with  sanitary  drainage--The  sanitary  and  storm 
drainage  system  of  a building  shall  be  entirely  separate,  except  that  where  a 
combined  sewer  is  available  the  building  storm  drain  may  be  connected  in  the 
same  horizontal  plane  through  a single  Y fitting  to  the  combined  drain  or 

sewer  at  least  10  feet  downstream  from  any  branch  to  the  building  drain  or 
from  any  soil  stack. 

(d)  Double  connections  of  storm  drains--lVhere  the  sanitary  and  storm 
drains  are  connected  on  both  sides  of  the  combined  sewer,  single  Y's  shall  be 
used  and  the  requirements  of  sub-section  (13(4) (c),  relative  to  the  location  of 
connections,  shall  also  apply: 

(e)  Floor  drains  connected  to  a storm  drain  shall  be  trapped. 

(S)  Roof  drains. 

(a)  Material--Roof  drains  shall  be  of  cast  iron,  copper,  lead,  or  other 
acceptable  corrosion-resisting  material. 

(b)  Strainers--All  roof  areas,  except  those  draining  to  hanging  gutters, 
shall  be  equipped  with  roof  drains  having  strainers  extending  not  less  than  4 
inches  above  the  surface  of  the  roof  immediately  adjacent  to  the  roof  drain. 
Strainers  shall  have  an  available  inlet  area,  above  roof  level,  of  not  less 

than  Ih  times  the  area  of  the  conductor  or  leader  to  which  the  drain  is  con- 
nected. 

(c)  Flat  decks— Roof  drain  strainers  for  use  on  sun  decks,  parking  decks, 
and  similar  areas,  normally  serviced  and  maintained,  may  be  of  the  flat  surface 
type;  level  with  the  deck  and  shall  have  an  available  inlet  area  not  less  than 

2 times  the  area  of  the  conductor  or  leader  to  which  the  drain  is  connected. 
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(d)  Roof  drain  flashings--The  connection  between  roofs  and  roof  drains 
which  pass  through  the  roof  and  into  the  interior  of  the  building  shall  be  made 
watertight  by  the  use  of  proper  flashing  material. 

(6)  Size  of  leaders  and  storm  drains. 

(a)  Vertical  leaders  shall  be  sized  on  the  maximum  projected  roof  area. 


according  to  the  following  table: 

Size  of  Vertical  Leaders 

Size  of  leader  of  conductor^  Mazimum  projected  roof  area 
Inches  Square  Feet 

2 720 

2Ji  1,300 

3 2,200 

4 4,600 

5 8,650 

6 13,500 

8 29,000 

^The  equivalent  diameter  of  square  or  rectangular  leader  may  be  taken  as 
the  diameter  of  that  circle  which  may  be  inscribed  within  the  cross-sec- 
tional areas  of  the  leader. 

NOTE:  See  footnote  of  sub-section  (6) (b) . 


(b)  Building  storm  drain--The  size  of  the  building-storm  drain  or  any  of 
its  horizontal  branches  having  a slope  of  inch  or  less  per  foot,  shall  be 
based  upon  the  maximum  projected  roof  area  to  be  handled  according  to  the 
following : 


Size  of  Horizontal  Storm  Drains 

Diameter  of  Drain Maximum  Projected  Roof  Area  for  Drains  of  Various  Slopes 


1/8  in. 

slope 

1/4  in. 

slope 

1/2  in. 

slope 

3 

822 

sq. 

ft. 

1,160 

sq. 

ft. 

1,644 

sq.  ft. 

4 

1,880 

sq. 

ft. 

2,650 

sq. 

ft. 

3,760 

sq. 

ft. 

5 

3,340 

sq. 

ft. 

4,720 

sq. 

ft. 

6,680 

sq. 

ft. 

6 

5,350 

sq. 

ft. 

7,550 

sq. 

ft. 

10,700 

sq. 

ft. 

8 

11,500 

sq. 

ft. 

16,300 

sq. 

ft. 

23,000 

sq.  ft. 

10 

20,700 

sq. 

ft. 

29,200 

sq. 

ft. 

41,400 

sq.  ft. 

12 

33,300 

sq. 

ft. 

47,000 

sq. 

ft. 

66,600 

sq. 

ft. 

15 

59,500 

sq. 

ft. 

84,000 

sq. 

ft. 

119,000 

sq.  ft. 

Sub-section  6(a)  and  6(b)  are  based  upon  a maximum  rate  of  rainfall  of  4 inches 
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per  hour.  If  in  any  state,  city,  or  other  political  subdivision,  the  maximum 
rate  of  rainfall  is  more  or  less  than  4 inches  per  hour,  then  the  figures  for 
roof  ares  must  be  adjusted  proportionately  by  multiplying  that  figure  by  4 and 
dividing  by  the  maximum  rate  of  rainfall  in  inches  per  hour. 

(c)  Roof  gutters--The  size  of  semicircular  gutters  shall  be  based  on  the 
maximum  projected  roof  areas  according  to  the  following: 

Size  of  Gutters 


Diameter  of  Gutter  Maximum  Projected  Roof  Area  for  Gutters  of  Various  Slopes 


Equivalent  Cross 
Sectional  Area 

1/16"  Slope 

1/8"  Slope 

1/4"  Slope 

1/2"  Slope 

Inches 

Sq.  Feet 

Sq.  Feet 

Sq.  Feet 

Sq.  Feet 

3 

170 

240 

340 

480 

4 

360 

510 

720 

1,020 

5 

625 

880 

1,250 

1,770 

6 

960 

1,360 

1,920 

2,770 

7 

1,380 

1,950 

2,760 

3,900 

8 

1,990 

2,800 

3,980 

5,600 

10 

3,600 

5,100 

7,200 

10,000 

(7)  Size  of  combined  drains  and  sewers. 

(a)  Conversion  of  roof  area  to  fixture  units  of  storm  drains  may  be  con- 
nected to  a combined  sewer.  The  drainage  area  may  be  converted  to  equivalent 
fixture  unit  loads. 

I (b)  When  the  total  fixture  unit  load  on  the  combined  drain  is  less  than 

j 256  fixture  units,  the  equivalent  drainage  area  in  horizontal  projection  shall 

I 

be  taken  as  1,000  square  feet. 

(c)  When  the  total  fixture-unit  load  exceeds  256  fixture  units,  the 
equivalent  drainage  area  in  horizontal  projection  shall  be  taken  as  1,000  square 
feet . 


(d)  If  the  rainfall  to  be  provided  for  is  more  or  less  than  4 inches  per 
hour,  the  1,000  square  foot  equivalent  in  sub-section  7(bj  shall  be  adjusted 
by  multiplying  by  4 and  dividing  by  the  rainfall  in  inches  per  hour  to  be  pro- 
vided for. 
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18')  Values  for  continuous  flow--  Where  there  is  a continuous  or  semi-con- 
tinuous discharge  into  the  building  storm  drain  or  building  storm  sewer,  as 
from  a pump,  ejector,  air  conditioning  plant,  or  similar  device,  each  gallon 
per  minute  of  such  discharge  shall  be  computed  as  being  equivalent  to  24  square 
feet  of  roof  area,  based  upon  a 4-inch  rainfall. 

PH-17.14  Inspection,  tests  and  maintenance. 

(1)  Inspections--All  new  plumbing  work,  and  such  portions  of  existing  sys- 
tems as  may  be  effected  by  new  work  or  any  changes,  shall  be  inspected  to  insure 
compliance  with  all  the  requirements  of  this  Chapter  and  to  assure  that  the 
installation  and  construction  of  the  plumbing  system  is  in  accordance  with 
approved  plans. 

(2)  Notification. 

(a)  Advance  notice--It  shall  be  the  duty  of  the  plumber  to  give  notice 
to  the  Administrative  Authority  when  plumbing  work  is  ready  for  test  or  inspec- 
tion . 

(bj  Plumber's  responsibi lity--It  shall  be  the  duty  of  the  plumber  to 
give  notice  to  the  Administrative  Authority  when  plumbing  work  is  ready  for 
test  or  inspection. 

(c)  Retesting--If  the  administrative  authority  finds  that  the  work  will 
not  pass  the  test,  the  plumber  shall  be  required  to  make  necessary  corrections 
and  the  work  shall  then  be  resubmitted  for  test  or  inspection. 

(d)  Test--Tests  shall  be  conducted  in  the  presence  of  an  inspector  repre- 
senting the  Administrative  Authority. 

(3)  Plumbing  plans--All  plans  and  specifications  required  to  be  submitted 
shall  be  examined  for  acceptability  under  the  provisions  of  this  Chapter. 

(4)  Violations--Noti ces  of  violations  shall  be  written  and  mailed  or  de- 
livered by  the  Administrative  Authority  to  the  person  responsible  at  the  time 
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I inspection  was  made. 

(5)  Reinspection--Reinspections  of  plumbing  installations  or  any  part 
thereof  shall  be  made  when  deemed  necessary  by  the  Administrative  Authority. 

^ (6)  Covering  of  work-- 

i (a)  Requirements- -No  drainage  or  plumbing  system  or  part  thereof  shall  be 

i 

j covered  until  it  has  been  inspected,  tested,  and  accepted  as  prescribed  in  this 

j 

j Chapter. 

I 

I 

j (b)  Uncovering--If  any  building  drain  or  plumbing  system  or  part  thereof 

which  is  installed,  altered,  or  repaired,  is  covered  before  being  inspected, 

I 

' tested,  and  approved,  as  prescribed  in  this  Chapter,  it  shall  be  uncovered  for 

i 

! inspection  after  notice  to  uncover  the  work  has  been  issued  to  the  responsible 

I person  by  the  Administrative  Authority. 

(7)  Material  and  labor  for  tests--The  equipment,  material  and  labor  neces- 
sary for  inspection  or  tests  shall  be  furnished  by  the  person  to  whom  the  per- 

I mit  is  issued  or  by  who  inspection  is  requested. 

(8)  Tests  of  drainage  and  vent  systems--The  piping  of  the  plumbing, 
drainage  and  venting  systems  shall  be  tested  with  water  or  air.  After  the  plumb- 
ing fixtures  have  been  set  and  their  traps  filled  with  water,  the  entire  drain- 
age system  shall  be  submitted  to  a final  test.  The  Administrative  Authority 

may  require  the  removal  of  any  cleanouts,  to  ascertain  if  the  pressure  has 
reached  all  parts  of  the  system. 

(9)  Methods  of  testing  drainage  and  vent  systems. 

(a)  Water  test--The  water  test  shall  be  applied  to  the  drainage  system 
either  in  its  entirety  or  in  sections.  If  applied  to  the  entire  system,  all 
openings  in  the  piping  shall  be  tightly  closed,  except  the  highest  opening,  and 
the  system  filled  with  water  to  point  of  overflow.  If  the  system  is  tested  in 
sections,  each  opening  shall  be  tightly  plugged  except  the  highest  opening  of 


-255- 


tlio  section  uiulor  test,  and  each  section  shall  be  filled  with  water,  but  no 
section  shall  be  tested  with  less  than  a 10-foot  head  of  water.  In  testing 
succesive  sections,  at  least  the  upper  10  feet  of  the  next  preceding  section 
shall  be  tested  so  that  no  joint  or  pipe  in  the  building  (except  the  uppermost 
10  feet  of  the  system]  shall  have  been  submitted  to  a test  of  less  than  a 10- 
foot  head  of  water.  The  water  shall  be  kept  in  the  system,  or  in  the  portion 
under  test,  for  at  least  15  minutes,  before  inspection  starts;  the  system  shall 
then  be  tight  at  all  points. 

(b)  Air  test--The  air  test  shall  be  made  by  attaching  an  air  compressor 
testing  apparatus  to  any  suitable  opening,  and,  after  closing  all  other  inlets 
and  outlets  to  the  system,  forcing  air  into  the  system  until  there  is  a uniform 
gage  pressure  of  5 pounds  per  square  inch,  or  sufficient  to  balance  a column  of 
mercury  10  inches  in  height.  This  pressure  shall  be  held  without  introduction 
of  additional  air  for  a period  of  at  least  15  minutes. 

(c)  Final  test--The  final  test  of  the  completed  drainage  and  vent  system 
may  be  either  a smoke  test  or  a peppermint  test.  Where  the  smoke  test  is  pre- 
ferred it  shall  be  made  by  filling  all  traps  with  water  and  then  introducing 
into  the  entire  system  a pungent,  thick  smoke  produced  by  one  or  more  smoke 
machines.  When  the  smoke  appears  at  the  stack  openings  on  the  roof,  they  shall 
be  closed  and  a pressure  equivalent  to  a 1 inch  water  column  shall  be  built  and 
maintained  for  15  minutes  before  inspection  starts.  Where  the  peppermint  test 
is  preferred,  2 ounces  of  oil  of  peppermint  shall  be  introduced  for  each  line 
or  stack. 

(10)  Building  sewer. 

(a)  Test  required--Building  sewers  shall  be  tested. 

(b)  Method--Test  shall  consist  of  plugging  end  of  building  sewer  at  point 
of  connection  with  the  public  sewer  and  filling  the  building  sewer  with  water 
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and  testing  with  not  less  than  a 10-foot  head  of  water,  or  a flow  test,  as  pro 
vided  by  Administrative  Authority  may  be  substituted. 

(11)  Inspection  and  test  not  required--No  test  or  inspection  shall  be  re 
quired  where  a plumbing  system,  or  part  thereof,  is  set  up  for  exhibition  pur- 
poses and  has  no  connection  with  a water  or  drainage  system. 

(12)  Test  of  water-supply  system--Upon  completion  of  a section  or  of  the 
entire  water-supply  system,  it  shall  be  tested  and  proved  tight  under  a water 
pressure  not  less  than  the  working  pressure  under  which  it  is  to  be  used.  The 
water  used  for  tests  shall  be  obtained  from  a potable  source  of  supply. 

(13)  Test  of  interior  leaders  or  dowu-spouts--Leaders  or  downspouts  and 
branches  within  a building  shall  be  tested  by  water  or  air  in  accordance  with 
Sub-Section  14(9)  (a)  or  (9) (b) . 

(14)  Certificate  of  approval --Upon  the  satisfactory  completion  and  final 
test  of  the  plumbing  system,  a certificate  of  approval  shall  be  issued  by  the 
Administrative  Authority  to  the  plumber  to  be  delivered  to  the  owner. 

(15)  Defective  plumbing--Wherever  there  is  reason  to  believe  that  the 
plumbing  system  of  any  building  has  become  defective,  it  shall  be  subjected  to 
test  or  inspection  and  any  defects  found  shall  be  corrected  as  required  in 

writing  by  the  Administrative  Authority. 

(16)  Maintenance--The  plumbing  and  drainage  system  of  any  premises  under 
the  jurisdiction  of  the  Administrative  Authority  shall  be  maintained  in  a san- 
itary and  safe  operating  condition  by  the  owner. 

Ph-  17.15  Trailer  coach  plumbing  standards. 

(1)  Definitions. 

(a)  Definitions  of  terms  as  defined  in  Section  PH-  17.1  shall  apply  ex- 
cept as  otherwise  specifically  provided  in  this  section. 

(b)  Trailer  coach  shall  mean  a self-contained  unit  designed  for  the  shel- 


-257- 


ter  of  one  or  more  persons  as  a residence  or  for  other  use  as  permitted  by 
the  Administrative  Authority  for  the  serving  of  drinks,  food  or  as  a comfort 
station  and  which  can  readily  be  moved  or  transported  from  one  locality  to 
another  on  its  wheels  and  which  is  provided  with  plumbing  facilities. 

(c)  Sewer  connection  is  that  portion  of  the  drainage  piping  which  ex- 
tends as  a single  terminal  under  the  trailer  for  connecting  with  the  trailer 
park  drainage  system. 

(d)  Water-service  connection  is  that  portion  of  the  water-supply  piping 
which  extends  as  a single  terminal  under  the  trailer  for  connection  with  the 
trailer  park  water-supply  system. 

(e)  Drainage  system  means  and  includes  all  the  piping  within  or  attach- 
ed to  the  trailer  which  conveys  sewage  or  other  liquid  wastes  to  and  includ- 
ing the  sewer  connection. 

(f)  Left  side  of  trailer  is  defined  as  the  side  farthest  from  the  curb 
when  the  trailer  is  being  towed  or  in  transit. 

(2)  General  regulations. 

(a)  Plumbing  systems--Plumbing  systems  including  repairs  and  additions, 
hereinafter  installed  shall  conform  with  the  provisions  of  this  Section. 

(b)  Horizontal  drainage  piping--Horizontal  drainage  piping  shall  be  run 
in  practical  alignment  at  a uniform  grade.  (See  Section  9.11  for  specific 
slopes) , 

(c)  Obstruction  to  flow--Any  fitting  or  connection  which  has  an  enlarge- 
ment chamber  or  recess  with  a ledge,  shoulder  or  reduction  of  the  pipe 
area,  that  offers  an  obstruction  to  flow  through  the  drain,  or  any  fitting, 
trap,  or  connection  that  offers  abnormal  obstruction  to  flow,  is  prohibited. 

(d)  Supports--Piping  shall  be  securely  supported  to  keep  it  in  align- 
ment without  undue  strains,  or  stresses,  and  provisions  shall  be  made  for  ex- 
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1 tends  as  a single  terminal  under  the  trailer  for  connection  with  the  trailer 
1 park  water-supply  system. 

(e)  Drainage  system  means  and  includes  all  the  piping  within  or  attached 
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! to  the  trailer  which  conveys  sewage  or  other  liquid  wastes  to  and  including 
the  sewer  connection. 

I 

(f)  Left  side  of  trailer  is  defined  as  the  side  farthest  from  the  curb 
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I when  the  trailer  is  being  towed  or  in  transit. 

^ (2)  General  regulations. 

I 

(a)  Plumbing  systems--Plumbing  systems  including  repairs  and  additions, 

I hereinafter  installed  shall  conform  with  the  provisions  of  this  Section. 

‘ (b)  Horizontal  drainage  piping--Horizontal  drainage  piping  shall  be 

( 

! run  in  practical  alignment  at  a uniform  grade.  (See  Section  9.11  for 

t 

soecific  slopes.) 

i (c)  Obstruction  to  flow--Any  fitting  or  connection  which  has  an  enlarge- 

j ment,  chamber  or  recess  with  a ledge,  shoulder  or  reduction  of  the  pipe  area, 
that  offers  an  obstruction  to  flow  through  the  drain,  or  any  fitting,  trap, 

! or  connection  that  offers  abnormal  obstruction  to  flow,  is  prohibited. 

I 

' (d)  Supports--Piping  shall  be  securely  supported  to  keep  it  in  align- 

' ment  without  undue  strains,  or  stresses,  and  provisions  shall  be  made  for 
expansion  and  contraction  during  travel. 

(e)  Freezing--All  piping  and  fixtures  which  would  be  subject  to 
freezing  temperatures  when  traveling  through  cold  climates,  shall  be 
insulated  to  preclude  the  possibility  of  freezing. 

(f)  Workmanship  shall  be  of  such  character  as  to  accomplish  the  results 
sought  to  be  obtained  in  this  Section. 

(g)  Light  and  ventilation--Water-closet  compartments  shall  be  provided 


-259- 


v;irh  adequate  light  and  ventilation. 

(h)  Ratproofing--All  openings  through  which  piping  or  other  conduits 
pass  through  floors  or  walls  shall  be  properly  sealed  with  permanently 
attached  collars  of  metal  or  other  material  that  will  prevent  the  passage  of 
rats  or  other  vermin. 

(i)  Equipment  condemened- -Plumbing  equipment  condemned  by  the  proper 
Administrative  Authority  because  of  wear,  damage,  or  defects  as  a sanitary 
or  safety  hazard,  shall  not  be  reused. 

(j)  Connections  to  plumbing  system--All  plumbing  fixtures,  drains,  appur- 
tenances, and  appliances  used  to  receive  or  discharge  liquid  or  waterborne 
wastes  shall  be  properly  and  individually  connected  by  means  of  metal  pipe 

or  tubing  to  the  common  outlet  of  the  trailer-drainage  system. 

(k)  Sewer  connection--A  watertight  connection  between  the  trailer- 

drainage  system  and  the  trailer-park  sewer  connection  shall  be  made  by  ^ 

means  of  a readily  removable  semirigid  or  flexible  connector  adaptable  to  the 
Administrative  Authority. 

(l)  Location  of  piping  or  fixtures--Piping,  fixtures,  or  equipment 
shall  be  so  located  as  not  to  interfere  with  the  normal  operations  of 
windows,  doors  or  other  exit  openings.  Operating  devices  shall  be  acces- 
sible for  repair  or  servicing. 

(3)  Materials. 

(a)  Drainage  and  vent  systems--Pipe  and  fittings  for  the  drainage  and 
vent  systems  shall  be  as  provided  in  Section  9.03  of  this  Chapter  and  as 
follows : 

1.  Copper  tube  with  sweated  joints.  Type  M. 

2.  Galvanized  steel,  galvanized  wrought  iron,  or  galvanized  ferrous  alloy. 

3.  Lead  pipe  not  less  than  1/8  inch  wall  thickness. 
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4.  Fittings  for  the  drainage  system  shall  be  American  National  Paper 
Threads,  recessed  type.  Vent  fittings  may  be  galvanized,  malleable,  or  cast 
iron.  If  lead  is  used,  all  joints  shall  be  wiped.  Wiped  joints  shall  have 
an  exposed  surface  on  each  side  of  the  joint  not  less  than  3/4  inch  and  at 
least  as  thick  as  the  material  being  jointed. 

(b)  Water  piping--Water  piping  shall  be  brass,  copper,  wrought  iron, 
open-hearth  iron,  steel  or  copper  tubing.  Type  L,  with  appropriate  approved 
fittings.  All  ferrous  pipe  and  fittings  shall  be  galvanized. 

(c)  Used  materials  are  prohibited  in  the  construction  or  installation 
of  the  water-supply  system. 

(4)  Fixtures. 

(a)  Quality  of  fixtures--All  plumbing  shall  be  made  of  approved 
materials  with  smooth,  impervious  surface. 

(b)  Trailer-coach  fixtures--Plumbing  fixtures  installed  in  the  trailer 
shall  be  of  materials  that  will  withstand  road  shock  and  be  so  attached  to 
the  structure  of  the  trailer  as  to  be  resistant  to  vibration  or  settling. 

(c)  Resistance  to  shock — Resistance  to  shock  shall  be  determined  by 
tests  over  a period  of  actual  use  of  one  year  or  by  equivalent  simulated 
laboratory  tests. 

(d)  Fixture  traps--Each  plumbing  fixture  shall  be  provided  with  a trap 
containing  not  less  than  2"  water  seal. 

(e)  Location  of  traps--Traps  shall  be  so  located  as  to  preclude  the 
possibility  of  trap  seal  loss  during  transportation  or  ordinary  use. 

(f)  Water  closets  for  trailers. 

1.  Water  closets  shall  be  constructed  of  such  durable  materials  as  to 
be  transported  in  trailers  over  the  highways  without  injuiy.or  impair  their 
capacity  to  operate. 
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Water  closets  shall  not  permit  the  spillage  of  trap  seal  contents 


during  transit  and  shall  perform  in  a sanitary  manner. 

3.  It  should  not  be  possible  to  flush  a water  closet  except  when  trailer 
IS  connected  at  a trailer  camp  to  a water  supply  and  sewage-disposal  system. 

4.  Each  water  closet  shall  be  provided  with  approved  back-flow  or 
vacuum  breaker  device  to  prevent  contamination  of  the  potable  water  system. 

5.  Water  closets  shall  be  provided  with  a water  supply  adequate  to 
thoroughly  cleanse  the  interior  of  the  water  closet  when  the  valve  is  operated. 

(5)  Drainage  piping. 

(a)  Installation--Horizontal  piping  shall  be  installed  at  a uniform  slope 
and  in  no  case  less  than  1/8  inch  per  foot  slope. 

(b)  The  size  of  soil  and  waste  piping  shall  be  in  accordance  with  the 
fol lowing : 

1.  Size  of  main  soil  stack 


Fixture  connections 


Minimum  size 
through  roof 
Inches 


More  than  six  fixture  units  connected  to  stack 

Six  fixture  units  or  less  connected  to  the  stack 

Lavatory  branch  waste  and  trap 

Sink  branch  waste  and  trap 

Shower  branch  waste  and  trap 

Bath  branch  waste  and  trap 

Water  closet  branch  waste  four  unit  type 

Water  closet  branch  waste  two  unit  type 


3 

2 


2.  Trailer  fixture  unit  ratings 


Fixture  Units 


Water  closet  with  3"  integral  traps 
Water  closet  with  separate  traps 
Water  closet--grinder  type--with  Ih"  trap 
Lavatory  with  less  than  1 1/8”  outlet 
Sink  with  less  than  1 1/8”  outlet 


4 units 
3 units 
2 units 
1 unit 
1 unit 
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sink  with  larger  outlets 
shower  with  less  than  2”  outlet 
shower  with  more  than  2"  outlet 
Bathtub  with  less  than  2”  outlet 


Fixture  units 
2 units 

2 units 

3 units 
2 units 


(c)  Trailer-drain  outlet-Trailer-drain  outlet  of  trailers  shall  temin 
ate  on  the  road  side  of  the  trailer  at  rear  of  wheel  housing  and  be  visible 
from  the  side  of  the  trailer  when  in  transit.  Each  outlet  shall  be  provided 
with  a tight  cap  or  plug  for  closure  when  not  connected  to  a sewer.  The  cap 
or  plug  shall  be  permanently  affixed  to  the  trailer  body. 


(d)  Group  venting--A  group  of  fixtures  consisting  of  one  water  closet, 
or  shower  or  bathtub,  one  lavatory,  and  a kitchen  sink  may  be  installed  with- 
out individual  fixture  vents  and  as  a stackvented  group.  Each  fixture  branch 
shall  be  installed  within  the  limits  as  follows: 


Size  of  Waste  Pipe 
Inches 
3 
2 


Permissable  Length 
Feet 
6'0” 

5'0" 

4'6" 

4-6" 


(e)  Fixture  branches--Fixture-branch  connections  at  the  stack  shall  be 
made  by  the  use  of  sanitary  tees  and  the  branch  drain  shall  be  sloped  not 
more  than  h inch  per  foot. 

(f)  Wet-vented  fixtures--A  single  bathroom  group  of  fixtures  may  be 

installed  for  a drain  from  a back-vented  lavatory  or  kitchen  sink  as  a wet 
vent  for  a shower  stall  or  bathtub  and  for  the  water  closet,  provided  that: 

1.  A wet  vent  for  a shower  or  bathtub  is  wet  vented  through  a Ih  inch 

branch  waste  when  only  a lavatory  is  installed  on  the  branch. 

2.  A wet  vent  for  a shower  or  bathtub  is  wet  vented  through  a 2-inch 

waste  when  a lavatory  and  a sink  are  installed  on  the  branch. 

(6)  Vent  terminals. 
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(a)  Location  of  vent  terminal--Each  stack  vent  shall  terminate  at  least 
2 inches  above  the  trailer  roof  and  shall  be  made  watertight  by  proper  flashing. 

(7)  Inspection,  test,  and  maintenance. 

All  plumbing  work  installed  in  trailers  shall  conform  with  the  require- 
ments of  this  section. 

(a)  Hydrostatic  test--Drainage  piping  shall  be  tested  and  proved  tight 
prior  to  the  installation  of  the  plumbing  fixtures  under  a hydrostatic  pressure 
of  not  less  than  25  lbs.,  and  all  water  piping  shall  be  tested  to  100  lbs. 

(b)  Air  and/or  chemical  test--Mien  fixtures  have  been  set  and  connected, 
the  system  shall  then  be  subjected  to  an  additional  air  or  chemical  test  of 
at  least  1 inch  of  water. 

(8)  Air  gaps. 

(a)  Each  fixture  shall  be  provided  with  an  air  gap  between  the  lowest 
opening  from  any  pipe  or  faucet  supplying  water  to  a plumbing  fixture  and  the 
flood-level  rim  of  such  fixture. 

(b)  The  minimum  required  air  gap  shall  be  measured  vertically  from  the 
end  of  the  faucet  or  orifice  in  accordance  with  Subsection  15  (8)  (c) . 

(c)  Lavatory  with  effective  openings  not  greater  than  inch  in  diameter 
shall  be  provided  with  a 1-inch  minimum  air  gap. 

(d)  Other  fixtures  with  effective  openings  equal  to  these  indicated 

in  Sub-section  9.15  (8)  (c)  and  when  not  affected  by  near  vertical  surfaces 
shall  be  not  less  than  2 inches;  where  affected  by  near  vertical  surfaces 
shall  be  not  less  than  3 inches.  Water  closets  may  be  provided  with  approved 
vacuum  breakers  or  backflow  preventers  in  lieu  of  air  gaps. 

Vacuum  breaker  shall  be  installed  on  the  discharge  side  of  the  supply 
valve  and  shall  be  located  not  less  than  6 inches  above  the  flood  level  of 
the  fixture. 
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(e)  Vacuum  breakers  or  backflow  preventers  shall  be  made  of  corrosion- 
resistant  materials  of  design  and  proportions  which  will  not  deteriorate  or 
deform  under  reasonable  service  conditions. 

(f)  Vacuum  breakers  or  backflow  preventers  shall  have  been  tested  and 

approved  to  meet  test  and  performance  as  required  for  backflow  preventers. 

ASA  A-40.6. 

(9)  Water-supply  system. 

(a)  Service  connections--Water-piping  connection  shall  be  not  less  than 
3/4  inch  from  which  1/2  inch  individual  fixture  branches  shall  be  run  to  each 
plumbing  fixture  and  water  heater. 

(b)  Emptying  of  water-piping  system-The  water-piping  system  in  the  trail- 
er for  both  hot  and  cold  water  shall  automatically  drain  out  upon  disconnect- 
ing  with  the  source  of  supply  at  the  trailer  park. 

(c)  Location  of  service  connections--Each  trailer  shall  be  provided  with 
a water-service  connection  located  at  the  rear  of  the  trailer,  and  shall  be 
provided  with  cap  and  chain. 

(d)  Separation--The  minimum  distance  between  the  sewer  connections  and 
the  water  connections  of  a trailer  shall  be  five  feet. 

(e)  Emergency  disconnection--The  physical  connection  between  the  trailer 
and  the  trailer  park  shall  be  so  arranged  as  to  be  able  to  readily  disconnect 
manually  or  automatically  pull  out  when  an  emergency,  such  as  fire,  occurs. 

(10)  Terminals. 

(a)  Sewer  and  water  terminals  shall  be  capped  or  plugged  when  the  trailer 
is  transported  on  the  highways. 

(b)  Both  connections  shall  be  visible  at  the  rear  and  side  of  the  trailer 
coach  when  the  trailer  is  transported  on  the  highways. 

(11)  Hot  water. 
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(a)  Where  hot  water  piping  is  provided,  the  trailer  shall  be  provided 
with  an  approved  type  automatic  water  heater  of  not  less  than  5-gallon  storage 
capacity. 

(12)  Safety  devices. 

(a)  Standards--Each  water  heater  shall  be  provided  with  a combination 
pressure-and-temperature  relief  valve  which  has  been  tested  and  approved  or 
which  meets  the  specifications  and  requirements  of  the  American  Gas  Association 
or  the  National  Board  of  Casulty  and  Surety  Underwriters. 

(b)  Relief  valves--Relief  valves  shall  be  installed  not  more  than  4 
inches  from  the  top  of  the  water  heater. 

(c)  Emptying--Each  tank  shall  be  provided  with  a piped  and  valved  out- 
let so  that  it  can  readily  be  emptied  to  the  exterior  of  the  trailer. 

(d)  Water-working  pressures  for  tanks--Hot  water  tanks  shall  be  tested 
for  not  less  than  300  lbs.  hydrostatic  test. 
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TABLE  1 


Materials 

Materials 

NON-METALLIC  PIPING 
Clay  Sewer  Pipe 
Bituminized  Fiber 
Sewer  Pipe  § Fittings 
Plastic  Sewer  Pipe 
Asbestos  Cement  Sewer  Pipe 

FERROUS  PIPE  P,  FITTINGS 
Cast-Iron  Soil  Pipe  § Fts . X 
Cast-Iron  Water  Pipe  " x 
Cast-Iron  (Threaded)  Pipe  X 
Cast-Iron  (Screwed)  Fts.  X 
Cast-Iron  Drainage  Fitting  X 
Wrought- Iron  Pipe  X 

Steel  Pipe 

Open-Hearth  Iron  Pipe 
Malleable-Iron  Fittings  X 

NON-FERROUS  PIPE  Fj 
FrrriNGs 
Brass  Tubing 
Brass  Pipe 
Copper  Pipe 

Bronze  Screwed  Fittings 
Seamless  Copper  Tubing 
Copper  Water  Tube  (KLM)  X 

Soldered  Joint  Fittings 
(for  copper  water  tube)  X 

Cast- Brass  Soldered  Joint 
Fittings  X 

Flared  fittings  for 
Copper  (water)  Tubes  X 

Lead  Pipes  § Traps 


for  Plumbing  Installations 


astm  fs  cs  spr  mss 


Other  Standards 
Remarks 


Standard  Strength 
Extra  Strength 

X 

X 


Extra  heavy  and 
Standard  Weights 
AWWA 


Type  I and  II 
Type  III  only 


X X 
X X 
X X 
X X 
X X 
X X 


X 


X 


For  copper  water  tube 


X X 


miscellaneous 

Calking  Lead 
Sheet  Lead 
Sheet  Brass 
Sheet  Copper 
Galvanized  Iron  F.  Steel 
Sheets  ^ 

Galvanized  Pipe  P,  Fts. 

Cement  Lining  X 

Coal-Tar  Enamel  (pro- 
tective Coating) 

Soft  Solder 

Fixture  Setting  Compound 
Air  Cap  Standards  X 

Backflow  Preventers  X 

Grease  Interceptors 
Valves 

Bronze  Gate 
Cast-Iron  Gate 


X X 
X 

X X 
X X 

X X 
X X 
X 


X 


X 

X 


Grade  A 


Section  D 6 
Section  D 7 

AIVWA 


P.D.I.  (1) 
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i per  20  1 per  20 

Not  less  than  the  above  facilities  shall  be  provided  in  addition  to  those  required 

for  employees . 


T\'7:>e  of  Building 

or  Occupancy  Water  Closets Urinals Lavatories Bathtubs  or  Showers  Drinki ng  Founta  i ns 

Swimmino  Pools  Male  1 per  60  male  1 per  60  male  1 per  40  male  1 per  100  persons 
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TABLE  III 


Fixture  Units  per  Fixture  or  Group 


1 bathroom  group  consisting  of  water  closet, 

lavatory 

and  Tank  water  closet 

bathtub  or  shower  stall 

Flush  valve  water 

closet 

Bathtub^  (with  or  without  overhead  showers) 

2 

1^2 

Bathtub^ 

3 

2 

Bidet 

3 

Nominal 

Combination  sink-and-tray 

3 

1% 

Combination  sink-and-tray  with  food-disposal 

unit 

4 

Separate  traps 

1?2 

Dental  unit  or  cuspidor 

1 

ih 

Dental  lavatory 

1 

Ih 

Drinking  Fountain 

1 

Dishwasher2  domestic 

2 

15^ 

Floor  drains^ 

1 

2 

Kitchen  sink,  domestic 

2 

Ih 

Kitchen  sink  with  food-disposal  unit 

3 

Ih 

Lavatory^ 

1 

Small  P.O. 

Ih 

Lavatory‘s 

2 

Large  P.O. 

Ih 

Lavatory,  barber,  beauty  parlor 

2 

Ih 

Lavatory,  surgeon’s 

2 

hh 

Laundry  tray  (1  or  2 compartments) 

2 

ih 

Shower  stall,  domestic 

2 

2 

Showers  (group)  per  head^ 

3 

Sinks 

Surgeon ' s 

3 

\h 

Flushing  rim  (with  valve) 

8 

3 

Service  (Trap  standard) 

3 

3 

Service  (P  trap) 

2 

2 

Pot,  scullery,  etc,^ 

4 

Urinal,  pedestal,  syphon  jet,  blowout 

8 

Nominal 

3 

Urinal,  wall  lip 

4 

Urinal  stall  washout 

4 

2 

Urinal  trough^  (each  2- foot  section) 

2 

Ih 

Wash  sink2  (circular  or  multiple),  each  set 

of 

faucets 

2 

Nominal 

Ih 

Water  closet,  tank-operated 

4 

Nominal 

3 

Water  closet,  valve-operated 

8 

3 

! 

j ^ A shower  head  over  a bathtub  does  not  increase  the  fixture  value, 

I ^ See  Sub-Sections  (d)  (3)  and  (d)  (4)  for  method  of  computing  unit  value  of  fix- 
i tures  not  lested  in  Table  11.4.2,  or  for  rating  of  devices  with  intermittent  flows 

' ^ Size  of  floor  drain  shall  be  determined  by  the  area  of  surface  water  to  be  drained 
I ^ 

Lavatories  with  IM  or  trap  have  the  same  load  value;  larger  P.O.  plugs  have 
greater  flow  rate. 
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3600  --  --  --  --  --  25  60  250  800 

1000  --  --  --  --  --  --  75  125  1000 

2500  --  --  --  --  --  --  50  100  500 

3800  --  --  --  --  --  --  30  80  350 

5600  --  --  --  --  --  --  25  60  250 


PUBLIC  HEALTH  - CHAPTER  18 


PUBLIC  NUISANCES 


i 

I 

I 

I 

I 
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Chapter  18 

PH- 18  PUBLIC  HUISANCES  AFFECTING  HEALTH. 

The  following  are  declared  to  be  nuisances  affecting  health  as  well  as, 
and  in  addition  to,  any  other  act,  omission  of  act,  occupation  and/or  use  of 
property,  premises,  equipment  or  structure  deemed  to  be  a menace  to  the 
health  of  the  inhabitants. 


18.1 

All  decayed  or  unwholesome  food  offered  for  sale  to  the  public. 

18.2 

All  diseased  animals  running  at  large. 

18.3 

All  ponds  or  pools  of  stagnant  water. 

18.4 

Milk  which  is  produced  by  cows  which  have  not  been  tested  and  found 
free  of  tuberculosis  within  the  year  previous  to  the  offering  of 
such  milk  for  sale  to  the  public. 

18.5 

Carcasses  of  animals  not  buried  or  destroyed  within  hours  after 

death. 

18.6 

Accumulation  of  manure  or  rubbish  not  conforming  with  provisions  of 
Sanitary  Code. 

18.7 

Any  human  excretion  disposed  of  in  any  other  manner  than  provided 
under  the  sanitary  regulations,  and  any  repositories  of  human 
excretion  existing  or  maintained  contrary  to  these  regulations. 

1 18.8 

Garbage  cans  which  are  not  fly  tight. 

j 18.9 

1 

! 

1 

The  pollution  of  any  well,  cistern,  spring,  underground  water  stream, 
lake,  canal  or  body  of  water  by  sewage  or  industrial  wastes,  or  other 
substances  harmful  to  human  beings. 

i 

■ 18.10 

! 

Dense  smoke,  noxious  fumes,  vapor  gas,  dust,  soot,  or  similar  sub- 
stances in  toxic  quantities. 

18.11 

All  public  exposure  of  persons  having  a contagious  disease. 

, 18.12 
1 

The  use  of  a common  public  drinking  cup  or  towel. 

1 

1 
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13.13  The  use  or  sale  or  distribution  of  any  toxic  substance  in  such  a 
manner  and  for  such  purposes  as  the  Health  Officer  may  declare  to 
constitute  a hazard  to  the  public. 

18.14  Any  building  or  structure  in  which  people  are  housed  or  congregate 
for  any  purpose  in  which  in  the  opinion  of  the  Health  Officer  have 
become  dangerous  for  further  occupancy  because  of  structural,  san- 
itary or  other  defects. 

18.15  All  infestation  of  flies,  fleas,  roaches,  lice,  ticks,  mice,  fly 
maggots,  mosquito  larvae  and  brookworm  larvae. 

It  shall  be  unlawful  for  any  person  to  create  a nuisance  on  his  lot 
or  on  a lot  occupied  by  him,  or  to  allow  a nuisance  to  remain  on  his  lot 
or  on  a lot  occupied  by  him.  The  aforementioned  list  of  nuisances  as 
well  as  anything  that  causes  an  offensive  odor  or  that  causes  injury  or  dam- 
age to  the  health  or  life  of  any  other  person  or  anything  that  interferes 
with  the  peaceful  enjoyment  of  one's  property  is  hereby  declared  to  be  a 
nuisance. 
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PUBLIC  HEALTH  - CHAPTER  19 


RESTAURANTS 
AND  OTHER 


FOODHANDLING  ESTABLISHMENTS 


ii 


Chapter  19. 


SANITATION  OF  RESTAURANTS  AND  OTHER  FOOD  HANDLING  ESTABLISHMENTS. 

PH-19  For  the  better  protection  of  the  public  health,  the  Cherokee  Tribal 
Health  Department  is  hereby  authorized,  empowered  and  directed  to  prepare  rules 
and  regulations  governing  the  sanitation  of  any  hotel,  cafe,  restaurant,  tour- 
ist home,  motel,  summer  camp,  food  or  drink  stand,  sandwich  manufacturing  estab- 
lishment, and  all  other  establishments  where  food  or  drink  is  prepared,  hand- 
led and  served  for  pay,  or  where  loding  accommodations  are  provided.  The  Cher- 
okee Tribal  Health  Department  is  hereby  authorized  and  empowered  to  enforce 
these  rules  and  regulations.  The  Cherokee  Tribal  Health  Department  is  also 
authorized,  empowered  and  directed  to: 

1)  Require  that  a permit  be  obtained  from  said  agency  before  such  places 
begin  operation,  said  permit  to  be  issued  only  when  the  establishment 
complies  with  the  rules  and  regulations  authorized  hereunder;  and 

2)  To  prepare  a system  of  grading  all  such  places  as  Grade  A,  Grade  B, 
and  Grade  C. 

No  establishment  shall  operate  which  does  not  receive  the  permit  required  by 
this  section  and  the  minimum  grade  of  C in  accordance  with  the  rules  and  regu- 
lations of  the  Cherokee  Tribal  Health  Department.  The  rules  and  regulations 
shall  cover  such  matters  as  the  cleanliness  of  floors,  walls,  ceilings,  stor- 
age spaces,  utensils,  and  other  facilities;  adequacy  of  lighting,  ventilation, 
water,  lavatory  facilities,  food  protection  facilities,  bactericidal  treatment 
of  eating  and  drinking  utensils,  and  waste  disposal;  methods  of  food  prepara- 
tion, handling  storage,  and  serving;  health  of  employees;  and  such  other  items 
and  facilities  as  are  necessary  in  the  interest  of  the  public  health. 

The  officers,  sanitarians  or  agents  of  the  Cherokee  Health  Service  are  hereby 
empowered  and  authorized  to  enter  any  hotel,  cafe,  restaurant,  tourist  home. 
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motel,  summer  camp,  food  or  drink  stand,  sandwich  manufacturing  establishment, 
and  all  other  establishments  where  food  or  drink  is  prepared,  handled  and/or 
served  for  pay,  or  where  lodging  accommodations  are  provided,  for  the  purpose 
of  making  inspections,  and  it  is  hereby  made  the  duty  of  every  person  responsi- 
ble for  the  management  or  control  of  such  hotel,  cafe,  restaurant,  tourist 
home,  motel,  summer  camp,  food  or  drink  stand,  sandwich  manufacturing  estab- 
lishment, and  to  render  all  aid  and  assistance  necessary  to  enable  the  sanita- 
rians or  agents  of  the  Cherokee  Tribal  Health  Department  to  make  a full, 

thorough  and  complete  examination  thereof,  but  the  privacy  of  no  person  shall  be 
violated  without  his  or  her  consent.  It  shall  be  the  duty  of  the  sanitarian 
or  agent  of  the  Cherokee  Tribal  Health  Department  to  leave  with  the  manage- 
ment, or  person  in  charge  at  the  time  of  the  inspection,  a copy  of  his  inspec- 
tion and  grade  card  showing  the  grade  of  such  place,  and  it  shall  be  the  duty 
of  the  management,  of  person  in  charge  to  post  said  card  in  a conspicuous  place 
designated  by  the  sanitarian  where  it  may  be  readily  observed  by  the  public. 

Such  grade  card  shall  not  be  removed  by  anyone,  except  an  authorized  sanitarian 
or  agent  of  the  Cherokee  Tribal  Health  Department,  or  upon  his  instruction. 

Private  homes;  temporary  food  and  drink  stands  operated  by  church,  etc.; 
boardinghouses,  private  clubs,  picnics,  camp  meetings,  etc. --This  article  shall 
not  apply  to  private  homes  providing  food  and/or  lodging  to  permanent  house 
guests.  The  term  "permanent  house  guests"  shall  mean  guests  receiving  food 
and/or  lodging  accommodations  for  periods  of  week  or  longer  and  who  pay  for 
such  accommodations  and  the  visitors  of  such  guests.  Provided  further  that 
this  article  shall  not  apply  to  food  or  drink  stands  operated  by  church,  civic 
or  charitable  orgainizations  for  a period  of  one  week  or  less  shall  meet  min- 
imum sanitation  requirements  but  shall  not  be  subject  to  grading.  Provided 
further,  that  this  article  shall  not  apply  to  boardinghouses  having  regular 
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hoarders,  private  clubs,  picnics,  camp  meetings,  reunions,  box  suppers,  field 
ti'ials,  occasional  fund-raising  suppers  and  similar  gatherings  conducted  from 
time  to  time  by  church,  civic  or  charitable  organizations. 

Right  of  entry . --Authorized  representatives  of  the  Cherokee  Tribal  Health 
Department  shall  have  at  all  times  the  right  of  proper  entry  upon  any  and  all 
parts  of  the  premises  of  any  place  in  which  such  entry  is  necessary  to  carry 
out  the  provisions  of  this  Chapter,  or  the  rules  and  regulations  adopted  under 
the  authority  of  this  Chapter;  and  it  shall  be  unlawful  for  any  person  to  re- 
sist a proper  entry  by  such  authorized  representatives  of  the  Cherokee  Tribal 
Health  Department  upon  any  premises  other  than  a private  dwelling. 

RULES  AND  REGULATIONS  DEFINING  RESTAURANT,  TEMPORARY  RESTAURANT,  FOOD  STAND, 
DRINK  STAND,  TEMPORARY  FOOD  OR  DRINK  STAND,  EMPLOYEE,  EATING  AND  COOKING  UTEN- 
SILS, LOCAL  HEALTH  DIRECTOR,  SANITARIAN,  PERSON,  ETC,:  REQUIRING  PERMITS  FOR 
THE  OPERATION  OF  RESTAURANTS,  TEMPORARY  RESTAURANTS,  FOOD  STANDS,  DRINK  STANDS 
AND  TEMPORARY  FOOD  OR  DRINK  STANDS:  PROVIDING  FOR  THE  SANITATION,  INSPECTION, 
GRADING,  AND  PLACARDING  OF  RESTAURANTS,  FOOD  STANDS  AND  DRINK  STANDS:  PRESCRIB- 

ING MINIMUM  SANITATION  REQUIREMENTS  FOR  TEMPORARY  FOOD  OR  DRINK  STANDS:  AND 
PROVIDING  FOR  THE  ENFORCEMENT  OF  THESE  RULES  AND  REGULATIONS. 

19.1  Definitions .- -The  following  definitions  shall  apply  in  the  interpretation 
and  enforcement  of  these  rules  and  regulations: 

A.  Restaurant,  temporary  restaurant,  food  stand,  drink  stand,  and  temp- 
orary food  or  drink  stand: 

1.  The  term  "restaurant”  shall  mean  and  include  restaurants,  coffee 
shops,  cafeterias,  short  order  cafes,  luncheonettes,  school  lunch- 
rooms, delicatessens,  and  all  other  establishments  where  food  is 
prepared,  handled  and/or  served  at  wholesale  or  retail  for  pay; 
as  well  as  sandwich  manufacturing  establishments,  kitchens,  and 
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all  other  places  in  which  food  is  handled  or  prepared  for  sale 
elsewhere . 

2.  The  term  "temporary  restaurant"  shall  mean  a restaurant,  as  de- 
fined above,  which  operates  for  a period  of  one  week  or  less,  as 
in  connection  with  a fair,  carnival,  circus,  public  exhibition, 
or  other  similar  gathering. 

3.  The  term  "food  stand"  shall  mean  and  include  those  food  service 
establishment  which  limit  the  food  items  prepared  to  sandwiches, 
hand-out  foods  in  single-service  containers  or  similarly  restrict- 
ed food  items.  Such  food  stands  provide  no  dishes,  glasses,  or 
silverware,  no  curb  service,  no  tables  or  stools.  Facilities  us- 
ually provided  by  restaurants  for  the  convenience  and  comfort  of 
their  guests  are  not  to  be  found  in  the  case  of  food  stands. 

4.  The  term  "drink  stand"  shall  mean  and  include  those  establish- 
ments such  as  soda  fountains,  taverns  and  similar  places  in  which 
no  food  is  prepared  on  the  premises,  but  where  drinks  are  served 
in  containers  (glasses,  mugs,  etc.)  other  than  bottles,  cans,  or 
paper  cups. 

5.  The  term  "temporary  food  or  drink  stand"  shall  mean  and  include 
those  food  or  drink  stands  which  operate  for  a period  of  one  week 
or  less,  as  in  connection  with  a fair,  carnival,  circus,  public 
exhibition,  or  other  similar  gathering. 

B.  Employee . --The  term  "employee"  shall  mean  any  person  who  handles  food 
or  drink  during  preparation  or  serving,  or  who  comes  in  contact  with 
any  eating  or  cooking  utensils,  or  who  is  employed  at  any  time  in  a 
room  in  which  food  or  drink  is  prepared  or  served. 

C.  Eating  and  Cooking  Utensils . --The  term  "eating  and  cooking  utensils" 
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shall  include  any  kitchenware,  tableware,  glassware,  cultery,  uten- 
sils, containers,  or  other  equipment  with  which  food  or  drink  comes 
in  contact  during  storage,  preparation,  or  serving. 

D.  Local  Health  Director . --The  term  "local  health  director"  shall  mean 
the  individual  appointed  by  the  Tribe  or  Health  Board  to  carry  out 
the  local  program  of  public  health, 

E.  Sanitarian. --The  term  "sanitarian"  shall  mean  any  authorized  represen- 
tative of  the  local  health  director. 

F.  Person. --The  word  "person"  shall  mean  individual,  firm,  association, 
organization,  partnership,  business  trust,  corporation,  or  company. 

19.2  Permits. --No  person  shall  operate  a restaurant,  temporary  restaurant, 
food  stand,  drink  stand,  or  temporary  food  or  drink  stand  within  the  Cherokee 
Indian  Reservation  who  does  not  possess  an  unrevoked  permit  from  the  Cherokee 
Tribal  Health  Department.  No  permit  to  operate  shall  be  issued  until  a sani- 
tary inspection  by  a representative  of  the  Health  Service  shows  that  the  es- 
tablishment complies  with  these  rules  and  regulations.  Permits  issued  to  one 
person  are  not  transferable  to  others. 

Violations  of  any  of  these  rules  and  regulations  shall  be  sufficient  cause 
for  revoking  the  permit.  Receipt  of  a sanitation  rating  of  less  than  70%,  or 
Grade  C,  shall  make  revocation  of  permit  mandatory.  No  permit  to  operate  shall 
be  reissued  until  the  establishment  has  been  re-inspected  by  a representative 
of  the  Cherokee  Tribal  Health  Department  and  found  to  comply  with  these  rules 
and  regulations, 

19.3  Placarding  or  Public  Display  of  Grade  Notice. --Whenever  an  inspection  of 
a restaurant,  food  stand,  or  drink  stand  is  made,  the  Cherokee  Tribal  Health 
Department  shall  issue  a grade  card,  and  it  shall  be  the  duty  of  the  manage- 
ment or  person  in  charge  to  remove  the  existing  grade  card  and  to  post  the  new 
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grade  card  in  a conspicuous  place,  designated  by  the  sanitarian,  where  it  may 
be  readily  observed  by  the  public.  This  grade  card  shall  be  kept  posted  at  all 
times. 

19.4  Re-inspections . --Upon  request  of  the  management,  a re-inspection  will  be 
made.  In  the  case  of  establishments  that  have  been  closed  for  failure  to  comply 
with  these  rules  and  regulations,  a survey  to  consider  the  issuance  or  re-is- 
suance  of  a permit  shall  be  made  at  the  earliest  convenience  of  the  sanitarian, 
and  an  inspection  for  the  purpose  of  establishing  the  sanitation  grade  may  be 
made  at  any  time  after  the  establishment  has  been  in  operation  for  at  least 

two  weeks.  In  the  case  of  establishments  which  request  an  inspection  for  the 
purpose  of  raising  the  grade,  and  which  hold  unrevoked  permits,  the  sanitarian 
shall  make  an  unannounced  inspection  after  the  lapse  of  a reasonable  period  of 
time,  not  to  exceed  30  days,  for  the  purpose  of  establishing  a new  grade. 

19.5  Publishing  Grades. --At  least  twice  annually,  or  whenever  a survey  of  es- 
tablishments has  been  completed,  the  grades  shall  be  published. 

19.6  Grading. --The  sanitation  grading  of  all  restaurants,  temporary  restaurants, 

food  stands,  and  drink  stands  shall  be  based  on  a system  of  scoring  wherein  all 
establishments  receiving  a score  of  at  least  90%  shall  be  awarded  Grade  A;  all 

establishments  receiving  a score  of  at  least  80%  and  less  than  90%  shall  be 

awarded  Grade  B;  all  establishments  receiving  a score  of  at  least  70%  and  less 
than  80  % shall  be  awarded  Grade  C;  and  no  establishment  receiving  a score  of 

less  than  70%,  or  Grade  C.  shall  operate.  The  scoring  and  grading  of  restau- 

rants, temporary  restaurants,  food  stands,  and  drink  stands  shall  be  based  upon 
the  following  standards  of  construction  and  operation,  and  in  accordance  with 
the  Inspection  Form  for  Restaurants  and  Foodhandling  Establishments  which  is 
attached  and  made  a part  of  these  regulations;  the  scoring  and  grading  of  tem- 
porary restaurants,  food  stands,  and  drink  stands  shall  be  in  accordance  with 
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the  further  provisions  of  Sections  7 and  8 of  these  rules  and  regulations. 

Item  1.  Floors. --The  floors  of  all  rooms  in  which  food  is  stored,  pre- 
pared, or  served,  or  in  which  utensils  are  washed,  shall  be  of  such  con- 
struction as  to  be  easily  cleaned,  shall  be  smooth,  shall  be  free  of  clean- 
ing obstacles,  and  shall  be  kept  clean  and  in  good  repair.  The  floor  area 
shall  be  sufficient  to  accommodate  all  operations.  Floors  may  be  of  con- 
crete, terazzo,  tile,  tightly  laid  tongue-and-groove  lumber,  wood  covered 
with  composition  flooring  or  equal. 

For  new  construction,  it  is  recommende  that  the  joints  between  walls  and 
floors  be  rounded,  or  provided  with  tight  molding  to  expedite  cleaning. 

Item  2.  Walls  and  Ceilings . --Walls  and  ceilings  of  all  rooms  in  which 
food  is  stored,  prepared,  or  served  shall  be  kept  clean  and  in  good  re- 
pair. The  walls  of  kitchens  and  other  rooms  used  for  the  preparation  of 
food  and  the  washing  of  utensils  shall  be  smooth,  washable,  and  light 
colored;  and  ceilings  shall  be  of  the  same  construction,  provided  that 
acoustical  ceiling  material  may  be  accepted  where  effective  ventilation 
precludes  the  possibility  of  grease  absorption.  Acceptable  wall  materials 
include  light-colored  glazed  tile  and  smooth  painted  plaster,  wood  or  metal. 
Brick,  cinder  blocks,  slag  blocks,  and  concrete  blocks  are  acceptable  if 
plastered  or  filled  so  as  to  provide  a smooth,  easily  cleanable  surface 
and  if  painted,  where  necessary,  a light  color.  The  walls  and  ceilings 
of  all  food  storage  rooms  shall  be  finished  in  a light  color.  The  walls 
and  ceilings  of  the  dining  rooms  and  other  food  service  rooms  shall  be  of 
sound  construction  and  free  of  excessive  decorations.  Artistic  wall  treat- 
ments with  sections  of  brick  or  ornamental  stone,  natural  wood  finishes, 
etc.,  are  acceptable  in  dining  rooms. 

Item  3.  Doors  and  Windows. --When  flies  are  prevalent,  all  openings  into 
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the  outer  air  shall  be  effectively  screened  unless  other  effective  means 
are  provided  to  keep  the  establishment  reasonably  free  of  flies.  Outside 
doors  shall  be  self-closing;  may  be  solid  or  screened,  and  preferably 
shall  open  outward.  Screen  doors  on  kitchens  shall  open  outward.  Absence 
of  flies  shall  be  considered  compliance  with  this  item. 

Item  4.  Lighting. --All  rooms  in  which  food  is  stored,  prepared,  or  served, 
or  in  which  utensils  are  washed,  shall  be  provided  with  illumination,  either 
natural  or  artificial,  that  is  adequate  for  all  necessary  operations. 

Item  5.  Ventilation. --All  rooms  in  which  food  is  stored,  prepared,  or 
served,  or  in  which  utensils  are  washed,  shall  be  adequately  ventilated. 
Effective  ventilating  fans,  range  hoods  with  proper  filters  and  fans,  or 
both,  shall  be  provided  where  necessary  to  eliminate  excessive  grease, 
smoke  or  odors.  Ventilating  equipment  shall  be  kept  clean  and  in  good  re- 
pair. Pantries  and  other  storage  rooms  shall  be  ventilated  sufficiently 
to  prevent  disagreeable  odors.  Effective  air-conditioning  systems  cons- 
titute compliance  with  this  item. 

Item  6.  Toilet  Facilities . --Every  establishment  shall  be  provided  with  ad- 
equate toilet  facilities  conveniently  located,  readily  accessible  at  all 
business  hours,  and  conforming  with  the  Uniform  Plumbing  Code  and  the  Rules 
and  Regulations  Governing  Work  Places  and  Working  Conditions  of  the  U.S. 
Department  of  Labor.  The  floor  area  shall  be  at  least  18  square  feet  for 
the  minimum-sized  toilet  room  containing  one  commode  and  one  lavatory,  or 
one  commode  and  one  urinal,  and  shall  contain  10  square  feet  in  addition 
for  each  additional  plumbing  fixture.  Floors,  walls,  and  ceilings  shall 
be  constructed  of  smooth,  non-absorbent,  washable  materials;  shall  be 
painted  with  a light-colored  washable  paint  unless  finished  in  tile  or 
equal;  and  shall  be  kept  clean  and  in  good  repair.  Toilet  rooms  shall  be 
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well  lighted,  ventilated  to  the  outside  air  through  ducts  having  cross- 
sectional  areas  of  at  least  72  square  inches  or  through  forced-draft  sys- 
tems provided  with  self-closing  doors,  and  kept  free  of  flies  and  stor- 
;ige.  Outside  windows  shall  be  screened.  Fixtures  shall  be  kept  clean 
and  in  good  repair.  A booth  open  at  the  top  shall  not  qualfiy  as  a toi- 
let room.  It  is  recommended  that  masonry  floors  be  provided  with  floor 
drains  to  facilitate  cleaning.  Toilets  for  patrons  shall  be  so  located 
that  the  patrons  do  not  pass  through  the  kitchen  to  enter  the  toilet  rooms 
and  patrons'  toilets  do  not  open  into  the  kitchen.  Intervening  rooms  or 
vestibules,  if  provided,  shall  not  be  less  than  18  square  feet  in  area, 
and  shall  be  constructed  and  maintained  in  a manner  comparable  to  the  toi- 
let rooms.  Appropriate  signs  shall  be  posted  to  advise  the  public  of  the 
locations  and  identities  of  the  toilet  rooms.  Durable,  legible  signs  shall 
be  posted  or  stenciled  conspicuously  in  each  employee's  toilet  room  re- 
questing employees  to  wash  their  hands  before  returning  to  work. 

All  toilet  facilities  shall  be  disposed  of  in  a public  sewer  system,  or  in 
the  absence  of  a public  sewer  system,  by  a private  sewage  disposal  system 
approved  by  the  Cherokee  Tribal  Health  Department.  Approved  eartli  pit 
privies  constructed  and  operated  in  accordance  with  the  requirements  of  the 
Cherokee  Tribal  Health  Department  may  be  accepted  in  locations  where  it  is 
physically  impossible  to  install  water-carried  sewage  facilities. 

I lem  7.  Water  Supply .- -Runn i ng  water  under  pressure  shall  be  easily  ac- 
cessible to  all  rooms  in  which  food  is  prepared  or  utensils  are  waslicd. 

The  water  supply  shall  be  adequate,  and  of  a safe,  sanitary  quality. 

When  a private  water  supply  is  used,  it  shall  be  constructed,  maintained, 
and  operated  in  accordance  with  the  requirements  of  the  Cherokee  Iribal 
Health  Department.  A sample  of  the  water,  except  in  the  case  of  public 
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water  supplies  shall  be  submitted  to  the  Cherokee  Tribal  Health  Depart- 
ment for  analysis  at  least  once  each  year.  No  cross-connections  with  un- 
approved water  supplies  shall  exist. 

Item  S.  Drinking  Water  Facilities . --Facilities  for  the  dispensing  of 
drinking  water  shall  be  of  an  approved  sanitary  design.  If  water-cooling 
equipment  is  installed,  it  shall  be  of  a type  in  which  ice  does  not  come 
in  contact  with  the  water.  Common  dippers  or  common  drinking  glasses  or 
cups  shall  not  be  used. 

Glass-fillers,  if  provided,  shall  be  of  a design  which  does  not  depend 
upon  pressure  from  the  rim  of  the  glass  for  its  operation.  If  drinking 
fountains  are  provided,  they  shall  be  of  approved  angle-jet  type. 

NOTE:  This  Item  shall  not  be  interpreted  as  prohibiting  the 

pitcher  service  of  ice  water.  See  Item  9 for  handling 
of  ice. 

Item  9.  Storage,  Handling,  and  Use  of  Ice. --Ice  which  is  to  be  used  in 
fountain  drinks,  ice  water,  tea,  and  coffee;  or  in  connection  with  the 
chilling  or  serving  of  salads,  vegetables,  or  cocktails  shall  be  manufac- 
tured from  a safe  water  supply,  and  shall  be  stored  and  handled  in  a san- 
itary manner.  Storage  boxes  shall  be  covered,  located  away  from  sources 
of  contamination,  maintained  in  good  repair,  and  kept  clean. 

Storage  bins  or  boxes  shall  be  provided  with  rims  and  covers  designed  to 
exclude  spillage  and  drip.  Ice  grinders,  pans  and  buckets  used  in  pre- 
paring chipped  or  crushed  ice  shall  be  protected  from  contamination,  thor- 
oughly cleaned  between  usages,  and  kept  in  good  repair;  buckets  and  other 
containers  shall  be  stored  above  the  floor  in  a clean  place.  All  block 
ice  shall  be  washed  before  preparation  and  serving.  Ice  shall  be  put  into 
glasses  or  other  containers  with  a scoop,  spoon,  or  other  approved  method. 


-288- 


Fountain  ice  compartments,  bowls,  buckets,  or  other  containers  shall  be 
in  good  repair;  frequently  washed  and  kept  free  of  scum,  rust,  etc.;  and 
shall  be  protected  from  drip,  dust,  splash,  and  other  contamination.  Ice 
shall  not  be  received,  used  or  accepted  when  there  is  evidence  that  it  is 
not  being  handled  and  transported  in  a sanitary  manner.  Ice  machines  shall 
be  kept  clean. 

Item  10.  Lavatory  Facilities. --Adequate  and  convenient  lavatory  facili- 
ties, conforming  with  the  Uniform  Plumbing  Code,  including  hot  and  cold 
running  water  and  a combination  supply  faucet,  soap  and  sanitary  towels, 
or  approved  hand-drying  devices,  shall  be  provided  for  employees  and  guests. 
For  employees,  at  least  one  lavatory  shall  be  provided  in  the  kitchen  area 
in  addition  to  any  lavatories  which  may  be  provided  at  employees'  toilet 
rooms,  except  where  employees'  toilets  are  immediately  adjacent  to  the 
kitchen  area.  Dishwashing  vats,  vegetable  sinks  and  pot  sinks  shall  not 
be  acceptable  as  handwashing  facilities  for  employees.  The  lavatories 
and  adjacent  areas  shall  be  well  lighted  and  kept  clean  and  in  good  repair. 
Item  11.  Construction  of  Utensils  and  Equipment . --All  eating,  drinking, 
and  cooking  utensils,  tables,  sinks,  cabinets,  hoods,  shelves,  and  other 
equipment  and  fixtures  used  in  connection  with  the  operation  of  a restau- 
rant shall  be  so  constructed  as  to  be  easily  cleaned  and  shall  be  kept  in 
good  repair.  All  surfaces  with  which  food  or  drink  comes  in  contact  shall 
consist  of  smooth,  not  readily  corrodible,  non-toxic  material,  such  as 
stainless  steel,  phenolic  resin,  marble  slabs,  or  tight  wood  in  which 
there  are  no  open  cracks  or  joints  that  will  collect  food  particles  and 
slime,  and  be  readily  accessible  for  cleaning. 

Shelves,  tables  and  counters  shall  not  be  covered  with  paper,  cardboard, 
oil  cloth,  or  other  absorbent  material,  and  shall  be  free  of  crevices. 
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Table  linen,  if  used,  shall  be  kept  clean  and  in  good  repair. 

NOTE;  I’he  National  Sanitation  Foundation  has  developed  detailed 
specifications  for  many  food  service  equipment  items. 

Equipment  which  meets  these  standards  shall  be  accepted 
as  meeting  the  requirements  of  this  item. 

Item  12.  Storage  Spaces . --Storage  spaces  shall  be  kept  clean  and  free 
from  unnecessary  articles  and  offensive  or  musty  odors.  The  contents 
shall  be  neatly  arranged  to  facilitate  cleaning.  All  storage  shall  be 
at  least  15  inches  above  the  floor  or  otherwise  arranged  so  as  to  permit 
thorough  cleaning. 

Dry  beans,  grits,  flour,  sugar,  and  similar  food  products  should  be  stored 
in  tightly  covered  metal  cans,  glass  jars,  or  equal. 

Shelves  in  storage  rooms  should  be  constructed  approximately  1 inch  from 
the  wall,  unless  tightly  stripped  to  eliminate  cracks  for  roaches. 

Bulky  items  should  be  stored  on  slatted  shelves  or  movable  dollies. 

Item  13.  Cleaning  and  Bactericidal  Treatment  of  Equipment  and  Utensils. 
--All  equipment  and  fixtures  shall  be  kept  clean.  All  cloths  used  by  chefs 
and  other  employees  in  the  kitchen  shall  be  clean.  Single-service  con- 
tainers shall  be  used  only  once. 

All  multi-use  eating  and  drinking  utensils  shall  be  thoroughly  washed,  rin- 
sed, and  subjected  to  an  approved  bactericidal  treatment  after  each  usage. 
The  supply  of  eating  and  drinking  utensils  shall  be  adequate.  All  multi- 
use utensils  used  in  the  storage,  preparation,  cooking,  or  serving  of  food 
or  drink  shall  be  thoroughly  cleaned  and  rinsed  immediately  after  the  day's 
operations,  after  each  use,  or  upon  completion  of  each  meal  as  indicated. 
Hand  washing  facilities  shall  consist  of  an  approved  heavy  gauge  three- 
compartment  sink  of  adequate  size  and  depth,  with  hot  and  cold  running 
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water  service  for  each  vat,  splash  back  protection  continuous  with  the 
sink  and  an  integral  part  of  the  sink,  and  drainboards  on  each  end  of  am- 
ple size  to  accommodate  the  number  of  eating  and  drinking  utensils  invol- 
ved . 

Separate  facilities  shall  be  required  when  necessary  for  the  washing  of 
glasses,  and,  when  needed,  separate  facilities  shall  be  required  for  the 
washing  of  pots,  pans,  vegetables,  fish,  meats,  and  poultry.  The  facili- 
ties for  the  heating  of  water  shall  be  adequate  and  effective,  and  the 
storage  capacity  shall  be  ample. 

When  dishwashing  machines  are  used,  the  machines  shall  be  approved  and 
shall  be  fitted  with  drainboards  of  ample  capacity  on  each  side,  and  in- 
clude a countersunk  sink,  or  other  approved  means  for  pre-cleaning,  pre- 
flushing, or  pre-soaking  of  the  utensils  in  the  dirty  dish  lane.  Thermom- 
eters indicating  the  wash  and  rinse  water  temperatures  shall  be  provided 
and  kept  in  good  repair. 

Mechanical  glass  and  dishwashing  equipment  shall  be  required  when  found 
necessary  because  of  ineffective  results  with  other  facilities,  or  because 
of  indicated  volume.  Dishwashing  and  glasswashing  equipment  shall  be  con- 
structed and  operated  in  accordance  with  National  Sanitation  Foundation 
standards  or  equal. 

When  dishwashing  machines  are  used,  the  machines  shall  be  approved  on  the 
basis  of  size,  capacity  and  type  for  the  number  of  utensils  to  be  washed. 
Under  some  conditions,  as  when  volume  is  limited  and  time  permits,  glass- 
es may  be  washed  with  power-driven  brushes  and  passed  through  door-type 
machines,  which  are  also,  used  for  dishwashing,  for  final  rinse  and  bac- 
tericidal treatment.  For  this  method,  a motor-driven  glass-washer  and  a 
single-vat  sink  may  suffice. 
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When  only  single-service  eating  and  drinking  utensils  are  used,  at  least 
a single-vat  sink  of  adequate  size  with  sufficient  drainboard  space  on 
each  end  shall  be  provided. 

METHODS  OF  BACTERICIDAL  TREATMENT 

In  a manual  operation  after  cleaning  and  rinsing,  all  multi-use  eating 
and  drinking  utensils  shall  be  effectively  subjected  to  one  of  the  following, 
or  other  equivalent  bactericidal  processes: 

(By  approved  bactericidal  process  is  meant  the  application  of  any  method 
or  substance  for  the  destruction  of  pathogens,  and  all  other  organisms  so 
far  as  practicable,  and  which  is  effective  and  does  not  adversely  affect 
the  equipment,  food,  drink,  or  the  health  of  the  consumer.) 

a)  Immersion  for  at  least  one  minute  in  the  3rd  vat  in  clean  hot  water 

at  a temperature  of  at  least  170°F.  An  approved  thermometer  shall  be  available 
convenient  to  the  vat.  It  is  recommended  that,  wherever  practicable,  bacteri- 
cidal treatment  should  be  obtained  through  the  use  of  hot  water.  Where  hot 
water  is  used  for  bactericidal  treatment,  a booster  heater  of  adequate  capacity 
shall  be  provided  for  maintaining  a water  temperature  of  at  least  170*^F,  in  the 
3rd  vat  at  all  times  when  utensils  are  being  washed.  The  heating  device  may  be 
integral  with  the  immersion  vat. 

b)  Immersion  for  at  least  two  minutes  in  the  3rd  vat  in  an  effective 
chemical  bactericide  of  approved  strength,  including: 

1)  For  chlorine  products,  at  least  50  ppm  of  available  chlorine. 

2)  For  iodophor  products,  at  least  12.5  ppm  of  available  iodine. 

3)  For  quaternary  ammonium  products  and  limited  to  glasses  only,  at  least 
200  ppm  of  QAC,  provided  that  the  product  is  labeled  to  show  that  it 
is  effective  in  water  having  a hardness  value  at  least  equal  to  that 
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of  the  water  being  used. 

No  article,  polish,  or  other  substance  containing  any  cyanide  preparation 
or  other  poisonous  material  shall  be  used  for  the  cleaning  or  polishing  of  eat- 
ing or  cooking  utensils.  When  poisons,  such  as  insecticides,  lye,  etc.,  are 
used  in  a restaurant,  a special  cabinet  for  storage  of  these  materials  shall  be 
provided  and  plainly  marked, 

NOTE:  Restaurateurs  who  plan  new  or  remodeled  establishments 

are  urged  to  submit  their  kitchen  layouts  to  the  Cherokee 
Tribal  Health  Department  for  review  and  approval.  This 
is  a wise  procedure  to  insure  layouts  will  meet  modern 
standards  of  sanitation  as  well  as  efficiency. 

Item  14.  Storage  and  Handling  of  Utensils  and  Equipment . --After  bacter- 
icidal treatment,  utensils  shall  be  stored  above  the  floor  in  a clean 
place.  Wherever  practicable,  containers  and  utensils  shall  be  covered, 
or  inverted,  or  stored  in  tight,  clean  cabinets;  and  glasses  and  cups 
should  be  stored  inverted  in  sanitary  racks.  Utensils  shall  be  handled 

in  such  a manner  as  to  prevent  contamination,  and  employees  shall  avoid 

0 

handling  clean  surfaces  that  will  come  in  contact  with  customers'  mouths. 
Drain  racks,  trays,  and  shelves  shall  be  made  of  not  readily  corrodible 
material,  and  shall  be  kept  clean. 

Spoons,  spatulas,  dippers,  etc.,  used  for  dispensing  frozen  desserts  shall 
be  kept,  when  not  in  use,  in  dipper  wells  with  running  water.  Single- 
service utensils  shall  be  purchased  only  in  sanitary  containers,  shall  be 
stored  therein  in  a clean,  dry  place  until  used,  and  shall  be  handled  in 
a sanitary  manner.  Laundered  table  linen  and  cleaning  cloths  shall  be 
stored  in  a clean  place  until  used. 

Item  15.  Disposal  of  Wastes , --Liquid  wastes,  including  those  from  sinks. 
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lavatories,  floor  drains,  and  cleaning  operations,  shall  be  disposed  of 
in  a public  sewer,  or  in  the  absence  of  a public  sewer,  by  a method  ap- 
proved by  the  Cherokee  Tribal  Health  Department.  Plumbing  shall  comply  with 
the  Uniform  Plumbing  Code.  Garbage  shall  be  collected  and  stored  in  stan- 
dard watertight  garbage  cans  provided  with  tight  fitting  lids  so  as  to  ex- 
clude flies,  rats,  and  animals.  Lids  should  be  kept  in  place,  except  for 
cans  inside  the  kitchen  which  are  being  used  frequently  during  normal  op- 
erations. The  contents  of  these  cans  shall  be  removed  frequently,  and  the 
cans  thoroughly  washed  inside  and  outside.  Adequate  facilities  shall  be 
provided  for  the  washing  and  storage  of  all  garbage  cans.  Garbage  and 
trash,  including  tin  cans,  resulting  from  the  restaurant  operations  shall 
be  removed  from  the  building  as  frequently  as  may  be  necessary  and  dis- 
posed of  in  an  approved  manner. 

Item  16.  Protection  of  Food 

a)  Refrigeration. --All  perishable  food  or  drink  shall  be  kept  at  or 
below  50°F.,  except  when  being  prepared  or  served.  Thermometers  shall  be 
provided  in  all  refrigerators.  A storage  temperture  of  40°F.  is  recom- 
mended, especially  for  food  and  drink  to  be  stored  several  days.  All  pre- 
pared custards  and  custard  fillings,  including  custard-filled  pastries 
which  are  not  intended  for  hot  service,  should  be  cooled  within  one  hour 
to  40°F. 

b)  hTiolesomeness  of  Food. --All  food  and  drink  shall  be  clean,  whole- 
some, free  from  adulteration  and  spoilage,  and  shall  be  handled  and  served 
in  such  a manner  as  to  prevent  contamination,  adulteration,  and  spoilage, 
ioods  that  are  spoiled,  or  otherwise  unfit  for  human  consumption  shall  be 
immediately  disposed  of  as  garbage. 

Perishable  foods  such  as  fresh  meats,  poultry,  and  ready-prepared  barbecue. 
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potato  salad,  and  chicken  salad,  shall  be  obtained  from  approved  sources 
and  shall  be  properly  identified.  Potato  salad,  chicken  salad,  etc.,  pre- 
pared for  serving  in  the  restaurant  or  for  delivery  to  other  establish- 
ments shall  be  cooled  to  50°F.  or  below  unless  served  or  delivered  within 
3 hours  after  preparation;  restaurants  receiving  such  items  shall  place 
them  under  refrigeration  immediately  after  receipt.  Barbecue  and  other 
perishable  cooked  foods  prepared  for  serving  in  the  restaurant  or  for  de- 
livery to  other  establishments  shall  be  kept  at  143°F. , or  above,  or  cooled 
to  50°F.,  or  below,  unless  served  or  delivered  within  3 hours  after  pre- 
paration: restaurants  receiving  barbecue  shall  place  it  in  storage 

immediately  under  the  above  temperature  conditions . 

NOTE:  When  food  in  large  containers  is  placed  in  the  refrigerator, 
the  center  portions  cool  very  slowly  because  the  insulating 
effect  of  the  food  itself.  Chilling  on  ice  tables,  frequent 
stirring,  and  the  substitution  of  shallow  containers,  with 
food  in  layers  not  more  than  4"  thick,  are  some  of  the  mea- 
sures that  can  be  taken  to  promote  rapid  cooling, 
c)  Shellfish. --All  shellfish  and  all  cooked  Crustacea  meat  shall  be 
obtained  from  sources  approved  by  the  Cherokee  Tribal  Health  Department; 
provided,  that  if  the  source  of  clams,  oysters,  or  mussels  is  outside  the 
State,  the  shipper's  name  is  on  the  list  of  certified  shellfish  shippers 
issued  by  the  United  States  Public  Health  Service,  and  provided,  that  if 
the  source  of  cooked  Crustacea  meat  was  packed  is  certified  by  the  regula- 
tory authority  of  the  State  or  Territory  of  origin,  attested  by  the  pre- 
sence of  an  official  permit  number  on  the  container. 

All  shucked  shellfish  and  all  cooked  Crustacea  meat  shall  be  obtained  and 
stored  in  the  clean  single-service  shipping  containers  in  which  packed  at 
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the  source.  Bach  unit  container  shall  be  clearly  identified  with  the  name 
and  address  of  the  packer,  repacker  or  distributor;  the  certificate  number 
of  the  packer  or  repacker,  or  distributor;  the  certificate  number  of  the 
packer  or  repacker;  and  the  abbreviated  name  of  the  State.  The  re-use  of 
single-service  shipping  containers  and  the  storage  of  shucked  shellfish 
in  other  containers  are  not  permitted. 

All  shellstock  shall  be  obtained  and  stored  in  the  containers  in  which 
packed  at  the  source.  Each  unit  container  shall  be  clearly  identified 
with  a uniform  tag  or  label  bearing  the  name  and  address  of  the  shipper, 
the  certificate  number  issued  by  the  State  regulatory  authority,  the  ab- 
breviated name  of  the  State,  the  date  of  harvesting,  the  date  of  shipment 
and/or  reshipment,  the  name  of  the  waters  from  which  the  shellfish  were 
taken,  the  kind  and  quantity  of  the  shellstock  in  the  container  and  the 
name  and  address  of  the  consignee.  After  each  container  has  been  emptied, 
the  management  shall  remove  the  stub  of  the  tag  and  retain  it  for  a period 
of  at  least  60  days.  All  shellstock  shall  be  stored  in  clean,  well-drained 
bins  or  enclosures  provided  especially  for  that  purpose  and  protected 

against  contamination,  with  the  exception  of  opening  shellfish  for  immediate 
consumption  on  the  premises,  no  shellfish  shucking  shall  be  performed  un- 
less the  establishment  holds  a valid  certificate  of  compliance  under  the 
Rules  and  Regulations  Relative  to  the  Sanitation  of  Shellfish  and  Crustacea 
adopted  by  the  Cherokee  Tribal  Health  Department. 

The  management  shall  keep  on  file  for  a period  of  60  days  the  bill  of  sale 
for  all  shellfish  and  cooked  Crustacea  meat  purchased. 

NOTE:  Crustacea  meat  includes  crab,  lobster,  crayfish,  and  shrimp. 

d)  Re-serving  of  Food. --Portions  of  food  once  served  to  customers 
shall  not  be  served  again. 
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e)  Storage,  Handling,  and  Display  of  Food. --All  unwrapped  or  unen- 
closed food  and  drink  on  display  shall  be  protected  in  such  manner  that  the 
direct  line  from  the  customer's  mouth  to  the  food  shall  be  intercepted  by 
glass  and  shall  be  otherwise  protected  from  public  handling  or  other  con- 
tamination, except  that  approved  hand  openings  may  be  permitted  on  counter 
fronts.  This  requires  standard  counter  protector  installations  for  all 
cafeteria  counters  so  as  to  prevent  contamination  by  customers'  coughing 
and  sneezing.  Customer  self-service  is  permitted  only  under  the  following 
conditions : 

1)  Buffet-style  or  Smorgasbord  Service . --This  style  of  service  is 
not  acceptable  for  serving  large  numbers  of  people  on  an  unre- 
stricted basis,  unless  protective  shields,  equivalent  to  cafeteria 

counter  protectors,  are  provided  to  intercept  contamination;  how- 
ever, buffet-style  or  smorgasbord  service  is  acceptable  for 
occasional  meals  for  limited  numbers  of  customers.  When  food  is 
served  buffet  or  smorgasbord  style: 

a)  Highly  perishable  dishes  shall  be  replaced  at  least 
hourly. 

b)  Food  containers  shall  be  arranged  conveniently  so 
customers'  clothing  does  not  come  in  contact  with 
food . 

c)  Long-handled  serving  spoons,  tongs  etc.,  shall  be 
provided  and  used. 

d)  Management  shall  not  permit  customers  to  touch  foods 
on  display. 

2)  Family-style  Service. --In  establishments  featuring  this  type  of 
service,  patrons  elect  to  participate  in  the  family  dining-table 
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type  of  service.  Ordinary  serving  dishes  and  utensils  are  ac- 
ceptab  le . 

Foods,  except  raw  vegetables  which  are  to  be  cooked,  shall  be  kept  under 
cover  wlien  not  in  the  process  of  preparation  and  serving.  Food  shall  not  be 
stored  in  direct  contact  with  ice.  Meat  and  other  perishable  foods  shall  not 
be  stored  on  the  floor,  or  in  direct  contact  with  shelves  and  racks  of  cold 
storage  boxes,  or  permitted  to  come  in  contact  with  dirty  clothes,  newspapers, 
pasteboard,  previously  used  paper,  or  other  contaminated  surfaces.  Special 
attention  is  directed  to  bread  which  is  permitted  to  contact  the  outer  surface 
of  the  wrapper.  If  open  dishes  and  pans  containing  food  are  stacked,  food 
shall  be  protected  with  wax  paper  or  foil.  Food  transported  to  a restaurant 
shall  not  be  accented  unless  properly  wrapped,  covered,  or  otherwise  protected. 
Food  and  drink  shall  not  be  served  to  the  general  public  in  the  kitchen.  In 
the  case  of  "drive-in"  restaurants,  all  food  shall  be  covered,  or  wrapped  be- 
fore delivery  to  patrons'  vehicles,  to  exclude  flies,  dust  and  other  contami- 
nation . 

All  sugar  bowls,  and  containers  for  onions,  slaw,  mustard,  and  other  con- 
diments shall  have  covers  and  be  kept  covered  when  not  in  use.  l^There  sugar 
bowls  containing  loose  sugar  are  used,  clean  dispensing  spoons  shall  be  provided. 
The  thawing  of  frozen  foods  shall  be  done  in  an  approved  manner.  Waiters  and 
waitresses  shall  avoid  unnecessary  handling  of  butter,  pies,  and  other  foods  in 
the  process  of  serving.  Good  foodhandling  methods  and  good  personal  hygiene 
practices  are  important  in  the  protection  of  public  health.  Every  opportunity 
to  benefit  from  foodhandler  courses,  current  literature,  and  modem  practices 
should  be  used  by  the  management  and  employees. 

The  establishment  shall  be  kept  free  of  flies,  rodents,  roaches,  ants,  and 
other  vermin,  and  animals  and  fowl  shall  not  be  permitted  in  a restaurant,  pro- 
vided that  Seeing  Eye  dogs  accompanying  blind  persons  shall  be  exempted.  All 
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supplementary  means  necessary  for  the  elimination  of  flies,  such  as  the 

^ installation  of  fly- repellent  fans,  and  the  routine  use  of  approved  insecticides 

' shall  be  employed. 

I Dustless  methods  of  floor  cleaning  shall  be  used,  and  all  except  emergency 

I 

I 

floor  cleaning  shall  be  done  during  those  periods  when  the  least  amount  of  food 
and  drink  is  exposed,  such  as  after  closing,  or  between  meals. 

Sandwich  manufacturing  establishments  and  delicatessens  shall  meet  the 

j applicable  requirements  of  these  regulations. 

Barbecue  Places. --The  following  standards  shall  be  followed  in  the  application 

I 

I of  the  restaurant  sanitation  requirements  of  this  Section  in  the  grading  of  es- 

i 

tablishments  preparing  barbecue: 
a)  Barbecue  Pits: 

1)  Barbecue  pits  and  barbecue  machines  shall  be  enclosed  in  a room 
protected  from  the  weather,  dust,  flies,  and  animals.  Light 
should  be  ample  to  promote  cleanliness.  The  room  shall  be  kept 
clean  and  free  of  garbage,  rubbish  and  other  miscellaneous  stor- 
age. 

2)  Floors  shall  be  constructed  of  smooth  concrete  or  equal  and 
graded  to  drain. 

3)  Floors,  walls,  and  ceilings  shall  be  kept  reasonably  clean  and 
free  of  dust,  cobwebs,  or  other  accumulations. 

4)  Water  under  pressure  shall  be  provided  in  barbecue  pit  rooms  for 
floor  cleaning. 

5)  Barbecue  pit  rooms  shall  be  properly  ventilated  by  ducts,  doors, 
or  equal  in  order  that  smoke  and  fumes  may  be  removed. 

6)  Spits,  holders,  or  racks  shall  be  thoroughly  cleaned  daily. 

7)  Barbecue  shall  not  be  chopped  or  processed  in  an  outside  pit  room. 
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b)  Barbecue  Chopping  Rooms: 

1)  Barbecue  may  be  chopped  and/or  processed  in  a restaurant  kitchen 
or  in  a room  meeting  the  requirements  of  sanitation  specified  for 
restaurant  kitchens  and  the  sanitary  handling  of  food  therein. 

2)  All  equipment,  sinks,  etc.,  necessary  for  effective  cleaning  shall 
be  provided. 

Item  17.  Milk  and  Milk  Products . --"Grade  A"  pasteurized  milk  and  milk 
products  shall  be  used.  The  term  "milk  products"  shall  be  construed  to 
mean  and  include  buttermilk,  cultured  buttermilk,  cream,  and  chocolate 
milk.  Milk  and  milk  products  shall  be  served  in  the  individual,  original 
container  in  which  they  were  received  from  the  distributor,  so  that  the 
name  and  grade  of  the  contents  and  the  name  of  the  milk  distributor  may 
be  observed  readily  by  the  consumers;  provided  further,  that  the  milk  dis- 
penser may  be  installed  in  the  food  serving  area  of  the  kitchen  if  the 
label  information  required  by  this  term  is  shown  prominently  on  the  menus 
or  clip-on  cards.  Milk  and  milk  products  shall  be  stored  in  a sanitary 
manner  and  shall  be  kept  refreigerated,  except  when  being  served.  Bottles 
shall  not  be  completely  submerged  in  water. 

An  exception  may  be  made  in  the  case  of  cream  served  with  coffee,  cereals, 
etc.,  as  the  distributor  cannot  deliver  cream  in  the  unit  sizes  that  would  be 
required.  For  such  service,  transferring  to  individual  service  units  from 
the  original  bottle,  or  from  pumps,  or  other  approved  dispensers  is  per- 
missable.  The  mixing  of  cream  and  milk  or  the  pouring  of  either  into  jars, 
bottles,  or  other  containers  for  storage  therein  shall  be  prohibited. 

Bulk  milk  dispenser  containers  as  received  from  the  distributor  shall  be 
properly  sealed,  labeled  with  the  name  and  grade  of  the  contents  and  the 
identity  of  the  distributor,  and  seals  shall  not  be  broken  in  the  restau- 
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rant. 


Item  18.  Requirements  for  Employees. -All  employees  shall  wear  clean  out- 
er clothing  and  shall  be  clean  as  to  their  person  and  methods  of  foodhand- 
ling. No  employee  shall  use  tobacco  in  any  form  while  engaged  in  the 
preparation,  handling,  or  serving  of  food.  The  hands  of  all  employees 
handling  food,  drink,  or  utensils,  shall  be  kept  clean,  and  shall  be  washed 
before  beginning  work  and  after  each  visit  to  the  toilet.  Cooks  and  other 
kitchen  help  shall  wear  clean  caps  or  hairnets,  and  coats  or  other  special 
dress  when  on  duty.  Waiters  and  waitresses  shall  wear  clean  coats  or 
special  dressfuniforms)  when  on  duty.  Waiters  and  waitresses  shall  wear 
some  type  of  hair  restraint  such  as  caps,  hairnets,  headbands,  or  spray 
net  to  prevent  hair  falling  into  food. 

No  person  who  has  a contagious  or  infectious  disease  shall  be  allowed  to 
work  in  the  establishment. 

Item  19.  Premises;  Miscellaneous . --Waste  material,  obsolete  and  unnec- 
essary articles,  tin  cans,  rubbish,  and  other  litter  shall  not  be  permit- 
ted to  accumulate  on  the  premises.  There  shall  be  no  fly--or  mosquito-- 
breeding  places,  rodent  harborages,  or  undrained  areas  on  the  premises. 

The  premises  under  control  of  the  management  should  be  kept  neat  and  clean. 
None  of  the  operations  shall  be  conducted  in  any  room  used  for  domestic 
purposes.  Soiled  lines,  coats,  and  aprons  shall  be  kept  in  containers 
provided  for  this  purpose. 

Outdoor  Dining. --Establishments  desiring  to  operate  so-called  "roof  gar- 
den" or  "patio"  dining  rooms  in  addition  to  conventional  dining  rooms  may 
be  given  tentative  permission  to  do  so  if  the  sanitarian  finds,  after  a 
careful  appraisal  of  the  individual  site,  that  all  of  the  following  sup- 
plementary requirements  can  be  complied  with: 
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a)  The  dining  area  is  fenced  or  otherwise  protected  to  exclude  ani- 
mals, fowl  and  pedestrain  traffic. 

b)  Toilet  and  lavatory  facilities  are  accessible  and  convenient. 

c)  The  dining  area  is  reasonably  free  from  dust,  smoke,  soot  and 
objectionable  odors. 

d)  The  immediate  vicinity  is  free  from  sources  of  fly  breeding  and 
mosquito  breeding. 

e)  There  are  no  outdoor  food  serving  facilities  or  stations  and  no 
outdoor  cooking  facilities. 

f)  All  necessary  insect-control  measures  will  be  instituted  by  the 
management  to  provide  effective  control  of  flies  and  mosquitoes. 

Whenever  tenative  permission  is  given  for  the  operation  of  outdoor  dining 

areas  it  should  be  understood  that  such  permission  will  be  withdrawn 

promptly  if  flies  are  found  to  be  prevalent  or  the  other  requirements  given 

above  are  violated. 

19.7  Sanitation  Requirements  for  Temporary  Restaurants . --Temporary  res- 
taurants shall  comply  with  all  the  requirements  for  restaurants  as  provided  in 
Section  6,  with  the  following  exceptions: 

a)  In  Item  1,  Floors . --Properly  graded  dirt  floors  covered  with  sawdust 
or  shavings  kept  sprinkled,  or  otherwise  treated  to  keep  down  dust, 
are  acceptable. 

b)  In  Item  2,  Walls  and  Ceilings . --Temporary  construction  is  acceptable, 
provided  that  flies  are  effectively  excluded  and  dust  is  kept  at  a 
minimum.  Walls  may  be  of  screening  if  the  surroundings  are  kept  dust- 
free  by  sprinkling  or  other  dust  treatment  methods. 

c)  In  Item  6,  Toilet  Facilities . --Public  toilet  facilities  provided  on 
the  grounds  are  acceptable  if  reasonably  convenient  and  kept  clean. 
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19.8  Sanitation  Requirements  for  Food  Stands  and  Drink  Stands.--Food 
stands  and  drink  stands  shall  comply  with  all  sanitation  requirements  for  res- 
taurants as  specified  in  Section  6,  with  the  following  exceptions: 

a)  In  Item  6,  only  toilets  for  employees  shall  be  required.  These  shall 
be  adequate  and  convenient  and  shall  comply  in  every  way  to  the 
standards  for  restaurant  toilets. 

b)  In  Item  10,  only  handwashing  facilities  for  employees  shall  be  re- 
quired. These  shall  be  adequate  and  convenient  and  comply  with  res- 
taurant standards  insofar  as  the  item  is  concerned. 

c)  In  Item  13,  single  compartment  sinks  of  adequate  size,  conveniently 
located  with  sufficient  drainboard  space  on  each  end,  shall  be  re- 
quired for  the  washing  of  all  multi-use  containers,  cookine  and  nrenar- 
ation  utensils,  and  equipment.  In  the  case  of  "drink  stands"  when 
glasses,  mugs,  etc.,  are  used,  the  facilities  shall  equal  those  for 
washing  of  similar  items  in  restaurants. 

d)  In  Item  16,  all  operations  incident  to  the  storage,  preparation,  and 
dispensing  of  food  and  drink  shall  be  conducted  in  a room  or  area  pro- 
tected from  flies,  dust,  vermin,  etc.,  and  no  free-standing  booths, 
fountains,  sandwich  counters,  etc.,  shall  be  permitted  except  as  a 
part  of  some  established,  permanent  building  or  business  in  which  the 
foodhandling  operations  required  may  be  carried  out  under  satisfactory 
sanitary  conditions. 

It  is  the  intent  that  all  of  the  restaurant  sanitation  requirements  shall 
be  followed,  except  as  noted  above  in  paragraphs  (a)  through  (d) , which 
exceptions  are  made  because  food  stands  and  drink  stands  represent  limited 
activities,  and  therefore,  require  less  equipment  and  fewer  facilities  to 
operate  in  a sanitary  manner. 
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19.9  Minimum  Sanitation  Requirements  for  Temporary  Food  Stands  and  Tem- 
porary Drink  Stands These  are  food  or  drink  stands  which  operate  for  a per- 
iod of  one  week  or  less,  as  in  connection  with  a fair,  carnival,  circus,  public 
exhibition,  or  other  similar  gathering.)  Temporary  food  stands  and  temporary 
drink  stands  are  not  subject  to  grading,  but  the  following  requirements  shall 
be  satisfied  in  order  to  qualify  for  a permit  under  Section  2: 

a)  Temporary  food  or  drink  stands  shall  be  located  in  relatively  clean 
surroundings  and  kept  in  a clean  and  sanitary  condition.  They  shall 
be  so  constructed  and  arranged  that  food,  drink,  utensils,  and  equip- 
ment will  not  be  exposed  to  insects,  dust,  and  other  contamination. 
Protection  against  flies  and  other  insects  shall  be  provided  by  screen- 
ing or  by  effective  use  of  fans.  Sawdust  shavings  or  equal  mhy 
be  accepted  as  satisfactory  floors. 

b)  Where  food  or  griddles  are  exposed  to  the  public  or  to  dust  or  insects, 
they  shall  be  protected  by  glass,  or  otherwise,  on  the  front,  top,  and 
ends,  and  exposed  only  as  much  as  may  be  necessary  to  permit  handling 
and  serving  of  the  food. 

c)  All  griddles,  warmers,  spatulas,  refrigerators,  and  other  utensils  and 
equipment,  shall  be  cleaned  routinely  and  maintained  in  a sanitary 
manner. 

d)  Running  water  under  a pressure  shall  be  provided.  The  water  supply 
shall  be  of  a safe  sanitary  quality.  Provision  shall  be  made  for 
heating  water  for  the  washing  of  utensils  and  equipment. 

e)  Facilities  shall  be  provided  for  employees'  handwashing.  These  may 
consist  of  a pan,  soap,  and  single-use  towels. 

f)  Convenient  and  approved  toilet  facilities  shall  be  provided  for  use 
by  employees.  Public  toilet  facilities  provided  on  the  grounds  are 
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acceptable  if  reasonably  convenient,  adequate,  and  kept  clean. 

g)  Adequate  provision  shall  be  made  for  the  refrigeration  of  perishable 
food  and  drink,  and  the  proper  storage  of  other  foods  and  equipment. 

h)  Garbage  and  refuse  shall  be  collected  and  stored  in  standard  and  water- 
tight garbage  cans  provided  with  tight-fitting  lids.  Garbage  and  re- 
fuse shall  be  moved  at  least  daily  and  disposed  of  as  not  to  create  a 
nuisance.  Each  operator  shall  keep  his  immediate  premises  clean. 

i)  All  food  served  shall  be  clean,  wholesome,  and  free  from  adulteration. 
Highly  perishable  foods  such  as  cream-filled  pastries  and  pies,  and 
salads  such  as  potato,  chicken,  ham,  crab,  etc.,  shall  not  be  served 
in  a temporary  food  stand.  Hamburgers  shall  be  obtained  from  an  ap- 
proved market  or  plant  in  patties  separated  by  clean  paper,  or  other 
wrapping  material,  and  ready  to  cook.  Wrapped  sandwiches  shall  be 
obtained  from  an  approved  source.  Poultry  shall  be  prepared  for  cook- 
ing in  an  approved  market  or  plant.  Drinks  served  shall  be  limited 

to  bottled  drinks,  bottled  milk,  coffee  or  carbonated  beverages  from 
approved  dispensing  devices. 

j)  Food  prepared  by  local  groups  shall  be  prepared  in  an  approved  kitchen, 
and  such  groups  shall  maintain  a record  of  the  type  and  origin  of  such 
foods.  These  foods  shall  be  prepared,  transported  and  stored  in  a 
sanitary  manner  so  as  to  be  protected  from  contamination  and  spoilage. 

k)  No  person  suffering  from  any  disease  transmissable  by  contact,  or 
through  food  and  drink,  or  who  is  a known  carrier  of  germs  of  such 
disease,  shall  be  employed  in  any  capacity. 

Employees'  Cook  Tents . --Employees ' cook  tents  are  exempt  from  these  regu- 
lations if  they  serve  show  employees  only,  as  evidenced  by  location  of 
the  tent  away  from  public  areas  and  the  presence  of  a sign  reading  "For 
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Employees  Only." 

If  employees'  cook  tents  also  serve  the  public,  they  shall  meet  the  require- 
ments for  temporary  restaurants  or  temporary  food  or  drink  stands,  de- 
pending upon  the  type  of  service.  If  multi-use  eating  or  drinking  utensils 
are  used  in  the  establishment,  the  temoorary  restaurant  regulations  shall 
apply.  If  only  single-service  eating  or  drinking  utensils  are  used,  the 
temporary  food  or  drink  stand  regulations  shall  apply. 

19.10  Notification  of  Disease . --Notice  shall  be  sent  to  the  local  health 
director  immediately  by  the  manager,  or  by  the  employee  concerned,  if  he  or 

any  other  employee  contacts  any  infectious,  contagious,  or  communicable  disease, 
or  has  a fever,  a skin  eruption,  a cough  lasting  more  than  three  weeks,  or  any 
other  suspicious  symptom.  It  shall  be  the  duty  of  any  such  employee  to  notify 
the  manager  immediately  when  any  of  said  conditions  obtain,  and  if  neither  the 
manager  nor  the  employee  concerned  notify  the  local  health  director  immediately 
when  any  of  said  conditions  obtain,  they  shall  be  held  jointly  and  severally 
to  have  violated  this  Section.  A placard  containing  this  Section  shall  be  post- 
e d in  all  toilet  rooms  used  by  employees,  or  dressing  rooms  or  kitchens. 

19.11  Procedure  When  Infection  Suspected. --When  suspicion  arises  as  to 
the  possibility  of  transmission  of  infection  from  any  employee  or  by  any  food 
or  drink,  the  local  health  director  is  authorized  to  require  any  or  all  of  the 
following  measures: 

a)  The  immediate  exclusion  of  the  employee  from  employment  in  establish- 
ment covered  by  these  rules  and  regulations. 

b)  The  immediate  closing  of  the  establishment  concerned  until  no  further 
danger  of  disease  outbreak  exists,  in  the  opinion  of  the  local  health 
director. 

c)  Adequate  medical  examinations  of  the  employee  and  of  his  associates. 
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with  such  laboratory  examination  as  may  be  indicated. 

d)  Retention  by  the  management  of  portions  of  all  suspected  foods  for 
sampling  by  the  local  health  director.  Such  portions  shall  be  col- 
lected, stored  and  handled  as  specified  by  the  local  health  director. 

19.12  Conflicting  Rules  and  Regulations  Repealed. -All  rules  and  regula- 
tions heretofore  adopted  by  the  Cherokee  Tribe  which  are  in  conflict  with  the 
provisions  of  these  rules  and  regulations  are  hereby  repealed. 

19.13  Severability.-lf  any  provision  of  these  rules  and  regulations,  or 
the  application  thereof  to  any  person  or  circumstance,  is  held  invalid,  the  re- 
mainder of  the  rules  and  regulations,  or  the  application  of  such  provision  to 
other  persons  or  circumstances,  shall  not  be  affected  thereby. 
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PUBLIC  HEALTH  - CHAPTER  20 
SEWAGE 


1 


Chapter  20 
PI  I- 20 

RULES  AND  REGULATIONS 
GOVERNING  THE 

DISPOSAL  OF  SEWAGE  FROM  ANY  RESIDENCE,  PLACE  OF  BUSINESS 
OR  PLACE  OF  PUBLIC  ASSEMBLY  ON  TRIBAL  LANDS 
OF  THE  EASTERN  BAND  OF  CHEROKEE  INDIANS 

PART  1 - GERNERAL  PROVISIONS 

For  the  purpose  of  controlling  the  liquid  wastes  from  residences  and 
places  of  business  on  the  Cherokee  Indian  Reservation,  the  Tribal  Council 
of  the  Eastern  Band  of  Cherokee  Indians  hereby  adopts  the  following  rules 
and  regulations  governing  the  disposal  of  sewage  from  any  single  or  multiple 
family  residence,  place  of  business  or  place  of  public  assembly  on  Reser- 
vation Lands  by  a system  above  3,000  gallon  design  capacity,  which  does  not 
result  in  a discharge  to  the  surface  water  of  the  Reservation. 


PH-20.1  - De finitions 

For  the  purpose  of  these  regulations,  the  following  definitions 

shall  apply: 

A.  ALLUVIAL  SOILS  - The  term  "alluvial  soils"  shall  mean  stratified  soils 
without  distinct  horizons,  deposited  by  flood  waters. 

B.  APPROVED  - The  term  "approved"  shall  mean  that  which  has  been  considered 
acceptable  to  the  local  agency. 

C.  APPROVED  PRIVY  - A privy  designed  and  constructed  in  accordance  with 
Cherokee  Tribal  Health  Department  standards. 

D.  APPROVED  SEWERAGE  SYSTEM  - The  term  "approved  sewerage  system"  shall 
mean  a public,  community  or  institutional  sewerage  system  for  the 
collection  and  treatment  of  sewage  or  other  liquid  wastes  constructed 
and  operated  in  compliance  with  applicable  requirements  of  the  local 
health  agency. 
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E.  AREAS  SUBJECl  TO  FREQUENT  FLOODING  - The  term  "areas  subject  to  fre- 
quent flooding"  shall  mean  those  areas  consisting  of  alluvial  soils, 
indicating  soils  deposited  from  flooding  of  less  than  a 10-year 
frequency. 

F.  HORIZON  - The  term  "horizon"  shall  mean  a layer  of  soil,  approximately 
parallel  to  the  surface,  that  has  distinct  characteristics  produced  by 
soil-forming  processes. 

G.  LOCAL  AGENCY  - The  term  "local  agency"  shall  mean  the  local  agency 
having  jurisdiction,  or  its  authorized  representative. 

H.  LOCAL  HEALTH  DIRECTOR  - The  term  "local  health  director"  shall  mean  the 
local  health  director  as  defined  in  the  Administrative  Section  of  this 
code  or  his  authorized  representative. 

I.  NITRIFICATION  FIELD  - The  term  "nitrification  field"  shall  mean  the 
system  of  nitrification  lines  or  field  lateral  lines  which  receive 
the  septic  tank  effluent. 

J.  NITRIFICATION  LINES  OF  FIELD  LATERAL  LINES  - The  terms  "nitrification 
lines"  or  "field  lateral  lines"  shall  mean  the  open-joined  pipe,  drain 
lines,  or  especially  designed  porous  blocks  which  receive  the  septic 
tank  effluent  for  nitrification,  distribution  and  absorption  into  the 
soil  beneath  the  ground  surface. 

K.  ORGANIC  SOILS  - The  term  "organic  soils"  shall  mean  those  organic 
mucks  and  peats  consisting  of  more  than  20%  organic  matter  to  depths 
of  IS  inches  or  greater. 

L.  FED  - The  term  "ped"  shall  mean  a unit  of  soil  structure  such  as  an 
aggregate,  crumb,  prism,  block,  or  granule  formed  by  natural  processes. 

M.  PERCH  - The  term  "perch"  shall  mean  restricting  vertical  movement  of 
liquids . 
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N.  PERSON  - The  term  "person"  shall  mean  any  individual,  firm,  association 
organization,  partnership,  business  trust,  corporation  or  company. 

O.  PLACE  OF  BUSINESS  - The  term  "place  of  business"  shall  mean  and  include 
any  store,  warehouse,  manufacturing  establishment,  place  of  amusement 
or  recreation,  service  station,  office  building,  or  other  place  where 
people  work. 

P.  PLACE  OF  PUBLIC  ASSEMBLY  - The  term  "place  of  public  assembly"  shall 
mean  and  include  fair  grounds,  auditoriums,  stadiums,  churches,  camp- 
grounds, theaters,  and  other  places  where  people  assemble. 

Q.  PRIVY  BUILDING  - (See  Regulations  of  the  Cherokee  Tribal  Health 
Department) . 

R.  RESIDENCE  - The  term  "single  or  multiple  family  residence"  shall  mean 
and  include  any  private  home,  tenant  house,  hotel,  motel,  summer  camp, 
labor  work  camp,  mobile  home,  institution,  or  places  where  people  re- 
side for  any  period  of  time. 

S.  SEPTIC  TANK  - The  term  "septic  tank"  shall  mean  a water-tight,  covered 
receptacle  designed  and  constructed  to  receive  the  discharge  of  sewage 
from  a building  sewer;  separate  settleable  and  floating  solids  from  the 
liquid;  digest  organic  matter  by  anaerobic  bacterial  action;  store 
digested  solids  through  a period  of  detention;  and  allow  clarified 
liquids  to  discharge  for  additional  treatment  and  final  disposal. 

T.  SEPTIC  TANK  SYSTEM  - The  term  "septic  tank  system"  shall  mean  a ground 
absorption  sewage  disposal  system  consisting  of  a holding  or  settling 
tank  and  ground  absorption  field. 

U.  SEWAGE  - The  term  "sewage"  shall  mean  the  wastewater  and  its  contents 
from  any  single  or  multiple  family  residence,  place  of  business,  or 
place  of  public  assembly. 
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V.  SF!1V]-R  CONNRCTION  - The  term  "sewer  connection"  shall  mean  a connection 
with  an  approved  community  or  public  sewerage  system  which  provides 
for  the  collection  and  disposal  of  sewage  or  other  liquid  wastes. 

!V.  SHT;  - The  term  "site"  shall  be  that  area  in  which  the  septic  tank 
system  is  to  be  located  and  the  area  required  to  accommodate  and  per- 
mit proper  functioning  of  the  system. 

X.  SOIL  - The  term  "soil",  for  the  purposes  of  subsurface  sewage  disposal, 
shall  mean  the  unconsolidated  mineral  and  organic  material  and  vari- 
able amounts  of  organic  materials.  It  exists  as  natural,  undisturbed 
material  or  as  disturbed  material  (such  as  cut  and  fill). 

Y.  SOIL  ABSORPTION  SYSTEM  - The  term  "soil  absorption  system"  shall  mean 
the  system  that  utilizes  the  soil  for  absorption  of  treated  sewage. 

Z.  STRUCTURE  - The  term  "structure"  (as  it  relates  to  soils)  shall  mean 
the  system  that  utilizes  the  soil  for  absorption  of  treated  sewage. 

AA.  SUBSURFACE  DISPOSAL  - The  term  "subsurface  disposal"  shall  mean  the 
process  of  sewage  treatment  in  which  sewage  effluent  is  applied  to 
land  by  distribution  beneath  the  surface  of  the  ground  through  open- 
jointed  pipes,  approved  drains  or  approved  specially-designed  porous  block. 

PH-20.2  Sanitary  Sewage  Disposal  Requirements 
Every  residence,  place  of  business  or  public  assembly  as  defined  herein, 
shall  be  provided  with  either  an  approved  number  of  privies  constructed  in 
accordance  with  the  requirements  of  the  Cherokee  Tribal  Health  Department,  a 
septic  tank  system  constructed  in  accordance  with  the  provisions  of  these  re- 
gulations, or  connection  to  an  approved  sewer  system. 

PH-20.3  Construction 

A.  Approved  Privy 

B.  Septic  Tank 
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1. 


The  "septic  tank"  shall  be  of  watertight  construction,  structurally 
sound  and  not  subject  to  excessive  corrosion  or  decay.  If  pre- 
fabricated tanks,  or  tanks  of  other  design  are  used,  they  shall 
be  constructed  in  accordance  with  plans  which  have  been  approved 
by  the  Local  Health  Agency,  and  shall  comply  with  all  other  re- 
quirements  of  this  section. 


Septic  tanks  of  1,600  gallon  liquid  capacity  or  larger  shall  be  of 
two-compartment  design  and  construction.  The  inlet  compartment 
of  a two-compartment  tank  shall  be  between  2/3  and  3/4  of  the 
total  capacity.  Two-compartment  septic  tanks  are  recommended  for 
tanks  of  less  than  1,600  gallon  capacity. 

A dosing  syphon  or  pump  shall  be  used  for  discharging  septic 
effluent  into  nitrification  lines  when  the  volume  of  the  tank  is 
more  than  3,000  gallons  and  the  total  length  of  such  lines  is  500 
feet  or  more.  When  the  total  length  of  such  lines  is  1,000  feet 
or  more,  alternating  syphons  or  pumps  shall  be  used.  Discharges 
from  syphon  or  pump  systems  shall  be  of  such  design  so  as  to  fill 

the  nitrification  lines  60%  to  75%  of  their  capacity  at  each  dis- 
charge. 


2.  Minimum  liquid  capacities  for  septic  tanks  shall  be  in  accordance 
with  the  following: 

a.  Residential  Septic  Tanks  (for  each  individual  residence) 

— ^ber  of  Bedrooms  Minimum  Liquid  Capacity  Equiv.  Cap,  per  Bedroom 

^ gallons  375  gallons 

^ 900  gallons  300  gallons 

1,000  gallons  250  gallons 

For  each  additional  bedroom,  add  250  gallons.  These  figures  pro- 
vide for  use  of  garbage  grinders,  automatic  clothes  washers,  and 
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other  household  appliances. 

b.  Septic  Tank  Other  Than  Residential 

Septic  tank  for  conunercial  or  institutional  installations  shall 
be  sized  according  to  accepted  engineering  practice  and  the  size 
of  each  installation  shall  be  determined  on  the  basis  of  specific 
needs.  For  determining  required  minimum  capacities  for  instal- 
lations serving  other  than  residence,  use  the  daily  flows  in  Table 
1 in  the  "Technical  Guide  For  the  Evaluation  of  Proposed  Sites 
for  Soil  Absorption  Systems  of  Sewage  Disposal"  Part  11  of  these 
Rules  and  Regulations  hereinafter  referred  to  as  the  "Technical 
Guide . " 

c.  The  minimum  capacity  of  any  septic  tank  shall  be  750  gallons. 

PH-20.4  - Sites  for  Soil  Absorption  Systems 
A.  Site  Evaluation 

The  local  agency  shall  investigate  each  proposed  site.  The  investi- 
gation shall  include  the  evaluation  of  the  following  factors: 

1 . Topography 

2.  Soil  Characteristics 

a.  Texture 

b.  Structure 

c.  Depth 

d.  Restrictive  Horizons 

e.  Drainage 

3.  Ground  Water  Elevation 

4.  Depth  of  Impervious  Strata 

5.  Percolation  Tests 
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Evaluations  shall  be  made  in  accordance  with  the  "Technical  Guide",  and 
other  accepted  public  health  principles.  Based  on  this  evaluation, 
each  of  the  factors  (1-5)  shall  be  classified  as  SUITABLE,  PROVISIONAL- 
LY SUITABLE,  or  UNSUITABLE. 

B.  Application  Rates 

In  determining  the  volume  of  sewage  from  residences,  the  flow  rate 
shall  be  75  gallons  per  person  per  day;  and  each  bedroom  shall  be  con- 
sidered the  equivalent  of  2 persons.  For  establishments  other  than 
residences,  the  flow  rate  shall  be  determined  from  Table  I,  Part  II, 
"Technical  Guide". 

In  calculating  the  amount  of  square  feet  of  area  needed  for  the  nit- 
rification field  in  trench  system,  the  maximum  trench  width  used  in 
the  calculations  shall  be  36  inches,  even  though  the  actual  trench 
width  may  be  constructed  larger.  Trenches  shall  be  not  less  than  8 
feet  on  centers.  The  State  or  local  agency  may  permit  the  use  of  a 
bed  system  in  lieu  of  a trench  system  for  the  nitrification  field  when 
it  has  been  determined  that  the  trench  system  is  impractical  or  im- 
possible because  of  topography  or  space  limitations.  In  such  cases, 
the  amount  of  square  feet  of  area  needed  shall  be  increased  by  50% 
over  what  would  be  required  for  a trench  system;  or  in  lieu  of  the 
added  area,  the  amount  of  gravel  or  stone  under  the  drain  lines  shall 
be  increased  to  a depth  of  not  less  than  12  inches.  The  extra  area  is 
needed  to  compensate  for  the  loss  of  trench  sidewall  area  in  bed  systems. 
Drain  lines  shall  be  at  least  18  inches  from  the  side  of  the  bed  and 
shall  not  be  less  than  three  feet  on  centers. 

1.  Sites  classified  as  SUITABLE  may  receive  application  of  septic  tank 
effluents  up  to  1.5  gallons  per  square  foot  per  day. 
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2.  Sites  classified  as  PROVISIONALLY  SUITABLE  may  receive  septic  tank 


effluents  up  to  0.75  gallons  per  square  foot  per  day;  except  tliat 
where  percolation  rates  exceed  60  minutes  per  inch,  the  application 
rate  shall  not  exceed  0.5  gallons  per  square  foot  per  day. 

5.  Sites  classified  as  UNSUITABLE  shall  not  be  used  for  soil  absorp- 
tion disposal  systems,  unless  engineering,  hydrogeologic,  and  soil 
studies  indicate  to  the  State  or  local  agency  that  a suitable  septic 
tank  system  or  a suitable  alternate  system  can  reasonably  be  ex- 
pected to  function  satisfactorily. 

C.  Available  Space 

Site  shall  have  sufficient  available  space  to  permit  the  installation 
and  proper  functioning  of  ground  absorption  sewage  disposal  systems, 
based  upon  the  square  footage  of  nitrification  field  required  for  the 
application  rate  previously  determined.  Sites  classified  as  PROVISION- 
ALLY SUITABLE  should  have  sufficient  available  space  to  accommodate  a 
replacement  nitrification  field.  All  systems  with  a design  capacity 
of  over  3,000  gallons  per  day  shall  have  provided  sufficient  area  to 
accommodate  a replacement  nitrification  field. 

PH-20.5  - Location  of  Septic  Tank  Systems 
A.  Every  septic  tank  system  shall  be  located  at  least  the  minimum  horizon- 
tal distance  from  the  following: 

1.  Any  private  water  supply-  -----  100  feet,  or  maximum  feasible 

distance,  but  in  no  case  less 
than  50  feet 

2.  Any  community  water  supply-  - - - - lOO  Feet 

3.  Streams  classified  as  A-II-  - - - - 50  Feet 

4.  Waters  classified  as  S.A.  -----  100  feet  from  normal  high  tide 

mark 
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5.  Any  other  stream,  canal,  marsh  or 

coastal  waters 

6.  Any  Class  I or  Class  II  impounded 
reservoir  used  as  a source  of 

rinking  water-  _2qo  feet  from  high  water  line 

7.  Any  other  lake  or  impoundment  50  feet  from  high  water  line 

8.  Any  building  foundation  lo  feet 

9.  Any  basement 15 

10.  Any  property  line f^gt 

11.  Top  of  slope  of  terraces,  Embark- 

ments  or  cuts 

12.  Any  water  line f^et 

Septic  tank  systems  shall  not  be  installed  in  fill  ground  unless  the 
site  complies  essentially  with  the  requirements  of  these  regulations, 
and  is  specifically  approved  by  the  local  health  agency. 

Septic  tank  systems  shall  not  be  installed  in  swampy  areas. 

Septic  tank  systems  shall  be  located  downhill  from  wells  or  springs, 
if  possible. 

Septic  tank  systems  shall  not  be  located  in  areas  subject  to  frequent 
flooding. 


Septic  tank  systems  shall  not  be  located  where  ground  water  may  become 
contaminated. 

Septic  tank  systems  shall  not  be  located  under  paved  areas  or  driveways, 
except  that  a solid  cast  iron  or  other  suitable  pipe  may  be  permitted 
to  convey  the  effluent  under  a driveway  from  the  septic  tank  to  the 
nitrification  field. 


PH-20.6  - Maintenance 

Approved  Privies 

(See  Regulation  of  Cherokee  Tribal  Health  Department.) 


R.  Septic  Tanks 


Any  person  owning  or  controlling  the  property  upon  which  a septic  tank 
system  is  installed  shall  be  responsible  for  the  following  items  re- 
garding the  maintenance  of  the  system. 

1.  Septic  tanks  shall  be  maintained  at  all  times  to  prevent  seepage  of 
sewage  or  effluents  to  the  surface  of  the  ground, 

2.  Septic  tanks  need  occasional  cleaning  and  should  be  checked  at 
least  each  three  years  to  determine  if  sludge  needs  removing 
(once  a year  if  garbage  grinders  are  discharging  to  the  tank) . 

3.  Contents  removed  from  septic  tanks  shall  be  discharged  into  an 
approved  sewer  system,  buried  or  plowed  under  at  an  approved 
location  within  24  hours,  or  otherwise  disposed  of  at  a location 
and  in  a manner  approved  by  the  local  health  agency. 

PH-20.7  - Permits 

A.  No  person  shall  install  or  cause  to  be  installed  any  sewage  disposal 
system  above  3,000  gallons  design  capacity  without  first  having  obtain- 
ed a written  permit  from  the  Cherokee  Tribal  Health  Department.  Permits 
shall  become  invalid  after  12  months  from  the  date  of  issue,  if  the 
installation  has  not  been  completed  during  that  time  period,  unless 
otherwise  specified  in  writing.  When  a permit  has  become  invalid,  the 
installation  shall  not  be  commenced  or  completed  until  a new  permit  has 
been  obtained. 

B.  Any  person  other  than  the  owner,  tenant  or  manager  of  a residence, 
place  of  business,  or  place  of  public  assembly,  who  engages  in  the 
business  of  constructing  or  installing  septic  tank  systems,  or  the 
cleaning  of  septic  tanks,  shall  register  with  the  local  health  director 
before  constructing  or  installing  septic  tank  systems,  or  collecting 


-320- 


and  disposing  of  septic  tank  contents. 


Fvnlnntinn  nC  n PH  20.8  Technical  Huide  for  tho 
tvaiuation  of  Proposed  Sites  Tor  Sm  I au ^ — 

es_  tor  soxl  Absorption  Sjitems  of  Sewage  Disposal 

This  Technical  Guide  shall  be  used  in  the  evaluation  of  proposed  sites 

for  soil  absorption  systems  except  where  the  local  health  agency  determine 
that  peculiar  or  unusual  circumstances  justify  the  use  of  other  criteria 
which  shall  be  consistent  with  good  public  health  practice. 

PH-20.9  - Site  Factors 

A.  TOPOGRAPHY 


In  order  to  determine  whether  a site  can  be  used  for  disposing  of  a 
septic  tank  effluent,  a number  of  factors  shall  be  taken  into  consid- 
eration. These  factors  include  topography,  soil  characteristics, 

ground  water  elevation,  depth  of  impervious  strata,  and  percolation 
tests. 

1.  Uniform  slopes  under  15%  shall  be  considered  SUITABLE  with  respect 
to  topography.  IVhen  slopes  are  less  than  2%,  provisions  shall  be 
made  to  insure  good  surface  drainage  of  rainfall  or  runoff  from 
buildings  or  paved  areas.  Complex  slope  patterns  and  slopes  dissect- 
ed by  deep  gullies  and  ravines  are  not  suitable.  The  surface  area 
on  or  around  a soil  absorption  system  shall  be  graded  to  provide 
adequate  drainage;  and  such  a system  shall  not  be  located  in  a de- 
pressed area.  Good  surface  drainage  is  essential  and  shall  be  pro- 
vided to  prevent  soil  saturation  around  the  system  during  rainy 
periods. 

2.  Uniform  slopes  between  15%  and  30%  shall  be  considered  PROVISIONAL- 
LY  SUITABLE  with  respect  to  topography,  if  the  soils  are  deep  and 
there  are  no  restrictive  horizons.  Complex  slope  patterns  and 
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slopes  dissected  by  deep  gullies  and  ravines  are  not  suitable. 

Slopes  within  this  range  may  require  installation  of  drainage  lines 
up-slope  from  the  soil  absorption  system  to  remove  all  excess  water 
that  might  be  moving  laterally  through  the  soil  during  wet  periods 
of  the  year.  The  interception  of  lateral  ground  water  movement 
shall  be  provided  where  necessary  to  prevent  soil  saturation  around 
the  soil  absorption  system.  Usable  areas  larger  than  minimum  are 
ordinarily  required  in  this  slope  range. 

3.  Slopes  greater  than  30%  shall  be  considered  UNSUITABLE,  unless  a 
thorough  study  of  the  soil  characteristics  indicate  that  a soil 
absorption  system  will  function  satisfactorily  and  sufficient 
ground  area  is  available  to  properly  install  such  a system. 

B.  SOIL  CHARACTERISTICS 

Unless  soil  characteristics  have  been  previously  established,  soil 
borings  shall  be  taken  in  the  area  to  be  used  for  soil  absorption 
systems.  Such  borings  shall  be  taken  to  depths  of  at  least  48  inches 
from  these  soil  borings  and  observation  of  core  samples,  most  of  the 
significant  soil  characteristics  can  be  evaluated;  and  a determination 
can  be  made  as  to  the  suitability  of  the  soil  to  absorb  septic  tank 
effluent.  The  important  soil  characteristics  which  shall  be  determin- 
ed are  as  follows: 

1.  Texture  - The  relative  amounts  of  the  different  sizes  of  mineral 
particles  in  a soil  are  referred  to  as  soil  texture.  All  soils  are 
composed  of  sand,  (2.0  - 0.05  mm  in  size);  silt,  which  includes 
intermediate-sized  particles  that  cannot  be  seen  with  the  naked 
eye,  but  feels  like  flour  when  pressed  between  the  fingers,  (0.05  - 
0.002  mm  in  size);  and  clay,  which  is  extremely  small  in  size  and  is 
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the  mineral  particle  that  gives  cohesion  to  a soil  (less  than  0.002 
mm  in  size) . 


The  texture  of  the  different  horitons  of  soils  .ay  be  classified 
into  three  general  classes. 


a.  Sandy  textures  - Soils  that  exhibit  a gritty  feel  when  rubbed 
between  the  fingers,  that  crumble  when  moist  or  wet,  and  that 
will  not  leaf  out  when  pressed  between  the  thumb  and  index  finger, 
should  be  classified  as  sandy  textures.  Sandy  soils  contain  more 
than  70%  sand-sized  particles  in  the  soil  mass.  These  soils  do- 
not  have  enough  clay  to  be  cohesive.  Sandy  soils  have  favorable 
percolation  rates,  but  may  have  a low  filtering  capacity.  Sandy 
soils  shall  be  considered  SUITABLE  with  respect  to  texture, 

b.  Loamy  .soils  - When  moist  or  wet,  loamy  soils  may  be  rolled  into  a 
ball  that  will  stick  together,  but  is  easily  crushed.  IVhen  pres- 
sed between  the  fingers,  loamy  soils  will  leaf  out  from  between  the 
fingers  to  1/4  to  1/2  inch  before  breaking.  Loamy  soils  contain 
less  than  70%  sand-sized  particles  and  more  than  18%  clay-sized 
particles  in  the  soil  mass.  They  exhibit  little  or  no  stickiness. 
Loamy  soils  generally  have  favorable  percolation  rates  and  are 
excellent  filters.  Loamy  soils  are  the  most  desirable  for  efflu- 
ent  treatment  and  shall  be  considered  SUITABLE  with  respect  to 
texture. 

c.  Clayey  soils  - These  are  soils  with  more  than  40%  of  the  soil  mass 
made  up  of  clay  particles.  Clayey  soils,  when  moist  or  wet,  may 
be  rolled  into  a compact,  smooth  ball  and  resist  pressure  when 
crushed  between  the  fingers.  IVhen  wet  and  pressed  between  the  fin- 
gers, clayey  soils  will  leaf  out  to  1/2  inch  or  more  in  length 
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before  breaking. 

i'he  type  or  kind  of  clay  in  soils  is  very  significant.  There  are 
two  major  types  of  clays;  the  1.1  clays  (Kaolinite)  which  does  not 
shrink  when  dry  or  swell  when  wet;  and  the  2:1  clays  (Montmori 1 Io- 
nite) will  shrink  when  dry  and  swell  when  wet.  i’he  2:1  clays 
crack  when  dry  and  allow  water  or  septic  tank  effluent  to  move 
freely  through  the  soil  for  48  to  72  hours.  They  then  become 
saturated  and  swell,  resulting  in  no  movement  of  liquids  through 
the  soil.  2:1  clays  may  sometimes  be  identified  by  the  presence 
of  cracks  in  the  soil  when  dry,  and  are  plastic  and  sticky  when 
wet.  These  clays  will  have  an  olive  and  greyish  mottled  appear- 
ance, or  splotches  intermingled  with  the  yellow  and  red  clay 
colors . 

1:1  clay  soils  shall  be  considered  PROVISIONALLY  SUITABLE  as  to 
texture;  2:1  clays  shall  be  considered  UNSUITABLE  as  to  texture, 
d.  Organic  soils  shall  be  considered  UNSUITABLE  as  to  texture. 

2.  Soil  Structure  - In  many  soils,  the  sand,  silt,  and  clay  particles 
tend  to  cling  or  stick  to  one  another  to  form  a ped  or  a clump  of 
soil.  This  is  known  as  soil  structure.  Soil  structure  may  have  a 
significant  effect  on  the  movement  of  effluent  through  a soil.  The 
structure  may  determine  the  rate  of  movement  of  liquids  through 
clayey  soils.  Structure  is  not  very  important  in  sandy-textured  soils 
or  in  loamy-textured  soils,  and  these  types  of  soils  shall  be  consid- 
ered SUITABLE  as  to  structure.  The  three  kinds  of  soil  structure  that 
are  most  significant  in  movement  of  sewage  effluent  through  soils  are 
blocky,  platy,  and  the  absence  of  soil  structure  of  massive  conditions, 
a.  Blocky  soil  structure 
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(1)  In  clayey  soils,  if  the  soil  exhibits  many  peds  of  angular 
and  subrounded  peds,  then  the  soils  have  blocky  structure. 

The  sewage  effluent  may  move  between  the  cracks  of  these 
blocky  types  of  peds.  Blocky  soil  structure  in  clayey  soils 
is  frequently  destroyed  by  mechanical  equipment  manipulating 
the  soil  when  it  is  too  wet.  Trenches  for  nitrification 
lines  being  placed  in  clayey  soils  with  blocky  structure 
should  only  be  dug  when  soils  are  moist  or  dry.  Blocky  soil 
structure  in  clayey  soils  shall  be  considered  PROVISIONALLY 
SUITABLE  as  to  structure. 

(2)  Some  rocks,  even  though  weathered,  such  as  slates  or  creviced 
or  fractured  rocks,  exhibit  blocky  structure,  which  is  not 
changed  by  moving  water,  thereby  allowing  fluids  to  move 
downward  without  filtration.  Such  soils  shall  be  considered 
UNSUITABLE  as  to  structure. 

b.  Platy  soil  structure  - if  clayey  soils  fall  out  into  platelike 
sheets,  then  the  soils  would  have  platy  structure;  and  water  or 
effluent  movement  through  these  horizons  would  be  extremely  slow, 
and  the  structure  shall  be  considered  UNSUITABLE . 

c.  Absence  of  soil  structure  - some  clayey  soils  exhibit  no  structure 
aggregates;  and  in  these  kinds  of  soils,  percolation  would  be  zero 
or  extremely  slow.  Such  structure  shall  be  considered  UNSUITABLE . 

3.  Soil  Depth  - The  depth  of  soils  classified  as  SUITABLE  OR  PROVISIONALLY 
SUITABLE  as  to  texture  and  structure  shall  be  a least  48  inches  when 
conventional  ground  absorption  systems  are  to  be  utilized. 

4.  Restrictive  Horizons  - Restrictive  layers  or  horizons  in  soils  may 
generally  be  recognized  by  the  resistance  offered  in  digging  a hole  or 
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in  using  a soil  auger.  Restrictive  horizons  are  variable  in  their 
characteristics.  Massive  or  solid  bedrock  may  be  classed  as  a re- 
strictive horizon.  Where  this  bedrock  lies  shallower  than  48  inches 
to  the  surface,  it  will  perch  sewage  effluent  and  in  many  instances 
will  allow  sewage  effluent  to  move  laterally  and  seep  to  the  surface 
on  a lower  part  of  the  landscape.  Another  restrictive  horizon  may  be 
caused  by  iron  pans  or  plinthite.  These  horizons  may  generally  be  re- 
cognized by  their  brittleness  and  by  the  presence  of  read  grey  colored 
soil  materials.  The  red  materials  quite  frequently  will  be  in  the  form 
of  nodules  or  very  brittle  fragments.  These  kinds  of  horizons  will 
also  perch  sewage  effluent  and  limit  the  storage  capacity  of  a soil 
being  used  for  disposition  of  effluent.  The  third  common  restrictive 
horizon  is  a cemented  iron-aluminum-organic  hardpan.  This  is  very 
brittle  when  dry  and  will  perch  sewage  effluent.  Soils  in  which  re- 
strictive horizons  are  less  than  48  inches  below  the  ground  surface 
or  less  than  12  inches  below  the  trench  bottom  of  subsurface  nitrifi- 
cation lines  shall  be  considered  UNSUITABLE,  except  in  cases  where  re- 
strictive horizons  occurring  close  to  the  ground  surface  have  under- 
lying soil  stratas  suitable  for  subsurface  disposal,  and  the  ground 
water  table  is  at  least  48  inches  below  the  restrictive  horizon.  In 
these  cases,  the  soil  shall  be  considered  SUITABLE  with  respect  to 
restrictive  horizons,  provided  the  restrictive  horizon  is  penetrated. 

5.  Soil  Drainage  - Soils  v/ith  seasonally  high  water  tables  are  of  major 
concern  in  evaluating  sites  for  sewage  effluent  disposal.  These  are 
the  soil  areas  that  give  good  percolation  rates  during  dry  seasons  of 
the  years  but  force  sewage  effluent  to  the  surface  during  the  wetter 
seasons.  The  depth  of  the  seasonal  high  water  table  can  commonly  be 
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recognized  by  those  examining  soil  profiles.  The  criteria  for  recog- 
nition of  high  water  tables  is  that  of  soil  color.  Subsurface  hori- 
zons that  are  in  colors  of  reds,  yellows  and  browns  indicate  good 
soil  aeration  and  drainage  throughout  the  year.  Subsurface  horizons 
that  are  in  colors  of  grey,  olive  or  bluish  colors  indicate  poor 
aeration  and  poor  soil  drainage.  These  dull  or  greyish  colors  may 
occur  as  a solid  mass  of  soil'  or  may  be  in  mottles  of  localized  spots. 
The  volume  of  greyish  colors  is  indicative  of  the  length  of  time  that 
free  water  stands  in  that  soil  profile.  There  are  soils  that  have 
light-colored  mottles  which  are  relic  from  the  light-colored  rock  from 
which  the  soils  have  weathered.  These  soils  would  not  have  highwater 
tables,  so  one  must  distinguish  between  a true  soil  composed  of  sand, 
silts  and  clays,  or  the  rock  material  that  may  still  exist  in  the  soil 
profile.  Any  soil  profile  that  has  the  greyish  colors,  indicative 
of  high  water  tables,  or  is  subject  to  tidal  or  periodic  high  water, 
within  36  inches  of  the  surface  shall  generally  be  considered  UN- 
SUITABLE  as  to  drainage.  Where  the  soil  is  considered  suitable  as  to 
structure  and  texture,  the  modifications  can  be  made  to  keep  the 
ground  water  table  at  least  12  inches  below  the  bottom  of  the  trench, 
such  soils  shall  be  considered  PROVISIONALLY  SUITABLE  as  to  drainage. 

C.  PERCOLATION  TESTS 

Unless  soil  characteristics  have  been  previously  established,  at  least 
three  percolation  tests  shall  be  made  in  the  exact  area  where  the  nit- 
rification lines  are  to  be  installed.  Such  percolation  tests  shall  be 
conducted  in  accordance  with  procedures  outlined  in  the  Manual  of  Septic 
Tank  Practices  latest  edition.  If  the  average  time  for  the  water  to  fall 
one  inch  in  the  test  hole  is  30  minutes  or  less,  the  percolation  test 
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shall  be  considered  SUITABLE;  between  30  minutes  and  60  minutes,  PROVIS- 
lONALLY  SUITABLE;  and  over  60  minutes,  UNSUITABLE . However,  if  the  soil 
texture  and  structure  are  classified  as  suitable  or  provisionally  suit- 
able, percolation  rates  up  to  120  minutes  may  be  considered  PROVISIONALLY 
suitable.  There  is  dissension  over  the  validity  of  percolation  tests. 

It  is  certain  that  one  percolation  hole  on  a site  does  not  indicate  the 
ability  of  a soil  area  to  handle  sewage  effluent.  Where  percolation 
tests  are  used  three  percolation  tests  should  be  conducted  in  the  exact 
area  that  nitrification  fields  will  be  installed.  Variability  in  per- 
colation tests  result  for  the  following  reasons:  percolation  test  holes 

represent  only  a small  portion  of  the  filter  field;  root  channels  and 
worm  holes  intercepting  the  percolation  hole  will  give  erroneous  per- 
colation results;  moisture  conditions  at  the  time  of  the  percolation 
test  will  give  wide  variability  in  results;  mechanical  digging  or  auger 
boring  for  the  percolation  hole  will  often  destroy  soil  structure;  dry 
clays,  with  shrink-swell  potential,  will  give  good  percolation  rates 
for  as  long  as  48  to  72  hours;  the  characteristics  of  sewage  effluent 
are  different  from  those  of  the  water  used  in  percolation  tests.  Soils 
with  sandy-  or  loamy-textured  profiles,  without  restrictive  horizons, 
or  in  the  absence  of  high  water  tables  will  give  percolation  rates  of 
less  than  60  minutes  per  inch.  Soils  with  clayey  profiles  will  commonly 
have  percolation  rates  of  greater  than  60  minutes  per  inch,  dependent  on 
soil  structure,  kind  of  clay,  and  past  land  use. 

D.  DETERMINATION  OF  SOIL  SUITABILITY 

All  of  the  above  criteria  under  topography,  soil  characteristics  and 
percolation  tests  shall  be  determined  to  be  SUITABLE , PROVISIONALLY 
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SUITABLE  or  UNSUITABLE  as  indicated.  If  all  criteria  are  classified  the 


same,  that  classification  will  prevail.  However,  it  is  unlikely  that  all 
criteria  will  be  classified  the  same  in  all  situations,  l^^here  there  is 
a variation  in  classification  of  the  several  criteria,  the  following 
shall  be  used  in  making  the  overall  determination,  and  is  summarized  in 
Table  II. 

1.  If  the  soil  structure  is  classified  as  unsuitable,  the  overall  classi- 
fication will  be  UNSUITABLE,  regardless  of  the  classification  of  the 
other  criteria. 

2.  If  the  soil  texture  is  classified  as  unsuitable , and  the  soil  struc- 
ture is  provisionally  suitable,  the  soil  texture  may  be  reclassified 
as  PROVISIONALLY  SUITABLE. 

3.  When  soil  depth  is  classified  as  unsuitable,  it  may  be  reclassified 
as  PROVISIONALLY  SUITABLE  if  shallower  trenches  or  a mound  system  can 
be  constructed. 

4.  When  the  restrictive  horizon  is  classified  unsuitable , it  may  be 
reclassified  as  SUITABLE  under  the  conditions  outlined  in  B.4. 

5.  When  drainage  (ground  water  level)  is  unsuitable,  it  may  be  reclas- 
sifiedas  PROVISIONALLY  SUITABLE  under  the  conditions  outlined  in  B.5. 

6.  Percolation  rates  in  excess  of  60  minutes,  but  not  exceeding  120 
minutes  may  be  classified  as  PROVISIONALLY  SUITABLE  under  conditions 
outlined  in  C. 

E.  AVAILABLE  SPACE 

Sites  shall  have  sufficient  available  space  to  permit  the  installation  and 
proper  functioning  of  ground  absorption  sewage  disposal  system,  based 
upon  the  square  footage  of  nitrification  field  required  for  the  appli- 
cation rate  previously  determined.  Sites  classified  as  PROVISIONALLY 
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SUITABLE  should  have  sufficient  available  space  to  accommodate  a replace- 
ment nitrification  field. 

All  systems  with  a design  capacity  of  over  3,000  gallons  per  day  shall 
have  provided  sufficient  area  to  accommodate  a replacement  nitrification 
field . 

APPLICATION  RATES 

In  determining  the  volume  of  sewage  from  residences,  the  flow  rate  shall 
be  75  gallons  per  person  per  day;  and  each  bedroom  shall  be  considered 
the  equivalent  of  2 persons.  For  establishments  other  than  residences, 
the  flow  rate  shall  be  determined  from  Table  I,  Part  II,  "Technical 
Guide".  In  calculating  the  amount  of  square  feet  of  area  needed  for  the 
nitrification  field  in  trench  system,  the  maximum  trench  width  used  in 
the  calculations  shall  be  36  inches,  even  though  the  actual  trench 
width  may  be  constructed  larger.  Trenches  shall  be  not  less  than  8 feet 
on  centers.  The  local  agency  may  permit  the  use  of  a bed  system  in  lieu 
of  a trench  system  for  the  nitrification  field  when  it  has  been  deter- 
mined that  the  trench  system  is  impractical  or  impossible  because  of  to- 
pography or  space  limitations.  In  such  cases,  the  amount  of  square  feet 
of  area  needed  shall  be  increased  by  50%  over  what  would  be  required  for 
a trench  system;  or  in  lieu  of  the  added  area,  the  amount  of  gravel  or 
stone  under  the  drain  lines  shall  be  increased  to  a depth  of  not  less 
than  12  inches.  The  extra  area  is  needed  to  compensate  for  the  loss  of 
trench  sidewall  area  in  the  bed  systems.  Drain  lines  shall  be  at  least 
18  inches  from  the  side  of  the  bed  and  shall  not  be  less  than  three 
feet  on  centers. 

1.  Sites  classified  as  SUITABLE  may  receive  application  of  septic  tank 
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effluents  up  to  1.5  gallons  per  square  foot  per  day. 


1.  Sites  classified  as  PROVISIONALLY  SUITABLE  may  receive  septic  tank 
effluents  up  to  0.75  gallons  per  square  foot  per  day;  except  that 
where  percolation  rates  exceed  60  minutes  per  inch,  the  application 
rate  shall  not  exceed  0.5  gallons  per  square  foot  per  day. 

3.  Sites  classified  as  UNSUITABLE  shall  not  be  used  for  soil  absorption 
disposal  systems,  unless  engineering,  hydrogeologic,  and  soil  studies 
indicate  to  the  local  health  agency  that  a suitable  alternative  to 
a septic  tank  system  can  reasonably  be  expected  to  function  satis- 
factori ly . 

OTHER  APPLICABLE  FACTORS  INVOLVING  ACCEPTED  PUBLIC  HEALTH  PRINCIPLES 

The  site  evaluation  should  include  consideration  of  any  other  applicable 

factors  involving  accepted  public  health  principles,  such  as: 

1.  The  proximity  of  a large-capacity  water  supply  well,  the  cone  of  in- 
fluence of  which  would  dictate  a larger  separation  distance  than  the 
minimum  distance  specified  in  Section  V,  Part  I,  of  the  Regulations. 

2.  The  potential  public  health  hazard  of  possible  failures  of  soil  ab- 
sorption systems  involving  large  quantities  of  sewage,  which  would 
dictate  larger  separation  distances  than  the  minimums  specified  in 
Section  V,  Part  I,  of  the  Regulations. 

3.  The  potential  public  health  hazard  of  possible  massive  failures  of 
soil  absorption  systems  proposed  to  serve  large  numbers  of  residences, 
as  in  residential  subdivisions  or  mobile  home  parks. 

4.  Other  circumstances  peculiar  to  individual  situations. 
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TABLE  No.  I 


The  following  estimates  of  sewage  quantities  are  the  minimums  re- 
quired for  use  in  determining  whether  or  not  a sewage  disposal  system  has 
a design  capacity  of  above  3,000  gallons  and  for  determining  the  flow  rate 
for  establishments  other  than  residences.  The  figures  include  volume 
necessary  to  handle  the  sewage  flow  and  provide  sludge  storage,  and  may 
differ  from  estimated  sewage  flows  used  in  the  design  of  municipal  or 
community  sewerage  systems. 


TYPE  OF  ESTABLISHMENT 


DAILY  FLOW  FOR  DESIGN 


Airports  (Also  R.R.  Stations,  Bus  terminals)... 
(not  including  food  service  facilities) 

Barber  Shops 

Beauty  Shops 

Bowling  Alleys 

Camps 

Construction  or  work  camps 

Summer  Camps 

Camp  Grounds 

Churches 

Country  Clubs  - Resident  Members 

Non-resident  members 

Day  Care  Facilities 

Factories  (exclusive  of  industrial  wastes) - 

Per  shift 

Hospitals 

Laundries  (self-service) 

Motels/Hotels 

with  cooking  facilities  in  room 

Resort 

Office  - per  shift 

Nursing/rest  homes  - with  laundry 

without  laundry 

Residential  Care  Facilities 

Restaurant 

Schools:  Day  Schools 

Note:  use  20  gal/person  if  aerobic  treatment 
is  proposed 

Boarding  schools 

Day  workers 

Service  stations 


5 gal/passenger 

100  gal/chair 
125  gal/Booth  or  Bowl 
50  gal/lane 

50  gal/person 
50  gal/person 
150  gal/campsite 
5 gal/member 
75  gal/person 
20  gal/person 
15  gal/person 

25  gal/person 
300  gal/bed 
500  gal/machine 
75  gal /room 
125  gal/room 
200  gal/room 
25  gal/person 
150  gal/bed 
75  gal/bed 
75  gal/person 
40  gal/seat 
15  gal/person 


75  gal/person 
25  gal/person 
250  gal/water  closet 
or  urinal 
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TYPE  OF  ESTABLISHMENT 


DAILY  FLOW  FOR  DESIGN 


Stores 250  gal/water  closet 

or  urinal 

NOTE;  if  food  service  is  included,  add  40  gal/seat 

Swimming  Pools  and  Bathhouses 10  gal/person 

Theaters  - Auditoriums 3 gal/seat 

Drive-In 5 gal/car  space 

Travel  Trailer  Parks 150  gal/space 
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TABLE  NO.  II 


POSSIBLE  MODIFICATIONS  OF  INITIAL  CLASSIFICATIONS 

(Ihis  table  does  not  include  all  possible  combinations,  but  includes 
those  which  could  result  in  up-grading  the  initial  classification). 


Initial 

Criteria  Classification 

1 . TOPOGRAPHY  UNSUITABLE 


2.  SOIL  CHARACTERISTICS 
(a)  Textures  UNSUITABLE 


(b)  Structure  UNSUITABLE 

(c)  Depth  UNSUITABLE 

(d)  Restrictive  UNSUITABLE 

Horizon 


(e)  Drainage  UNSUITABLE 


3.  GROUND  WATER  UNSUITABLE 

ELEVATION 

4.  DEPTH  TO  IM-  UNSUITABLE 
PERVIOUS  STRATA 


5.  PERCOLATION  UNSUITABLE 
TEST  (60-120  Min/inch) 


Modifying  Final 

Factors  Classifications 

Soil  Characteristics  PROVISIONALLY 

Suitable  or  Provision-  SUITABLE 

ally  Suitable,  and  suffi- 
cient are  available 

Soil  Structure  Provision-  PROVISIONALLY 
ally  Suitable,  Soil  Depth,  SUITABLE 
Restrictive  Horizon  and 
Drainage  Suitable 

None  UNSUITABLE 

Use  of  Shallow  Trench  PROVISIONALLY 
Use  of  Mound  System  SUITABLE 

Restrictive  Horizon  Close  SUITABLE 
to  Surface;  Underlying  Soil 
Strata  Suitable;  Water  Table 
1'  or  More  Below  Bottom  of  Trench 

Lower  Ground  Water  Table  PROVISIONALLY 
to  at  least  1'  Below  SUITABLE 

Bottom  of  Trench 

Lower  Ground  Water  Table  PROVISIONALLY 
to  at  least  1’ Below  SUITABLE 

Bottom  of  Trench 

Restrictive  Horizon  Close  PROVISIONALLY 
to  Surface;  Underlying  SUITABLE 

soil  Strata  Suitable;  Water 
Table  1’  or  more  Below  bottom 
of  Trench 

Soil  Structure  and  Tex-  PROVISIONALLY 
ture  Suitable  or  Provision-  SUITABLE 
ally  Suitable 
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■ Interpretation  and  Technical  Assistance 

A.  INTERPRETATION  - The  provisions  of  this  Technical  Guide  shall  be  in- 
terpreted. as  applicable,  in  accordance  with  the  recognised  principles 
and  practices  of  soil  science. 

B.  TECHNICAL  ASSISTANCE  - The  Cherokee  Tribal  Health  Department  will 

provide  technical  assistance.  Local  agencies  shall  obtain  technical 

assistance  from  soil  scientist  personnel,  and  local  soil  survey  infor- 
mation , 

PH-20.11 

SECTION  I - APPLICABILITY  OF  RULES  AND  REGULATIONS  FOR  GROUND  ABSORPTION 
SYSTEM  OF  3,000  GALLONS  OR  LESS  DESIGN  CAPACITY.  SEE  REGULATION  OF  THE 
COMMISSION  FOR  HEALTH  SERVICES. 

SECTION  II  - VIOLATIONS  - Any  violations  of  these  Rules  and  Regulations 
shall  be  subject  to  the  sanctions  provided  by  the  Cherokee  Tribal  Council. 
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PUBLIC  HEALTH  - CHAPTER  21 
SOLID  WASTE  DISPOSAL 
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I’ll  - 21 


CHAPTER  21 


RULES  AND  REGULATIONS  PROVIDING  STANDARDS 
FOR  SOLID  WASTE  DISPOSAL* 

For  the  protection  of  public  health,  the  Tribal  Council  of  the  Eastern 
Baml  ot  Cherokee  Indians  hereby  adopts  rules  and  regulations  to  provide  for 
the  following  standards: 

Standards  governing  (1)  general  conditions  for  solid  waste  dis- 
posal facilities  (2)  solid  waste  storage  (3)  collection  and  transportation 
of  solid  waste  (4)  treatment,  processing,  and  utilization  of  solid  waste 
(S)  disposal  of  solid  waste  (6)  site  and  plan  approval,  denial,  cancel- 
lation of  approvals  for  solid  waste  disposal  facilities,  and  exemption 
of  certain  sites  (7)  required  information  for  approval  of  sanitary  land- 
fill areas  (9)  operational  requirements  for  sanitary  landfills  (10)  in- 
cineration of  solid  waste  disposal  (11)  non-conforming  sites  and  facili- 
ties for  solid  waste  disposal  (12)  variances  in  solid  waste  disposal 
programs . 

■ 21.1  Definitions . 

For  the  purpose  of  these  standards,  the  following  words  and  phrases  shall 
have  the  meanings  ascribed  to  them  in  this  section  and  as  ascribed  by  law. 

A.  fiarbage  --  all  putrescible  wastes.  Including  animal  and  vegetable 
matter,  animal  offal  and  carcasses  and  recognizable  industrial 
by-products,  but  excluding  sewage  and  human  wastes. 

B.  Refuse  --  all  non-putrescible  wastes. 

C.  Solid  waste  --  all  garbage,  refuse,  rubbish,  trash  and  other  dis- 
carded solid  materials,  including  solid  waste  materials  resulting 
from  industrial,  commercial,  and  agricultural  operations,  and  from 
community  activities,  but  does  not  include  solid  or  dissolved 
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materials  in  domestic  sewage  or  other  significant  pollutants  in  water 
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resources,  such  as  silt,  dissolved  or  suspended  solids  in  industrial 
waste  water  effluents,  dissolved  materials  in  irrigation  return  flows 
oi'  other  common  pollutants. 

Solid  waste  disposal  --  the  collection,  storage,  treatment,  utiliza- 
tion, processing,  or  final  disposal  of  solid  waste. 

Solid  waste  disposal  facility  --  land,  personnel,  equipment,  or  other 
resources  used  in  the  disposal  of  solid  wastes. 

Solid  waste  disposal  site  --  any  place  at  which  solid  wastes  are  dis- 
posed of  by  incineration,  sanitary  landfill  or  any  other  methods. 
Hazardous  solid  wastes  --  includes  but  is  not  limited  to  explosives, 
pathological  wastes,  pesticide^  chemicals,  and  other  toxic  materials 
which  are  harmful  to  public  health. 

Radioactive  solid  waste  --  any  radioactive  material. 

Incineration  --  the  process  of  burning  solid,  semi-solid  or  gaseous 
combustible  wastes  to  an  inoffensive  gas  and  a residue  containing 
little  or  no  combustible  material. 

Open  dump  --  the  consolidation  of  solid  waste  from  one  or  more  sources 
at  a disposal  site  which  has  insanitary  conditions,  little  or  no  cover, 
usually  burning,  and  little  or  no  management. 

Person  --  means  any  individual,  firm , governmental  unit , organization, 
partnership,  corporation  or  company. 

Solid  waste  collector  --  means  any  person  who  collects  or  transports 
solid  waste. 

Sanitary  landfill  --  a method  of  disposing  of  solid  waste  on  land  in 
a sanitary  manner  without  creating  nuisances  or  hazards  to  public 
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health  or  safety  by  utilizing  the  principles  of  engineering  to  confine 
the  solid  waste  to  the  smallest  practical  area,  to  reduce  it  to  the 
smallest  practical  volume,  and  to  cover  it  with  a layer  of  compacted 
earth  at  the  conclusion  of  each  day's  operation  or  at  such  more  fre- 
quent intervals  as  may  be  necessary. 

N.  Cell  --  compacted  refuse  completely  enveloped  by  a compacted  cover 
material . 

O.  Open  burning  --  means  any  fire  wherein  the  products  of  combustion  are 
emmitted  directly  into  the  outdoor  atmosphere  and  are  not  directed 
thereto  through  a stack  or  chimney,  incinerator,  or  other  similar 
devices. 

P.  Putrescible  --  solid  waste  capable  of  being  decomposed  by  microorgan- 
isms with  sufficient  rapidity  as  to  cause  nuisances  from  odors  and 
gases,  such  as  kitchen  wastes,  offal  and  carcasses, 

Q.  Vector  --  an  insect  or  other  animal  which  transmits  infectious  diseases 
from  one  person  or  animal  to  another, 

R.  Spoiled  food  --  means  any  food  which  has  been  removed  from  sale  by  the 
United  States  Department  of  Agriculture,  Food  and  Drug  Administration, 
North  Carolina  Department  of  Agriculture,  or  any  other  regulatory  agency 
having  jurisdiction  in  judging  food  unfit  for  consumpt ion , 

S.  Local  governing  agency  --  refers  to  the  Government  of  the  Eastern 
Band  of  Cherokee  Indians  which  is  empowered  to  undertake  solid  waste 
management  programs. 

T.  Water  supply  watershed  --  an  area  from  which  water  drains  to  a point 
or  impoundment,  and  the  water  is  then  used  as  a source  for  a public 

V 

water  supply. 
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U.  Cherokee  flealth  Services  --  The  term  "Cherokee  Health  Services"  shall 
mean  the  Health  Director,  or  his  authorized  representative. 

PI  I - 21.2  Applicability. 

These  solid  waste  disposal  standards  are  for  general  application  through- 
out Tribal  lands  unless  otherwise  specifically  indicated  by  their  context.  The 
official  policy  and  purpose  of  the  Cherokee  Tribe  in  regard  to  solid  waste  con- 
trol is  set  forth  in  Cherokee  Tribal  Rules. 

Solid  Waste  Disposal  Program.  The  Cherokee  Tribal  Health  Department  is 
authorized  and  directed  to  engage  in  research,  conduct  investigations  and  sur- 
veys, make  inspections,  and  to  establish  a Reservation-wide  solid  waste  dispos- 
al program.  In  establishing  a program,  the  Cherokee  Tribal  Health  Department 
shall  have  authority  to: 

a)  Provide  standards  for  the  establishment,  location,  operation,  mainte- 
nance, use  and  discontinuance  of  solid  waste  disposal  sites  and  facilities.  Such 

standards  shall  be  designed  to  accomplish  the  maintenance  of  safe  and  sanitary 
conditions  in  and  around  solid  waste  disposal  sites  and  facilities,  and  shall 
be  based  on  recognized  public  health  practices  and  procedures,  sanitary  engineer- 
ing research  and  studies,  and  current  technological  development  in  equipment  and 
methods . 

b)  Develop  a comprehensive  program  for  implementation  of  safe  and  sanitary 
practices  for  tlisposal  of  solid  waste  throughout  the  Tribal  boundaries. 

c)  Advise,  consult,  cooperate,  and  contract  with  other  agencies  and  units 
of  government,  and  industries  and  individuals  in  the  formulation  and  carrying 
out  of  a solid  waste  disposal  program. 

PH  - 21.3  General  Conditions. 

A.  All  solid  waste  shall  he  stored,  collected,  transported,  treated,  '' 

^ utilized,  processed,  reclaimed,  recycled,  and  disposed  of  in  a 
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manner  consistent  with  the  requirements  of  these  standards.  The 
Cherokee  Tribal  Health  Department  is  responsible  for  the  enforce- 
ment of  these  standards  and  encourages  cooperation  from  individuals, 
municipalities,  county  governments,  local  health  departments,  sanitary 
and  regional  districts  and  private  enterprise. 

B.  Notwithstanding  Section  3-A  above,  no  radioactive  solid  wastes  shall 
be  collected  and  transported,  stored,  treated,  processed,  disposed  of 
or  reclaimed,  except  as  specifically  authorized  by  a radioactive 

material  license  issued  by  the  Cherokee  Tribal  Health  Department. 

N - 21.4  Solid  Waste  Storage. 

A.  The  owner  or  occupant  of  any  premise,  business  establishment,  or 
industry  shall  be  responsible  for  the  sanitary  storage  of  all  solid 
waste  accumulated  at  that  premise,  business  establishment^  or  industry. 

B.  Garbage  shall  be  stored  in; 

1)  Durable  rust  resistant,  non-absorbent,  water  tight,  rodent  proof, 
and  easily  cleanable  containers  with  a close  fitting  fly-tight 

cover  and  with  adequate  handles  or  bails  to  facilitate  handling, 
or 

2)  Other  types  of  containers  acceptable  to  the  local  governing  agency 
and  conforming  to  the  intent  of  this  section. 

c.  Refuse  shall  be  stored  in  durable  containers  or  as  otherwise  provided 
in  this  section.  Where  garbage  is  stored  in  combination  with  non 
putrescible  refuse,  containers  for  the  storage  of  the  mixture  shall 
meet  the  requirements  for  garbage  containers. 

D.  Hazardous  solid  waste,  pending  disposal,  shall  be  stored  in  containers 
and  at  locations  prescribed  in  the  applicable  State  or  Federal  regula- 
tions for  control  of  the  specific  hazardous  material. 
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F. . All  containers  for  the  storage  of  solid  waste  shall  be  maintained  in 
such  a manner  as  to  prevent  the  creation  of  a nuisance  or  insanitary 
conditions.  Containers  that  are  broken  or  otherwise  fail  to  meet  this 
standard  shall  be  replaced  with  acceptable  containers.  Refuse  too 
large  or  otherwise  not  suitable  for  storage  in  containers  shall  be 
stored  in  a nuisance  free  manner  consistent  with  requirements  with  the 
local  governing  agency. 

- 21.5  Collection  and  transportation  of  Solid  Waste. 

A.  The  solid  waste  collector  shall  be  responsible  for  the  satisfactory 
collection  and  transportation  of  all  solid  waste  to  a disposal  site 
or  facility. 

B.  Vehicles  or  containers  used  for  the  collection  and  transportation  of 
garbage,  or  refuse  containing  garbage,  shall  be  covered,  leakproof, 
durable  and  of  easily  cleanable  construction,  These  shall  be  cleaned 
as  often  as  necessary  to  prevent  a nuisance  or  insect  breeding,  and 
shall  be  maintained  in  good  repair. 

C.  Vehicles  or  containers  used  for  the  collection  and  transportation 
of  any  solid  waste  shall  be  loaded  and  moved  in  such  a manner  that 
the  contents  will  not  fall,  leak  or  spill  therefrom,  and  shall  be 
covered  when  necessary  to  prevent  blowing  of  material.  If  spillage 
should  occur,  the  material  shall  be  picked  up  immediately  by  the  solid 
waste  collector  and  returned  to  the  vehicle  or  container  and  the  area 
properly  cleaned. 

Treatment,  Processing,  and  Utilization  of  Solid  Waste. 

All  facilities  used  in  the  treatment  and  processing  of  solid  waste  for 
final  disposal,  or  for  utilization  by  reclaiming  or  recycling  prior  to  final 
disposal,  shall  be  operated  in  such  a manner  as  to  prevent  the  creation  of  a 
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n..is.nc,  insanitary  condition,  or  potential  public  health  hazard, 

-ed  in  sorting,  separating,  reducing,  shredding,  compressing  reclaiming,  re- 
cycl.ng,  and  other  associate  processes  shall  conform  to  these  standards.  The 
Choro.oc  Tribal  Health  Department  reserves  the  right  to  request  submission  of 
plans  for  approval  to  evaluate  site  location,  design,  operational  techniques 
and  procedures,  and  overall  sanitation  aspects  of  any  facility  used  in  the 
treatment,  processing,  or  utilization  of  solid  waste, 

- 21.7  Disposal  of  Solid  Waste. 

The  disposal  or  utilization  of  solid  waste  shall  be  by  the  following 
approved  methods  or  any  combination  thereof: 

A.  Sanitary  landfill 

B.  Use  of  incinerator 

c.  Disposal  by  other  sanitary  methods  which  may  he  developed  and 

demonstrated  to  be  capable  of  fullfilling  the  basic  requirements  of 

these  standards,  and  which  have  been  approved  by  the  Cherokee  Tribal 

Health  Department.  Plans  for  any  such  methods,  including  reclaiming 

or  recycling  processes,  shall  be  submitted  to  the  Cherokee  Tribal 

Health  Department  for  approval  as  required  by  Section  8 of  these 
Standards . 

A.  Site  and  plan  approval.  Effective  1 year  after  adoption,  except  as 
otherwi.se  provided  in  these  standards,  no  person  shall  establish  a 
solid  waste  dispo.sal  facility  without  first  obtaining  approval  from 
the  Tribal  Health  Department  for  site  location  and  operational  plan. 

B.  Request  for  approval  of  site  locations  shall  be  submitted  to  the  Cher- 
okee Tribal  Health  Department  in  writing.  Approval  by  the  Cherokee 
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Tribal  Health  Department  shall  be  based  on  site  approvals,  and  such 
approval  shall  be  obtained  prior  to  submission  of  the  operational 
plan  for  the  facility.  Approvals  or  denials  of  proposed  site  loca- 
tions shall  be  made  in  writing  to  the  Cherokee  Tribal  Health  Depart- 
ment . 

C.  Each  request  for  approval  of  sanitary  landfill  sites,  operational 
plans,  and  other  solid  waste  disposal  facilities  shall  be  accompanied 
by  the  information  and  data  required  by  Section  9 and  other  applicable 
Sections  of  these  standards. 

D.  Requests  for  approval  of  solid  waste  disposal  facilities  and  operations 
submitted  by  a private  agency  shall  be  accompanied  by  an  approval  letter 
from  the  local  Tribal  Government. 

E.  Upon  receipt  of  the  request  for  approval,  the  Cherokee  Tribal  Health 
Department  shall  review  the  request  to  assure  that  all  provisions  of 
these  standards  are  met  and  that  proposed  facilities  and  operations 
will  comply  with  other  applicable  Tribal  laws,  rules  and  regulations. 
Based  on  its  review,  the  Cherokee  Tribal  Health  Department  shall 
either  approve  or  deny  the  request  in  writing, 

F.  Denial  of  approval.  When  a request  is  denied  approval,  the  applicant 
shall  be  notified  in  writing  of  the  reasons  therefore.  A denial  shall 
be  without  prejudice  to  the  applicant's  rights  to  a hearing  before  the 
Cherokee  Tribal  Health  Department  or  for  filing  a future  request  after 

revisions  are  made  to  meet  objections  specified  as  reasons  for  the 
denial . 

B.  Cancellation  of  approval.  The  Cherokee  Tribal  Health  Department  may 
cancel  any  approval  if  it  finds  that  the  disposal  operation  is  not  in 
conformance  with  these  standards. 
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H.  Sites  exempted  from  approvals.  Approvals  by  the  Cherokee  Tribal 
Health  Department  shall  not  be  required  for  sites  used  for  the  dis- 
posal of  solid  waste  from  a single  family  or  household,  a member  of 
which  is  the  owner,  occupant,  or  lessee  of  the  property.  However, 
such  sites  shall  be  operated  and  maintained  in  a nuisance-free 
and  aesthetic  manner  consistent  with  the  intent  of  these  standards. 

Information  for  Approval  of  Sanitary  Landfill  SitP«.  ..nH 
Operational  Plans.  

V.  Sanitary  landfill  site.  Three  sets  of  the  following  information  for 
each  proposed  site  shall  be  submitted  to  the  Cherokee  Tribal  Health 
Department  for  review  and  evaluation: 

1)  Map  or  aerial  photograph  on  which  land  use  and  zoning  within 
one-fourth  mile  of  the  solid  waste  disposal  site  is  shown. 

The  map  or  aerial  photograph  shall  be  sufficient  scale  to  show 
the  entire  property  owned  or  leased  for  the  disposal  site  by 
the  person  proposing  the  landfill,  all  homes,  industrial 
buildings,  wells,  watercourses,  dry  runs,  rock  outcroppings, 
roads,  and  other  applicable  details  and  shall  indicate  the 
general  topography. 

2)  Geological  formations  and  ground  water  table  to  a depth  of 
at  least  ten  feet  below  the  proposed  excavation  and  at  the 
lowest  elevation  of  the  site.  Such  data  shall  be  obtained  by 
soil  borings  or  other  appropriate  means. 

3)  Source  and  characteristic  of  cover  material. 

4)  Identification  of  watercourses  within  or  adjacent  to  the 
sanitary  landfill  areas  and,  if  no  watercourse  is  involved 
indicate  the  watershed  by  name  which  will  receive  the  drainage 
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from  the  site. 


S)  Any  other  information  pertinent  to  the  proposed  site. 

B.  Sanitary  landfill  operational  plans.  Three  sets  of  the  following 
information  for  each  proposed  operational  plan  shall  be  submitted 
to  the  Cherokee  Tribal  Health  Department  for  review  and  evaluation: 

1)  Plans  and  drawings  including  plot  plan  of  the  site  showing 
dimensions;  trenching,  ramping,  or  filling  plans;  soil  boring 
locations  when  made;  proposed  cover  stockpiles;  screening, 
natural  and  man-made;  location  of  existing  and  proposed  utili- 
ties, existing  and  proposed  on-site  structures  for  equipment 
storage  or  employee  usage;  weighing  facilities  if  planned  and 
access  and  entrance  roads  to  the  site.  Cross  sectional  drawings 
shall  be  included  on  the  plan  or  on  separate  sheets  showing  both 
the  original  elevations  and  proposed  fill  elevations  The  scale 
of  the  plot  plan  should  not  be  greater  than  200  feet  per  inch. 

2)  A report  shall  accompany  the  plans  indicating; 

A.  Population  and  area  expected  to  be  served  by  the  proposed 
site . 

B.  Anticipated  type,  quantity  and  source  of  material  to  be 
disposed  of  at  the  site. 

C.  Description  of  systematic  usage  of  area  operation,  orderly 
development  and  completion  of  the  sanitary  landfill. 

D.  Type  and  number  of  pieces  of  equipment  to  be  provided  at  the 
site  for  excavating,  earth  moving,  spreading,  compacting, 
covering  and  other  needs, 

E.  Name  of  individual  responsible  for  operation  and  maintenance 
of  the  site. 
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F.  Intended  use  of  land  after  completion  of  the  sanitary  land- 
fill. 

G.  Anticipated  lifetime  of  project. 

H.  Any  other  information  pertinent  to  the  proposed  operational 
pl.an . 

PH  -’1.10  Restrictions  on  Certain  Sanitary  Landfill  Areas, 

Sanitary  landfill  sites  are  prohibited  within  the  following  areas  unless 
writtiMi  permission  for  use  of  such  location  is  obtained  from  the  Cherokee 
liihal  Health  Department. 

A.  Within  the  boundaries  of  a public  water  supply  watershed  where  dis- 
posal of  solid  waste  in  a particular  site  may  have  a deleterious 
effect  on  the  quality  of  the  raw  water. 

Within  the  flood  plain  of  any  watercourse  where  underground 
seepage  could  cause  contamination, 

C.  Within  areas  having  high  water  tables  where  private  or  public  well 
water  supplies  could  be  contaminated^ 

PH  - 21.11  Operational  Requirements  for  Sanitary  Landfills. 

Any  person  who  maintains  or  operates  a sanitary  landfill  site  shall 
maintain  and  operate  the  site  in  conformance  with  the  following  practices 
unless  otherwise  allowed  by  the  Cherokee  Tribal  Health  Department  in  granting 
the  required  approval. 

A.  Open  burning  of  solid  waste  is  prohibited. 

B.  Solid  waste  shall  be  disposed  of  in  such  a manner  that  materials  are 
confined  and  will  have  no  detrimental  effect  on  any  ground  or  surface 
water. 

C.  Dumping  of  solid  waste  shall  be  restricted  to  as  small  an  area  as 
practical . 
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P.  Appropriate  facilities  shall  be  provided  to  confine  possible  wind- 
blown material  within  the  area.  At  the  conclusion  of  each  day  of 
operation,  all  wind-blown  material  resulting  from  the  operation  shall 
be  collected  and  returned  to  the  area  by  the  owner  or  operator. 

n.  Solid  waste  shall  be  compacted  as  densely  as  practical  into  cells 
and  covered  after  each  day  of  operation,  or  as  specified  by  the 
Cherokee  Tribal  Health  Department,  with  a compacted  layer  of  at  least 
six  inches  of  suitable  cover, 

\ . Spoiled  foods  shall  be  compacted  and  covered  immediately  and  separately 
from  the  routine  solid  waste  being  deposited  at  the  disposal  site, 

G.  Animal  carcasses,  abattoir  waste,  hatchery  waste  and  other  animal  waste 
delivered  to  the  disposal  site  shall  be  compacted  and  covered  immediate- 
ly and  separately  from  the  routine  solid  waste. 

II.  No  hazardous  wastes  shall  be  disposed  of  in  a sanitary  landfill  except 
as  may  be  permitted  by  applicable  Federal  and  Tribal  regulations. 

I.  Effective  vector  control  measures  shall  be  applied  to  control  flies, 
rodents,  and  other  insects  or  vermin, 

J.  Surface  water  shall  be  diverted  from  the  landfill  area. 

K.  The  approach  road  to  the  disposal  site  shall  be  of  all-weather  con- 
struction and  maintained  in  good  condition, 

L.  Equipment  shall  be  provided  to  control  accidental  fires  or  arrange- 
ments made  with  the  local  fire  protection  agency  to  immediately 
provide  fire  fighting  services  when  needed. 

M.  An  attendant  shall  be  on  duty  at  the  site  at  all  times  while  it  is 
open  for  public  use. 

N.  Signs  providing  information  on  dumping  procedures  and  indicating  the 
hours  during  which  the  site  is  open  for  public  use,  penalty  for  non- 
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conformance  dumping,  and  other  pertinent  information  shall  be  posted 
at  the  site  entrance. 

O.  Within  one  month  after  final  termination  of  disposal  operations  at 
the  site,  or  a major  part  thereof,  the  area  shall  be  covered  with  at 
least  two  feet  of  compacted  earth  material  adequately  sloped  to  allow 
surface  water  runoff. 

P.  The  finished  surface  of  the  filled  area  shall  be  covered  with  adequate 
topsoil  and  seeded  with  native  grasses  or  other  suitable  vegetation 
immediately  upon  completion,  or  in  the  spring  on  areas  where  operations 
were  terminated  during  winter  conditions.  If  necessary,  seeded  slopes 
shall  be  covered  with  straw  or  similar  material  to  prevent  erosion. 

Q.  Prior  to  termination  of  operations  at  a sanitary  landfill  site,  the 
Cherokee  Tribal  Health  Department  shall  be  notified  in  order  that  a 
site  investigation  may  be  conducted  by  the  Cherokee  Tribal  Health  De^^ 
partment  before  earth  moving  equipment  is  removed  from  the  property. 

PH  - 21.12  Incineration  of  Solid  Waste, 

A.  All  incinerators  shall  be  designed  and  operated  in  a manner  so  as  to 
prevent  the  creation  of  a nuisance  or  potential  health  hazard  and  must 
comply  with  the  applicable  requirements  of  these  standards  and  those 
of  the  Department  of  Water  and  Air  Resources,  Environmental  Protection 
Agency. 

B.  Construction  of  an  incinerator  shall  not  be  initiated  prior  to  the 
approval  of  plans  by  the  Cherokee  Tribal  Health  Department, 

C.  Plans  and  drawings  for  each  proposed  incinerator  facility,  including 
a plot  plan  of  all  facilities,  together  with  a detailed  description 

of  proposed  operational  procedures,  shall  be  submitted  to  the  Cherokee 
Tribal  Health  Department  for  review  and  evaluation,  Such  plans  must 
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he  accompanied  by  a written  statement  from  the  Department  of  Water  and 
Air  Resources  to  show  that  air  pollution  control  emmissions  can  be  met 
by  the  incinerator  design  and  operation,  and  by  a written  statement 
from  the  governmental  agency  having  jurisdiction  that  the  proposed 
incinerator  site  has  been  approved, 

D.  The  incinerator  operation  for  each  proposed  installation  shall  be  con- 
sidered for  approval  on  its  merits,  shall  be  in  compliance  with  the 
following  criteria,  and  in  accordance  with  acceptable  engineering 
pract ices . 

n The  incinerator  plant  shall  be  so  situated^  equipped,  operated, 
and  maintained  as  to  minimize  interference  with  other  activities 
in  the  area. 

21  Signs  shall  be  posted  at  the  site  of  entrance  specifying  location 
of  dumping  area  and  indicating  the  normal  hours  the  facility  is 
in  operation  for  public  use.  Access  to  the  facility  shall  be 
limited  to  those  times  when  authorized  personnel  are  on  duty. 

3)  All  solid  waste  to  be  disposed  of  at  the  site  shall  be  confined 

to  the  dumping  area.  Adequate  storage  facilites  shall  be  provided. 

4)  Facilities  shall  be  designed  to  provide  for  dust  control  in  the 
unloading  and  charging  areas. 

5)  Effective  vector  control  measures  shall  be  applied  to  control  flies, 
rodents,  and  other  insects  or  vermin. 

6)  Fire-fighting  equipment  approved  by  Underwriter's  Laboratory  shall 
be  available  in  the  storage  and  charging  areas  and  elsewhere  as 
needed . 

7)  Arrangements  shall  be  made  with  the  local  fire  protection  agency 
to  provide  fire-fighting  services  in  an  emergency. 
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8)  ('ommuni  cat  ions  shall  be  provided  for  emergency  purposes. 

9)  Equipment  shall  be  provided  in  the  storage  and  charging  areas 
and  elsewhere  as  needed  or  as  may  be  required  in  order  to  main- 
tain the  plant  in  a sanitary  condition. 

10)  All  residue  from  the  incinerator  plant  shall  be  promptly  disposed 
of  at  an  approved  site  and  in  a manner  consistent  with  the  appli- 
cable Sections  of  these  standards. 

11)  All  waste  water  from  the  incinerator  plant  shall  be  disposed  of 
in  accordance  with  the  applicable  regulations,  standards,  or  re^ 
quirements  of  the  Cherokee  Tribal  Health  Department. 

12)  Upon  completion  of  construction  of  the  incinerator  facility,  and 
prior  to  initial  operation,  the  Cherokee  Tribal  Health  Department 
shall  be  notified  in  order  that  an  inspection  may  be  made  to  the 
facility  to  determine  conformance  with  the  approved  plan  and  with 
the  applicable  provisions  of  these  standards. 

21.13  Nonconforming  Site  and  Facilities. 

A.  Modification  of  existing  sites  and  facilities  and  of  operating  proced- 
ures to  conform  to  the  requirements  of  these  standards  shall  be  accom- 
plished. When  the  degree  of  necessary  improvement  is  of  such  extent 
that  immediate  compliance  cannot  be  accomplished,  special  consideration 
may  be  made  by  the  Cherokee  Tribal  Health  Department.  In  such  event, 
the  owner  of  the  nonconforming  site  or  facility  shall  submit  a report 
setting  forth  a program  and  plan  for  compliance  with  these  standards 
together  with  a time  schedule  for  submission  of  plans  and  specifications 
and  commencement  of  construction  of  necessary  improvements. 

B.  Existing  incinerators  which  do  not  meet  air  pollution  emission  standards 
shall  conform  to  requirements  and  to  implementation  schedules  establish- 
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ed  by  the  Department  of  Water  and  Air  Resources  and/or  local  air  pol- 
lution control  authorities. 

C.  A person  operating  an  open  dump  for  disposal  of  solid  waste  on  the 

effective  date  of  these  standards  and  not  choosing  to  conform  to  these 
standards  shall  upon  abandoning  the  site  or  closing  operations  take 
the  following  actions: 


n 

Implement  effective  rat  control,  including  baiting  for  at  least 
two  weeks  after  closing,  to  prevent  rat  migration  to  adjacent 
propert ies . 

2) 

Compact  and  cover  existing  solid  waste.  Final  cover  for  the  entire 
area  shall  be  two  feet  or  more  of  compacted  earth. 

3) 

Implement  erosion  control  measures  by  grading  and  seeding  if  neces- 
sary. 

4) 

Post  signs  indicating  the  dump  site  closure. 

PH  - 21.14 

Receptacles  for  Garbage,  Refuse  to  be  Provided, 

All  householders  and  proprietors  of  business  houses  shall  place 
garbage  and  refuse  in  receptacles  provided  for  that  purpose  by 
the  Tribe  for  removal  by  the  sanitary  workers. 

PH  - 21.15 

Use  of  Designated  Receptacles  Required, 

It  shall  be  unlawful  for  any  person  to  place  in  or  on  any  street, 
sidewalk,  alley,  public  highway  or  any  private  premises  any 
rubbish,  dirt  or  filth  of  any  kind  whatsoever  which  would  render 
the  streets  and  premises  unclean,  except  in  proper  receptacles 
accessible  to  Tribal  collection  vehicles. 

PH  - 21.16  Tree  Limbs,  Cuttings,  Stumps,  Shrubbery. 

Tree  limbs,  cuttings,  shrubbery,  etc.,  of  more  than  one  (1)  load 
will  be  hauled  at  such  time  as  trucks  are\  available  provided  that 
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such  limbs,  cuttings,  etc,,  are  cut  in  lengths  that  can  be  handled 
by  two  (2)  men  and  placed  on  the  front  corner  of  the  owner's  prop- 
erty. 

PH  - 21.17  Debris  from  Construction,  Demolition,  Repair  of  Buildings  i s Dut^ 
of  Owner. 

It  shall  be  the  duty  of  the  property  owner  to  dispose  of  debris 
resulting  from  the  construction,  demolition  or  repair  of  buildings. 

PH  - 21.18  Disposal  of  Discarded  Appliances,  Etc. 

It  shall  be  the  duty  of  the  property  owner  who  wishes  to  dispose 
of  discarded  appliances  such  as  iceboxes,  stoves,  and  other  items 
too  large  to  be  handled  by  a regular  garbage  truck  to  call  the 
Sanitary  Department  and  request  for  special  pickup. 

PH  - 21.19  Scavenging  Garbage  Containers,  Dumps,  Etc, 

It  shall  be  unlawful  for  any  person  to  empty  any  garbage,  rubbish 
or  refuse  from  any  garbage  can  or  container,  whether  the  same 
shall  be  upon  the  public  streets  or  not,  for  the  purpose  of  comb- 
ing through  the  contents  of  said  can  or  containers  for  salvage 
material  or  food.  It  shall  also  be  unlawful  to  do  any  scavenging 
from  the  Tribal  dump.  Violators  will  be  prosecuted  as  trespassers. 

PH  - 21.20  Private  Use  of  Tribal  Dump. 

Private  dumping  of  garbage  and  refuse  shall  be  permitted  at  the 
Tribal  dump,  provided  deposits  are  made  in  properly  designated 
areas  for  private  use.  The  following  hours  shall  be  strictly 
observed : 

Weekdays  - 8:00  A.M,  to  4;30  P.M, , Saturdays  - 8:po  A.  M.  to 
1:30  P.M. 


-355- 


Va  r i ances . 


A.  Tnoialerto  avoid  undue  hardships,  promote  the  effective  and  reasonable 
application  and  enforcement  of  these  standards,  the  Cherokee  Health 
Hepartment  may  grant  variances  from  the  requirements  of  these  standards 
in  accordance  with  such  procedures  and  conditions  as  it  may  prescribe. 
Each  application  for  variance  shall  be  examined  on  the  basis  of  condi^ 
tions  prohibiting  full  compliance, 

B.  Variable  factors  such  as  population  density,  daily  or  seasonal  loadings, 
nature  of  wastes,  location  of  facility  or  facilities,  water  table  condi. 
tions,  topography,  soil  and  geology,  climate,  land  use,  stream  and 
reservoir  classification  are  to  be  taken  into  account  in  determining 

the  degree  of  variance,  if  any,  which  may  be  allowed. 

Ell  - .71.22  Limitations . 

Nothing  in  these  standards  shall  be  construed  to  limit  the  authority  of 
Tribal  governments  or  sanitary  districts  from  adopting  more  stringent  solid 
waste  disposal  requirements  than  those  set  forth  in  these  standards. 

PH  - 21.23  Severability. 

If  any  provision  of  these  standards  or  its  application  to  any  person  or 
circumstances  is  held  Invalid,  such  invalidity  shall  not  affect  other  provisions 
or  applicatons  of  the  standards  which  can  be  given  effect  without  the  invalid 

provisions  or  applications,  and  to  this  end  the  provisions  of  these  standards 
are  declared  to  be  severable. 

PH  - 21.24  Repeal  er . 

All  rules  and  regulations  heretofore  adopted  by  the  Cherokee  Tribal  Council 

which  are  in  conflict  with  the  provisions  of  these  rules  and  regulations  are 
hereby  repealed. 
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PUBLIC  HEALTH  - CHAPTER  22 


RULES  AND  REGULATIONS 
GOVERNING  THE  SANITATION 
OF 


SUMMER  CAMPS 


I, 


Chapter  22 

RULES  AND  REGULATIONS  GOVERNING  THE  SANITATION  OF  SUMMER  CAMPS 

22 . 1 Definitions . The  following  definitions  shall  apply  in  the  inter- 
pretation and  enforcement  of  these  regulations: 

A.  Summer  Camp.  The  term  "summer  camp"  shall  include  those  camp  estab- 
lishments which  provide  food  or  lodging  accommodations  for  groups  of 
children  or  adults  engaged  in  organized  recreational  or  educational 
programs . 

NOTES: 

1.  This  definition  includes  day  camps  and  church  assemblies  and 
retreats . 

2.  This  definition  and  the  following  sections  of  these  rules  and 
regulations  shall  not  be  interpreted  as  prohibiting  summer  camps 
or  other  organizations  from  conducting  overnight  hikes  or  sim- 
ilar primitive  camping  activities.  However,  camp  management  and 
group  leaders  are  responsible  for  the  maintenance  of  accepted 
field  sanitation  standards. 

3.  This  definition  and  the  following  sections  of  these  rules  and 
regulations  shall  not  be  interpreted  as  prohibiting  family  camp- 
outs,  scout  hikes,  and  camper  rallies. 

B.  Cherokee  Tribal  Health  Department.  The  term  "Cherokee  Tribal  Health 
Department"  shall  mean  the  Health  Director  or  his  authorized  represen- 
tatives . 

C.  Sanitarian.  The  term  "sanitarian"  shall  mean  a qualified  person  auth- 
orized to  represent  the  State  Board  of  Health  in  making  inspections 
and  posting  grade  cards  pursuant  to  State  laws  and  regulations. 

D.  Person.  The  word  "person"  shall  mean  an  individual,  firm,  association. 
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organization,  partnership,  business  trust,  corporation,  or  company. 


E.  Potentially  Hazardous  Food.  The  term  "potentially  hazardous  food" 
shall  mean  any  perishable  food  which  consists  in  whole  or  in  part  of 
milk  or  milk  products,  eggs,  meat,  poultry,  fish,  shellfish,  or  other 
ingredients  capable  of  supporting  rapid  and  progressive  growth  of  in- 
fectious or  toxigenic  microorganisms. 

E.  Sanitize.  The  term  "sanitize"  shall  mean  effective  bactericidal 
treatment  of  dean  surfaces  of  equipment  and  utensils  by  a process* 
wliich  has  been  approved  by  the  Cherokee  Tribal  Health  Department  as 
being  effective  in  destroying  microorganisms,  including  pathogens. 

22.2  Investigation  of  Proposed  Camp  Sites.  The  sponsor  of  a proposed 
site  should  make  an  advance  appointment  with  the  sanitarian  from  the  health 
department  of  the  Eastern  Band  of  Cherokee  Indians  for  a joint  visit  to  the 
site  by  representatives  of  the  sponsor  and  the  health  department.  During  the 
site  visit,  the  sponsor's  preliminary  plans  for  development  of  needed  struc- 
tures and  facilities  will  be  evaluated,  including  water  supply,  sewage  dispo- 
sal, swimming  facilities,  solid  waste  disposal,  and  insect  and  rodent  control. 

Tf  it  is  determined  that  the  proposed  site  and  facilities,  if  properly  developed 
and  operated,  will  comply  with  these  rules  and  regulations,  the  sponsor  should 
proceed  to  develop  final  plans  and  specifications. 

Approval  of  Plans.  Plans  and  specifications  for  camp  building  and  equip- 
ment, water  supply  system,  sewerage  system,  and  swimming  pool  or  other  swimming 
facility  shall  be  submitted  in  duplicate  to  the  health  department.  Construc- 
tion shall  not  be  started  until  the  plans  and  specifications  have  been  approv- 
e d by  the  Cherokee  Tribal  Health  Department. 

22.3  Permits.  No  person  shall  operate  a summer  camp  within  the  Tribal 
land  boundaries  who  does  not  possess  an  unrevoked  permit  from  the  Cherokee 
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Tribal  Health  Department.  No  permit  to  operate  shall  be  issued  until  an  inspe, 

by  a sanitarian  shows  that  the  establishment  complies  with  these  rules 

regulations.  Permits  issued  to  one  person  are  not  transferrable  to  others 

NOTH:  If  camp  food  service  is  provided  by  a caterer,  the  over-all  respon- 

sibility  for  food  service  sanitation  remains  with  the  camp  manage- 
ment . 

Violation  of  any  of  these  rules  and  regulations  shall  be  sufficient  cause 
for  revoking  the  permit.  Receipt  of  a sanitation  rating  of  less  than  70%,  or 
(uade  C,  shall  make  revocation  of  permit  mandatory.  No  permit  to  operate  shall 
be  reissued  until  the  summer  camp  has  been  re-inspected  by  a sanitarian  and 
found  to  comply  with  these  rules  and  regulations. 

22_.4  Inspection  and  Public  Display  of  Grade  Card.  Inspections  of  summer 
camps  shall  be  made  in  accordance  with  these  rules  and  regulations  at  least 
once  during  each  season's  operation.  Upon  completion  of  an  inspection,  the 
sanitarian  shall  issue  a grade  card  and  it  shall  be  the  duty  of  the  managenent 
or  person  in  charge  to  remove  the  existing  grade  card  and  immediately  post  the 
new  grade  card  in  a conspicuous  place,  designated  by  the  sanitarian,  where  it 

may  be  readily  observed  by  the  public.  This  grade  card  shall  be  kept  posted 
at  all  times. 

22_J_Re-inspections.  Upon  receipt  of  a request  from  the  management  for 
a re-inspection  for  the  purpose  of  raising  the  posted  grade,  the  sanitarian 

shall  make  an  unannounced  inspection  after  the  lapse  of  a reasonable  period  of 
time . 

— ^blishing  Grades.  At  least  once  annually,  or  whenever  a survey  of 
summer  camps  has  been  completed  the  grades  should  be  published. 

22.7  Grading.  The  sanitation  grading  of  all  summer  camps  bhall  be  based 
on  a system  of  scoring  wherein  all  summer  camps  receiving  a score  of  at  least 
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9l)"i)  shall  he  awarded  Grade  A;  all  summer  camps  receiving  a score  of  at  least 
80"o  and  less  than  90%  shall  be  awarded  Grade  B;  all  summer  camps  receiving  a 
score  of  at  least  70%  and  less  than  80%  shall  be  awarded  Grade  C;  and  no  summer 
camp  receiving  a score  of  less  than  70%,  or  Grade  C,  shall  operate. 

The  scoring  and  grading  of  summer  camps  shall  be  based  upon  the  following 
standards  of  construction  and  operation.  Items  1 through  13  inclusive, 

ITEM  1.  Site.  The  topography,  drainage  of  other  site  factors  shall  be 
satisfactory  for  the  camp  facilities  and  activities,  and  the  site  shall  be  re- 
latively free  of  actual  or  potential  health  hazards. 

ITEM  2.  Water  Supply.  The  water  supply  shall  be  from  an  approved  source, 
shall  be  adequate  to  meet  the  requirements  of  the  camp,  and  shall  be  of  a safe 
sanitary  quality. 

When  a private  water  supply  is  used,  it  shall  be  located,  constructed, 
maintained,  and  operated  in  accordance  with  the  requirements  of  the  Cherokee 
Tribal  Health  Department.  A sample  of  water  shall  be  collected  by  the  sanitar- 
ian and  submitted  to  an  approved  laboratory  at  least  once  a year.  No  backflow 
connections  or  cross-connections  with  an  unapproved  water  supply  shall  exist. 

Adequate  hot  water  heating  facilities  shall  be  provided.  Hot  and  cold 
water  under  pressure  shall  be  easily  accessible  to  all  rooms  where  food  is  pro- 
cessed or  handled;  rooms  in  which  utensils  or  equipment  are  washed;  baths,  lain- 
dry  rooms;  toilet  rooms;  garbage  can  wash  areas;  and  other  areas  in  which  water 
is  required  for  cleaning,  sanitizing,  or  other  essential  operations. 

NOTE:  It  is  recommended  that  a sample  be  taken  while  the  camp  is  being 

made  ready  for  the  season,  preferably  about  two  weeks  prior  to 
opening  date,  and  that  at  least  one  additional  sample  shall  be 
taken  while  the  camp  is  in  operation. 

ITEM  3.  Recreation  Waters. 
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a.  Natural.  A natural  or  artificial  body  of  water  used  for  recre- 
ational purposes  may  be  accepted  by  the  Cherokee  Tribal  Health  Department 
for  the  declared  intended  purposes,  based  upon  the  results  of  inspections, 
bacteriological  examinations  of  water,  and  sanitary  surveys.  It  is  re- 
commended that  samples  be  taken  for  bacterial  examination  once  a month 
during  the  camping  season. 

b.  Artificial.  New  swimming  pools  shall  be  designed,  constructed, 
operated,  and  maintained  in  accordance  with  the  recommendations  in  the 
Cherokee  Tribal  Health  Department  Standards  and  shall  comply  with  rules 
and  regulations  of  the  local  board  of  health;  provided  that  pools  in  ex- 
istence at  the  time  of  adoption  of  these  rules  and  regulations  shall  be 
brought  into  compliance  at  such  time  as  major  renovation  or  repairs  are 
necessary;  in  the  meantime,  these  pools  may  be  used  if  closely  supervised 
by  the  camp  management  and  operated  in  accordance  with  procedures  accept- 
able to  the  Cherokee  Tribal  Health  Department. 

c.  Bathhouses.  Bathhouses,  when  provided,  shall  be  of  sound  construction 
and  shall  be  kept  clean  and  in  good  repair. 

ITEM  4.  Liquid  Wastes.  All  sewage  and  other  liquid  wastes  shall  be  dis- 
posed of  in  a public  or  community  sewer  system  or,  in  the  absence  of  a public 
or  community  sewer  system,  by  a method  approved  by  the  Cherokee  Tribal  Health 
Department.  Camp  sewerage  facilities  shall  be  properly  operated  and  maintained. 

ITEM  5.  Toilet,  Handwashing,  Laundry  and  Bathing  Facilities.  All  summer 
camps  shall  be  provided  with  toilet,  handwashing,  and  bathing  facilities  which 
are  adequate,  conveniently  located,  and  readily  accessible.  These  facilities, 
and  laundry  facilities  when  provided,  shall  comply  with  the  Uniform  Plumbing 
Code,  and  shall  be  kept  clean  and  in  good  repair.  Bathing  facilities  shall  have 
conveniently  located  toilet  facilities. 
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a.  Water  Closets.  A sufficient  number  of  water  closets  or  approv- 
ed privies  shall  be  provided  in  convenient  locations  to  serve  tiie 
several  areas  of  the  camp.  Fixture  requirements  will  vary  somewhat, 
depending  upon  the  type  of  camp,  its  layout  and  the  composition  of 
the  camp  population.  A widely  used  standard  calls  for: 

Resident  and  Family--one  seat  for  each  ten  persons  except  that,  in 
all  male  camps  with  urinals,  there  should  be  one  seat  for  each  15 
persons  and  one  urinal  for  every  30  persons. 

Day  Camps--one  seat  is  recommended  for  every  20  occupants  except  that, 
in  all  male  camps  with  urinals,  there  should  be  one  seat  and  one  ur- 
inal for  every  30  occupants. 

b.  Lavatories.  Adequate  lavatories  supplied  with  hot  and  cold 
running  water  through  mixing  faucets  shall  be  provided  and  located 
convenient  to  all  flush  toilet  facilities.  At  least  one  lavatory 
shall  be  provided  with  soap  and  towels  in  the  kitchen  and  any  other 
food  preparation  areas. 

c.  Bathing  Facilities.  Bathing  facilities  shall  be  provided 
and  located  convenient  to  sleeping  quarters. 

d.  Laundry  Facilities.  Laundry  facilities,  if  provided,  shall 
be  kept  clean  and  in  good  repair. 

ITEM  6.  Drinking  Water  Facilities.  Drinking  water  facilities  shall  be 
provided  so  that  water  can  be  dispensed  in  a sanitary  manner.  Drinking  foun- 
tains if  provided,  shall  be  of  sanitary  angle-jet  design,  shall  be  kept  clean 
and  shall  be  properly  regulated. 

ITEM  7.  Lodging  Facilities.  Sleeping  quarters  may  be  of  various  types 
depending  upon  the  nature  of  the  camp  program  or  the  state  of  development  of 
the  physical  plant,  including  dormitory- type  buildings,  rustic  cabins,  tents 
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on  platforms,  "covered  wagons."  etc.  Permanent  dormitory- type  sleeping  quarters 
should  provide  cross  ventilation,  at  least  30  inches  between  beds,  40  square 
feet  per  person,  a minimum  of  6 feet  between  heads  of  sleepers  and  an  adequate 
number  of  sleeping  units.  Lodging  facilities,  whether  provided  by  the  camp  or 
by  individual  campers,  shall  be  kept  clean  and  in  good  repair.  Clean  linen  and 
soiled  linen  shall  be  stored  and  handled  separately  and  in  a sanitary  manner. 

— Service  Facilities.  Food  service  facilities  shall  include 
a kitchen  of  adequate  size  and  of  completely-enclosed,  permanent  construction, 
and  a dining  hall  providing  reasonable  protection  from  the  elements. 

nm_8h.  Food  Service  Utensils  and  Equipment.  All  equipment  and  utensils 
shall  be  so  designed  and  of  such  material  and  workmanship  as  to  be  smooth,  easily 
cleanable  and  durable,  and  shall  be  kept  clean  and  in  good  repair;  and  the  food- 
contact  surfaces  of  such  equipment  and  utensils,  shall,  in  addition,  be  easily 
accessible  for  cleaning,  non-toxic,  corrosion-resistant,  relatively  nonabsor- 
bent, and  free  of  open  crevices;  provided,  that  hard  maple  or  equivalent  may 
be  used  for  bakers'  tables  and  cutting  blocks  and  boards. 

All  multi-use  eating  and  drinking  utensils  shall  be  thoroughly  cleaned  and 
sanitized  after  each  usage. 

All  kitchenware  and  food-contact  surfaces  of  equipment,  exclusive  of  cook- 
ing surfaces  of  equipment,  used  in  the  preparation  or  serving  of  food  or  drink, 
and  all  food  storage  utensils,  shall  be  thoroughly  cleaned  after  each  use. 

Cooking  surfaces  of  equipment  shall  be  cleaned  at  least  one  each  day.  All  uten- 
sils and  food  contact  surfaces  of  equipment  used  in  the  preparation,  service, 
display,  or  storage  of  potentially  hazardous  foods  shall  be  cleaned  and  sani- 
tized prior  to  each  use.  Non-food-contact  surfaces  of  equipment  shall  be  clean- 
ed at  such  intervals  as  to  keep  them  in  a clean  and  sanitary  condition. 

Necessary  facilities  shall  be  provided  and  used  for  the  cleaning  and  san- 
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It i zing  of  utensils  and  equipment.  All  such  utensils  and  equipment  shall  then 
he  stored  so  as  to  drain  dry,  and  be  protected  from  splash,  dust  or  contami- 
nation. In-place  cleaning  of  fixed  equipment  shall  be  acceptable  when  found 
e f feet i ve . 

All  single  service  articles  shall  be  stored,  handled,  and  dispensed  in  a 
cinitary  manner,  and  shall  be  used  only  once. 

All  cloths  Used  by  chefs  and  other  employees  in  the  kitchen  shall  be  clean. 
INTERPRETATION: 

1.  Food  Service  equipment  meeting  National  Sanitation  Foundation  Standards 
or  equal  complies  with  the  design  and  construction  requirements  of  this 
item.  All  equipment  should  be  so  installed  and  located  as  to  permit 
easy  access  for  cleaning. 

2.  Facilities  and  methods  for  the  cleaning  and  sanitizing  of  utensils 
and  equipment  shall  comply  with  the  Cherokee  Tribal  Health  Department 
Rules  and  Regulations  Governing  the  Sanitation  of  Restaurants  and  Other 
Foodhandling  Establishments. 

ITEM  8c.  Food  Supplies  and  Protection. 

(1)  Food  Supplies.  All  food  shall  be  from  approved  sources  and 
shall  be  clean,  wholesome,  free  from  spoilage,  free  from  adulteration 
and  misbranding,  and  safe  for  human  consumption.  All  meat  and  meat  food 
products  and  all  poultry  and  poultry  products  shall  have  been  inspected 
for  wholesomeness  under  an  official  inspection  program;  and,  in  all  cases, 
the  source  shall  be  identifiable  from  labeling  on  carcasses,  cuts,  unit 
packages,  bulk  packages,  or  from  bills  of  sale. 

(2)  Shellfish.  All  shellfish  and  all  cooked  Crustacea  meat  shall  be 
obtained  from  sources  approved  by  the  Cherokee  Tribal  Health  Department; 
provided,  that  if  the  source  of  clams,  oysters,  or  mussels  is  outside  the 
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State,  the  shipper's  name  is  on  the  list  of  certified  shellfish  shippers 
issued  by  the  United  States  Public  Health  Service,  and;  provided,  that  if 
the  source  of  cooked  Crustacea  meat  is  outside  the  State,  the  establishment 
in  which  the  Crustacea  meat  was  packed  is  certified  by  the  regulatory  au- 
thority of  the  State  or  Territory  of  origin,  attested  by  the  presence  of 
an  official  permit  number  on  the  container. 

All  shucked  shellfish  and  all  cooked  Crustacea  meat  shall  be  obtained  and 
stored  in  the  clean  single-service  shipping  containers  in  which  packed  at  the 
source.  Each  unit  container  shall  be  clearly  identified  with  the  name  and  ad- 
dress of  the  packer,  repacker,  or  distributor;  the  certificate  number  of  the 
packer  or  repacker;  and  the  abbreviated  name  of  the  State.  The  re-use  of  sin- 
gle-servdce  shipping  containers  and  the  storage  of  shucked  shellfish  in  other 
containers  are  not  permitted. 

(3)  Milk  Supply.  Only  Grade  A pasteurized  fluid  milk  and  fluid-milk 
products  shall  be  used  or  served.  Dry  milk  and  milk  products  may  be  recon- 
stituted in  the  summer  camp  if  used  for  cooking  purposes  only.  All  milk 
and  fluid-milk  products  for  drinking  purposes  shall  be  served  in  the  in- 
dividual, original  container  in  which  they  were  packaged  at  the  plant  or 
from  a bulk  milk  dispenser  which  has  been  approved  by  the  Cherokee  Tribal 
Health  Department;  provided,  that  cream,  whipped  cream,  or  half-and-half 
may  be  transferred  to  individual  service  units  from  the  original  container 
of  not  more  than  one-half  gallon  capacity  or  from  a dispenser  approved  for 
such  service.  Milk  and  milk  products  shall  be  stored  in  a sanitary  manner 
and  shall  be  kept  refrigerated  at  45°F.  or  less,  except  when  being  served. 
Milk  containers  shall  not  be  completely  submerged  in  water.  Bulk  milk  dis- 
penser containers,  as  received  from  the  distributors,  shall  be  properly 
sealed,  labeled  with  the  name  and  grade  of  the  contents  and  identity  of  the 
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distributor,  and  only  the  outlet  seal  shall  be  broken  in  the  summer  camp. 

(4)  Food  Protection,  All  food  while  being  stored,  prepared,  dis- 
played, and  served  shall  beprotected  from  contamination.  All  perishable 
foods  shall  be  stored  at  such  temperatures  as  will  protect  against  spoil- 
age. All  potentially  hazardous  food  shall  be  maintained  at  safe  tempera- 
tures (45°F.  or  below  140°F.  or  above)  except  during  necessary  periods  of 
preparation  and  serving.  Raw  fruits  and  vegetables  shall  be  washed  thor- 
oughly before  use.  Stuffings,  poultry,  stuffed  meats  and  poultry,  and 
pork  products  shall  be  thoroughly  cooked  before  being  served.  Salads  made 
of  meat,  poultry,  potatoes,  fish,  shellfish,  or  eggs,  and  other  potentially 
hazardous  prepared  foods  shall  be  prepared,  preferably  from  chilled  pro- 
ducts, with  a minimum  of  manual  contact,  and  on  surfaces  and  with  utensils 
which  are  clean  and  which,  prior  to  use,  have  been  sanitized.  Individual 
portions  of  food  once  served  to  a person  shall  not  be  served  again.  Con- 
veniently located  refrigeration  facilities,  hot  food  storage  and  display 
facilities,  and  effective  insulated  facilities,  shall  be  provided  as  need- 
ed to  assure  the  maintenance  of  all  food  at  required  temperatures  during 
storage,  preparation,  display,  and  serving.  Each  cold-storage  facility 
used  for  the  storage  of  perishable  food  in  a non-frozen  state  shall  be 
provided  with  an  indicating  thermometer  of  such  type  and  so  situated  that 
the  thermometer  can  be  easily  read. 

Containers  of  food  shall  be  stored  above  the  floor,  on  clean  racks, 
dollies,  slatted  shelves,  or  other  clean  surfaces  in  such  a manner  as  to 
be  protected  from  splash  and  other  contamination. 

(5)  Ice  Handling.  Ice  shall  be  handled,  transported,  stored,  and 
dispensed  in  such  a manner  as  to  be  protected  form  contamination.  If 
block  ice  is  used,  outer  surfaces  shall  be  thoroughly  rinsed  before  cru- 
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shing.  Ice  crushers,  buckets,  containers  and  scoops  shall  be  kept  clean 
and  shall  be  stored  and  handled  in  a sanitary  manner.  Facilities  for  the 
making  and  storage  of  ice  shall  be  kept  clean  and  shall  be  so  located  as 
to  be  protected  from  the  elements,  splash,  drip,  dust,  vermin,  and  other 
contamination,  and  from  use  by  unauthorized  personnel. 

ITEM  9.  Construction  and  Maintenance  Requirements.  All  camp  buildings 
shall  be  of  sound  construction,  shall  comply  with  the  Tribal  Building  and  Plumb- 
ing Codes  (or  the  Uniform  Plumbing  Code),  shall  be  kept  clean  and  in  good 
repair,  and  shall  comply  with  the  following  specific  requirements: 

a.  Floors.  All  floors  shall  be  of  such  materials  and  so  constructed 
as  to  be  easily  cleanable,  shall  be  kept  free  of  obstacles  to  cleaning 

and  shall  be  kept  clean  and  in  good  repair.  The  floor  area  shall  be  suffi- 
cient to  accommodate  all  necessary  operations.  Floors  in  the  rooms  used 
for  the  handling,  storage,  and  preparation  of  food;  rooms  in  which  utensils 
are  washed;  walk-in  refregerators ; dressing  or  locker  rooms;  laundry  rooms; 
and  toilet  rooms  shall  be  of  nonabsorbent  materials  such  as  concrete,  ter- 
razzo,  tile,  durable  grades  of  linoleum  or  plastic,  or  equal,  provided  that 
floors  in  non-refrigerated  dry  storage  areas  need  not  be  nonabsorbent.  In 
all  rooms  in  which  water  is  routinely  discharged  to  the  floor,  or  in  which 
floors  are  subjected  to  flooding-type  cleaning,  floors  shall  be  concrete, 
terrazzo,  tile,  or  equal,  shall  slope  to  drain,  and  be  provided  with  floor 
drains . 

b.  Walls  and  Ceilings.  The  walls  of  all  rooms  shall  be  kept  clean 
and  in  good  repair.  All  walls  and  ceilings  in  rooms  used  for  the  handling, 
storage,  and  preparation  of  food;  rooms  in  which  utensils  or  equipment  are 
washed;  dressing  or  locker  rooms;  toilet  rooms  and  bath  rooms  shall  be 
easily  cleanable  and  light  colored;  and  walls  shall  have  washable  surfaces 
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to  the  highest  level  reached  by  splash  or  spray  in  rooms  or  areas  where 
such  occur. 

c.  higtiting  and  Ventilation.  All  rooms  and  areas  shall  be  well  light- 
I'd  and  ventilated,  by  natural  or  artificial  means,  which  are  effective 
under  actual  use  conditions.  Lighting  fixtures  and  ventilating  equipment 
shall  be  kept  clean  and  in  good  repair.  Ventilation  systems  shall  comply 
with  the  Tribal  Building  Code,  all  applicable  local  fire  protection  re- 

uu  i nniK-nts  , and  vents  to  the  outside  air  shall  discharge  in  such  a manner  as 
in  it  lo  eia'ate  a nuisance. 

1 i id  lo.  Solid  Wastes.  All  solid  wastes  containing  food  scraps  and  other 
■I'  iimposable  material  shall,  prior  to  disposal,  be  kept  in  leak-proof,  nonab- 
ilnnt  containers  such  as  standard  garbage  cans,  which  shall  be  kept  covered 
iv  I I h tight-fitting  lids  when  filled  or  stored,  or  not  in  continuous  use.  Stor- 
i (■  racks  elevated  above  the  ground  are  recommended  for  outside  storage  of  gar- 
i a cans  . 

All  dry  rubbish  (including  scrap  paper,  cardboard,  etc.)  shall  be  stored 
in  containers,  rooms,  or  designated  areas,  in  an  approved  manner. 

The  rooms,  enclosures,  designated  areas,  and  containers  shall  be  adequate 
for  the  storage  of  all  solid  wastes  accumulating  on  the  premises.  Adequate  con- 
ainer  cleaning  facilities,  including  a mixing  faucet  with  hose  threads,  shall 
be  provided  and  each  container,  room,  or  designated  area  shall  be  thoroughly 
cleaned  after  emptying  or  removal  of  wastes. 

All  solid  wastes  shall  be  disposed  of  with  sufficient  frequency  and  in 
such  a manner  approved  by  the  Cherokee  Tribal  Health  Department. 

I ITM  li.  Vermin  Control,  Premises,  Stables.  Effective  measures  shall  be 
taken  to  kee(i  flies,  rodents,  and  other  vermin  out  of  tlie  food  service  areas 
and  permanent  sleeping  quarters,  and  to  prevent  their  breeding  or  presence  on 
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the  premises.  Unless  flies  or  other  flying  insects  are  absent  from  the  imme- 
clicite  vicinity  of  the  camp,  all  openings  to  the  outer  air  of  food  service  areas 
and  sleeping  quarters  shall  be  effectively  protected  against  the  entrance  of 
such  insects  by  self-closing  doors,  closed  windows,  16-inch  mesh  or  finer 
screening,  controlled  air  currents,  or  other  effective  means. 

Only  those  pesticides  which  have  been  properly  registered  with  the  U.S. 
Department  of  Agriculture  and  the  N.C.  Department  of  Agriculture  and  approved 
for  the  purpose  shall  be  used;  such  pesticides  shall  be  used  in  accordance  with 
the  directions  on  the  approved  labels  and  shall  be  so  handled  and  stored  as  to 
avoid  health  hazards. 

The  premises  under  control  of  the  management  shall  be  kept  neat,  clean, 
and  free  of  litter. 

No  live  birds  or  animals  shall  be  permitted  in  the  kitchen  or  dining  areas. 
Horse  stables,  if  provided,  shall  be  in  a location  somewhat  removed  from 
tlie  main  recreation  center  of  activity  to  minimize  potential  odor  and  nuisance 
problems.  All  manure  shall  be  stored,  removed,  or  disposed  of  in  such  a manner 
as  to  minimize  the  breeding  of  flies  therein. 

ITEM  12.  Food  Service  Employees. 

a.  Food  Service  Employees.  No  person  who  has  a contagious  or  infect- 
ious disease  shall  be  allowed  to  work  in  the  establisnmert . It  shall  he 
the  responsbility  of  the  camp  director  to  require  such  inspections  ami  tests 
as  often  as  necessary  to  safeguard  the  health  of  campers  and  other  employ- 
ees. All  employees  shall  wear  clean  clothing,  and  shall  keep  their  hands 
clean  at  all  times  while  handling  food,  drink,  utensils,  or  equipment. 
Kitchen  employees  shall  not  smoke  or  use  tobacco  in  any  form  while  engaged 
in  foodhandling  operations.  Kitchen  employees  shall  wear  caps,  hair  nets 
or  head  bands  in  order  to  prevent  hair  from  getting  into  the  food. 
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b.  Management.  The  management  shall  provide  first  aid  services  and 
sliall  arrange  and  provide  medical  and  nursing  supervision  of  the  camping 
program.  Whenever  a case  of  presumably  communicable  or  infectious  di- 
sease occurs,  it  shall  be  the  duty  of  the  person  in  cliarge  to  notify  the 
local  liealth  department  immediately. 

ITtiM  13.  Miscellaneous.  Potentially  hazardous  materials,  such  as  fuel, 
chemicals,  explosives,  equipment  and  apparatuses,  shall  be  handled  and 
stored  so  as  to  minimize  health  hazards.  Protective  railings,  fences, 
etc.,  shall  be  provided  where  necessary  and  shall  be  kept  in  good  repair. 

22.8  Staff  Members  and  Campers.  Each  applicant  for  participation  in  the 
camping  program  shall  submit  evidence  of  compliance  with  the  following,  and 
siicli  evidence  shall  be  kept  on  file  by  the  management: 

(1)  Within  six  months  before  admission,  every  child  shall  be  given  a phy- 
sical examination  by  a licensed  physician.  In  addition,  there  shall  be 

a check  of  the  camper's  physical  condition  within  two  weeks  before  depar- 
ture to  camp  or  upon  arrival  in  camp  by  a licensed  physician  or  a regis- 
tered nurse. 

(2)  All  employees  and  campers  should  give  evidence  of  a basic  series  of 
three  immunizations  of  DPT  or  DT  vaccine  with  a booster  dose  adminstered 
within  the  past  ten  years.  All  campers  less  than  18  years  of  age  should 
give  evidence  of  a basic  series  of  three  doses  of  oral  polio  vaccine  with 
at  least  one  subsequent  booster  dose. 

22.9  Conflicting  Rules  and  Regulations  Repealed.  All  rules  and  regula- 

tions heretofore  adopted  by  the  Cherokee  Tribal  Health  Department  which  are  in 
conflict  with  the  provisions  of  these  rules  and  regulations  are  hereby  repeal- 
ed; and,  specifically,  the  Rules  and  Regulations  Governing  the  Sanitation  of 
Summer  Camps  which  were  adopted  at  a meeting  of  the  Tribal  Council  on  
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, 1976. 

22.10  Severability.  If  any  provisions  of  these  rules  and  regulations, 
or  the  application  thereof  to  any  person  of  circumstances,  is  held  invalid, 
tlie  remainder  of  the  rules  and  regulations,  or  the  application  of  such  provi- 
sion to  other  persons  or  circumstances  shall  not  be  affected  thereby. 
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PUBLIC  HEALTH-  CHAPTER  23 
FEEDING  GARBAGE  TO  SWINE 


•'  1' 

mi 


PH-23  FEEDING  GARBAGE  TO  SWINE 


PH-23.1  Definitions 

For  the  purpose  of  this  Part,  the  following  words  shall  have  the  meaning 
ascribed  to  them  in  this  Section: 

(1)  "Garbage"  means  consisting  in  whole  or  in  part  of  animal  waste  re- 
sulting from  handling,  preparing,  cooking  and  consuming  food,  including  the 
offal  from  the  processing  of  sea  food. 

(2)  "Person"  means  the  Tribe,  any  municipality,  political  subdivision, 
institution,  public  or  private  corporation,  individual  partnership,  or  any 
other  entity. 

PH-23.2  Permit  for  Feeding  Garbage  to  Swine. 

(a)  No  person  shall  feed  garbage  to  swine  without  first  securing  a per- 
mit therefor  from  the  Cherokee  Tribe.  Such  permits  shall  be  issued  for  a per- 
iod of  one  year  and  shall  be  renewable  on  the  date  of  expiration. 

(b)  This  Part  shall  not  apply  to  any  individual  who  feeds  only  his  own 

household  garbage  to  swine:  Provided,  that  any  such  swine  sold  or  disposed 

of  shall  be  sold  or  disposed  of  in  accordance  with  rules  and  regulations 
promulgated  by  the  State  Board  of  Agriculture. 

PH-23.3  Application  For  Permit 

(a)  Any  person  desiring  to  obtain  a permit  to  feed  garbage  to  swine  shall 
make  written  application  therefor  of  the  Tribal  Health  Department  in  accord- 
ance with  requirements  of  this  Part. 

(b)  The  Cherokee  Tribe  is  hereby  authorized  to  collect  a fee  of  

for  each  permit  issued  to  a garbage  feeder  under  the  provisions  of  this  Part. 

The  fees  provided  for  in  this  Part  shall  be  used  exclusively  for  the 
enforcement  of  this  Part. 

(c)  No  permit  fee  shall  be  collected  from  any  Federal,  Tribal,  or 
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imin  i c i p;i  1 i nst  i tut  i on  . 

PH- 2 3. 4 Revocation  of  Permits 

lJ|ion  iletcnni  nation  that  any  person,  having  a permit  issued  under  tliis 
P.irt  or  one  wlio  has  applied  for  a permit  hereunder,  has  violated  or  failed  to 
comply  with  any  provisions  of  this  Part,  the  Cherokee  Tribe  may  revoke  such 
|)ermit  or  refuse  to  issue  a permit  to  an  applicant  thereof. 

PH-23.5  Sanitation 

Premises  on  which  garbage  feeding  is  permitted  under  this  Part  must  be 
eipiipped  with  feeding  platforms  constructed  of  concrete,  wood  or  other  im- 
|)ci'vious  material,  or  troughs  of  such  material  of  sufficient  size  to  accommo- 
date the  swine  herd.  Premises  must  be  kept  free  of  collections  of  unused 
garbage  and  waste  materials.  Sanitation,  rat  and  fly  control  measures  must 
Im.'  practiced  as  a further  means  of  the  prevention  of  the  spread  of  diseases. 

PH -2 3. 6 Cooking  or  Other  Treatment 

fa)  Any  authorized  representative  of  the  Cherokee  Tribal  Health  Depart- 
ment shall  have  the  power  to  enter  at  reasonable  times  upon  any  private  or 
public  property  for  the  purpose  of  inspecting  and  investigating  conditions 
relating  to  the  proper  treatment  of  garbage  to  be  fed  to  swine,  sanitation  of 
the  premises  and  health  of  the  animals. 

(b)  Garbage  feeders  shall  keep  a complete  permanent  record  relating  to 
the  operation  of  equipment  and  their  procedure  of  treating  garbage,  and  also 
from  whom  all  swine  are  received  and  to  whom  sold  for  immediate  slaughter. 

Such  record  is  to  be  available  to  the  Cherokee  Tribal  Health  Department. 

(c)  Any  operator,  manager  or  person  in  charge  of  a restaurant,  cafe, 
boarding  house,  school,  hospital,  or  other  public  or  private  place  where  food 
is  served  to  persons  other  than  members  of  the  immediate  family  or  non-paying 
guests  of  such  operator,  manager,  or  person  in  charge,  shall  not  allow  or 
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permit  garbage  to  be  removed  from  the  premises  thereof  unless  the  person  re- 
moving sai  d garbage  is  in  possession  of  a valid  garbage  feeding  permit  issued 
by  the  Cherokee  Tribe,  or  unless  such  person  removing  said  garbage  is  in  pos- 
session of  a document  from  the  Cherokee  Tribal  Health  Department  wherein 
such  garbage  is  located  stating  that  the  person  removing  said  garbage  is 
authorized  to  dispose  of  such  garbage  in  a legal  manner  or  unless  such  person 
removing  said  garbage  is  an  employee  of  a municipality  engaged  in  the  reg- 
ular collection  of  garbage  for  said  municipality.  The  name  and  address  or 
license  number  of  any  motor  vehicle  of  any  person  removing  garbage  other 
than  under  the  authorization  from  the  Cherokee  Tribal  Health  Deaprtment  shall 
by  reported  by  such  operator,  manager,  or  person  in  charge  to  the  Cherokee 
I'r  ibe. 

PH-23.8  Enforcement  of  Part 

Rules  and  Regulations.  --The  Cherokee  Tribe  is  hereby  charged  with  the 
administration  and  enforcement  of  the  provisions  of  this  Part. 

The  Cherokee  Tribal  Health  Department,  by  and  with  the  consent  of  the 
Cherokee  Tribal  Council,  shall  have  full  power  to  promulgate  and  enforce  such 
rules  and  regulations  that  may  hereafter  be  necessary  to  carry  out  the  pro- 
visions of  this  Part. 
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PUBLIC  HEALTH  - CHAPTER  24 


SANITATION  OF  TRAVEL 


TRAILER  PARKING  AREAS 


PH-24  CHEROKEE  TRIBAL  HEALTH  DEPARTMENT 


REGULATIONS  GOVERNING  THE  SANITATION  OF  TRAVEL  TRAILER  PARKING  AREAS;  THE  IN- 
SPECTION OF  TRAVEL  TRAILER  PARKING  AREAS:  AND  THE  ISSUING  AND  REVOCATION  Ol'  PI  K- 
MITS  TO  OPERATORS  OF  TRAVEL  TRAILER  PARKING  AREAS:  THESE  REGULATIONS  BEING  BASED 
UPON  THE  RECOMMENDED  ORDINANCES  INCLUDED  IN  THE  PUBLICATION  "ENVIRONMENTAL 
Ill.Al.TIl  GUIDE  FOR  TRAVEL  TRAILER  PARKING  AREAS"  PREPARED  BY  THE  PUBLIC  HEALTH 
SERVICE  OF  THE  UNITED  STATES  DEPARTMENT  OF  HEALTH,  EDUCATION  AND  WELFARE 

PH-24.1  Definitions 

iiie  following  definitions  shall  apply  in  the  interpretation  and  en- 
t'orceiiient  of  these  regulations: 

;i.  Health  Director  means  the  Health  Director  of  the  Cherokee  Tribal 
Mc'.ilrli  Department  or  his  authorized  representative. 

b.  Person  means  any  individual,  firm,  business  trust,  partnership, 
organization,  corporation,  private  association  or  company. 

c.  Sanitary  Station  means  a facility  used  for  removing  and  dispo.‘^ing 
ot  wastes  from  trailer  holding  tanks. 

d.  Serivce  Building  means  a structure  housing  toilet,  lavatory,  and 
such  other  facilities  as  may  be  required  by  these  regulations. 

e.  Service  Sink  means  a slop  sink  with  a flushing  rim  for  the  dis- 
lH)sal  of  liquid  wastes  from  trailers. 

f.  Sewer  Connection  means  the  connection  consisting  of  all  pipes, 
fittings,  and  appurtenances  from  the  drain  outlet  of  the  trailer  to  l)c  the  in- 
let of  the  corresponding  sewer  riser  pipe  of  the  sewerage  system  serving  the 
travel  trailer  parking  area. 

g.  Sewer  Riser  Pipe  means  that  portion  of  the  sewer  lateral  which 
extends  vertically  to  the  ground  elevation  and  terminates  at  each  trailer  space. 

h.  Trailer  means  any  of  the  following: 
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1)  Travel  Trailer  means  a vehicular,  portable  structure  built 

on  a chassis,  designed  to  be  used  as  a temporary  dwelling  for 
travel,  recreational,  and  vacation  uses,  permanently  identi- 
fied Travel  Trailer  by  the  manufacturers  of  the  trailer  and. 
when  factory  equipped  for  the  roads,  it  shall  have  a body 
width  not  exceeding  eight  feet,  and  a body  length  not  ex- 
ceeding thirty-two  feet. 

2)  Pick-Up  Coach  means  a structure  designed  to  be  mounted  on  a 
truck  chassis  for  use  as  a temporary  dwelling  for  travel, 
recreation,  and  vacation, 

3)  Motor-Home  means  a portable,  temporary  dwelling  to  be  used 
for  travel,  recreation,  and  vacation,  constructed  as  an 
integral  part  of  a self-propelled  vehicle. 

4)  Camping  Trailer  means  a canvas,  folding  structure,  mounted 
on  wheels  and  designed  for  travel,  recreation,  and  vacation 
use . 

i.  Dependent  Trailer  means  a trailer  which  is  dependent  upon  a ser- 
vice bui  Iding  for  toilet  and  lavatory  facilities. 

j.  Self-Contained  Trailer  means  a trailer  which  can  operate  indepen- 
dent of  connections  to  sewer,  water,  and  electric  systems.  It  contains  a water- 
flushed  toilet,  lavatory,  shower,  and  kitchen  sink,  all  of  which  are  connected 
to  water  storage  and  sewage  holding  tanks  located  within  the  trailer. 

k.  Travel  Trailer  Parking  Area  means  a parcel  of  land  in  which  two 
or  more  spaces  are  occupied  or  intended  for  occupancy  by  trailers  for  transient 
dwelling  purposes. 

l.  Trailer  Space  means  a parcel  of  land  in  a travel  trailer  parking 
area  for  the  placement  of  a single  trailer  and  the  exclusive  use  of  its  occupants. 
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ni.  Traiier  Stand  means  that  part  of  an  individual  trailer  space 

which  has  been  reserved  for  the  placement  of  a single  trailer  and  the  exclusive 
use  of  its  occupants. 

”■  l^ater  Connection  means  the  connection  consisting  of  a]l  pipes, 
fittings,  and  appurtenances  from  the  water  riser  pipe  to  the  water  inlet  pipe 
ot  the  distribution  systems  within  the  trailer. 

o.  Water  Riser  Pipe  means  that  portion  of  the  water  supply  system 
serving  the  travel  trailer  parking  area  which  extends  vertically  to  the  ground 
elevation  and  terminates  at  a designated  point  at  each  trailer  space. 

p.  Watering  Station  means  a facility  for  supplying  water  storage 
tanks  of  trailers  with  potable  water, 

PH-24.2  Permits 

a.  No  person  shall  operate  any  travel  trailer  parking  area  within 
the  Cherokee  Reservation  unless  he  holds  a valid  permit  issued  by  the  Health 
Director  in  the  name  of  such  a person  for  the  specific  travel  trailer  parking 
area.  The  Health  Director  is  authorized  and  directed  to  refuse  to  issue  a 
permit,  or  to  revoke  a permit  whenever  upon  inspection  he  finds  tliat  the  pro- 
posed or  existing  travel  trailer  parking  area  does  not  comply  with  these  reg- 
ulations . 

b.  No  person  shall  construct,  alter,  or  extend  any  travel  trailer 
parking  area  within  the  Cherokee  Reservation  until  properly  prepared  plans, 
specifications,  and  supporting  data  have  been  presented  to  the  Health  Director, 
and  approved  by  him  upon  determination  that  the  travel  trailer  parking  area  to 
be  constructed,  altered,  or  extended  will  comply  with  these  regulations.  The 
information  to  be  presented  to  the  Health  Director  shall  contain  the  following: 

1)  Name  and  address  of  applicant. 

2)  Interest  of  the  applicant  in  the  travel  trailer  parking  area. 
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3)  Location  and  legal  description  of  the  travel  trailer  parking 
area. 

4)  Complete  engineering  plans  and  specifications  of  the  proposed 
parking  area  showing: 

a)  The  area  and  dimensions  of  the  tract  of  land; 

b)  The  number,  location,  and  size  of  all  trailer  spaces; 

c)  The  location  and  width  of  roadways  and  walkways; 

d)  The  location  of  service  buildings,  sanitary  stations; 
and  any  other  proposed  structures; 

e)  The  location  of  water  and  sewer  lines  and  riser  pipes; 

f)  Plans  and  specifications  of  the  water  supply  and  refuse 
and  sewage  disposal  facilities; 

g)  Plans  and  specifications  of  all  buildings  constructed 
or  to  be  constructed  within  the  travel  trailer  parking 
area;  and 

hj  The  location  and  details  of  lighting  and  electrical 
systems . 

c.  Upon  completion  of  the  construction,  alteration,  or  extension, 
the  operator  shall  notify  the  Health  Director,  who  shall  inspect  the  travel 
trailer  parking  area  for  compliance  with  these  regulations.  If  his  findings 
justify,  he  shall  issue  or  continue  the  permit  required  in  paragraph  "a"  of 
Section  2. 

PH-24.3  Inspection  of  Travel  Trailer  Parking  Areas 

a.  The  Health  Director  is  hereby  authorized  and  directed  to  make 

such  inspections  as  are  necessary  to  determine  compliance  with  these  regulations. 

b.  The  Health  Director  shall  have  the  power  to  enter  at  reasonable 
times  upon  any  private  or  public  property  for  the  purpose  of  inspecting  and 
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investigating  conditions  relating  to  the  enforcement  of  these  regulations. 

c.  The  Health  Director  shall  have  the  power  to  inspect  the  register 
containing  a record  of  all  travel  trailers  and  occupants  using  the  travel 
trailer  parking  area. 

d.  It  shall  be  the  duty  of  the  owners  or  occupants  of  travel  trailer 
parking  areas,  and  trailers  contained  therein,  or  of  the  person  in  charge 
thereof,  to  give  the  Health  Director  free  access  to  such  premises  at  reasonable 
times  for  the  purpose  of  inspection. 

e.  It  shall  be  the  duty  of  every  occupant  of  a travel  trailer  park- 
ing area  to  give  the  owner  thereof  or  his  agent  or  employees  access  to  any  part 
of  such  travel  trailer  parking  area  or  its  premises  at  reasonable  times  for 
the  purpose  of  making  such  repairs  or  alterations  as  are  necessary  to  affect 
compliance  with  these  regulations. 

PH-24.4  Environmental,  Open  Space,  and  Access  Requirement ^ 

a.  General  Requirements 

Condition  of  soil,  groundwater  level,  drainage  and  topography 
shall  not  create  hazards  to  the  property  or  the  health  or  safety  of  the  occu- 
pants. The  site  shall  not  be  exposed  to  objectionable  smoke,  noise,  odors  or 

(1) Detailed  information  on  the  planning,  operation  and  supervision  of  travel 
trailer  parking  areas  is  given  in  the  publication  "Environmental  Health  Guide 
for  Travel  Trailer  Parking  Areas,"  prepared  by  the  Public  Health  Service,  U.S. 
Department  of  Health,  Education,  and  Welfare,  in  close  cooperation  with  the 
Mobile  Home  Manufacturers  Association.  Copies  of  this  publication  may  be  ob- 
tained from  that  association  at  20  North  Wacker  Drive,  Chicago,  Illinois, 

60606. 
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other  adverse  int'Jucnces,  and  no  portion  subject  to  unpredictable  and/or 
siKlden  n 001.1  ing,  subsidence  or  erosion  shall  be  used  for  any  purpose  which 
would  expose  persons  or  property  to  hazards. 

b.  Soil  and  Ground  Cover  Requirements 

lixjKrsed  ground  surfaces  in  all  parts  of  every  parking  area  shall 
be  paved,  or  covered  with  stone  screenings,  or  other  solid  material,  or  pro- 
tected with  a vegetative  growth  that  is  capable  of  preventing  soil  erosion  and 
of  eliminating  objectionable  dust. 

c.  Required  Separation  Between  Trailers 

Trai lers  shall  be  separated  from  each  other  and  from  other  struc- 
tures by  at  least  10  feet.  Any  accessory  structure  such  as  attached  awnings, 
c.irports,  or  individual  storage  facilities  shall,  for  purposes  of  this  separa- 
tion requirement,  be  considered  to  be  part  of  the  trailer. 

d.  Density  Requirement 

The  density  shall  not  exceed  25  trailer  spaces  per  acre  of  gross 
site  area  except  that  the  Health  Director  may,  under  special  circumstances, 
permit  a higher  density  provided  all  other  environmental,  open  space,  and  ac- 
cess requirements  of  these  regulations  are  adhered  to. 

e.  Required  Recreation  Area 

In  all  travel  trailer  parking  areas  there  shall  be  at  least  one 
recreation  area  which  shall  be  easily  accessible  from  all  trailer  spaces.  The 
size  of  such  recreation  area  shall  be  not  less  than  eight  percent  of  the  gross 
site  area  or  2.500  square  feet,  whichever  is  greater. 

f.  Required  Setbacks  from  Public  Streets 

All  trailers  shall  be  located  at  least  25  feet  from  any  parking 
area  boundary  line  abutting  upon  a public  street  or  highway, 

g.  Park  Street  System 
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U)  General  Requirements:  All  parking  areas  shall  be  provided 

with  safe  and  convenient  vehicular  access  from  abutting  pub- 
lic streets  or  roads  to  each  trailer  space.  Alignment  and 
gradient  shall  be  properly  adapted  to  topography.  Surfacing 
and  maintenance  shall  provide  a smooth,  hard  and  dense  sur- 
face which  shall  be  well  drained. 

(2)  Access:  Access  to  travel  trailer  parking  areas  shall  be 

designed  to  minimize  congestion  and  hazards  at  their  entrance 
or  exit  and  allow  free  movement  of  traffic  on  adjacent  streets . 
All  traffic  into  or  out  of  the  parking  areas  shall  be  through 
such  entrances  and  exits. 

(^)  Internal  Streets:  Surfaced  roadways  shall  be  of  adequate 

width  to  accommodate  anticipated  traffic  and  in  any  case 
shall  meet  the  following  requirements: 

One-way,  no  parking  

(Acceptable  only  if  less  than  500  feet  total  length  and  ser- 
ving less  than  25  trailer  spaces.) 

One-way,  parking  on  one  side  only,  or 

Two-way,  no  parking  28  Feet 

(Acceptable  only  if  serving  less  than  50  trailer  spaces.) 

Two-way,  no  parking  24  Feet 

Two-way,  parking  on  one  side  only  27  Feet 

Two-way,  parking  on  both  sides  


(4)  Off-Street  Parking  and  Maneuvering  Space:  Each  travel 

trailer  parking  area  shall  provide  sufficient  parking  and 
maneuvering  space  so  that  the  parking,  loading  or  maneuver- 
ing of  trailers  incidental  to  parking  shall  not  necessitate 
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the  use  of  any  public  street,  sidewalk  or  right-of-way  or 
any  private  grounds  not  part  of  the  travel  trailer  parking 
area . 

Pil-24.5  Water  Supply 

a.  General  Requirements 

An  accessible,  adequate,  safe,  and  potable  supply  of  water  shall 
be  provided  in  each  travel  trailer  parking  area.  Where  a municipally-owned 
jniblic  supply  of  water  of  satisfactory  quantity,  quality,  and  pressure  is 
available,  connection  shall  be  made  thereto  and  its  supply  used  exclusively. 
When  a private  water  supply  is  used,  it  shall  be  located,  constructed,  main- 
tained, and  operated  in  accordance  with  the  requirements  of  the  Tribal  Board 
of  Health  and  a sample  of  the  water  shall  be  collected  and  submitted  to  the 
Laboratory  Division  of  the  Tribal  Board  of  Health  or  other  approved  laboratory 
at  least  once  a year.  No  backflow  connections,  or  cross-connections  with  un- 
approved water  supplies  shall  exist. 

b.  Source  of  Supply 

(1)  The  water  supply  shall  be  capable  of  supplying  .SO  gallons 
per  space  per  day  for  all  spaces  lacking  individual  water 
connections  and  100  gallons  per  space  per  day  for  all  spaces 
provided  with  individual  water  connections. 

(2)  Every  well  or  suction  line  of  the  water  supply  system 
shall  be  located  and  constructed  in  such  a manner  that 
neither  underground  nor  surface  contamination  will  reach 
the  water  supply  from  any  source. 

(3)  No  well-castings,  pumps,  pumping  macninery  or  suction 
pipes  shall  be  placed  in  any  pit,  room  or  space  extending 
below  ground  level  nor  in  any  room  or  space  above  ground 


-390- 


which  is  walled  in  or  otherwise  enclosed,  unless  such  rooms, 
whether  above  or  below  ground,  have  free  drainage  by  gravity 
to  the  surface  of  the  ground. 

(4)  The  treatment  of  a private  water  supply  shall  be  in  accor- 
dance with  recommendations  of  the  Sanitary  Engineering  Di- 
vision, IMS. 

c.  Water  Storage  Facilities 

All  water  storage  reservoirs  shall  be  covered,  watertight  and 
constructed  of  impervious  material.  Overflows  and  vents  of  such 
reservoirs  shall  be  effectively  screened  Manholes  sliall  be 
constructed  with  overlapping  covers,  so  as  to  prevent  the  en- 
trance of  contaminated  material.  Reservoir  overflow  pipes  shall 
discharge  through  an  acceptable  air  gap. 
d.  Water  Distribution  System 

(1)  The  water  supply  system  of  the  travel  trailer  parking  area 
shall  be  connected  by  pipes  to  all  buildings  and  other  fa- 
cilities requiring  water. 

(2)  All  water  piping,  fixtures,  and  other  equipment  shall  be 
constructed  and  maintained  in  accordance  with  reconuncnd.i- 
tions  of  the  Tribal  Board  of  Health,  and  shall  be  of  a type 
and  in  locations  approved  by  the  Health  Director. 

(3)  The  water  piping  system  shall  not  be  connected  with  any 
unapproved  water  supplies  and  shall  be  protected  against 
the  hazards  of  backflow  or  back  siphonage. 

(4)  The  system  shall  be  so  designed  and  maintained  as  to  pro- 
vide a pressure  of  not  less  than  20  pounds  per  square  inch, 
under  normal  operating  conditions,  at  service  buildings  and 
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other  locations  requiring  potable  water  supply. 

e.  Watering  Stations 

hcK  h tiavel  trailer  parking  area  shall  be  provided  with  one  or 
more  easily  accessible  water  supply  outlets  for  filling  trailer  water  storage 
tanks.  Such  water  supply  outlets  shall  consist  of  at  least  a water  hydrant 
and  the  necessary  appurtenances  and  shall  be  protected  against  the  hazards  of 
liackflow  and  l)ack  siphonage. 

f.  Individual  Water  Connections 

If  facilities  for  individual  water  service  connections  are  pro- 
vided, the  following  requirements  shall  apply: 

(1)  Riser  pipes  provided  for  individual  water-service  connections 
shall  be  so  located  and  constructed  that  they  will  not  be 
damaged  by  the  parking  of  travel  trailers. 

(2)  Water  riser  pipes  shall  extend  at  least  four  inches  above 

ground  elevation.  The  pipe  size  shall  be  three-quarter 
inch . 

(3)  Adequate  provisions  shall  be  made  to  prevent  freezing  of 
service  lines,  valves,  and  riser  pipes, 

(4)  Underground  stop  and  waste  valves  shall  not  be  installed 
on  any  water  service. 

(5)  Valves  shall  be  provided  near  the  outlet  of  each  water 
service  connection.  They  shall  be  turned  off  and  the  out- 
lets capped  or  plugged  when  not  in  use. 

PH-24.6  Sewage  Disposal 
a.  General  Requirements 

Adequate  and  safe  means  for  disposal  of  sewage  shall  be  provided 
in  all  travel  trailer  parking  areas.  The  method  of  sewage  disposal  shall  be 
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ap|)roved  liy  the  Health  Director. 

b.  Sanitary  Stations 

(1)  A sanitary  station  shall  be  provided  consisting  of  at  least: 
a trapped  four  inch  sewer  riser  pipe,  connected  to  the  travel 
trailer  parking  area  sewage  disposal  system,  surrounded  at 
the  inlet  end  by  a concrete  apron,  of  adequate  size,  sloped 
to  the  drain,  and  provided  with  a suitable  hinged  cover;  and 
a water  outlet,  with  the  necessary  appurtenances,  connected 
to  the  parking  area  water  supply  system  to  permit  periodic 
washdown  of  the  immediate  adjacent  areas. 

(2)  Each  travel  trailer  parking  area  shall  be  provided  with  a 
sanitary  station  in  the  ratio  of  one  for  every  100  trailer 
spaces  or  fractional  part  thereof. 

(3)  Sanitary  stations  shall  be  screened  from  other  activities 
by  visual  barriers  such  as  fences,  walls  or  natural  growth 
and  shall  be  separated  from  any  trailer  space  by  a distance 
of  at  least  50  feet. 

c.  Sewer  Lines 

All  sewer  lines  shall  be  located  in  trenches  of  sufficient  depth 
to  be  free  of  breakage  from  traffic  or  other  movements  and  shall  be  separated 
from  the  water  supply  system  by  a safe  distance.  Sewers  shall  be  at  a grade 
which  will  insure  a velocity  of  two  feet  per  second  when  flowing  full.  All 
sewer  lines  shall  be  constructed  of  materials  approved  by  the  Health  Director, 
shall  be  adequately  vented  and  shall  have  watertight  joints. 

d.  Individual  Sewer  Connections 

If  facilities  for  individual  sewer  connections  are  provided,  the 
following  requirements  shall  apply: 
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(1) 


The  sewer  riser  pipe  shall  have  at  least  a four  inch  diameter, 
shall  oe  trapped  below  the  ground  surface  and  shall  be  so 
located  on  the  trailer  space  that  the  sewer  connection  to 
the  trailer  drain  outlet  will  approximate  vertical  position. 

(2)  The  sewer  connection  (see  definition)  shall  have  a nominal 
inside  diameter  of  at  least  three  inches,  and  the  slope  of 
any  portion  thereof  shall  be  at  least  one-fourth  inch  per 
foot.  The  sewer  connection  shall  consist  of  one  pipe  line 
only  without  any  branch  fittings.  All  joints  shall  be  water- 
tight. 

(3)  All  materials  used  for  sewer  connections  shall  be  corrosion 
resistant,  nonabsorbent  and  durable.  The  inner  surface  shall 
be  smooth. 

(4)  Provision  shall  be  made  for  plugging  the  sewer  riser  pipe 
when  a trailer  does  not  occupy  the  space.  Surface  drainage 
shall  be  diverted  away  from  the  riser. 

e.  Sink  Wastes 

No  liquid  wastes  from  sinks  shall  be  discharged  onto  or  allowed 
to  accumulate  on  the  ground  surface. 

f.  Sewage  Treatment  and/or  Discharge 

Where  the  sewer  lines  of  the  travel  trailer  parking  area  are  not 
connected  to  a public  sewer,  all  proposed  sewage  disposal  facilities  shall  be 
approved  by  the  Health  Director,  prior  to  construction. 

PH-24.7  Electrical  Systems 

If  an  electrical  wiring  system  is  provided,  all  wiring,  fixtures, 
equipment,  and  appurtenances  shall  be  so  installed  and  maintained  as  to  comply 
with  all  applicable  State  and  local  standards. 
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PH-24.8  Service  Buildings  and  Other  Service  Facilities 


a.  General 

The  requirements  of  this  Section  shall  apply  to  service  buildings, 
recreation  buildings,  and  other  service  facilities  such  as: 

(1)  Management  offices,  repair  shops,  and  storage  areas; 

(2)  Sanitary  facilities; 

(3)  Laundry  facilities; 

(4)  Indoor  recreation  areas; 

(5)  Commercial  uses  supplying  essential  goods  or  services  for 
the  exclusive  use  of  trailer  occupants. 

b.  Service  Building 

(1)  A central  service  building  containing  the  necessary  toilet 
and  other  plumbing  fixtures  as  specified  in  Table  1 shall 
be  provided  in  travel  trailer  parking  areas  which  provide 
parking  spaces  for  dependent  trailers.  Service  buildings 
shall  be  conveniently  located  within  a radius  of  approx- 
imately 300  feet  to  the  spaces  to  be  served. 

TABLE  1 - REQUIRED  PLUMBING  FIXTURES 


No.  of 

Parking 

Spaces 

Men 

Women 

Men 

Men 

Women 

men 

women 

Other 

Fixtures*^ 

1-15 

1 

1 

1 

1 

1 

1 

1 

1 Service 

16-30 

1 

2 

2 

2 

2 

1 

1 

Sink  with 

31-45 

O 

2 

3 

3 

3 

1 

1 

a flush- 

46-60 

2 

3 

3 

3 

3 

2 

2 

ing  rim 

61-80 

3 

4 

4 

4 

4 

2 

2 

81-100 

3 

4 

4 

4 

4 

3 

3 

For  parking  areas  having  more  than  100  travel 

1 additional  shower  for 

each 

trailer 

spaces  there  shall  be  provided:  1 

sex  per  each  additional 

40 

additional  toilet  and 

lavatory  for  each  sex 

travel  trailer  spaces; 

and  1 

per  each  additional  30  travel  trailer  spaces; 

additional  men's  urinal 

per 

each  additional  100  travel 

trailer  spaces. 
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'Vai'king  spaces  for  dependent  trailers. 

*^\dditional  fixtures  inciuding  laundry  trays,  clothes  washing  machine  (one  for 
c’very  aO  sites)  and  an  ice  making  machine  may  be  provided. 

'■'a  service  sink  witli  a flushing  rim  shall  be  provided  for  disposal  of  liquid 
wastes  unless  a sanitary  station  is  conveniently  accessible  for  this  purpose. 

(2)  Where  a travel  trailer  parking  area  is  designed  for  and 

exclusively  limited  to  use  by  self-contained  trailers,  only 
the  following  minimum  emergency  sanitary  facilities  shall  be 
required:  for  each  100  trailer  spaces,  or  fractional  part 

thereof,  there  shall  be  one  flush  toilet  and  one  lavatory 
for  each  sex. 

(3)  When  a travel  trailer  parking  area  requiring  a service  build- 
ing is  operated  in  connection  with  a resort  or  other  business 
establishment,  the  niimber  of  sanitary  facilities  for  such 
business  establishment  shall  be  in  excess  of  those  required 
by  the  schedule  for  trailer  spaces  and  shall  be  based  on  the 
total  number  of  persons  using  such  facilities. 

c.  Exemptions 

Any  person  desiring  to  furnish  temporary  facilities  for  accommo- 
dating a travel  trailer  rally,  or  other  group  of  trailers  assembled  for  the 
purpose  of  traveling  together,  shall  make  application  for  such  activity  to  the 
Health  Director.  The  requirements  for  a service  building  and  other  sanitary 
and  physical  facilities  may  be  waived  by  the  Health  Director  on  the  deter- 
mination that  public  health  will  not  be  endangered;  but  the  location  of  the 
site,  the  facilities  which  are  provided,  and  the  method  of  conducting  such  a 
rally  shall  be  acceptable  to  the  Health  Director  before  a temporary  permit  shall 
be  issued  specifying  the  location  of  the  site,  the  period  of  operation  not  to 
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exceed  ten  days,  and  any  other  conditions  of  issuance, 
d.  Structural  Requirements  for  Buildings 

fl)  All  portions  of  the  structure  shall  be  properly  protected 
from  damage  by  ordinary  use  and  by  decay,  corrosion,  ter- 
mites, and  other  destructive  elements.  Exterior  portions 
shall  be  of  such  materials  and  be  so  constructed  and  pro- 
tected as  to  prevent  entrance  or  penetration  of  moisture 
and  weather. 

(2)  All  rooms  containing  sanitary  or  laundry  facilities  shall: 

1.  Have  sound  resistant  walls  extending  to  the  ceiling 
between  male  and  female  sanitary  facilities.  Walls  and 
partitions  around  showers,  bathtubs,  lavatories,  and 
other  plumbing  fixtures  shall  be  constructed  of  dense, 
non-absorbent,  water  proof  material  or  covered  with 
moisture  resistant  material. 

2.  Have  at  least  one  window  or  skylight  facing  directly  to 
the  outdoors.  The  minimum  aggregate  gross  area  of  win- 
dows for  each  required  room  shall  be  not  less  than  10 
percent  of  floor  area  served  by  them. 

3.  Have  at  least  one  window  which  can  be  easily  opened  or 

a mecnanical  device  which  will  adequately  ventilate  the 
room. 

(3)  Toilets  shall  be  located  in  separate  compartments  equipped 

with  self-closing  doors.  The  shower  stalls  for  females  shall 
be  of  the  individual  type.  The  rooms  shall  be  screened  to 
prevent  direct  view  of  the  interior  when  the  exterior  doors 
are  opened. 
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(4)  Illumination  levels  shall  be  maintained  as  follows: 

1.  General  seeing  tasks  - 5 footcandles; 

2.  Laundry  room  work  area  - 10  footcandles; 

3.  Toilet  room,  in  front  of  mirrors  - 40  footcandles. 

(5)  Hot  and  cold  water  shall  be  furnished  to  every  lavatory, 
sink,  bathtub,  shower,  and  laundry  fixture,  and  cold  water 
shall  be  furnished  to  every  water  closet  and  urinal. 

e.  Barbecue  Pits,  Fireplaces,  and  Stoves 

Cooking  shelters,  barbecue  pits,  fireplaces,  and  woodburning 
stoves  shall  be  so  located,  constructed,  maintained,  and  used  as  to  minimize 
fire  hazard  and  smoke  nuisance  both  on  the  property  on  which  used  and  on  neigh- 
boring property.  No  open  fire  shall  be  permitted  except  in  facilities  provided. 
No  open  fire  shall  be  left  unattended.  No  fuel  shall  be  used  and  no  material 
burned  which  emits  dense  smoke  or  objectionable  odors. 

PH-24.9  Refuse  Handling 

a.  The  storage,  collection,  and  disposal  of  refuse  in  the  travel 
trailer  parking  area  shall  be  so  conducted  as  to  create  no  health  hazards,  ro- 
dent harborage,  insect  breeding  areas,  accident  or  fire  hazards,  or  air  pol- 
lution. 

b.  All  refuse  shall  be  stored  in  flytight,  watertight,  rodent  proof 
containers,  which  shall  be  located  not  more  than  150  feet  from  any  trailer 
space.  Containers  shall  be  provided  in  sufficient  number  and  capacity  to  pro- 
perly store  all  refuse. 

c.  Refuse  collection  stands  shall  be  provided  for  all  refuse  con- 
tainers. Such  container  stands  shall  be  so  designed  as  to  prevent  containers 
from  being  tipped,  to  minimize  spillage  and  container  deterioration  and  facili- 
t ate  cleaning  around  them. 
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d.  All  refuse  containing  garbage  shall  be  collected  at  least  twice 
weekly.  Where  suitable  collection  service  is  not  available  from  municipal  or 
private  agencies,  the  owner  or  operator  of  the  travel  trailer  parking  area  shall 
provide  this  service.  All  refuse  shall  be  collected  and  transported  in  covered 
vehicles  or  covered  containers. 

e.  Where  Tribal  or  private  disposal  service  is  not  available,  the 
owner  or  operator  of  the  travel  trailer  parking  area  shall  dispose  of  the  refuse 
by  transporting  to  an  approved  disposal  site  or  by  other  methods  approved  by 
the  Health  Director. 

PH-24.10  Insect  and  Rodent  Control 

a.  Grounds,  buildings,  and  structures  shall  be  maintained  free  of 
insect  and  rodent  harborage  and  infestation.  Extermination  methods  and  other 
measures  to  control  insects  and  rodents  shall  conform  with  the  requirements  of 
the  Health  Director. 

b.  Parking  areas  shall  be  maintained  free  of  accumulations  of  debris 
which  may  provide  rodent  harborage  or  breeding  places  for  flies,  mosquitoes, 
and  other  pests. 

c.  Storage  areas  shall  be  so  maintained  as  to  prevent  rodent  harborage 
lumber,  pipe,  and  other  building  material  shall  be  stored  at  least  one  foot 
above  the  ground. 

d.  Where  the  potential  for  insect  and  rodent  infestation  exists,  all 
exterior  openings  in  or  beneath  any  structure  shall  be  appropriately  screened 
with  wire  mesh  or  other  suitable  materials. 

e.  The  growth  of  brush,  weeds,  and  grass  shall  be  controlled  to  pre- 
vent harborage  of  ticks,  chiggers,  and  other  noxious  insects.  Parking  areas 
shall  be  so  maintained  as  to  prevent  the  growth  of  ragweed,  poison  ivy,  poison 
oak,  poison  sumac,  and  other  noxious  weeds  considered  detrimental  to  health. 
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arcMs  shall  be  maiiitained  free  of  heavy  undergrowth  of  any  description. 


PH- 24 . 1 1 Fuel  Supply  and  Storage 

l.i'luified  petroleum  gas  and  fuel  oil  storage  facilities  shall  comply 
with  ,i()p  livable  State  and  local  standards. 

PH - 2 4 . 12  Fire  Protection 

a.  All  travel  trailer  parking  areas  shall  meet  applicable  State  and 
local  standards  governing  fire  protection. 

b.  Travel  trailer  parking  areas  shall  be  kept  free  of  litter,  rubbish, 
and  other  flammable  materials. 

c.  Portable  fire  extinquishers  of  a type  approved  by  the  fire  pre- 
vention authority,  and  shall  be  maintained  in  good  operating  condition. 

d.  Fires  shall  be  made  only  in  stoves  and  other  equiptment  intended 
for  such  purposes. 

PH-24.13  Miscellaneous  Requirements 

a.  Supervision 

(1)  The  person  to  whom  a permit  is  issued  shall  at  all  times 

operate  the  travel  trailer  parking  areas  in  compliance  with 
these  regulations  and  shall  provide  adequate  supervision  to 
maintain  the  travel  trailer  parking  areas , its  facilities, 
and  equipment  in  good  repair  and  in  a clean  and  sanitary 
condition  at  all  times. 

b.  Registration  of  Occupants 

Every  owner  or  operator  of  a travel  trailer  parking  area  shall 
maintain  a register  containing  a record  of  all  trailers  and  occupants.  Such 
register  shall  be  available  to  any  authorized  person  inspecting  the  travel 
trailer  parking  area  and  shall  be  preserved  for  the  period  required  by  the 
Health  Director.  Such  register  shall  contain  (1)  the  names  and  permanent 
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addresses  of  all  trailer  occupants;  (2)  the  make,  model,  and  license  number  of 

the  trailer  and  tow  vehicles;  and  (3)  the  dates  of  arrival  and  departure  of 
a trailer  or  its  occupants. 

c.  Reporting  Communicable  Diseases 

Every  owner,  operator,  attendant  or  other  person  operating  a travel 
trailer  parking  area  shall  notify  the  Health  Director  immediately  of  any  sus- 

soected  communicable  or  contagious  disease  within  the  travel  trailer  parking 
area. 


d.  Restriction  of  Animals  and  Pets 

No  owner  or  person  in  charge  of  a dog,  cat,  or  other  pet  animal 

shall  permit  it  to  run  at  large  or  to  commit  any  nuisance  within  the  limits  of 
any  travel  trailer  parking  areas. 

PH-24.14  Conflicting  Rules  and  Regulations  Repealed 
All  rules  and  regulations  governing  travel  trailer  parking  area  here- 
tofore adopted  by  the  Cherokee  Tribal  Health  Department  which  are  in  conflict 


with  the  provisions  of  these  regulations  are  hereby  repealed. 

PH-24.15  Severability 

If  any  sentence,  clause,  paragraph,  subsection  or  section  of  these 
regulations  shall  be  adjudged  invalid  and  of  no  effect,  such  decision  shall  not 
affect  the  remaining  portions  of  these  regulations. 
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GLOSSARY  OF  TERMS 


ABAN[)ONED  WELL-  A well  whose  use  has  been  discontinued,  or  which  is  in  such  a 
state  of  disrepair  that  continued  use  for  obtaining  ground  water  or  other  use- 
ful purpose  is  impracticable. 

a.  Temporary  abandonment  - any  well  removed  from  service  because  of  well  or 
pump  maintenance,  newly  constructed  wells  not  yet  put  into  service,  etc. 

b.  Permanent  abandonment  - any  well  removed  from  or  not  yet  put  into  service 
whose  use  is  impracticable  because  of  faulty  construction,  location,  water 
quality,  insufficient  yield,  unserviceable  casing  and  screens,  completion 
of  testing  or  intended  use. 

ABSORPTION  TRENCH-  A trench  not  over  36”  in  width  with  a minimum  of  12”  of 
clean,  course  aggregate  and  a distribution  pipe,  and  covered  with  a minimum 
of  12”  of  earth  cover. 

AIR  POLLUTANT-  An  air  pollution  agent  or  combination  of  such  agents. 

AMBULANCE-  The  term  shall  mean  any  privately  or  publicly  owned  motor  vehicle 
that  is  specially  designed  or  constructed,  and  equipped,  and  is  intended  to 
be  used  for  and  is  maintained  or  operated  for  the  transportation  upon  the 
streets  of  highways  of  persons  who  are  sick,  injured,  wounded,  or  otherwise  in- 
capacitated or  helpless. 

APPROVED  SEWER  SYSTEM-  Shall  mean  a properly-operated  public,  community,  or 
institutional  sewerage  system  for  the  collection  and  treatment  of  sewage  or 
other  liquid  wastes  in  compliance  with  any  applicable  regulations. 

AQUIFER-  A geologic  formation,  group  of  such  formation,  or  a part  of  such  a 
formation  that  will  yield  usable  quantities  of  water  to  wells. 

ATTENDANT-  A trained  and/or  qualified  individual  responible  for  the  operation 
of  an  ambulance  and  the  care  of  the  patient  whether  or  not  the  attendant  also 
serves  as  driver. 
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ATTHNDANT  DRIVliR-  An  irdividual  who  is  qualified  as  an  attendant  and  a driver. 
BAl!K  SIPllONAGE-  The  flowing  back  of  used,  contaminated,  or  polluted  water  from 
a plumbing  fixture  or  vessel  into  a water-supply  pipe  due  to  a negative  pres- 
sure in  such  pipe. 

CARRIER-  An  infected  person  (or  animal)  that  harbors  a specific  infectious 
agent  in  the  absence  of  discernible  clinical  disease  and  serves  as  a potential 
source  of  infection  for  man. 

COLIFORM  GROUP-  All  organisms  considered  in  the  group  as  set  forth  in  Standard 
Methods  for  the  Examination  of  Water  and  Wastewater,  current  edition,  prepared 
and  published  jointly  by  the  American  Public  Health  Association,  American  Water 
Works  Association,  and  Water  Pollution  Control  Federation. 

(TIMMUNICABLE  DISEASE-  An  illness  due  to  a specific  infectious  agent  or  its 
toxic  products  which  arises  through  transmission  of  that  agent  or  its  products 
from  a reservoir  to  a susceptible  host. 

CONTACT-  A person  or  animal  that  has  been  in  such  association  with  an  infected 
person  or  animal  or  a contaminated  environment  as  to  have  had  opportunity  to 
acquire  the  infection. 

CONSOLIDATED  ROCK-  Rock  that  is  firm  and  coherent,  solidified  or  cemented,  such 
as  granite,  gneiss,  limestone,  slate  or  sandstone,  that  has  not  been  decom- 
posed by  weathering. 

(CONTAMINATION-  The  act  of  introducing  into  water,  food,  milk,  air,  etc.  , foreign 
materials  of  such  nature,  quality,  and  quantity  as  to  cause  degradation  of  the 
quality  of  the  water,  food,  milk,  air,  etc. 

CONTROLLED  SUBSTANCE-  A group  of  chemicals  used  in  medicine  that  require  strict 
accountability  for  manufacturing  and  using.  These  include  certain  opiates, 
opuim  derivatives,  hallucinogenic  substances,  stimulants,  depressants,  and 
narcotics  (Listing  maintained  by  the  Drug  Enforcement  Administration,  a copy 
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of  which  is  on  file  at  the  Indian  Health  Service  hospital). 

CROSS-CONNECTION-  (1)  Any  physical  connection  between  a potable  water  supply 
system  and  any  other  piping  system,  sewer,  fixture,  container,  or  device,  where- 
by water  or  other  liquids,  mixtures,  or  substances  may  flow  into  or  enter  the 
potable  water  supply  system,  or  (2)  Any  potable  water  supply  outlet  which  is 
submerged  or  is  designed  or  intended  to  be  submerged  in  secondary  water  or  in 
any  other  source  of  contamination,  or  (3)  Where  the  air  gap,  i.e.,  the  space 
between  the  potable  water  pipe  outlet  and  the  flood  level  rim  of  the  receiv- 
ing  vessel  is  less  than  twice  the  diameter  of  the  potable  water  pipe. 

DISASTER-  A great  natural  catastrophe  such  as  a flood,  tornado,  hurricane, 
earthquake,  and  also  a sudden  and  extraordinary  catastrophe  such  as  fire,  ex- 
plosion, transportion  wreck,  or  similiar  public  calamity  in  which  numbers  of 
persons  are  plunged  into  helplessness  and  suffering. 

DISINFECTION-  Killing  of  infectious  agents  outside  the  body  by  chemical  or  nhy- 
sical  means. 

liPTLUENT-  Partly  or  completely  treated  sewage,  discharging  from  any  sewage 
treatment  device. 

ENDEMIC-  The  habitual  presence  of  a disease  or  infectious  agent  within  a given 
geographic  area. 

EPIDEMIC-  The  occurrence  in  a community  or  region  of  a group  of  illnesses  (or 
an  outbreak)  of  a similiar  nature,  clearly  in  excess  of  normal  expectancy  and 
derived  from  a common  or  a propagated  source. 

ENVIRONMENTAL  NOISE-  The  intensity,  duration,  and  character  of  sounds  from  all 
sources . 

FILTER  TRENCH-  A system  of  sul)surface  filtration  where  the  sewage  effluent  is 
filtered  through  washed,  graded  sand,  and  collected  by  means  of  open  joint  un- 
der drain  lines  for  final  disposal  in  running  streams. 
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I 00[)-  The  term  "food"  shall  mean  any  raw,  cooked,  or  processed  edible  substance, 
beverage  or  ingredient  used,  or  intended  for  use,  in  part  or  in  whole,  for  hu- 
man consumption. 

TARBAGT-  All  putrescible  wastes,  including  animal  and  vegetable  matter,  animal 
offal  and  carcasses,  and  recognizible  industrial  by-products,  but  excluding 
sewage  and  human  wastes, 

lITALTIi  AUTHORITY-  The  Director  of  the  Cherokee  Tribal  Health  Department  or  his 
representative . 

HEALTH  HAZARD-  Any  conditions,  devices,  or  practices  which  create,  or  may  create, 
a danger  to  the  health  and  well  being  of  the  public. 

HOTEL,  MOTEL,  INN,  TOURIST  HOME-  These  terms  shall  mean  and  include  all  places 
providing  lodging  acccmmodations  for  pay,  not  including  private  homes  which 
provide  lodging  to  permanent  house  guests. 

INCINERATION-  The  process  of  burning  solid,  semi-solid,  or  gaseous  combustible 
wastes  to  an  in-offensive  gas  and  a residue  containing  little  or  no  combustible 
material . 

INDUSTRIAL  WASTES-  Liquid  wastes  resulting  from  the  process  employed  in  in- 
dustrial establishments  and  are  free  of  fecal  matter. 

INFECTION-  The  entry  and  development  or  multiplication  of  an  infectious  agent 
in  the  body  of  man  or  animals. 

INFECTIOUS  AGENTS-  An  organism,  chiefly  a microorganism  but  including  helmintho, 
that  is  capable  of  producing  infection  or  infectious  disease. 

INFECTATION-  By  infestation  of  persons  or  animals  is  meant  the  lodgement,  de- 
velopment, and  reproduction  of  arthropods  on  the  surface  of  the  body  or  in  the 
clothing . 

INSECTICIDE-  Any  chemical  substance  used  for  the  destruction  of  arthropods, 
whether  applied  as  powder,  liquid,  aerosol,  or  as  a paint  spray;  residual  ac- 


tion  is  used. 


INSTITUTION-  The  term  "institution"  shall  include  the  following  and  similiar 
establ i shments : 

a.  Hospitals,  including  clinics 
ii.  Nursing  homes 

c.  Rest  home  (providing  custodial  care  on  a 24  hour  basis  for  six  or  more  per 
sons,  including  homes  for  the  aged) 

d.  Orphanage,  and  any  similiar  establishment  providing  custodial  care  on  a 24 
hour  basis  for  six  or  more  orphans  or  other  children  or  infants,  including 
children's  homes) 

e.  liducational  institutions 

f.  Day  care  centers 

g.  Head  start  centers 

LICENSE-  Includes  the  whole  or  part  of  an  agency  permit,  certificate,  approval 
registration,  charter,  membership,  statutory  exemption  or  other  form  or  per- 
mission . 

LICENSING-  Includes  agency  process  respecting  the  grant,  renewal,  denial,  re- 
vocation, suspension,  annulment,  withdrawal,  limitation,  amendment,  modifica- 
tion, or  conditioning  of  a license. 

MAXIMUM  CONTAMINANT  LEVEL-  The  maximum  permissible  level  of  a contamination  in 
water  which  is  delivered  to  any  user  of  a public  water  system. 

MEAT  MARKET-  This  term  shall  mean  any  place  or  establishment  in  wliich  meat  or 
meat  food  products  or  poultry  or  poultry  food  products  are  prepared,  stored, 
handled,  or  offered  for  sale  at  wholesale  or  retail. 

MILK-  The  lacteal  secretion,  practically  free  from  colostrum,  obtained  by  the 
completed  milking  of  one  or  more  healthy  cows,  which  contains  not  less  than  8 
h percent  milk  solids-not-fat  and  not  less  than  percent  milkfat. 
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MISBRANDED  MILK  AND  MILK  PRODUCTS-  These  items  are  misbranded  (II  when  their 


contniner(s)  bear  or  accompany  any  false  or  misleading  written,  printed,  or 
graphic  matter;  (2)  when  such  milk  and  milk  products  do  not  conform  to  their 
definitions  as  contained  in  the  1965  Milk  Ordinance  recommended  by  the  U.S. 
Public  Health  Service. 

MOBILE  HOME-  Any  trailer  or  other  vehicle  maintained,  offered,  or  used  for 
living  or  sleeping  purposes  which  is  equipped  or  intended  to  be  equipped  with 
a wheel  or  wheels  or  similiar  devices  for  the  purpose  of  transporting  the  unit. 
Such  unit  shall  be  considered  amobilehome  whether  or  not  the  wheels  have  been 
removed  and  whether  or  not  set  on  jacks,  skirtings,  masonry  block,  or  other 
temporary  or  permanent  foundation. 

MOBILE  HOME  COURT-  Any  place,  area,  or  tract  of  land  maintained,  offered  or 
used  for  the  parking  of  more  mobile  homes  used  or  intended  to  be  used  for  li- 
ving or  sleeping  purposes  in  such  mobile  home  court. 

NITRIFICATION  FIELD-  A system  of  subsurface  drain  lines  which  receives  the  seo- 
Lic  tank  effluent  for  distribution  and  absorption  in  the  soil. 

NONPOTABLE  WATER-  Means  water  containing  materials  of  such  quantity  or  type 
as  to  render  the  water  unsafe,  harmful,  or  generally  unsuitable  for  human 
consumption  and  general  use. 

PTCiTATIONAL  SAFETY  AND  HEALTH  STANDARD-  A standard  which  requires  conditions, 
or  the  adoption  or  use  of  one  or  more  practices,  means,  methods,  operations, 
or  processes,  reasonably  necessary  or  appropriate  to  provide  safe  or  healthful 
employment  and  places  of  employment. 

OPEN  DUMP-  The  consolidation  of  solid  waste  from  one  or  more  sources  at  a dis- 
posal site  which  has  insanitary  conditions,  little  or  no  cover,  usually  burning, 
and  little  or  no  management. 

OPERATOR-  This  term  shall  mean  any  person,  who  by  contract,  agreement,  or  own- 
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'■'•sl'.p takes  the  responsibility  of  operation  and  maintaining  a food  service 
operation,  public  lodging  facility,  vending  machines,  or  institution,  etc. 
miSON-  An  individual  , corporation,  partnership,  or  association,  and  includes 
any  officer,  employee,  department,  or  agency. 

I'l.ACB  OF  BUSINESS-  Shall  mean  and  include  any  store,  warehouse,  manufacturing 
establishment,  place  of  amusement  or  recreation,  filling  station,  office 
building,  or  other  places  where  people  work. 


I'l.ACE  OF  PUBLIC  ASSEMBLY-  Shall  mean  and  include  fair  grounds,  auditoriums, 
stadiums,  churches,  campgrounds,  theaters,  and  other  places  where  people  con- 
gregate for  religious,  educational,  or  recreational  pumoses. 
l>nn.NTIALLY  HAZARDOUS  FOOD-  This  term  shall  mean  any  perishable  food  which 
consists  in  whole  or  in  part  of  milk  or  milk  products,  eggs,  meat,  poultry, 
fish,  shellfish,  or  other  ingredients,  capable  of  supporting  rapid  and  pro- 
gressive  growth  of  infectious  or  toxigenic  microorganisms. 

PRIRARY  DRINKING  WATER  REGULATIONS-  This  means: 

a.  Applies  to  public  water  system; 

b.  Specifies  contaminants  which  may  have  any  adverse  affect  on  the  health 
of  persons; 

c.  Specifies  for  each  such  contaminants  either- 

1.  A maximum  contaminant  level,  if  in  the  judgement  of  the  Director, 
Cherokee  Tribal  Health  Service,  it  is  economically  and  technologically 

feasible  to  ascertain  the  level  of  such  contaminant  in  water  in  public 
water  systems,  or 

2.  If,  in  the  judgment  of  the  Director,  Cherokee  Tribal  Health  Service, 
it  is  not  economically  or  technologically  feasible  to  so  ascertain  the 
level  of  such  contaminant; 

d.  Contains  criteria  and  procedures  to  assure  a supply  of  drinking  water 
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which  dependably  complies  with  such  maximum  contaminant  levels;  including  qiui- 
lity  control  and  testing  porcedures  to  insure  compliance  with  such  levels  and 
to  insure  proper  operation  and  maintenance  of  the  system,  and  requirements  as 
to  (1)  tlie  minimum  quality  of  water  which  may  be  taken  into  the  system  and  (2) 
siting  for  new  facilities  for  public  water  systems. 

I'ROnUCT  CONTACT  SURFACE-  This  shal 1 mean  any  surface  of  the  vending  machine,  ap- 
purtenances, or  containers  which  comes  into  direct  contact  with  any  food, 
beverage,  or  ingredient. 

PRIVY  BUILDING-  Shall  mean  and  include  any  and  all  buildings  which  are  used 
for  affording  privacy  in  acts  of  urination  and  defecation  which  are  not  con- 
nected to  a residential  septic  tank  or  community  type  sewerage  system. 

ITIBLIC  WATER  SUPPLY-  Any  water  supply  furnishing  potable  water  to  ten  or  more 
residences  or  businesses,  or  combination  of  residences  or  businesses. 

PUBIJC  WATER  SYSTEM-  A system  for  the  provision  to  the  public  of  piped  water 
for  human  consumption,  if  such  system  has  at  least  fifteen  service  connections 
or  regularly  serves  at  least  twenty-five  individuals.  Such  term  includes  (a) 
any  collection,  treatment,  storage,  and  distribution  facilities  under  control 
of  the  operator  of  such  system  and  used  primarily  in  connection  with  such  sy- 
stem, and  (b)  any  collection  or  pretreatment  storage  facilities  not  under  such 
control  which  are  used  primarily  in  connection  with  such  system. 

PUTRESCIBLE-  Solid  waste  capable  of  being  deocmposed  by  microogranisms  with 
sufficient  rapidity  as  to  cause  nuisances  from  odors  and  gases,  such  as  kitchen 
wastes,  offal,  and  carcasses. 

QUARANTINE- 

a.  Complete  Quarantine-  the  limitation  of  freedom  of  movement  of  such  well 

persons  or  domestic  animals  as  have  been  exposed  to  a communicable  disease, 
for  a period  of  time  not  longer  than  the  longest  usual  incubation  period 
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of  the  disease  in  such  manner  as  to  prevent  effective  contact  with  those 
not  so  exposed. 

M(xl  i I i ('d  Quarantine-  a selective,  partial  limitation  of  freedom  of  move- 
ment ot  persons  or  domestic  animals,  commonly  on  the  basis  of  known  or  pte- 
sumotl  differences  in  susceptibility,  but  sometimes  because  of  danger  of 
disease  transmission. 

e.  Personal  Surveillance-  the  practice  of  close  medical  or  other  supervision 
of  contacts  in  order  to  promote  prompt  recognition  of  infection  or  illness 
but  wittiout  restricting  their  movements, 
d.  Segration-  the  separation  for  special  consideration,  control,  or  observa- 
t ion  of  some  part  of  a group  of  persons  or  domestic  animals  from  the  others 
to  facilitate  control  of  a communicable  disease. 

RbFUSE-  All  non-putrescible  wastes. 

RESERVOIRS-  Impoundments  used  for  the  primary  purpose  of  storing  raw  water  to 
be  sulisequent  ly  treated  for  use  as  public  water  supplies. 

RESIDENCE-  Shall  mean  and  include  any  private  home,  tenant  house,  hotel,  motel, 
summer  camp,  labor  work  camp,  trailer  court,  institutions,  or  other  places 
where  people  reside  for  any  period  of  time. 

RODENTICI DE-  A chemical  substance  used  for  the  destruction  of  rodents. 
SANITARIAN-  An  individual  employed  by  the  local  health  department  to  carry  out 
public  health  sanitation  programs,  and  specifically  authorized  to  represent 
the  Cherokee  Tribal  Health  Department. 

SANITARY  LANDFILL-  A method  of  disposing  of  solid  waste  on  land  in  a sanitary 
manner  without  creating  nuisances  or  hazards  to  public  health  or  safety  by 
utilizing  the  principles  of  engineering  to  confine  the  solid  waste  to  the 
smallest  practical  area,  to  reduce  it  to  the  smallest  practical  volume,  and 
to  cover  it  with  a layer  of  compacted  earth  at  the  conclusion  of  each  days 


-413- 


operation  or  at  such  more  frequent  intervals  as  may  be  necessary. 

SANITARY  SEIVF.R  - A pipe  which  carries  sewage  and  excludes  storm,  surface,  and 
ground  water. 

SANITARY  SURW.Y  - An  on-site  review  of  the  water  source,  facilities,  equipment, 
operation  and  mainten;mce  of  a public  water  system  for  the  purpose  of  evalua- 
ting the  adequacy  of  these  items  for  producing  and  distributing  safe  drinking 
water . 

SANITIZE  - Tiiis  term  shall  mean  effective  bactericidal  treatment  of  clean  sur- 
faces of  equipment  and  utensils  by  a process  (approved  by  the  Health  Authority) 
effective  in  destroying  microorganisms  including  pathogens. 

SidiM  - A mass  of  sewage  which  floats  on  the  surface  of  sewage. 

SECONnARY  DRINKING  WATER  REGULATIONS  - A regulation  which  applies  to  public 
water  systems  and  which  specifies  the  maximum  contaminant  levels  which,  in 
the  judgement  of  the  Director,  are  requisite  to  protect  the  public  welfare. 

Such  regulations  may  apply  to  any  contaminant  in  drinking  water  (a)  which  may 
adversely  affect  the  odor  or  appearance  of  such  water  and  consequently  may 
cause  a substantial  number  of  the  persons  served  by  the  public  water  system  pro- 
viding such  water  to  discontinue  its  use,  or  (b)  which  may  otherwise  adversely 
affect  the  public  welfare.  Such  regulations  may  vary  according  to  geographic 
and  other  circumstances. 

SEPTIC  TANK  - A water-tight,  covered  receptacle  designed  and  constructed  to  re- 
ceive the  discharge  of  sewage  from  a building  sewer,  separate  solids  from  the 
liquid,  digest  organic  matter  and  store  digested  solids  through  a period  of 
detention,  and  allow  the  clarified  liquids  to  discharge  for  final  disposal. 
SEWAGE  - Any  liquid  waste  containing  animal  or  vegetable  matter  in  suspension 
or  solution,  and  may  include  liquids  containing  chemicals  in  solution. 

SEIVER  CONNECTION  - A connection  with  a community  or  public  sewerage  system  which 
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pn.vuU-s  for  the  collection  with  a community  or  public  sewerage  system  which 

provides  for  the  collection  and  disposal  of  sewage  or  other  liquids  from  the 
liousL'  or  building. 

•INld.l.  srjiVK.h  AllllCl.B-  This  shall  mean  any  utensil,  container,  implement,  or 

wrapper  intended  for  use  only  once  in  the  preparation,  storage,  display,  service, 
OI-  consumption  of  food  or  beverage. 

■'Idl'iili-  The  accumulated  settled  solids  deposited  from  sewage  and  containing 
iiiDir  or  less  water  to  form  a semi-liquid  mass. 

soldi.  WASTE-  Garbage,  refuse,  and  other  discarded  solid  materials,  including 
solid  waste  materials  resulting  from  industrial , commercial,  and  agricultural 
operations,  and  from  community  activities,  but  does  not  include  solids  or  dis- 
solved material  in  domestic  sewage  or  other  significant  pollutants  in  water 
resources,  such  as  silt,  dissolved  or  suspended  solids  in  industrial  waste- 

water  effluents,  dissolved  materials  in  irrigation  return  flows  or  other  common 
water  pollutants. 

SOUP  WASTES  THAT  ARE  HAZARDS-  Includes  but  is  not  limited  to  explosives,  pa- 
thological wastes,  pesticides,  chemicals,  and  other  toxic  materials  which  are 
harmful  to  public  health. 

SOLID-WASTE  DISPOSAL-  The  collection,  storage,  treatment,  utilization,  pro- 
cessing,  or  final  disposal  of  solid  waste. 

SOLID  WASTE  DISPOSAL  FACILITY-  Land,  personnel,  equipment,  or  other  resources 
used  in  the  disposal  of  solid  wastes. 

SOLID  WASTE  DISPOSAL  SITE-  Any  place  at  which  solid  wastes  are  disposed  of  by 
incineration,  sanitary  landfill,  or  any  other  methods. 

STATIC  WELL-  The  level  at  which  the  water  stands  in  the  well  when  the  well  is 

not  being  pumped  and  is  expressed  as  the  distance  from  a fixed  reference  point 
to  the  water  level  in  the  well. 
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STORM  SliWER-  A sewer  used  for  conveying  rain  water,  surface  water,  condensate, 
colling  water,  or  similiar  liquid  wastes,  exclusive  of  sewage  and  industrial 
waste . 

SlIMMl:!^  0\MR-  The  term  shall  include  those  camp  establishments  which  provide 
food  or  lodging  accomodations  for  groups  of  children  or  adults  engaged  in  or- 
ganized recreational  or  educational  programs.  This  definition  shall  not  be  in- 
terpi-eted  to  prohibit  summer  camps  or  other  organizations  from  conducting  over- 
night hikes  or  similiar  primitive  camping  activities.  Neither  will  it  pro- 
hibit family  camp-outs,  scout  hikes,  and  camper  rallies. 

VECTOR-  An  insect  or  animal  which  transmits  infectious  diseases  from  one  per- 
son or  animal  to  another. 

VENDING  MACHINE-  This  term  shall  mean  any  self-service  device  offered  for  pub- 
1 i c'  use  which,  upon  insertion  of  a coin,  coins,  or  token,  or  by  other  means, 
dispenses  unit  servings  of  food  or  beverages,  either  in  bulk  or  in  package, 
without  the  necessity  of  replenishing  the  device  between  each  vending  operation, 
however,  carbonated  beverage  vending  machines  are  exempt. 

WELL-  Any  excavation  that  is  cored,  bored,  drilled,  jetted,  dug  or  otherwise 
constructed  for  the  purpose  of  locating,  testing,  or  withdrawing  ground-water, 
or  for  evaluating,  testing,  developing,  draining,  or  recharging  any  ground- 
water  reservoir  or  aquifer,  or  that  may  control  divert,  or  otherwise  cause  the 
movement  of  water  from  or  into  any  aquifer.  Provided,  however,  this  shall  not 
include  a well  constructed  by  an  individual  on  land  which  is  owned  or  leased 
by  him,  appurtenant  to  a single  family  dwelling,  and  intended  for  domestic  use 
(including  household  purposes,  farm  livestock,  or  garden). 

WELL  SEAL-  An  approved  arrangement  or  device  used  to  cap  a well  or  to  establ- 
ish and  maintain  a junction  between  the  casing  or  curbing  of  a well  and  the 
piping  or  equipment  installed  therein,  the  purpose  or  function  of  which  is  to 
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iMOvenr  pollutants  from  entering  the  well  at  the  upper  terminal. 

ZOONOSIS-  An  infection  or  an  infectious  disease  transmissable  under  natural 
.conditions  between  vertebrate  animals  and  man. 


-417- 


Cherokee  Council  House 
Cherokee,  North  Carolina 

Date:  September  23,  1976 


RESOLUTION  NO.  272  (1976) 


WllLRt-.AS:  The  Eastern  Band  of  Cherokee  Indians  has  recognized  the  development 

of  a Comprehensive  Health  Delivery  Plan  as  a priority  objective  in 
acquiring  better  health  care  for  our  Indian  people,  and 

WHEREAS:  The  completion  of  the  aforementioned  plan  includes  the  development 

of  a Code  of  Ordinances  for  the  Cherokee  Health  and  Sanitation 
System,  and 


WHEREAS:  The  North  Carolina  Department  of  Natural  and  Economic  Resources,  the 

Tribal  Health  Coordination  Program,  the  Cherokee  Planning  Board, 
the  Tribal  Health  Advisory  Board  have  participated  in  the  prepara- 
tion, review  and  revision  of  a plan  entitled  "Public  Health  and 
Sanitation  Code  of  Ordinances,"  and 

IVHEREAS:  The  final  draft  of  this  document  provides  the  legal  framework 

under  which  health  services  will  be  provided,  and  provides 
assurance  that  such  services  will  be  provided  in  conformance 
to  established  standards,  and 


IVHEREAS:  Such  standards  are  considered  to  be  adequate  and  enforceable. 


NOW,  THEREFORE  BE  IT  RESOLVED  by  the  Eastern  Band  of  Cherokee  Indians  in 

Annual  Council  assembled,  at  which  a quorum  is  present,  that  the 
Tribal  Council  hereby  endorses  the  aforementioned  Code  of  Ordinances 
as  the  official  tribal  document  for  the  regulation  and  control  of 
Health  and  Sanitation  activities  on  the  Cherokee  Reservation. 


BE  IT  FINALLY  RESOLVED  that  this  document  shall  henceforth  represent  the  proper 
reference  for  any  and  all  questions  concerning  legality,  conformance 
of  standards  and  enforcement. 
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